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ABSTRACT 
Context. DC voltage converters (DCV) are part of modern power supply systems (PSS) and power supply ensuring the operation 

of electronic and radio devices, telecommunication systems and communication and to a large extent determine their power con-
sumption, reliability, time of readiness for operation, weight, size and cost indicators. Even though there are a large number of differ-
ent software packages used in engineering practice for the study and design of radio engineering devices, such computer-aided design 
(CAD) systems and virtual computer simulation of electronic circuits have some limitations that do not allow to quickly carry out the 
entire complex of studies of DCV required for the analysis of electrical processes in various operating modes. 

Objective. In this section, the goal is to select the most suitable methods and algorithms that allow the development of software 
necessary for solving the problems of research and analysis of electrical processes for select energy parameters of the DCV of a 
modular structure in a separate power channel (PWC). 

Method. The paper proposes a method that consists in using mathematical models describing electrical processes in DC voltage 
converters and creating, on the basis of the developed calculation algorithms, specialized software for the automated study of electri-
cal processes in the DCV of a modular structure using a computer. 

Results. The paper discusses the main methods of automated research of radio engineering devices, which can be used to analyze 
the electrical processes of pulsed DC voltage converters of a modular structure. Algorithms of calculation are given and, as an exam-
ple, some results of automated research obtained using this method. 

Conclusions. The analysis of the known methods of automated research of DC voltage converters of modular structure is carried 
out. Their advantages and disadvantages are given. It is shown that the most suitable method is based on the use of mathematical 
models describing electrical processes in DC voltage converters of this type. On the basis of the mathematical models presented in 
the second section of the work, algorithms and specialized software have been developed that allow them to be widely used in the 
automated research and design of modular-structured DC voltage converters. 

KEYWORDS: modular voltage converters, power channel, converter operation modes, research algorithm for electrical proc-
esses. 

 
ABBREVIATIONS 

CAD is a computer-aided design system; 
DCV is a DC voltage converter; 
PWC is a power channel; 
SPC is a single-phase pulse converter; 
MPC is a multiphase pulse converter; 
SP is a software package; 
UHF is a ultra high frequency. 

 

NOMENCLATURE 
Uout  is an output voltage (load); 
Iout  is an output current (load) DCV; 
Ioutk  is an output current (load k-th PWC); 
N is a number of power channels DCV; 
fa  is an accumulation factor; 
L1 is an inductance of the primary winding W1 of the 

power choke; 
n21 is a transformation coefficient; 
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Nmax  is a maximum number of power channels DCV; 
Сin  is a capacitance of the input filter capacitor; 
С out  is a capacitance of the output filter capacitor; 
Ūin  is a relative supply voltage; 
Rr is an operating mode – stabilization (tracking); 
Rp is a conversion mode – SPC (MPC); 
Pout mode is a type of calculation: Pout = const,  

(Poutk = const); 
Routk is a load resistance k-th PWC; 
Poutk is a load power k-th PWC; 
fak  is an accumulation factor k-th PWC; 
frk  is a return factor k-th PWC; 
Uink  is an input voltage (power supply) k-th PWC; 
fbk  is a boundary value of the converting frequency; 
Тk  is a converting period; 
Im1k  is a choke current ripple PWC on the accumula-

tion interval; 
Im2k  is a choke current ripple PWC on the return inter-

val; 
Isk  is the average value of current consumption k-th 

PWC; 
Ūink is a relative supply voltage k-th PWC; 
Ūoutk is a relative load voltage k-th PWC; 
Ioutk  is a load current k-th PWC; 
L1k  is an inductance of the primary winding W1 of the 

choke k-th PWC; 
L2k is an inductance of the secondary winding W2 of 

the choke k-th PWC. 
 

INTRODUCTION 
Modern DCV of power supply and power supply sys-

tems, as a rule, use the high-frequency (pulse) principle of 
power conversion. This allows you to create devices and 
systems with higher power density and characteristics that 
are unattainable using other methods. 

The modular structure of the construction of pulse DC 
voltage converters from N of the same type of inter-
changeable PWC simultaneously operating on a common 
load provides increased reliability, reduced manufacturing 
labor intensity, and increased level of unification and 
standardization of DCV. The use of the modular principle 
of construction of the DCV contributes to solving issues of 
redundancy, increasing the reliability of converters, in-
creased manufacturability, adapting to changes in their 
operating modes, and saving energy. 

In the study and computer-aided design of radio-
technical devices, simulation of their operation on a com-
puter is widely used today, when instead of expensive 
long-term experimental testing of electrical energy con-
verters on breadboards, research using mathematical 

models describing the processes of the devices under 
study is used. Therefore, in the work are selected: 

The object of study is the electrical processes in 
pulse DCV of modular structure.   

The subject of study is automated methods for study-
ing the electrical processes of modular DCV.  

The purpose of the work is to develop the methods 
and algorithms that allow the development of software 
necessary for solving the problems of research and analy-
sis of electrical processes for select of energy parameters 
of the DCV modular structure. 

To achieve this, it is necessary to solve the following 
tasks – to analyze modern methods of automated research 
of radio engineering devices, using the selected mathe-
matical model to develop algorithms and software for 
solving the problems of research and analysis of electrical 
processes DCV and to analyze the obtained results. 

To carry out a set of necessary studies, the software 
must ensure the study of converters with SPC and MPC 
principles of converting electrical energy, the results of 
which are necessary in the design in order to improve the 
technical and economic indicators of the DCV. 

 
1 PROBLEM STATEMENT 

Mathematical models described in [1, 2, 3] describing 
electrical processes in a separate power channel and the 
converter as a whole, allow investigating the depend-
ences: currents and voltages in the PWC elements, in its 
supply circuits and the load of the converter at a given 
operating mode. This makes it possible at any time to 
determine the magnitude of instantaneous currents, their 
maximum and minimum values, as well as the magnitude 
of the absolute and relative ripple of voltages and currents 
at the input and output of the DCV, respectively, with the 
SPC and MPC, as well as other electrical and energy pa-
rameters of the modular structure converters required to 
select the optimal parameters of the elements, operating 
modes of the power unit and control algorithms. 

The indicated mathematical models also allow us to 
construct the dependences of the quality indicators of the 
electrical processes of DCV and energy parameters on the 
value of the values of the accumulation factors fa and the 
transformation coefficient n21, the numbers N of PWC and 
other parameters for different modes of operation [1]. 

These dependencies make it possible to identify the 
features of electrical processes (for example, under differ-
ent operating modes) with other parameters unchanged 
(N, Lk, Сk) and to assess the degree of influence of one 
parameter or another on the nature of the dependence in 
the entire control range, both in any individual PWC, as 
well as and in the converter as a whole (Fig. 1). 
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Figure 1 – Power section of the DCV of modular structure with parallel connection of a lower-type PWC with elements of transfor-
mation of chokes: a – n21 > 1; b – n21 < 1 

Thus, the software package for the study of DCV 
should solve the following main tasks, which are pre-
sented in the form of an information model (Fig. 2):  

1. Calculation of basic parameters;  
2. Calculation of parameters in the time domain (tim-

ing diagrams of voltages and currents in the power sec-
tion, as well as in the input and output circuits of the 
PWC and DCV);  

3. Investigation of the parameters of electrical proc-
esses (values of voltages and currents on the elements of 
the power section of the DCV);  

4. Study of quality indicators of electrical processes 
(absolute and relative values of voltage and current ripple 
in the input and output circuits of the DCV);  

5. Investigation of energy parameters (values of oper-
ating currents, power losses on the elements of the power 
unit, efficiency factor of the DCV). 

 
2 REVIEW OF THE LITERATURE 

In the process of automated research and design of 
electronic devices, as a rule, it is necessary to use a whole 
set of different software packages. Many sources provide 
descriptions and examples of modeling electrical proc-
esses of radio engineering devices using well-known 
CAD systems [7, 8, 9]. For example, at the stage of de-
veloping a structural diagram, programs such as SysCalc, 
System View, Simulink, LabView can be used. And when 
creating schematic diagrams – PSpice (as part of the Des-
ignLab package), Micro-Cap, Electronics Workbench, 
and when designing UHF devices such specialized pro-
grams as Super Compact, Touchstone, Aplac and others 
[1, 2, 4, 8, 9]. 

These software products allow engineering studies to 
create, edit schematic diagrams and make a calculation of 
a number of parameters, calculate frequency characteris-
tics and transients, perform a variety of device analyzes, 
and implement other service functions [3, 5, 6]. 

However, having some limitations, such software prod-
ucts do not allow to fully serve as a tool for researching 
voltage converters. All these programs are quite expensive 
and universal, and, as a rule, do not allow complex studies 
of several parameters at the same time. Also, the construc-
tion of dependencies in a relative form, for example, such 
as the ripple coefficients of voltages and currents, effi-
ciency and other parameters, becomes much more compli-
cated [3, 6, 7, 9]. Therefore, to study and analyze the speci-
fied parameters of various converter circuits under different 
operating modes, it is required to create specialized soft-
ware – a software package (SP), which allows, using a 
mathematical model [2, 3, 8] describing electrical processes 
in the DCV, to carry out all the necessary calculations to 
solve the problems of automated research and design of 
converters of modular structure. 

 
3 MATERIALS AND METHODS 

When developing such a software package, the alloca-
tion of individual software modules – subroutines (SR) is 
used to calculate the parameters corresponding to the 
tasks being solved [2, 3, 5, 9]. This is due to the fact that 
the main computational procedures and operations that 
make up the individual stages of research should be inter-
connected and not be duplicated when solving various 
research problems, which contributes to the reduction of 
computational operations. Thus, a unified software algo-
rithm can be represented as a set of software modules that 
will create the most clear and rational software structure. 

As a result, the following basic requirements for a 
software package for studying converters of a modular 
structure can be distinguished: 

1. The rational structure of the software information 
model, reflecting information links between individual SR 
when solving research problems, which helps to reduce 
time costs and resources for software development.  
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2. The software must ensure the study of the DCV at 
various parameters of the PWC elements and the selected 
operating mode for the SPC and MPC.  

3. Availability of a separate software module (control 
program) to control the operation of the software complex 
(selection of research tasks, change of initial data, provid-
ing information links between individual SR at a given 
stage of research), using the same initial data and calcu-
lated relationships of the used mathematical model. 

In accordance with the tasks solved by the software 
package for the study of DCV (Fig. 1) [2, 3, 5], the fol-
lowing parameters are related to the simulation results: 

1. To study time dependences – instantaneous values 
of currents and voltages in the input iink(t), uink(t) and out-
put ioutk(t), uoutk(t) circuits of a single k-th PWC, their total 
values for the DCV is.in(t), us.in (t), is.out(t), us.out (t) at SPC 
and iмsk(t), uмs(t), iм.out(t), uм.out(t) MPC.  

2. To study the dependencies of the quality indicators 
of the electrical processes of the DCV on the values of the 
accumulation and transformation coefficients, the value of 
the output power, the relative supply voltage and load, the 
number of power channels, and other parameters: 

– absolute ripple of currents ΔIink, ΔIoutk, ΔIs.in, ΔIs.out, 
ΔIм.in, ΔIм.out and voltages ΔUink, ΔUoutk, ΔUs.in, ΔUs.out, 
ΔUм.in, ΔUм.out, respectively, at the input and output to the 
PWC and DCV during SPC and MPC;  

– the ripple coefficients of currents Crs.in, Crs.out, Crm.in, 
Crm.out and voltages Crs.inu, Crs.outu, Crm.inu, Crm.outu at the 
input and output of the DCV at the SPC and MPC, re-
spectively; 

– smoothing factor of the converter for current Si and 
voltage Su;  

– smoothing coefficients of the structure at the input 
Sin, Sinu and the output Sout, Soutu in terms of current and 
voltage;  

– adjusting characteristics (Uin/Uout=f(fa) or 
Uout/Uin=f(fa)). 

In this case, the smoothing coefficient is determined 
by the ratio Si=Cr.in/Cr.out, Su= Cr.inu/Cr.out is used to charac-
terize the efficiency of suppression of alternating currents 
or voltages in a device that has a filtering effect (for ex-
ample, a rectifier, converter, filter), where Cr.in, Cr.out, 
Cr.inu, Cr.outu – ripple coefficients, respectively, of the input 
and output current or voltage at the input and output of 
the DCV. 

Smoothing coefficients of the structure of a modular 
converter in the power supply circuits Sin, Sinu and loads 
Sout, Soutu in terms of current and voltage characterize the 
efficiency of suppression of alternating components in the 
MPC, relative to the similar case of the SPC in the corre-
sponding circuits of the converter. For SPC Sin=Sout=1, 
Sinu=Soutu =1 [7, 8]. For MPC Sinм, Soutм can be used as 
indicators characterizing the efficiency of smoothing the 
relative decrease in variable components in the MPC in 
comparison with the SPC made of the same number N 
PWC [6, 7]. 

3. To study the energy parameters of converters, 
which include:  

– effective values of currents on PWC elements ICinke, 
IS1ke, IL1ke, IVD1ke, IL2ke, IL12ke, ICoutke, their total values for 
DCV IS1e, IL1e, IVD1e, IL2e, IL12e, while the effective values 
of currents of capacitors of input and output smoothing 
filters during SPC and MPC will be different (in MPC, 
the maximum value of the corresponding currents is less) 
and ICinмe < ICinse and ICoutмe < ICoutse.  

– power losses on PWC elements PCink, PS1k, PL1k, 
PVD1k, PL2k, PL12k, PCoutk, their total values for DCV PS1, 
IVD1, PL1, PL2, PL12, while power losses on capacitors of 
input and output smoothing filters during SPC and MPC 
will be different and (PCм = PCinм + PCoutм) < (PCs = PCins + 
+PCouts). 

– the coefficients of efficiency of the power channel 
ηpwck and the converter of modular structure at SPC ηspc 
and MPC ηmps. 

Based on the foregoing, the tasks solved by the devel-
oped software will be a set of interconnected functional 
blocks, which are presented in the form of an information 
model, Fig. 2. With an automated study of converters of 
modular structure in accordance with the information 
model (Fig. 2), the software package allows you to: 

1) study of the parameters of electrical processes in 
the time domain for various parameters of the elements, 
operating modes of both a single PWC, and the DCV as a 
whole;  

2) a study of the influence of the magnitude of the 
values of the initial data and basic parameters on the qual-
ity indicators of electrical processes (on the absolute and 
relative pulsations of voltages and currents in the input 
and output circuits, and the smoothing coefficients) of the 
converter;  

3) study of the influence of changing the number N of 
the PWC of the converter on the quality indicators of the 
electrical processes of the converter.  

4) study of the influence of changes in these parame-
ters on the energy performance of the DCV in different 
modes of operation. 

In accordance with the tasks of the study of the DCV, 
the following functions of the investigated parameters 
have been identified, which are necessary to assess the 
quality of electrical processes, energy parameters in the 
PWC elements, as well as in the input and output circuits 
of the converter (Fig. 2): 

1. Functions of time – f(t).  
2. Not being functions of time, for example, the accu-

mulation factor – f(fa), functions of the transformation 
ratio – f(n21) or functions of the number of power chan-
nels – f(N), functions of value relative supply voltage – 
f( пU ). 

To solve each of the tasks of the automated research, 
the “Control program” [4] is used, which controls the 
computational process, as well as the input of the initial 
data, the output of the calculation results, including the 
construction of graphs of the selected dependencies. 

The control program carries out the required research 
using separate functional (depending on the tasks to be 
solved) program modules, implemented in the form of 
dynamically linked libraries [4]. During research, the con-
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trol program uses a set of software modules in the form of 
dynamic libraries containing a set of tools necessary for 
solving a particular problem. 

 
4 EXPERIMENTS 

To perform these studies using a computer, it is advis-
able, on the basis of an analysis of all the calculated ratios 
and the formulated research tasks, to divide the entire 
process of calculating the processes and parameters of the 
converter into a number of independent tasks. Next, dis-
tribute them (Fig. 3) by type of research and for each 
problem to be solved, compose a calculation algorithm, 
on the basis of which the software should be implemented 
in the form of appropriate subroutines. After that, it is 
necessary to combine all the subprograms into a single 
software complex for the study of DCV, consisting of 
software modules with various tasks to be solved. 

Let us consider in more detail, taking into account the 
adopted approach – separation into a separate software 
module – a module for calculating basic parameters that 
are common for any type of research. 

Let’s select separate subroutines (SR), which are part 
of the algorithm for studying the DCV (Fig. 3), imple-
mented in the form of a dynamically connected library: 

1) SR “Calculation of basic parameters” serves for 
preliminary calculation of parameters and their prepara-

tion as initial data for calculating the investigated quanti-
ties (block (bl.) 3, Fig. 3); 

2) SR “Time dependencies” for calculating timing 
diagrams (bl. 11, Fig. 3) both in the circuits of a separate 
power channel, and at the input and output of the con-
verter as a whole (Fig. 1);  

3) SR “Quality indicators” (bl. 10, Fig. 3) for calculat-
ing the dependences on the accumulation coefficient (with 
the possibility of changing the number N of PWC, bl. 5, 
Fig. 3 and the transformation ratio n21 – bl. 6, Fig. 3) qual-
ity indicators (Fig. 3) of the electrical processes of the 
DCV (absolute pulsations, pulsation coefficients, smooth-
ing coefficients); 

4) SR “Energy parameters” (bl. 9, Fig. 3) for calculat-
ing the effective values of currents in the elements of the 
PWC, the converter, as well as the efficiency at different 
values of the accumulation coefficients fa and transforma-
tion n21, values, output power Pout and various the number 
N of power channels of the DCV. 

The algorithm of the software complex for the study 
of DCV contains the following blocks and subroutines: 

After the start of the program (bl. 1) of the algorithm 
(Fig. 3), in bl. 2, the initial data are entered: the parame-
ters of the elements, the required type of research, the 
required type of dependence that needs to be obtained. 
Depending on the selected type of study, the type of de-
pendence in the subroutine (bl. 3), the basic parameters

 

 
Figure 2 – Software Information Model 
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Figure 3 – DCV research algorithm 
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are calculated, which are used in the corresponding calcu-
lations (time dependences, quality indicators or energy 
parameters) in the PWC or DCV. In bl. 4, depending on 
the given type of the investigated dependence, the compu-
tational process branches out: bl. 5, if the selected de-
pendence on the accumulation coefficient – f(fa), or bl. 6, 
dependence on the transformation ratio – n21 or bl. 7, if 
the study of time dependences f (t) is selected. The speci-
fied bl. 5, bl. 6, bl. 7 are the beginning of the correspond-
ing cycles for the selected type of dependence. For exam-
ple, for dependence on the accumulation coefficient – 
f(fa), in bl. 5, its minimum famin and maximum famax values 
are determined, as well as the step Δfa, with which the 
accumulation coefficient will change. The accuracy of the 
calculation depends on the size of the step interval Δfa. 
With an increase in Δfa, the error increases. A decrease in 
Δfa in order to increase the calculation accuracy leads to 
an increase in the calculation time. 

In addition to calculating the parameters of elements 
and plotting dependencies, it is important to study the 
characteristics of the device under various operating mod-
es and when changing the parameters of the elements. 

To create the software, the calculation method was 
used [4], while the study of electrical processes is imple-
mented in the form of an array of input data elements and 
the corresponding array of elements of the calculation 
results, that is, in the form of a function Ym=f(Xn) where Y 
is an array of calculation results, X is an array initial data, 
m – element number in the array of calculation results, n – 
element number in the initial data array. This makes it 
possible at the program level to separate the study that 
operates with the values of m and n from the mathemati-
cal model using the corresponding arrays of initial data – 
X and calculation results – Y. In this case, the control pro-
gram is universal, and the change in the applied purpose 
of the study can be carried out by replacing the mathe-
matical model and arrays X and Y, which are implemented 
using a separate dynamically linking libraries (DLL) pro-
gram module. Therefore, to carry out any research using a 
universal control program, it is sufficient to create addi-
tional DLL [4]. 

The principle of operation of a specialized program 
for research is to calculate the array of results in the main 
function using the appropriate subroutines (the required 

set of DLL) based on the array of initial data and basic 
parameters (Fig. 4) [4]. 

To carry out automated studies of the DCV, a program 
was used that allows you to work with DLL [4]. At the 
same time, the program itself is not tied to a specific ma-
thematical model and can be used to study a wide range 
of technical devices. Changing the application purpose of 
the program is done by replacing the dynamic library file 
(mathematical model). 

The algorithm of the program for the research is de-
scribed in detail in [4]. This control program, being a uni-
versal one, allows to carry out a wide range of automated 
studies of DCV in accordance with the mathematical 
model implemented in the DLL. When studying convert-
ers in the time domain, as well as the influence of the 
value of the accumulation coefficient – fa, the transforma-
tion ratio – n21 and other parameters on the quality indica-
tors and energy parameters of the DCV of the modular 
structure of construction, several directions can be distin-
guished: 

1) Investigation of the influence of these parameters 
on the quality indicators of the DCV at a constant load 
power, when the load power Pout=const, and the consump-
tion and load current of the k-th power channel is N times 
less than the total current of the DCV Pout=IoutUout, 
Poutk=Pout/N = (Uout Ioutk /N)Uout, Ioutk=Iout /N. Such a con-
struction of converters allows you to build converters 
from low-power (low-current) and, accordingly, cheaper 
element base with better dynamic characteristics. Here, 
the output voltage and load current of the converter are 
taken as the initial data, and the load resistance will be 
determined as Rout = Uout /Iout, and in the k-th power chan-
nel it will be Routk = Uout /Ioutk or Routk= RoutꞏN. 

2) Investigation of the influence of the above parame-
ters on the quality indicators of the DCV with a constant 
power Poutk=const of the k-th power channel. Then the 
load power will increase with an increase in the number 
of power channels Pout= NPoutk = (Ioutk Uout) N. Such a 
construction of converters allows unifying the converter 
modules and increasing its power by connecting addi-
tional modules. Here, as the initial data, the voltage Uout 
and the current Ioutk of the load of the k-th power channel  
are taken, and the load resistance of the k-th power chan-
nel will be determined, as shown in Table 1, and in the 
DCV it will be Rout = RoutkꞏN. 

 

 
Figure 4 – The structure of an automated study using a specialized program and DLL 
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For both single-phase and multiphase converters at the 
boundary mode of operation [5, 6], the regulation (stabili-
zation) of the output parameters occurs by changing the 
frequency and duration of the control pulses, which com-
pensate for the change in the parameters of the input volt-
age and load resistance. But at the same time, the fre-
quency in individual power channels remains the same. 

When researching converters of a modular structure 
(when the number N of power channels is increased, con-
necting them in parallel to each other, their equivalent 
inductance changes, and therefore the conversion fre-
quency fb, therefore the results obtained in this way are 
incorrect. conversion fb it is necessary to ensure a constant 
value of the equivalent inductance of the choke. 

When the power channels are connected in parallel to 
the total load, the resistance Rout (current Iout) of the load 
will be evenly distributed between the k-th power chan-
nels at a constant load power, when the load power 
Pout=const, (Routk = RoutN) and, accordingly (Ioutk = Iout/N). 

The frequency of converting the DCV is determined 
by the parameters of the inductances of the chokes L1k 
and the load resistances Routk in separate power channels. 
However, from [5] it follows that with a change (power 
Pout), resistance Routk, at the same value of the inductance 
of the choke L1k, the conversion frequency fa will change 
accordingly. 

So, the increase in the number N of power channels 
connected in parallel with each other at a constant value 
of the load power (Pout = const) of the converter will not 
cause a change in the conversion frequency (fb), since the 
frequency is proportional to the value Routk/(2ꞏL1kN), 
where L1kN – the equivalent inductance of the choke 

L1kN = L1kNmax /N, which is obtained when forming the 
equivalent circuit of the DCV from, for example, Nmax = 8 
the number of power converter modules of the same type 
containing N equivalent power channels with the same 
parameters of the elements of the power channels (Fig. 5). 

In order to conduct research on converters of modular 
structure at a constant value of the conversion frequency 
fb, it is necessary to change the inductance L1k of the 
chokes in proportion to the change in the resistance Routk 
(power Poutk) of the load [5]. 

At the same time, to study converters of modular 
structure with single-phase and multiphase principles of 
transformation in the boundary mode of operation, an 
algorithm (Fig. 9) and a technique for calculating the ba-
sic parameters are used [5]. 

Let us take the following assumptions: with a single-
phase conversion principle, the PWC of the converter 
operate synchronously and in phase, and all chokes, as 
connected in parallel, can be replaced with an equivalent 
choke L1=L1k/N. Thus, a single-phase pulse converter of 
N modules connected in parallel with each other – PWC 
(Fig. 5a, 6a, 7a) can be considered as one power module 
(Fig. 5b, 6b, 7b), with an equivalent inductance L1 with 
the corresponding total currents in its circuits. 

It should be taken into account that the distribution of 
the load resistance and inductance of the choke will be 
carried out in the SPC and MPC differently. 

Depending on the direction of research, the inductance 
of the choke, the load resistance and, accordingly, the 
currents in the circuits (equivalent – Fig. 5b), 6b), 7b) of 
the converter will be redistributed in different ways. 

 

 
 

Figure 5 – Converter of modular structure of N parallel-connected PWC (a), and its equivalent circuit (b) with n21 = 1 
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Figure 6 – Converter of modular structure of N parallel-connected PWC (a), and its equivalent circuit (b) with n21 < 1 
 

 

 
Figure 7 – Converter of modular structure of N parallel-connected PWC (a), and its equivalent circuit (b) with n21 > 1 

 

 
Figure 8 – Equivalent inductances L1kN obtained with a different number N of power channels connected in parallel to each other 

on the basis (Nmax = 8) of eight PWC 
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In this case, it should also be taken into account that if 
the research is carried out at a constant value of the load 
power Pout = const, regardless of other conditions, then 
with an increase in the number N of parallel-connected 
power channels, the value of the total currents in the con-
sumption circuit Iin and load Iout, as well as their average 
values will not change. And the currents in the circuits of 
a separate k-th power channel will be N times less than 
the value of the indicated total currents of the DCV. 

In this case, the inductance of the choke will be dis-
tributed to N power channels L1=L1k/N. For example, in a 
single-phase converter of a modular structure of 8 paral-
lel-connected PWC with inductance of chokes in separate 
power channels L1k = 100 μH, the equivalent choke L1 
will have inductance L1 = 100/8 = 12.5 μH. 

When forming, for example, Nmax = 8, the number of 
power converter modules of the same type containing N 
equivalent power channels with the same parameters of 
elements, their equivalent circuits can be considered as a 
converter with N equivalent chokes L1kN = L1kNmax /N and 
resistances RoutkN = RoutkNmaxꞏ/N k–х equivalent PWC. 

If we replace the chokes L1.1, L1.2, …L1k, …L1N of 
the converter of N power channels with equivalent L1kN, 
for example, for Nmax = 8, it can be seen that it is possible 
by combining them to form a converter with the number 
of N equivalent power channels (1 ≤ N ≤8) – 8-channel, 4-
channel, 2-channel and SPC of 8 PWC. This approach is 
illustrated in Figure 8, where it is shown how, on the basis 
of the DCV of 8 PWC Nmax = 8, an equivalent DCV is 
formed with parallel connection of the chokes, while en-
suring the constancy of the conversion frequency fb. 

Table 1 shows how the equivalent resistances RнkN and 
inductances L1kN will be determined when forming N 
channel converters of eight (Nmax = 8) identical k-th PWC. 

 

Table 1 – Equivalent resistances and inductances of the SPC 
at Nmax = 8 

 

N 1 2 4 8 
RoutkN Routk/8 Routk/4 Routk/2 Routk 
L1kN L1k/8 L1k/4 L1k/2 L1k 

 

Carrying out research for SPC and MPC in different 
modes of operation with a different number of N PWC, 
provided that (Pout=const, Iout=const, Rout=const) and in 
order to ensure the constancy of the conversion fre-
quency, the calculations must be carried out as follows: 

The initial data in this case will be the parameters of 
the DCV – the output voltage Uout, the load current Iout, 
the number N PWC and the inductance of the choke L1. 

Calculation results:  
– DCV output power – Pout = IoutꞏUout;  
– Load resistance DCV – Rout = Uout /Iout;  
– Output power of the k-th PWC – Poutk = Pout / N;  
– Load resistance of the k-th PWC – 

Routk=(Pout ꞏN)/Nmax; 
– Load current of the k-th PWC – Ioutk = Uout /Routk;  
The inductance of the choke of the k-th PWC 

L1k=(L1ꞏN)/Nmax, where Nmax is the (basic) maximum 
number of PWC from which the DCV is formed. For ex-
ample, as shown in Figure 8, Nmax = 8. 

Further in Table 2, the main (basic) parameters of in-
ductance, resistance, power and current of the k-th power 
channel corresponding to the indicated type of research 
are given, with Pout=const. 

 

Table 2 – Main (basic) parameters of DCV at Pout = const 
 

N L1k Routk Poutk Ioutk 
8 L1 Rout Pout/8 Iout/8 
4 L1/2 Rout/2 Pout/4 Iout/4 
2 L1/4 Rout/4 Pout/2 Iout/2 

Pout = const 
Iout = const 
Rout = const 
fb = const 

1 L1/8 Rout/8 Pout Iout 
 

When conducting a study of the dependences of qual-
ity indicators on the parameters of the elements of the 
power channels in various modes of operation with a dif-
ferent number N of PWC, provided that (Poutk=const, 
Ioutk=const, Routk=const) with the same constant frequency 
as in the previous case conversion fb, calculations must be 
carried out in accordance with Table 3. 

The initial data in this case will be the output voltage 
Uout, the load current Ioutk of the k-th PWC, the number N 
of power channels and the inductance of the choke L1. 

Calculation results:  
– Output power of the k-th PWC – Poutk = Uout ꞏIoutk;  
– DCV output power – Pout = Poutk ꞏN;  
– Load current DCV – Iout =Ioutk ꞏN;  
– Load resistance of the k-th PWC – Routk = Uout /Ioutk;  
– Load resistance DCV – Rout = Uout /Iout;  
– The inductance of the k-th PWC choke L1k=L1. 
Taking into account the foregoing, the following algo-

rithm for analyzing the electrical processes of the DCV 
with increasing N number of power channels with a con-
stant power of the k-th PWC Poutk = const (proportional 
increase in the output power of the DCV and at a constant 
load power Pout = const (implementation of the DCV from 
a larger number N of power channels of lower power). 
Thus, the equivalent inductance L1kN and the resistance 
RoutkN of the k-th power channels will be determined dif-
ferently (Tables 2, 3). 

 

Table 3 – Main (basic) parameters of DCV at Poutk = const 
 

N Rout Pout Iout 
8 Rout/8 8Pout 8Ioutk 
4 Rout/4 4Pout 4Ioutk 
2 Rout/2 2Pout 2Ioutk 

Poutk = const 
I outk = const 
Routk = const 

fb = const 
L1k = const 1 Rout Pout Ioutk 

 
To obtain correct results, it is necessary to take into 

account the indicated features of calculating the parame-
ters of the DCV when studying the electrical processes of 
the converter, both in the time domain and the depend-
ences on the accumulation coefficients (fa), transforma-
tion (n21), the value of the relative supply voltage (Ūin), 
the number N of power channels and value of output 
power (Pout) of the DCV. 

For all the specified studies of the DCV, the basic pa-
rameters Uin, Т, fb, L2k, Routk, Rout, Iin, Pin, Pout, Im1, Im2 nec-
essary for carrying out the necessary studies will be calcu-
lated in the SR, the conditional name of which is “Basic 
parameters” The initial data in the SP for calculations will 
use the parameters presented in Table 4. 
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Table 4 – Initial data for calculating electrical processes 
№  Designation Name 

1 Uout Output voltage (load) 

2 Iout Output current (load) DCV 
3 Ioutk Output current (load of the k-th PWC) 
4 N The number of power channels DCV 
5 fb Accumulation factor 
6 L1 Primary winding inductance of the choke W1  
7 n21 Transformation coefficient 
8 Nmax Maximum number of power channels DCV 
9 Сin Capacitance of the input filter capacitor 

10 Сout Capacitance of the output filter capacitor 
11 Ūin

 
Relative supply voltage 

12 Rr Operating mode – stabilization (tracking) 
13 Rp Conversion mode – SPC (MPC) 
14 Poutmode Type of calculation: Pout=const, (Poutk=const) 

 

The main basic parameters of the k-th power channel 
PWC (coefficients of accumulation fak and return frk, 
power supply voltage Uink, load resistance Routk, conver-
sion frequency fbk=1/Tbk, accumulation time tak and return 
time trk of energy by a power choke, current ripple ranges 
Im1k, Im2k of the choke, average values of current consump-
tion Iink and load Ioutk, out power Poutk) are presented in  
Table 5. 

In the case under consideration, with the symmetry of 
the electrical processes and the identity of the parameters 
of the elements in the k-th PWC DCV Uink=Uin, 
Uoutk=Uout, fbk=fb, Tbk=Tb=1/fb, fak=fa, frk=fr, W1k= W1, 
W2k= W2, tak=ta, trk=tr, Iink=Iin/N, Ioutk=Iout/N, Im1k=Im1, 
Im2k=Im2. 

In this case, the indicated intermediate (basic parame-
ters) will be preliminarily calculated, which are the initial 
data for subsequent calculations and studies using the 
ratios that are presented in Table 5. 

 

Table 5 – Basic parameters of electrical processes of k-th PWC 
№ Designation Name 
1 Routk Load resistance k-th PWC 

2 Poutk  Load power k-th PWC 
3 fak Accumulation factor k-th PWC 
4 frk Return factor k-th PWC 
5 Uink Input voltage (power supply) k-th PWC 
6 fbk The boundary value of the conversion frequency 
7 Тk Conversion period 
8 Im1k choke current ripple on accumulation interval 
9 Im2k Choke current ripple on return interval 
10 Iink Average current consumption k-th PWC 
11 Ūink Relative supply voltage k-th PWC 
12 Ūoutk Relative load voltage k-th PWC 
13 Ioutk Load current k-th PWC 
14 L1k Inductance of winding W1 of the inductor k-th PWC 

15 L2k  Inductance of winding W2 of the inductor k-th PWC 
 

Using a mathematical model [2, 3] and algorithms 
(Fig. 3, 9), software has been developed for the automated 
study of DC voltage converters [6, 7]. 

 
5 RESULTS 

Using the specified software, the dependences of the 
energy parameters were obtained (Fig. 10 – Fig. 12). The 
dependences of the relative effective values of the cur-
rents of the switch S1k  and the diode VD1k are shown in 
Fig. 10. The first study (Fig. 10 a) was carried out at a 

fixed load voltage and a variable input voltage (the input 
voltage was set in such a way that at a given accumulation 
factor fa the output voltage remained constant. The second 
study was carried out at a fixed ratio of input and output 
voltages Ūin of the converter (Fig. 10 b).  

The analysis of the conducted studies shows that the 
influence of the transformation ratio of the choke on the 
relative effective values of the currents of the keys S1k 
(IeS1k/Ioutk) and VD1k (IeVD1k/Ioutk) (where Ioutk is the load 
current of the power channel) is quantitatively and quali-
tatively the same as for a fixed power of the power 
Poutk =const (when the power of the converter is propor-
tional to the number of power channels Pout= NPoutk), and 
for a fixed power of the converter Pout=const (when the 
power of PWC is inversely proportional to the number of 
power channels Poutk = Pout/N). 

From the graphs (Fig. 10) it can be seen that by choos-
ing the transformation ratio of the choke, it is possible to 
increase or decrease the relative currents of the power 
switching elements. In this case, the degree of influence 
of the transformation ratio of the choke depends both on 
the value of the accumulation coefficient and on the value 
of the relative supply voltage. 

With the accumulation coefficient fa = 0.5 and the 
transformation ratio of the choke n21 = 1, the relative ef-
fective current of the key S1k is equal to the relative effec-
tive current of the diode VD1k (Fig. 10 a). This is due to 
the equality of both the relative durations of the open state 
of these power switching elements (fa = fr) and the range 
of their pulsations (Im1 = Im2) (Fig. 11 a). This feature of 
the operation of the power section of the converters is 
useful in practice, since it allows the use of power ele-
ments S1k and VD1k with the same installed power or, in 
the case when a transistor is used instead of the diode 
VD1k, the same elements. The operation of the converter 
at a different value of kn leads to a redistribution of the 
effective values of the currents of the power switching 
elements. With an increase in fa, the relative effective 
current of the transistor S1k increases, the diode VD1k 
decreases (Fig. 10 a). A decrease in kn leads to the oppo-
site phenomenon: a decrease in the relative effective cur-
rent of the transistor S1k and an increase in the relative 
effective current of the diode VD1k. 

Choosing the transformation ratio of the choke allows 
you to align the relative effective values of the currents of 
the power switching elements. So, for example, with the 
accumulation coefficient fa = 0.2, the equality of the rela-
tive effective values of the currents ĪeS1k = ĪeVD1k occurs 
when using a choke with a transformation ratio n21 = 2, 
and for fa = 0.8 – at n21 = 0.5 (Fig. 6, but). The diagrams 
of the choke currents for this case are illustrated in the 
figure in 11, b, c. 

The dependence of the relative operating currents of 
the switches S1k and VD1k on the value of the transforma-
tion ratio n21 at various values of the relative supply volt-
age Ūin is shown in Fig. 12. 

It can be seen from the graphs that an increase in the 
transformation ratio n21 leads to an increase in the relative 
effective current of the switch S1k, and a decrease in the 
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relative current of the diode VD1k at any values of the 
relative supply voltage Ūin. 

However, the degree of influence of the transforma-
tion ratio of the choke on the values of the relative effec-
tive currents of the power elements is different. Thus, in 

the range 1 < n21 <5, the relative effective value of the 
diode current decreases by 0.75 times, while the relative 
effective value of the current increases by 1.5 times 
(Fig. 12). 

 

 
 

Figure 9 – Algorithm for calculating basic parameters 

 
 

Figure 10 – Dependences of the effective currents value of switches S1k and VD1k on fa (a), and on Ūin (b) for different values n21 
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Figure 11 – Timing diagrams of choke currents of the PWC ioutk(t) at, Uout = const, fak = 0.5 and n21 =1 (а), fak = 0.2 and n21 = 2 (b), 
fak = 0.8 and n21 = 0.5  

(c).  
Figure 12 – Dependence of the effective value of the currents of the keys S1k (a) and VD1k (b), on n21 at different values of the 

relative supply voltage Ūin 
 

6 DISCUSSION 
Thus, to equalize the effective values of the currents in 

the power switching elements in the tracking mode with 
the accumulation ratio fa < 0.5, it is necessary to use a 
choke with a transformation ratio n21 < 1, with an accu-
mulation ratio fa > 0.5, it is necessary to use an inductor 
with a transformation ratio n21 > 1. In the stabilization 
mode, to equalize the effective value of the current be-
tween the power switching elements with a supply voltage 
to load ratio Ūin > 2, it is necessary to use a choke with a 
transformation ratio n21 > 1, with Ūin <2, the transforma-
tion ratio of the choke should be less than one n21 < 1. It 
should also be noted, that when the effective values of the 
currents in the power switching elements are equal, the 
relative effective value of the current in them is 50% of 
the load current (ĪeS1k = ĪeVD1k=0.5). 

 
CONCLUSIONS 

Based on the results of this article, the following con-
clusions can be drawn: 

The paper discusses the main methods of automated 
research and design of radio engineering devices that can 
be used to analyze the electrical processes of pulsed DC 
voltage converters of a modular structure.  

The main tasks to be solved by the developed software 
are formulated; the basic requirements for the software for 

the study of pulsed DCV are given; with the help of the 
information model of the software complex, the connec-
tion of the research tasks to be solved with individual 
software modules is shown.  

Algorithms of calculations are given, the analysis of 
research results obtained using the proposed method is 
given.   

The scientific novelty of obtained results is that the 
algorithms and software modules have been firstly devel-
oped that constitute the computational basis for the analy-
sis and study of electrical processes and energy parame-
ters of converters of modular structure. 

The practical significance of obtained results is that 
the developed calculation algorithms and software can be 
used to solve the problems of analysis and research of 
DCV, which have increased functional capabilities in 
comparison with the existing CAD systems of radio engi-
neering devices. 

Prospects for further research  – the proposed ap-
proach is the basis for solving the problems of research 
and design of DCV of modular structure, plays an impor-
tant role in identifying the features of functioning, choos-
ing the optimal modes of its functioning and the option of 
circuit design. 
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AНОТАЦІЯ 
Актуальність. Перетворювачі постійної напруги (ППН) входять до складу сучасних систем електроживлення (СЕЖ) та 

електропостачання, забезпечуючи роботу електронних та радіотехнічних пристроїв, телекомунікаційних систем та апарату-
ри зв’язку, значною мірою визначаючи їх енергоспоживання, надійність, час готовності до роботи, масо-габаритні та вартіс-
ні показники. Незважаючи на те, що в інженерній практиці використовується велика кількість різних пакетів програм для 
дослідження та проектування радіотехнічних пристроїв, такі системи автоматизованого проектування (САПР) та віртуаль-
ного комп’ютерного моделювання електронних схем мають деякі обмеження, що не дозволяють швидко провести весь ком-
плекс досліджень ППН, необхідний для аналізу електричних процесів за різних режимів роботи апаратури. 

Ціль. В даному розділі метою є вибір найбільш підходящих методів та алгоритмів, що дозволять розробити програмне 
забезпечення, необхідне для вирішення завдань дослідження та аналізу електричних процесів та енергетичних параметрів 
ППН модульної структури в окремо взятому силовому каналі (СК). 

Метод. В роботі запропонований метод, який полягає у використанні математичних моделей, що описують електричні 
процеси в перетворювачах постійної напруги і створенні на базі розроблених алгоритмів розрахунку, спеціалізованого про-
грамного забезпечення для автоматизованого дослідження електричних процесів в ППН модульної структури за допомогою 
ЕОМ. 

Результати. В роботі розглянуті основні методи автоматизованого дослідження радіотехнічних пристроїв, які можна 
використовувати для аналізу електричних процесів імпульсних перетворювачів постійної напруги модульної структури. 
Наведено алгоритми розрахунку і, як приклад, деякі результати автоматизованого дослідження, отримані при використанні 
даного методу.  

Висновки. Проведено аналіз відомих методів автоматизованого дослідження перетворювачів постійної напруги моду-
льної структури. Наведено їх переваги та недоліки. Показано, що найбільш підходящим є метод, заснований на використан-
ні математичних моделей, що описують електричні процеси в перетворювачах постійної напруги даного типу. На основі 
наведених у другому розділі роботи математичних моделей, були розроблені алгоритми і спеціалізоване програмне забезпе-
чення, які дозволяють широко їх використовувати при автоматизованому дослідженні і проектуванні перетворювачів по-
стійної напруги модульної структури.   

КЛЮЧОВІ СЛОВА: модульні перетворювачі напруги, силовий канал, режими роботи перетворювача, алгоритм дослі-
дження електричних процесів.   
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AННОТАЦИЯ 
Актуальность. Преобразователи постоянного напряжения (ПНН) входят в состав современных систем электропитания  

(СЭП) и электроснабжения, обеспечивая работу электронных и радиотехнических устройств, телекоммуникационных 
систем и аппаратуры связи, в значительной степени определяя их энергопотребление, надежность, время готовности к 
работе, массогабаритные и стоимостные показатели. Несмотря на то, что в инженерной практике используется большое 
количество различных пакетов программ для исследования и проектирования радиотехнических устройств, такие системы 
автоматизированного проектирования (САПР) и виртуального компьютерного моделирования электронных схем имеют 
некоторые ограничения, не позволяющие быстро провести весь комплекс исследований ППН, необходимый для анализа 
электрических процессов при различных режимах работы аппаратуры. 

Цель. В данном разделе целью является выбор наиболее подходящих методов и алгоритмов, что позволят разработать 
программное обеспечение, необходимое для решения задач исследования и анализа электрических процессов и 
энергетических параметров ППН модульной структуры  в отдельно взятом силовом канале (СК).  

Метод. В работе предложен метод, который заключается в использовании математических моделей, описывающих 
электрические процессы в преобразователях постоянного напряжения и создании на базе разработанных алгоритмов 
расчета, специализированного программного обеспечения для автоматизированного исследования электрических процессов 
в ППН модульной структуры при помощи ЭВМ.  

Результаты. В работе рассмотрены основные методы автоматизированного исследования радиотехнических устройств, 
которые можно использовать для анализа электрических процессов импульсных преобразователей постоянного напряжения 
модульной структуры. Приведены алгоритмы расчета и, в качестве примера, некоторые результаты автоматизированного 
исследования, полученные при использовании данного метода.  

Выводы. Проведен анализ известных методов автоматизированного исследования преобразователей постоянного 
напряжения модульной структуры. Приведены их преимущества и недостатки. Показано, что наиболее подходящим 
является метод, основанный на использовании математических моделей, описывающих электрические процессы в 
преобразователях постоянного напряжения данного типа. На основе приведенных во втором разделе работы 
математических моделях были разработаны алгоритмы и специализированное программное обеспечение, которые 
позволяют широко их использовать при автоматизированном исследовании и проектировании преобразователей 
постоянного напряжения модульной структуры. 

КЛЮЧЕВЫЕ СЛОВА: модульные преобразователи напряжения, силовой канал, режимы работы преобразователя, 
алгоритм  исследования электрических процессов. 
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АНОТАЦІЯ 

Актуальність. Робота присвячена питанням створення багатофакторних планів експериментів на основі квазівипадко-
вих рекурсивних R-послідовностей Робертса. Об’єктом досліджень є процес створення комп’ютерних однорідних планів 
експериментів. Мета статті полягає в створенні багатофакторних, а саме шести- та семи- факторних, однорідних планів екс-
периментів з низькими показниками розбіжностей, дослідження їх проекційних властивостей та демонстрації їх викорис-
тання на прикладі сурогатного моделювання у вихрострумовій структуроскопії.  

Метод. Для побудови багатовимірних планів експериментів застосовано ітеративний метод рівномірного заповнення 
одиничного гіперкубу опорними точками, що забезпечує прийнятні показники гомогенності та який реалізовано на основі 
квазівипадкових безпараметричних адитивних рекурсивних R-послідовностей Робертса з використанням ірраціональних 
чисел, які, в свою чергу, отримані на основі узагальненої послідовності Фібоначчі. Критерієм досконалості планів є оцінка 
гомогенності за показниками розбіжностей, інваріантних відносно обертання координат та перемаркування й упорядкуван-
ня факторів та які кількісно характеризують відхилення згенерованого розподілу від ідеального рівномірного. 

Результати. Для каталогізації створено шести- та семи-факторні комп’ютерні однорідні плани експериментів, які харак-
теризуються низькими показниками розбіжностей та достатньо високоякісними проекційними властивостями. Підтвердже-
на, раніше доведена в дослідженнях авторів, тенденція щодо збереження цих характеристик планів експериментів в багато-
вимірних факторних просторах, яка спостерігається зі збільшенням кількості точок плану. Оцінка якості створених планів 
експериментів здійснена як візуальним аналізом матриці розсіювання всіх двовимірних проекцій, так і за кількісними пока-
зниками неоднорідності сукупності векторів, які утворюють план, а саме центрованою та циклічною розбіжностями.  

На прикладі начального етапу створення сурогатної моделі для розв’язку задачі ідентифікації профілів електрофізичних 
параметрів у вихрострумовій структуроскопії показано певні особливості застосування створених планів, зокрема перехід 
масштабуванням від плану для одиничного гіперкубу до плану в реальному факторному просторі у вигляді гіперпаралеле-
піпеда, що суттєво не впливає на його характеристики гомогенності розподілу точок. 

Висновки. Вперше виконано завдання створення шести- та семи-факторних однорідних планів експериментів з низьки-
ми показниками центрованої та циклічної розбіжностей на основі R-послідовностей Робертса. Досліджено проекційні влас-
тивості створених планів експериментів для різної кількості точок. Удосконалено метод побудови багатовимірних 
комп’ютерних планів експериментів із врахуванням особливостей вихрострумової структуроскопії. Продемонстровано ви-
користання шести-вимірних планів експериментів на прикладі сурогатного моделювання у вихрострумовій структуроскопії. 
Результати дослідження можуть бути використані при побудові сурогатних математичних моделей фізичних процесів будь-
якими відомими методами апроксимації. 

КЛЮЧОВІ СЛОВА: комп’ютерний план експерименту, сурогатна модель (метамодель), однорідний розподіл, квазіви-
падкові послідовності, проекційні властивості, показники розбіжності. 

 

22



e-ISSN 1607-3274   Радіоелектроніка, інформатика, управління. 2022. № 3 
p-ISSN 2313-688X  Radio Electronics, Computer Science, Control. 2022. № 3 

 

© Гальченко В. Я., Кошовий М. Д., Трембовецька Р. В.,  2022 
DOI 10.15588/1607-3274-2022-3-2 

АБРЕВІАТУРИ 
ВСП – вихрострумовий перетворювач; 
КПЕ – комп’ютерний план експерименту; 
ЛПτ – послідовності Соболя; 
ПЕ – план експерименту; 
ОК – об’єкт контролю. 

НОМЕНКЛАТУРА 
а, с, g – параметри апроксимації; 
CD(Dn)

2 – центрована розбіжність; 
d – товщина приповерхневого шару ОК; 
Е – індукована напруга у вихрострумовому пере-

творювачі; 
f – частота струму збудження; 
fmin, fmax – мінімальна та максимальна частота 

струму збудження вихрострумового перетворювача; 
N – кількість точок плану експерименту; 
n – кількість умовних шарів розбиття приповерх-

невого шару; 
R1, R2, …, Rs – безпараметричні адитивні рекурсив-

ні послідовності Робертса; 
s – розмірність вхідних даних; 
WD(P)2 – циклічна розбіжність; 
X – матриця плану; 
z – висота розташування ВСП над ОК; 
zmin, zmax – мінімальне та максимальне значення ви-

соти розташування вихрострумового перетворювача; 
T, % – технологічний допуск; 
σ(d) – номінальний профіль електричної провідно-

сті приповерхневого шару ОК; 
σmin, σmax – мінімальне та максимальне значення 

електричної провідності у приповерхневому шарі; 
µ(d) – номінальний профіль магнітної проникності 

приповерхневого шару ОК; 
µmin, µmax – мінімальне та максимальне значення 

магнітної проникності у приповерхневому шарі. 
 

ВСТУП 
Для дослідження складних нелінійних взаємо-

зв’язків між багаточисельними входами та виходом 
ресурсномістких комп’ютерних імітаційних моделей 
фізичних процесів останнім часом досить продуктив-
но використовуються сурогатні моделі [1]. Сурогатну 
модель, тобто метамодель, зазвичай створюють на 
основі ретельно відібраних точок проєктного просто-
ру, що складають доволі обмежені набори даних, в 
яких виконують обчислення з інтенсивним викорис-
танням процесора та пам’яті, задіяних 
комп’ютерними імітаційними моделями. Мета суро-
гатного моделювання полягає в знаходженні функції 
апроксимації (метамоделі), що дозволяє досліджувати 
процес, але виконувати це значно швидше. Отже, ме-
тамодель виконує функції проксі для комп’ютерної 
моделі фізичного процесу. Для забезпечення високої 
точності метамоделей важливою стає задача якісного 
вибору «навчальних» наборів даних. Якщо апріорна 
інформація щодо топології поверхні відгуку відсутня, 
а це для багатофакторних метамоделей майже прави-
ло, то доцільно використовувати схему рівномірного 
розподілу точок, в яких спостерігається відгук, у гі-

перпросторі. Дизайн «заповнення простору» (Space-
Filling Design) дозволяє генерувати ефективні «навча-
льні» набори даних з отриманням максимальної інфо-
рмації між входами та виходом досліджуваних взає-
мозв’язків. Якісний план експерименту (ПЕ) характе-
ризується мінімальною кількістю обчислень з запус-
ками ресурсної комп’ютерної моделі фізичного про-
цесу. Крім того, ефективні плани у наслідку правиль-
но зібраних даних дозволяють отримати достовірні 
результати, що в решті решт визначає важливість та 
актуальність їх створення та каталогізації.  

Об’єкт дослідження – процес створення 
комп’ютерних однорідних планів експериментів. 

Предмет дослідження – плани багатофакторних 
експериментів на основі квазівипадкових рекурсив-
них R-послідовностей. 

Мета роботи – створення багатофакторних, а саме 
шести- та семи-факторних, однорідних планів експе-
риментів з низькими показниками розбіжностей, до-
слідження їх проекційних властивостей та демонстра-
ція їх використання на прикладі сурогатного моделю-
вання у вихрострумовій структуроскопії. 

 
1 ПОСТАНОВКА ЗАДАЧІ 

План експерименту, який характеризується N зраз-
ками (samples) та s вхідними змінними, складається із 
N комбінацій векторів x1, ..., xN, де xi = (xi1, xi2, ..., xis),  
i = 1, ..., N. Вони збираються у матрицю плану X роз-
міром N × s. Створення плану однорідного 
комп’ютерного експерименту полягає у виборі вхід-
них комбінацій x1, ..., xN, які забезпечують гомогенне 
заповнення вхідного простору у вигляді одиничного 
(unit) гіперкубу при виконанні обмежень 0 < xik < 1 
для i = 1, ..., N; k = 1, ..., s (s = 6 – для шести-
факторного ПЕ; s = 7 – для семи-факторного ПЕ). 
В цих дослідженнях як векторні складові планів вико-
ристано одновимірні безпараметричні адитивні реку-
рсивні R-послідовності Робертса. Критеріями доско-
налості планів є оцінки гомогенності за показниками 
узагальнених розбіжностей, які кількісно характери-
зують відхилення згенерованого розподілу від ідеаль-
ного рівномірного. 
 

2 ОГЛЯД ЛІТЕРАТУРИ 
Серед методів створення однорідних експеримен-

тів, які реалізують технологію «заповнення простору» 
та яким дослідниками останнім часом приділяється 
особлива увага, існує умовний поділ на реалізуємо 
однократно (one-shot algorithm) та ітеративні. В пла-
нах з однократною реалізацією, до яких відносяться 
всі їх класичні варіанти [1], а саме дробові плани 
(fractional designs) як найпростіша форма [2], латинсь-
кі гіперкуби (Latin hypercubes) [3], ортогональні маси-
ви (orthogonal arrays) [4], MaxPro designs [5, 6] та їх 
певні модифікації, зокрема Cascading, Nested і Sliced 
Latin Hypercube Designs [3, 7, 8], досить складною 
задачею є встановлення раціональної загальної кіль-
кості зразків (samples). Важливим результатом ство-
рених ПЕ також є їх проекційні властивості [9, 10], які 

23



e-ISSN 1607-3274   Радіоелектроніка, інформатика, управління. 2022. № 3 
p-ISSN 2313-688X  Radio Electronics, Computer Science, Control. 2022. № 3 

 

© Гальченко В. Я., Кошовий М. Д., Трембовецька Р. В.,  2022 
DOI 10.15588/1607-3274-2022-3-2 

не завжди є прийнятними. Не дивлячись на таку пере-
вагу цієї технології як суттєва простота реалізації, все 
ж таки досить важко уникнути ситуації передискрети-
зації (oversampling) або недостатньої дискретизації 
(undersampling), тобто занадто малої кількості зразків 
у ПЕ. Але саме така ситуація є найбільш ймовірною 
на практиці, коли апріорна інформація щодо поведін-
ки гіперповерхні відгуку є відсутньою. З цих причин 
при використанні однократних методологій при ство-
ренні проєктів планів вибір їх розмірів виконується 
довільним чином та є проблемним. 

Ітеративні технології складання ПЕ, що є предста-
вниками іншої більш досконалої методології, реалі-
зують їх послідовний дизайн [11, 12]. В його рамках 
фактично застосовується метод адаптивної вибірки 
точок експерименту (adaptive sampling method), в яких 
розміри планів мають можливість змінюватися в ре-
зультаті додавання нових зразків із збереженням по-
передньо створених або їх видалення. Цей тип дизай-
ну передбачає використання квазівипадкових послі-
довностей (Sequential Experimental Design). Найбільш 
розповсюдженими серед них є послідовності Гальто-
на (Halton sequences), Соболя (Sobol´ sequences), Но-
дерайтера (Niederreiter sequences), що характеризу-
ються як послідовності із низькими розбіжностями 
(Low-discrepancy sequences). В [12] надано короткий 
та досить детальний аналіз ПЕ, побудованих з їх ви-
користанням, й зазначено переваги застосування цьо-
го дизайну. В той же час в дослідженнях [13] доведе-
но на прикладі використання для побудови 
комп’ютерних однорідних планів заслужено популяр-
них ЛПτ-послідовностей Соболя (LPτ-sequences), що 
довільний вибір комбінацій послідовностей в них да-
леко не завжди дозволяє отримати їх варіанти з низь-
кими показниками розбіжностей. Натомість викорис-
тання з цією метою безпараметричних адитивних ре-
курсивних R-послідовностей Мартіна Робертса 
(Martin Roberts) гарантовано забезпечує отримання 
планів з низькими показниками розбіжностей без 
проведення додаткових досліджень щодо можливості 
поєднання їх в один варіант комбінації. В статті нада-
но алгоритм обчислення квазіпослідовностей, зробле-
но порівняльний аналіз, згенерованих на їх основі 
планів, з найкращими альтернативними варіантами, 
побудованими на ЛПτ-послідовностях Соболя. При-
клади практичного використання таких три- та чоти-
ри-факторних планів [14] на послідовностях, які не 
залежать від загальної кількості зразків, довели їх до-
статньо високі проекційні властивості, а також досяг-
нення низьких показників розбіжностей.  

Отже, є сенс поширення набутого досвіду на ство-
рення багатофакторних, а саме шести- та семи- фак-
торних, однорідних комп’ютерних планів експериме-
нтів (КПЕ), що побудовані на вказаній методології, 
для їх подальшої каталогізації та практичного вико-
ристання. 
 
 
 
 

3 МАТЕРІАЛИ І МЕТОДИ 
Для побудови багатовимірних КПЕ застосовано  

метод рівномірного заповнення одиничного гіперкубу 
опорними точками, що має прийнятні характеристики 
гомогенності та який реалізовано на основі квазівипа-
дкових безпараметричних адитивних рекурсивних R-
послідовностей Робертса з використанням ірраціона-
льних чисел, які в свою чергу отримані на основі уза-
гальненої послідовності Фібоначчі [13]. 

Використовуючи математичні вирази для рекурси-
вних R-послідовностей в багатовимірному факторно-
му просторі [13], створено сукупності послідовностей 
відповідно для шести та семи факторів, чисельні зна-
чення яких для N = 100 точок, наведено в таблиці 1 та 
таблиці 2. 

Проте для створених КПЕ візуальна оцінка їх го-
могенності в шести- та семи-вимірному просторі є 
неможливою. Тому для більшої наочності згенерова-
них послідовностей використано графічне їх зобра-
ження у вигляді матриці двовимірних проекцій. Сте-
пінь високої гомогенності розподілу багатовимірних 
КПЕ можна спостерігати при збільшенні кількості 
точок ПЕ, що проілюстровано графіками для шести- 
вимірного плану на рис. 1 а, б, а на рис. 1 в, г – для 
семи- вимірного ПЕ. 

Окрім цього, якість створених багатовимірних ПЕ 
також оцінюється за кількісними показниками неод-
норідності сукупності векторів, а саме центрованою 
та циклічною розбіжностями [13]. Отримані показни-
ки центрованої та циклічної розбіжностей для деяких 
видів ПЕ із різною кількістю точок наведено в табл. 3. 

 
Таблиця 1 – Згенеровані R-послідовності в одиничному 

гіперкубі для шести-факторного ПЕ 
 

Точки 
ПЕ 

R1 R2 R3 R4 R5 R6
 

1 0,399 0,308 0,226 0,152 0,086 0,027 
2 0,297 0,115 0,951 0,804 0,672 0,553 
3 0,196 0,923 0,677 0,457 0,258 0,08 
4 0,095 0,73 0,403 0,109 0,844 0,607 
5 0,993 0,538 0,129 0,761 0,43 0,133 
6 0,892 0,345 0,854 0,413 0,017 0,66 
7 0,791 0,153 0,58 0,065 0,603 0,187 
8 0,689 0,961 0,306 0,717 0,189 0,714 
9 0,588 0,768 0,032 0,37 0,775 0,24 
10 0,487 0,576 0,757 0,022 0,361 0,767 
… … … … … … … 
30 0,46 0,727 0,272 0,065 0,083 0,301 
31 0,358 0,535 0,998 0,718 0,669 0,827 
32 0,257 0,343 0,723 0,37 0,255 0,354 
… … … … … … … 
92 0,176 0,797 0,267 0,501 0,42 0,955 
93 0,075 0,605 0,993 0,153 0,00606 0,482 
94 0,973 0,412 0,719 0,805 0,592 0,00876 
94 0,872 0,22 0,445 0,457 0,178 0,535 
96 0,771 0,028 0,17 0,11 0,764 0,062 
97 0,669 0,835 0,896 0,762 0,35 0,589 
98 0,568 0,643 0,622 0,414 0,936 0,116 
99 0,467 0,45 0,348 0,066 0,523 0,642 

100 0,365 0,258 0,073 0,718 0,109 0,169 
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Таблиця 2 – Згенеровані R-послідовності в одиничному 
гіперкубі для семи- факторного ПЕ 

 

Точки 
ПЕ 

R1 R2 R3 R4 R5 R6
 R7 

1 0,411 0,331 0,257 0,190 0,129 0,073 0,023 
2 0,323 0,162 0,015 0,881 0,759 0,647 0,546 
3 0,234 0,993 0,772 0,571 0,388 0,221 0,069 
4 0,146 0,824 0,530 0,262 0,018 0,795 0,592 
5 0,057 0,655 0,287 0,952 0,647 0,369 0,115 
6 0,969 0,486 0,045 0,643 0,277 0,943 0,638 
7 0,881 0,317 0,802 0,333 0,906 0,517 0,161 
8 0,792 0,148 0,560 0,024 0,536 0,090 0,684 
9 0,704 0,979 0,317 0,715 0,165 0,664 0,208 
10 0,61 0,81 0,075 0,405 0,795 0,238 0,731 
… … … … … … … … 

30 0,847 0,430 0,226 0,216 0,385 0,715 0,193 
31 0,759 0,261 0,983 0,907 0,014 0,289 0,716 
32 0,670 0,092 0,741 0,597 0,644 0,863 0,239 
… …  …  …  …  …  …  … 

92 0,366 0,952 0,193 0,031 0,415 0,294 0,627 
93 0,278 0,783 0,950 0,722 0,044 0,868 0,150 
94 0,189 0,614 0,708 0,412 0,674 0,442 0,673 
94 0,101 0,445 0,465 0,103 0,303 0,016 0,196 
96 0,012 0,276 0,223 0,793 0,933 0,590 0,719 
97 0,924 0,107 0,980 0,484 0,562 0,164 0,243 
98  0,836 0,938 0,738 0,175 0,192 0,738 0,766 
99 0,747 0,769 0,495 0,865 0,821 0,311 0,289 

100 0,659 0,600 0,253 0,556 0,451 0,885 0,812 

 

 
а 

 
б 

  
в г 

Рисунок 1 – Дослідження проекційних властивостей всіх R-послідовностей попарно: а – шести- факторний ПЕ із кількіс-
тю точок N = 32; б – шести-факторний ПЕ N = 100; в – семи-факторний ПЕ із кількістю точок N = 32; г – семи-факторний 

ПЕ N = 100 
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Таблиця 3 – Показники узагальнених розбіжностей для багатовимірних ПЕ із різною кількістю точок 
Кількість точок ПЕ N = 10 N = 32 N = 100 N = 1000 
Показники узагальненої розбіжності CD(Dn)

2 WD(P)2 CD(Dn)
2 WD(P)2 CD(Dn)

2 WD(P)2 CD(Dn)
2 WD(P)2 

Шести- факторний  ПЕ 0,122 11,495 0,021 11,29 0,0053 11,25 0,000501 11,238 
Семи- факторний  ПЕ 0,199 15,491 0,038 15,08 0,0083 15 0,000564 14,98 

 
Отже, із збільшенням розмірності гіперпростору та 

кількості точок підтверджується доволі прийнятна 
гомогенність та проекційні властивості ПЕ в багато-
вимірних факторних просторах. 

 
4 ЕКСПЕРИМЕНТИ 

Продемонструємо використання одного із створе-
них ПЕ на прикладі сурогатного моделювання в ви-
хрострумовій структуроскопії.  

Вихрострумова структуроскопія передбачає 
розв’язок оберненої задачі відновлення профілів елек-
трофізичних характеристик ОК за сигналом вимірю-
вального перетворювача, що базується на попере-
дньому розв’язку прямої задачі і для реалізації якої в 
реальному масштабі часу необхідна високопродукти-
вна метамодель [14, 15]. 

При створенні метамоделі на «точну» фізичну мо-
дель процесу вимірювання профілів електрофізичних 
параметрів необхідно максимально врахувати умови 
проведення та можливі варіанти зміни впливових фа-
кторів на сигнал ВСП. 

Функція апроксимації процесу вимірювання елект-
рофізичних параметрів ОК у вихрострумовій структу-
роскопії є багатовимірною E = f(σ(d), µ(d), z, f, …), що 
залежить від низки параметрів, а саме, електропровід-
ності та магнітної проникності, які мають неперервно-
змінний профіль розподілу, висоти розташування ВСП 
z над ОК, частоти f струму збудження та ін. 

Проте при вихрострумовій структуроскопії конт-
роль електрофізичних параметрів у ході технологічно-
го процесу виготовлення деталі має певні особливості. 
Так окрім номінальних профілів електричної провідно-
сті σ(d) та магнітної проникності µ(d) можливий їх роз-
кид в межах технологічного допуску T,%. Тобто при 
побудові багатовимірного ПЕ необхідно враховувати 
мінімальну і максимальну зміну електрофізичних па-
раметрів профілів в межах цього допуску. В такому 
випадку кожний із впливових факторів прийматиме 
екстремальні значення, в межах яких генеруються точ-
ки ПЕ. Тоді метамодель, що враховуватиме, наприклад, 
шість впливових факторів матиме вигляд E = f(σmin(d), 
σmax(d), µmin(d), µmax(d), z, f). 

Враховуючи особливості, притаманні вихростру-
мовій структуроскопії, створення багатовимірного 
КПЕ для будь якої кількості впливових факторів здій-
снюється у декілька етапів. Перший етап полягає у 
генеруванні точок експерименту на основі безпараме-
тричних адитивних рекурсивних R-послідовностей в 
одиничному гіперкубі. Другий етап – перехід розтяг-
ненням від одиничного гіперкубу до гіперпаралелепі-

педу реального факторного простору. Третій – розра-
хунок розподілу електрофізичних параметрів σ(d) та 
µ(d) за типовим профілем, наприклад, «гаусіан» або 
«гіперболічний тангенс», які описуються формулами: 

– профіль «гаусіан» 
 

σ(d) = σmin + (σmax – σmin)ꞏexp(–d2/g2), 

µ(d) = µmin + (µmax – µmin)ꞏexp(–d2/g2); 
(1)

 
– профіль «гіперболічний тангенс» 

 
σ(d) = σmax+((σmin – σmax)/2)ꞏ(1 + tanh((d–c)/2a), 
µ(d) = µmax+((µmin – µmax)/2)ꞏ(1 + tanh((d–c)/2a). 

(2)

 
Продемонструємо запропонований алгоритм на 

прикладі створення шести- факторного КПЕ, для яко-
го електрофізичні параметри змінюються в межах 
технологічного допуску T = ±15 %. В якості номіна-
льного прийнято профіль для електропровідності, 
мінімальне і максимального значення якого складає 
σmin = 2ꞏ105 Cм/м, σmax = 8ꞏ106 Cм/м, а для магнітної 
проникності – µmin = 1, µmax = 30  відповідно. Тоді в 
межах технологічного допуску діапазони зміни елект-
ричної провідності будуть 1,7ꞏ105 ≤ σmin ≤ 
2,3ꞏ105 Cм/м, 6,8ꞏ106 ≤ σmax ≤ 9,2ꞏ106 Cм/м; магнітної 
проникності – 0,85 ≤ µmin ≤ 1,15,  25,5 ≤ µmax ≤ 34,5. 
Інші вихідні дані, необхідні для створення ПЕ, насту-
пні: діапазон зміни висоти розташування ВСП над ОК 
0,5ꞏ10–3 ≤ z ≤ 0,5ꞏ10–3 м та діапазон частоти струму 
збудження складає 1ꞏ103 ≤ f ≤ 10ꞏ103 Гц. 

 
5 РЕЗУЛЬТАТИ 

За згенерованими R-послідовностями (див. табл. 1) 
здійснено перехід масштабуванням від одиничного 
гіперкубу до гіперпаралелепіпеду реального фактор-
ного простору, числові значення яких наведено в таб-
лиці 5 для кількості точок ПЕ N = 75. Така кількість 
точок обрана для зручності наочної демонстрації го-
могенності ПЕ. Необхідно теж зазначити, що такий 
перехід не суттєво впливає на якість, а саме, гомоген-
ність розподілу точок ПЕ. Деякі двовимірні проекції 
такого ПЕ з використанням діаграм Вороного, які до-
зволяють візуально оцінити проекційні властивості 
створеного плану за площею кожного утвореного се-
гменту, показано на рис. 2. 
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Таблиця 5 – Числові дані масштабованих R-послідовностей 
для реального шести-факторного простору 

 

Точки 
ПЕ 

σmin 

×105, 
См/м 

σmax 

×106, 
См/м 

µmin µmax z ×10–3, м 
f, 

Гц 

1 1,939 7,538 0,918 26,87 0,7152 1240 
2 1,878 7,076 1,135 32,74 2,18 5981 
3 1,818 9,014 1,053 29,608 1,146 1721 
4 1,757 8,553 0,971 26,478 2,611 6461 
5 2,296 8,091 0,889 32,348 1,576 2201 
6 2,235 7,629 1,106 29,218 0,5413 6941 
7 2,174 7,167 1,024 26,088 2,006 2681 
8 2,114 9,105 0,942 31,957 0,971 7421 
9 2,053 8,644 0,859 28,826 2,437 3162 

10 1,992 8,182 1,077 25,696 1,402 7902 
… … … … … … … 
30 1,976 8,546 0,932 26,089 0,705 3706 
31 1,915 8,084 1,149 31,959 2,172 8447 
32 1,854 7,622 1,067 28,829 1,137 4186 
33 1,793 7,16 0,985 25,698 2,602 8926 
34 1,733 9,098 0,902 31,568 1,567 4667 
35 2,272 8,636 1,12 28,438 0,532 9407 
…   … … … … 

65 2,248 9,182 1,052 33,527 1,989 7613 
66 2,187 8,72 0,97 30,397 0,9543 3353 
67 2,126 8,259 0,887 27,267 2,42 8094 
68 2,065 7,797 1,105 33,136 1,385 3834 
69 2,004 7,335 1,023 30,005 2,85 8573 
70 1,943 6,873 0,94 26,875 1,815 4314 
71 1,883 8,811 0,858 32,745 0,780 9054 
72 1,822 8,35 1,076 29,615 2,246 4794 
73 1,761 7,888 0,994 26,485 1,211 9535 
74 1,7 7,426 0,911 32,353 2,676 5275 
75 2,239 6,964 1,129 29,223 1,641 1015 

 
Завершальним етапом формування масиву даних 

за створеним шести-факторним ПЕ є розрахунок про-
філів електричної провідності σ(d) та магнітної про-
никності µ(d) за функціями (1) або (2). Визначимо 
вихідні дані для цього розрахунку наступними: тов-
щина приповерхневого шару ОК d = 3 мм, кількість 
умовних шарів розбиття приповерхневого шару 
n = 30. Результат обчислення цих розподілів в припо-
верхневому шарі ОК в деяких точках ПЕ за профіля-
ми «гаусіан» та «гіперболічний тангенс» наведено на 
рис. 3.  

Отже, для розглянутого прикладу сформована су-
купність «навчальних» даних із врахуванням шести 
найвпливовіших факторів, яка необхідна для побудо-
ви гіперповерхні відгуку E = f(σ(d), µ(d), z, f) при 
створенні метамоделі. 

6 ОБГОВОРЕННЯ 
З ростом вимірності факторного простору задачі 
створення планів експерименту значно ускладняють-
ся. Ця тенденція є справедливою також для однорід-
них планів, для створення яких використовуються 
квазівипадкові послідовності. Для успішного ство-
рення плану необхідною умовою є адекватний вибір 
одновимірної квазіпослідовності з низькими розбіж-
ностями, що є ефективною щодо рівномірного розпо-
ділу  навіть  малої  кількості  точок  плану.  Крім того, 

 
а 

 
б 

Рисунок 2 – Візуалізація деяких двовимірних проекцій шес-
ти- факторного ПЕ з використанням діаграм Вороного:  

а – (σmin, σmax); б – (µmin, µmax) 

 
 

Рисунок 3 – Розподіл за профілем «гаусіан» та «гіперболіч-
ний тангенс» електричної провідності σ(d) та магнітної про-

никності µ(d) по глибині приповерхневого шару ОК 

27



e-ISSN 1607-3274   Радіоелектроніка, інформатика, управління. 2022. № 3 
p-ISSN 2313-688X  Radio Electronics, Computer Science, Control. 2022. № 3 

 

© Гальченко В. Я., Кошовий М. Д., Трембовецька Р. В.,  2022 
DOI 10.15588/1607-3274-2022-3-2 

дуже важливим наступним етапом є об’єднання необ-
хідної кількості декількох одновимірних послідовнос-
тей в єдину комбінацію, яка реалізує в результаті ба-
гатовимірний план. Отже, навіть при наявності висо-
коякісних одновимірних послідовностей із-за значної 
кількості варіантів комбінацій досить проблемно 
знайти такий, що забезпечує високу гомогенність та 
якісні проекційні властивості плану, який створюєть-
ся. З цих причин застосування нових квазівипадкових 
послідовностей, до яких відносяться послідовності 
Робертса, для побудови планів є доцільним. На даний 
час вважається, що найкращими серед одновимірних 
квазіпослідовностей є ЛПτ-послідовності Соболя. 
Проте найліпший результат з їх використанням дося-
гається кропіткими дослідженнями із вибору їх вда-
лих комбінацій. Враховуючи відому кількість їх, що 
сягає близько п’яти десятків, виконання цього завдан-
ня для багатофакторних планів є фактично неможли-
вим. В той же час застосування безпараметричних 
адитивних рекурсивних R-послідовностей Робертса 
дозволяє гарантовано забезпечити ПЕ з низькими по-
казниками розбіжностей без проведення додаткових 
досліджень щодо можливості поєднання їх в один 
варіант комбінації, що було доведено дослідженнями 
[13] на планах до п’яти факторів включно. В цій стат-
ті наведена в [13] методологія створення однорідних 
планів була поширена на випадки більшої вимірності 
факторного простору. Отримані результати щодо по-
будови шести- та семи-факторних ПЕ підтверджують 
їх достатньо високоякісні проекційні властивості та 
надають перспективи для їх практичного застосуван-
ня як в моделюванні, так і для експериментальних 
досліджень. 

 

ВИСНОВКИ 
Розв’язано задачу створення однорідних планів 

багатофакторних експериментів на квазівипадкових 
R-послідовностях Робертса.  

Наукова новизна отриманих результатів полягає у 
тому, що вперше для каталогізації запропоновані ше-
сти- та семи- факторні однорідні комп’ютерні плани 
експериментів із використанням квазівипадкових ре-
курсивних R-послідовностей Робертса, які забезпечу-
ють їх гарантовано низькі показники центрованої та 
циклічної розбіжностей та достатньо високоякісні 
проекційні властивості без етапу добору вдалих ком-
бінацій векторів плану. Це є відмінною особливістю 
запропонованих планів і відрізняє процес їх створен-
ня при застосуванні інших типів квазіпослідовностей. 

Практична значущість результатів роботи полягає 
у тому, що результати досліджень можуть бути вико-
ристані при побудові сурогатних математичних моде-
лей фізичних процесів будь-якими відомими метода-
ми апроксимації. Також можливим є їх використання 
при реалізації кратного чисельного інтегрування, ви-
значенні Парето-фронтів в задачах багатокритеріаль-
ної оптимізації. 

Перспективи подальших досліджень полягають у 
пошуку можливостей щодо покращення показників 
узагальнених розбіжностей в однорідних 
комп’ютерних планах експериментів, що реалізують 
ітеративний дизайн заповнення простору. 
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АННОТАЦИЯ 
Актуальность. Робота посвящена вопросам создания многофакторных планов экспериментов на основе квазислучай-

ных рекурсивных R-последовательностей Робертса. Объектом исследований является процесс создания однородных ком-
пьютерных планов экспериментов. Цель статьи состоит в создании многофакторных, а именно шести- и семи-факторных, 
однородных планов экспериментов с низкими показателями расхождений, исследовании их проекционных свойств и де-
монстрации их использования на примере суррогатного моделирования в вихретоковой структуроскопии. 

Метод. Для построения многомерных планов экспериментов применен итеративный метод равномерного заполнения 
единичного гиперкуба опорными точками, обеспечивающий приемлемые показатели гомогенности и реализуемый на осно-
ве квазислучайных безпараметрических аддитивных рекурсивных R-последовательностей Робертса с использованием ирра-
циональных чисел, которые, в свою очередь, получены на основе обобщённой последовательности Фибоначчи. Критерием 
совершенства планов является оценка гомогенности по показателям расхождений, инвариантных относительно вращения 
координат и перемаркировки, а также упорядочивания факторов и которые количественно характеризуют отклонение сге-
нерированного распределения от идеального равномерного. 

Результаты. Для каталогизации созданы шести- и семи-факторные однородные компьютерные планы экспериментов, 
которые характеризуются низкими показателями расхождений и достаточно высококачественными проекционными свойст-
вами. Подтверждена, ранее доказанная в исследованиях авторов, тенденция сохранения этих характеристик планов экспе-
риментов в многомерных факторных пространствах, которая также наблюдается с увеличением количества точек плана. 
Оценка качества созданных планов экспериментов осуществлялась как визуальным анализом матрицы рассеяния всех 
двухмерных проекций, так и по количественным показателям неоднородности совокупности векторов, образующих план, а 
именно центрированным и циклическим расхождениям. 

На примере начального этапа создания суррогатной модели для решения задачи идентификации профилей электрофизи-
ческих параметров в вихретоковой структуроскопии показаны некоторые особенности применения созданных планов, а 
именно переход масштабированием от плана для единичного гиперкуба к плану в реальном факторном пространстве в виде 
гиперпараллелепипеда, что существенно не влияет на его характеристики гомогенности распределения точек. 

Выводы. Впервые решена задача создания шести- и семи-факторных однородных планов экспериментов с низкими по-
казателями центрированного и циклического расхождений на основе R-последовательностей Робертса. Исследованы проек-
ционные свойства созданных планов экспериментов для различного количества точек. Усовершенствован метод построения 
многомерных компьютерных планов экспериментов с учетом особенностей, характерных для вихретоковой структуроско-
пии. Продемонстрировано использование шестимерных планов экспериментов на примере суррогатного моделирования в 
вихретоковой структуроскопии. Результаты исследования могут быть использованы при построении суррогатных матема-
тических моделей физических процессов любыми известными методами аппроксимации. 

КЛЮЧЕВЫЕ СЛОВА: компьютерный план эксперимента, суррогатная модель (метамодель), однородное распределе-
ние, квазислучайные последовательности, проекционные свойства, показатели расхождения. 
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ABSTRACT 
Context. The article is devoted to the creation of multifactorial experimental plans based on quasi-random recursive Roberts R-

sequences. The object of the research is the process of creating computer-aided experimental design plans. The aim of the article is to 
create multifactorial, namely six- and seven-factor, uniform plans of experiments with low discrepancies, study of their projection 
properties and demonstrate their use on the example of surrogate modeling in eddy current structuroscopy. 

Method. An iterative method of unit hypercube even filling with reference points was used for constructing multidimensional 
experimental plans. It provides acceptable indicators of homogeneity and is realized on the basis of quasi-random nonparametric 
additive recursive Roberts R-sequences using irrational numbers, which, in turn, are obtained on the basis of the generalized Fibo-
nacci sequence. The criterion for plans perfection is the assessment of homogeneity in terms of differences invariant with respect to 
the rotation of coordinates and re-marking and ordering of factors and which quantitatively characterize the deviation of the gener-
ated distribution from the ideal uniform. 

Results. Six- and seven-factor computer uniform experimental plans have been created for cataloging, which are characterized 
by low discrepancies and sufficiently high-quality projection properties. The tendency, which had been previously proved in the au-
thors' research, for preserving these experimental plans characteristics in multidimensional factor spaces, which is observed with 
increasing number of plan points, has been confirmed. The evaluation of the quality of the created experimental plans is carried out 
both by visual analysis of the scattering matrix of all two-dimensional projections and by quantitative indicators of heterogeneity of 
the set of vectors that form the plan, namely centered and cyclic discrepancies. 

The example of the initial stage of creating a surrogate model to solve the problem of identifying profiles of electrophysical pa-
rameters in eddy current structuroscopy shows certain features of the application for created plans, in particular the transition from 
the plan for a unit hypercube to the plan in real factor space in the form of a hyperparallelepiped, which does not significantly affect 
its characteristics of homogeneity of the distribution of points. 

Conclusions. For the first time, the problem of creating six- and seven-factor uniform plans of experiments with low rates of cen-
tered and cyclic discrepancies based on R-sequences of Roberts was solved. The projection properties of the created experimental 
plans for different number of points were investigated. The method of constructing multidimensional computer plans of experiments 
taking into account the peculiarities of eddy current structuroscopy was improved. The use of six-dimensional experimental plans on 
the example of surrogate modeling in eddy current structuroscopy was demonstrated. The results of the study can be used in the con-
struction of surrogate mathematical models of physical processes by any known methods of approximation. 

KEYWORDS: computer plan of the experiment, surrogate model (metamodel), uniform distribution, quasi-random sequences, 
projection properties, indicators of discrepancy. 
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ABSTRACT 
Context. We investigate the Kolmogorov-Wiener filter weight function for the prediction of continuous stationary telecommuni-

cation traffic in the GFSD (Gaussian fractional sum-difference) model.  
Objective. The aim of the work is to obtain an approximate solution for the corresponding weight function and to illustrate the 

convergence of the truncated polynomial expansion method used in this paper. 
Method. The truncated polynomial expansion method is used for the obtaining of an approximate solution for the Kolmogorov-

Wiener weight function under consideration. In this paper we used the corresponding method on the basis of the Chebyshev polyno-
mials of the first kind orthogonal on the time interval on which the filter input data are given. It is expected that the results based on 
other polynomial sets will be similar to the results obtained in this paper.  

Results. The weight function is investigated in the approximations up to the eighteen-polynomial one. It is shown that approxi-
mations of rather large numbers of polynomials lead to a good coincidence of the left-hand side and the right-hand side of the Wie-
ner-Hopf integral equation. The quality of the coincidence is illustrated by the calculation of the corresponding MAPE errors.  

Conclusions. The paper is devoted to the theoretical construction of the Kolmogorov-Wiener filter for the prediction of continu-
ous stationary telecommunication traffic in the GFSD model. The traffic correlation function in the framework of the GFSD model is 
a positively defined one, which guarantees the convergence of the truncated polynomial expansion method. The corresponding 
weight function is obtained in the approximations up to the eighteen-polynomial one. The convergence of the method is illustrated by 
the calculation of the MAPE errors of misalignment of the left-hand side and the right-hand side of the Wiener-Hopf integral equa-
tion under consideration. The results of the paper may be applied to practical traffic prediction in telecommunication systems with 
data packet transfer. 

KEYWORDS: Kolmogorov-Wiener filter weight function, continuous telecommunication traffic, truncated polynomial expan-
sion method, GFSD model, Chebyshev polynomials of the first kind. 

 
ABBREVIATIONS 

GFSD is the Gaussian fractional sum-difference; 
ARMA is an autoregressive moving average; 
ARIMA is an autoregressive integrated moving aver-

age; 
FARIMA is a fractional autoregressive integrated 

moving average; 
MAPE is a mean absolute percentage error. 

 
NOMENCLATURE 

T  is a time interval on which the input process data 
are observed; 

z  is a time interval for which the forecast should be 
made; 

( )h t  is the Kolmogorov-Wiener filter weight function; 

H  is the Hurst exponent; 
( )R t  is a traffic correlation function in the GFSD 

model; 
( )x  is the gamma function; 

(0,1)  is a constant which depends on the packet 

arrival rate; 
d  is a fractional differencing parameter of the model; 

,a b  are auxiliary constants; 

n  is a number of polynomials in the corresponding 
approximations; 

sg  are the coefficients multiplying the polynomials; 

( )sS t  are the Chebyshev polynomials of the first kind 

orthogonal on [0, ]t T ; 

( )sT x  are the Chebyshev polynomials of the first kind 

orthogonal on [ 1,1]x  ; 

Left( )t  is the left-hand side of the Wiener-Hopf inte-

gral equation; 
Right( )t  is the right-hand side of the Wiener-Hopf in-

tegral equation; 

ksG  are the integral brackets; 

kB  are free terms in the linear set of algebraic equa-

tions in sg ; 

N  is a number of points in the numerical integration. 
 

INTRODUCTION 
The problem of telecommunication traffic prediction 

is an urgent problem for telecommunications. For exam-
ple, it is important for the optimization of network re-
sources, for the detection of cyber-attacks and for network 
planning, see [1–3].  
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There are many approaches to telecommunication traf-
fic prediction, which are used in different situations. In 
fact, the traffic may be treated as a time series. For exam-
ple, the so-called gray model approach [4] may be used 
for the monotone, nonnegative and smooth time-series 
prediction, the ARMA model may predict stationary and 
some special non-stationary time series [1]. More sophis-
ticated approaches, for example, such as ARIMA, 
FARIMA approaches and neural networks, may be used 
in more complex cases [2, 3].   

However, another approach that may be applicable to 
the prediction of stationary and rather smooth telecom-
munication traffic is the approach based on the Kolmo-
gorov-Wiener filter. The investigation of such an ap-
proach and its applicability may be of interest because of 
its simplicity in comparison with many approaches known 
in the literature. As far as we know, the investigation of 
the Kolmogorov-Wiener filter approach is not enough 
developed in the literature.  

There are many mathematical models that may de-
scribe telecommunication traffic, see [5]. Our recent pa-
pers [6–8] were devoted to the theoretical construction of 
the Kolmogorov-Wiener filter for telecommunication 
traffic in the power-law structure function model and the 
fractional Gaussian noise model. In this paper we investi-
gate the corresponding filter for the traffic prediction in 
the GFSD (Gaussian fractional sum-difference) model 
proposed in [9]. 

The object of study is the Kolmogorov-Wiener filter 
for the prediction of continuous stationary telecommuni-
cation traffic in the GFSD model. 

The subject of study is the weight function of the 
corresponding filter. 

The aim of the work is to obtain the weight function 
on the basis of the truncated polynomial expansion meth-
od. 

 
1 PROBLEM STATEMENT 

As is known [10], the Kolmogorov-Wiener weight 
function for the prediction of continuous time series obeys 
the Wiener-Hopf integral equation 

 

     
0

T

d h R t R t z      . (1)

 
The problem statement is as follows: to obtain the un-

known filter weight function as an approximate solution 
of the Wiener-Hopf integral equation (1) on the basis of 
the truncated polynomial expansion method. 
 

2 REVIEW OF THE LITERATURE 
The GFSD (Gaussian fractional sum-difference) mod-

el for mathematical traffic description was proposed in 
paper [9]. In [9] it is stressed that the corresponding mod-
el gives a good mathematical description of live packet 
traces for traffic in both directions of 3 Internet links: 
Auckland, Leipzig, and Bell. 

Our previous papers [6–8] were devoted to the theo-
retical construction of the Kolmogorov-Wiener filter for 
telecommunication traffic in the power-law structure 
function model and the fractional Gaussian noise model, 
but we don’t know any papers devoted to the Kolmo-
gorov-Wiener filter investigation for telecommunication 
traffic in the GFSD model. This fact justifies the scientific 
novelty of this paper. 

In this paper we solve the integral equation (1) on the 
basis of the truncated polynomial expansion method. This 
method is a special case of the Galerkin method [11] and 
in this paper this method is based on the Chebyshev poly-
nomials of the first kind orthogonal on the time interval 

[0, ]t T . Of course, another polynomial system may also 

be chosen. But, for example, in [8] three different poly-
nomial systems (Chebyshev polynomials of the second 
kind, Chebyshev polynomials of the first kind, and poly-
nomials orthogonal without weight) were investigated for 
two different traffic models, and it was shown that the 
results for all three polynomial systems are, in fact, simi-
lar. Therefore, we expect that the results for other poly-
nomial systems will also be similar in the framework of 
the GFSD model. 

 
3 MATERIALS AND METHODS 

The traffic correlation function for the discrete GFSD 
model is as follows [9]: 
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the value 0.31d  is chosen [9]. First of all, we should 

propose an expression for ( )R t  for  0,1t . For 1t   it 

is natural enough to require the correlation functions in 
the discrete and continuous cases to be the same. How-
ever, expression (2) is obviously not applicable for ( )R t  

for [0,1]t  because it is not convergent at 1t d   and 

the inequality ( ) (0)R t R  fails. In [9] the corresponding 

model is written for the traffic with a variance equal to 1, 
so we propose to define the correlation function for 

[0,1]t  as 

 

  1bR t at   (3)

 
where the constants a  and b  are calculated on the basis 
of the joining conditions 
 

1 0 1 0t t
R R

   
 , 

1 0 1 0t t

dR dR

dt dt   

 .  (4)
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In such a case the inequality ( ) (0)R t R  holds, the 

process variance (0) 1R  , the function ( )R t  and its de-

rivative are continuous on the time axis. It should also be 
stressed that if 1T  , then the leading order in the inte-
grals calculated in the paper is given by the interval 

[1, ]t T  rather than the interval [0,1]t , so the choice of  

( )R t  for [0,1]t  may not have any significant effect on 

the paper results. For example, for the value 0.8   the 
following values are obtained: 0.845a   , 

0.206b   (rounded off to 3 significant digits). It is also 
known that the correlation function of a stationary random 
process is even one. Therefore, finally, we propose the 
following form of the correlation function ( )R t  in the 

continuous case: 
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the constants a  and b  are given by expressions (4). 

In what follows, we solve the integral equation (1) 
with the correlation function (5) as follows. The unknown 
weight function is sought in the form of the truncated 
polynomial expansion: 
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see [8] and the definition of   sT x  in [12]. After substi-

tuting (6) into (1), multiplying by  kS t , and integrating 

over t , one can obtain the following expression for the 
coefficients sg  in the n -polynomial approximation: 
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where 
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On the basis of the fact that ( )R t  is an even function 

and on the basis of the properties of the Chebyshev poly-
nomials, one can derive the following properties of the 
integral brackets ksG : 
 

ks skG G ,  

0ksG   if k  and s  are of different parities, 
(10)

 

see a similar derivation for another polynomial system in 
[6]. The properties (10) significantly reduce the computa-
tion time. 

Let us discuss the calculation of the integral brackets 
(9) in detail. In this paper they are calculated in the Wolf-
ram Mathematica package as follows. Unfortunately, the 
package fails to calculate the integral brackets on the ba-
sis of the explicit expression (9) with account for (5), so 
expression (9) is rewritten on the basis of the following 
change of the variables: 
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the integral brackets are calculated in the Wolfram Math-
ematica package on the basis of the explicit expressions 
(11). 

 
4 EXPERIMENTS 

We investigate the results for the following numerical 
values of the parameters: 

 

100T  , 3z  , 0.31d  , 0.8  . (12)
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The integral brackets ksG  are calculated on the basis 

of (11), the free terms kB  are calculated on the basis of 

(9), for each polynomial approximation the coefficients 
multiplying the polynomials are calculated on the basis of 
(8), the result for the corresponding weight function is 
given by (6). In order to justify the proposed algorithm, 
we compare the left-hand side and the right-hand side of 
the Wiener-Hopf integral equation (1) by calculation of 
the MAPE errors: 
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In this paper the MAPE error is roughly estimated as 
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(14)

It should be stressed that Left( )t  is calculated on the 

basis of the Wolfram Mathematica package using the fol-
lowing explicit expressions: 
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The calculation of all the integrals in this paper is 

made on the basis of the NIntegrate function built in the 
Wolfram Mathematica package.  
 

5 RESULTS 
The obtained results for the MAPE are given in  

Table 1. 
 

Table 1 – MAPE for the approximations of n polynomials 
rounded off to two decimal places 

n  MAPE, % 
1 26.59 
2 17.95 
3 11.44 
4 8.43 
5 5.92 
6 4.65 
7 3.51 
8 2.93 
9 2.35 
10 2.11 
11 1.79 
12 1.67 
13 1.47 
14 1.41 
15 1.27 
16 1.24 
17 1.14 
18 1.14 

 
In order to illustrate the coincidence of the left-hand 

side and the right-hand side, we build the corresponding 
graphs for the 18-polynomial approximation, see Fig. 1. 
Therefore, it may be concluded that the truncated poly-
nomial expansion method is convergent for the problem 
under consideration, and approximations of rather large 
numbers of polynomials are rather accurate.  
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Figure 1 – Comparison of the left-hand and right-hand sides 

of eq. (1) for the parameters of (12) for the eighteen-
polynomial approximation 

 
6 DISCUSSION 

The Kolmogorov-Wiener filter weight function for the 
prediction of continuous stationary telecommunication 
traffic in the GFSD (Gaussian fractional sum-difference) 
model is investigated. The truncated polynomial expan-
sion method based on the Chebyshev polynomials of the 
first kind is used in a search for an approximate solution 
of the Wiener-Hopf integral equation. The method is real-
ized on the basis of the Chebyshev polynomials of the 
first kind orthogonal on the required time interval. The 
traffic correlation function in the GFSD (Gaussian frac-
tional sum-difference) model is a non-negative one, which 
justifies the convergence of the proposed method. Ap-
proximations up to the eighteen-polynomial one are in-
vestigated, and the method convergence is illustrated by 
the calculation of the corresponding MAPE errors of mis-
alignment of the left-hand side and the right-hand side of 
the Wiener-Hopf integral equation under consideration. It 
is shown that approximations of a large number of poly-
nomials are rather accurate. 

 In [8], the truncated polynomial expansion method is 
investigated for three polynomial systems (Chebyshev 
polynomials of the second kind, Chebyshev polynomials 
of the first kind, and polynomials orthogonal without 
weight) for two different traffic models (powel-law struc-
ture function model and fractional Gaussian noise model), 
and it is shown that the results for all the three polynomial 
sets are, in fact, the same. It should also be stressed that 
the structures of the correlation function for 1t   are 
similar in the fractional Gaussian noise model and in the 
GFSD model (see [9]). Therefore, it is expected that the 
results of the truncated polynomial expansion method will 
be almost the same for different polynomial systems for 
the traffic in the GFSD model. 

 
CONCLUSIONS 

The Kolmogorov-Wiener filter weight function for the 
prediction of continuous stationary telecommunication 
traffic in the GFSD (Gaussian fractional sum-difference) 
model is calculated on the basis of the truncated polyno-
mial expansion method. Aproximations up to the 18-
polynomial one are investіgated. It is shown that ap-
proximations of rather large numbers of polynomials lead 

to a good coincidence between the left-hand side and the 
right-hand side of the Wiener-Hopf integral equation. 

The results of this paper may be useful for the practi-
cal prediction of telecommunication traffic in systems 
with data packet transfer. 

The scientific novelty of the paper is the fact that for 
the first time the Kolmogorov-Wiener filter weight func-
tion is calculated for the telecommunication traffic predic-
tion in the GFSD (Gaussian fractional sum-difference) 
model. 

The practical significance is that the obtained results 
may be applied to the practical prediction of telecommu-
nication traffic in systems with data packet transfer. 

Prospects for further research are to obtain a practi-
cal prediction on the basis of the obtained results and to 
investigate the solutions for the weight function on the 
basis of a non-polynomial orthogonal function system.  
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AНОТАЦІЯ 

Актуальність. Досліджено вагову функцію фільтра Колмогорова-Вінера для прогнозування неперервного стаціонарно-
го телекомунікаційного трафіку у GFSD (Gaussian fractional sum-difference) моделі.  

Мета роботи. Метою роботи є отримати наближений розв’язок для відповідної вагової функції та проілюструвати збіж-
ність методу обірваних розвинень за поліномами, що використано в цій статті.  

Метод. Метод обірваних розвинень за поліномами використано для отримання наближеного розв’язку для досліджува-
ної вагової функції фільтру Колмогорова-Вінера. В цій статті нами використано відповідний метод на основі поліномів Че-
бишова першого роду які є ортогональними на часовому відрізку на якому задані вхідні дані фільтра. Очікується, що ре-
зультати, які базуватимуться на інших поліноміальних системах будуть аналогічними до результатів, отриманих в даній 
статті. 

Результати. Вагову функцію досліджено у наближеннях до вісімнадцяти поліномів включно. Показано, що наближення 
досить великої кількості поліномів призводять до хорошого співпадіння лівої та правої частин інтегрального рівняння Віне-
ра-Хопфа. Якість співпадіння проілюстрована обчисленням відповідних середніх абсолютних помилок нев’язки. 

Висновки. Статтю присвячено теоретичній побудові фільтра Колмогорова-Вінера для прогнозування неперервного ста-
ціонарного телекомунікаційного трафіку у GFSD моделі. Кореляційна функція трафіку в рамках GFSD моделі є позитивно 
визначеною, що гарантує збіжність методу обірваних розвинень за поліномами. Відповідна вагова функція отримана у на-
ближеннях до вісімнідцяти поліномів включно. Збіжність методу проілюстрована обчисленням середніх абсолютних поми-
лок нев’язки лівої та правої частин інтегрального рівняння Вінера-Хопфа, що розглядається. Результати роботи можуть бути 
застосовні до практичного прогнозування трафіку в телекомунікаційних мережах з пакетною передачею даних. 

КЛЮЧОВІ СЛОВА: вагова функція фільтра Колмогорова-Вінера, неперервний телекомунікаційний трафік, метод обі-
рваних розвинень за поліномами, GFSD модель, поліноми Чебишова першого роду. 
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АННОТАЦИЯ 
Актуальность. Исследована весовая функция фильтра Колмогорова-Винера для прогнозирования непрерывного ста-

ционарного телекоммуникационного траффика в GFSD (Gaussian fractional sum-difference) модели. 
Цель работы. Целью работы является получить приближенное решение для соответствующей весовой функции и про-

иллюстрировать сходимость метода оборванных разложений по полиномам, который использован в данной статье. 
Метод. Метод оборванных разложений по полиномам использован для получения приближенного решения для иссле-

дуемой весовой функции фильтра Колмогорова-Винера. В этой статье нами использован соответствующий метод на основе 
полиномов Чебышева первого рода, которые являются ортогональными на временном отрезке, на котором заданы входные 
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данные фильтра. Ожидается, что результаты, которые будут базироваться на других полиномиальных системах, будут ана-
логичны результатам, полученным в данной статье. 

Результаты. Весовая функция исследована в приближениях до восемнадцати полиномов включительно. Показано, что 
приближения достаточно большого числа полиномов приводят к хорошему совпадению левой и правой частей интегрально-
го уравнения Винера-Хопфа. Качество совпадения проиллюстрировано вычислением соответствующих средних абсолют-
ных ошибок невязки.  

Выводы. Статья посвящена теоретическому построению фильтра Колмогорова-Винера для прогнозирования непрерыв-
ного стационарного телекоммуникационного траффика в GFSD модели. Корреляционная функция траффика в рамках GFSD 
модели положительно определена, что гарантирует сходимость метода оборванных разложений по полиномам. Соответст-
вующая весовая функция получена в приближениях до восемнадцати полиномов включительно. Сходимость метода проил-
люстрирована вычислением средних абсолютных ошибок невязки левой и правой частей исследуемого интегрального урав-
нения Винера-Хопфа. Результаты работы могут быть применимы к практическому прогнозированию траффика в телеком-
муникационных сетях с пакетной передачей данных. 

КЛЮЧЕВЫЕ СЛОВА: весовая функция фильтра Колмогорова-Винера, непрерывный телекоммуникационный траф-
фик, метод оборванных разложений по полиномам, GFSD модель, полиномы Чебышева первого рода. 
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ABSTRACT 
Context. The problem of approximation of empirical data in the decision-making system in safety management.. The object of 

the study was to verify the adequate coefficients of the mathematical model for data approximation using information technology. 
Objective. The goal of the work is the creation adequate math-ematical model using information technology on the bases analyze 

different approaches for approximating empirical data an that can be used to predict the current state of the operator in the flight 
safety system..  

Method. A comparative analysis of the description of the transformation of information indicators with a non-standard structure. 
The following models of transformation of information indicators with similar visual representation are selected for comparison: 
parabolas of the second and third order, single regression and regression with jumps. It is proposed to use new approaches for 
approximation, based on the use of the criterion proposed by Kuzmin and the Heaviside function. The adequacy of the approximation 
was checked using these criteria, which allowed to choose an adequate mathematical model to describe the transformation of 
information indicators. The stages of obtaining a mathematical model were as follows: determining the minimum sum of squares of 
deviations for all information indicators simultaneously; use of the Heaviside function; optimization of the abscissa axis in certain 
areas; use of the linearity test. The obtained mathematical model adequately describes the process of transformation of information 
indicators, which will allow the process of forecasting changes in medical and biological indicators of operators in the performance 
of professional duties in aviation, as one of the methods of determining the human factor in a proactive approach in flight safety. 

Results. The results of the study can be used during the construction of mathematical models to describe empirical data of this 
kind. 

Conclusions. Experimental studies have suggested recommending the use of three-segment linear regression with jumps as an 
adequate mathematical model that can be used to formalize the description of empirical data with non-standard structure and can be 
used in practice to build models for predicting operator dysfunction as one of the causes of adverse events in aviation. 

Prospects for further research may be the creation of a multiparameter mathematical model that will predict the violation of the 
functional state of the operator by informative parameters, as well as experimental study of proposed mathematical approaches for a 
wide range of practical problems of different nature and dimension. 

KEYWORDS: flight safety system, approximation, least squares method, three-segmented linear regression with jumps, 
abscissa optimization of the jump point, linearity test sample, fractal dimension, quality metric, cluster, sample formation. 

 

ABBREVIATIONS 
ALoSP – Acceptable level of safety performance; 
AP –  Adaptive potential; 
DF – Factor of destabilization; 
EASA – European Union Aviation Safety Agency;  
EC – European Commission; 
EPAS – European Plan for Aviation Safety  
ERCP – European Regional Safety Plan; 
ERCS – European Risk Classification Scheme;  
ESARR – Eurocontrol Safety Regulatory 

Requirement; 
KRA – Key risk areas;  
SI – Safety issues;  
SRM – Safety risk management.  

 

NOMENCLATURE 
a is a unknown approximation coefficient; 
b is a unknown approximation coefficient; 
c is a unknown approximation coefficient; 

jump1x , is a 1-st abscissa of the jumps cross sections; 

jump2x  is a 2-nd abscissas of the jumps cross sections,  

)(xh  is Heaviside function; 

n  is the total quantity of empirical data. 
 

INTRODUCTION 
Statistical analysis, which uses as empirical data 

information indicators from unstable objects is one of the 
most difficult tasks [1, 2]. The use of statistical analysis is 
closely related to the use of mathematical statistics, 
spectral analysis, regression and variance analysis, 
splines, applied geometry, etc. [3–5]. However, the use of 
empirical data obtained from the transformation of 
information indicators of unstable objects often cannot be 
adequately described using standard methods that are 
widely used, for example, for stable technical objects. 

The object of study is the process of approximation 
of information indicators to determine an adequate model 
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that can be used in the decision-making process on the 
functional state of operators 

The process of deciding on the state of the object takes 
a long time due to the need to analyze the information 
indicators of different informativeness and is often 
subjective. Therefore, to reduce the time of decision-
making and increase its reliability requires the 
development of a mathematical model that adequately 
describes the state of the object on the information 
indicators. 

The subject of study is the process of modeling 
information indicators that can be used to predict changes 
in the functional state of the operator as one of the 
triggers of an adverse event in the aviation security 
management system. 

Due to the variability, unpredictability and instability 
of the object from which the information indicators are 
obtained, there are many factors influencing the correct 
choice of the transformation model and the accuracy of 
estimating the coefficients of the mathematical model.  
This is due to the fact that such information indicators 
have structural features and therefore cannot be 
adequately described by standard methods, therefore, for 
adequate mathematical modeling it is necessary to 
approximate the experimentally obtained data using new 
non-standard approaches. The subject of the study is the 
process of modeling with non-standard approaches to the 
approximation of empirical data.. 

The purpose of the work is to increase the hang the 
reliability of the use of mathematical methods to describe 
the functional state change of the operator using 
transformation information indicator in decision-making 
system.  

 

1 PROBLEM STATEMENT 
The purpose of the EPAS (the European Plan for 

Aviation Safety (EPAS) – Safety Management at 
European Level) is to ensure that the principles of safety 
management are applied within the European Aviation 
Community so as to continually improve safety 
performance. Using the Regulation (EU) 2018/1139, 
known as the European Union Aviation Safety Agency 
(EASA) Basic Regulation, are fundamental to the 
continuous improvement of civil aviation safety [6]. It to 
ensure the application of ICAO safety management 
principles. The EPAS seeks to anticipate emerging 
industry safety risks and make best use of technical, 
mathematical resources and information technology for 
planning and implementing safety improvement actions. 
EASA develops the EPAS in close collaboration with the 
Member States and other relevant stakeholders and is 
being developed annually and looks ahead to the 
following four years. There are determined prioritisation 
of issues and evaluates options to address them on based 
relevant safety information sources (notably occurrences). 
It identifies the main areas of concern affecting the 
European aviation safety system, one such problem is the 
influence of the human factor [7] (Fig. 1). 

The ability of a person to make erroneous or illogical 
decisions in specific situations, which is referred to as a 
human factor is associated with limitations or errors that 
are characteristic of any person moreover psy-
chophysiological characteristics of a operator do not 
always correspond to the level of complexity of the tasks 
or problems to be solved. The resolution adopted by the 
ICAO Assembly on flight safety and the role of the 
human factor in the interaction with equipment, 
processes, the environment and interaction with each 
other is to identify features of human factor assessment as 
a source of risk [8]. This assessment should be based on a 
practical solution to safety problems, based on the 
analysis of erroneous actions of all participants in the 
human-machine system, which led or could lead to 
accidents [8]. The goal of a pro-active approach to the 
human factor is to minimize aviation accidents through 
erroneous or illogical decisions in non-standart situations 
human fault. In this regard, the ideology of risk 
management is developed, which directs the search for 
ways and determines the early detection of hazards and 
dangerous factors that occur in the form of certain events, 
predictors of Fig. 1. [9]. Given that due to a number of 
circumstances due to the complexity of the process to 
quickly identify hazards associated with the human factor, 
proactive approach to assessing the current functional 
state of the operator will allow to reduce the development 
of adverse events. The use of mathematical methods to 
describe and formalize the current functional state of the 
operator will allow on the basis of the obtained 
mathematical model to predict the imbalance of the 
operator, which can cause erroneous decisions. But the 
mathematical description of such a complex object has a 
number of difficulties [10]. Often, empirical data obtained 
in the process of measuring various information indicator 
describing the current state of the operator rarely have a 
pronounced pattern and are characterized by a limited 
amount of data, which complicates the formalization 
process.  

 

2 REVIEW OF THE LITERATURE 
Analysis of literature sources [10–23], specializing in 

statistical analysis allows us to draw conclusions about 
the active use of researchers to build multi-segment 
mathematical models with jumps. 

Thus, in [23], researchers used a mathematical model 
of two linear regression lines for one data set, but the 
peculiarity of this use was the fact that empirical data 
were clearly divided into clusters. Based on the research 
conducted in [23], the author developed a method for 
constructing two regression lines, but this method has a 
number of technical difficulties in its practical use for 
engineering problems. 

In books [15, 16] the authors solve the problem of 
constructing a multistage regression using a fictitious 
variable. The peculiarity of this study is that the author 
considers an option in which there is only one jump. 
While often empirical data may contain a certain number 
of jumps. 
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Figure 1 – The place of the human factor in aviation safety management methodologies 

 
So, the results of modern research show that although 

jump regressions are used, the problems of optimizing the 
abscissa of the jump point and constructing models with 
multiple jumps have not been given enough attention.  

Therefore, this article solves the urgent scientific, 
technical and practical problem of constructing a multi-
segmented regression with jumps with optimization of the 
jump point abscissa and using the Heaviside function to 
obtain the general equation. 

 
3 MATERIALS AND METHODS 

The functional purpose of the decision-making system 
is to ensure the maximum completeness of obtaining 
information about the parameter of the object by 
controlled physical quantities correlated with this 
parameter. 

The fact that the primary information after 
transformation takes the form of quantitative judgments 
about the state of the object does not prevent us from 
considering any multi-parameter diagnostic system as an 
information system. 

If we consider a complex object characterized by the Y 
parameter, then X1,…, Xk are measured physical quantities 
that reflect the properties of a physical object. Often, Y 
must be considered as a random variable in a certain 
sense, which is due to the lack of the possibility of an 
accurate, metrologically justified reproduction of its given 
value in the range of Ay of all its possible changes. 
However, the dispersion of the Y value at any point in the 

range is a constant value ( const2  y ). 

Moreover, at the functional level, there is an a priori 
unknown relationship between the mean value Y and {Xi}: 

]).[],...[(][ 1 kXMXMFYM   

 
In addition, for any of the controlled values there is a 

conditional density ),}{,( 1 ilXYYXf k
lji   in addition, 

for any of the controlled values there is a conditional 
density, which reflects the stochastic relationship between 
the Xi value and the remaining controlled values, provided 
that ...)2,1,const(  jYY j . All quantities belong to 

the set of real numbers, and their number is theoretically 
considered unlimited, although for technical reasons, the 
condition k < ∞ takes place. 

The generalized decision-making structure based on 
the transformation of measurement information about the 
Y value based on the measurement of the values of 
controlled quantities, Fig. 2. 

 
Figure 2 – The generalized decision-making structure 

 
According to the structure in Fig. 2, in order to make a 

decision about the state of a complex object, it is 
necessary at the first stage to obtain the value X1*,...Xk* 
by primary converters, which at the second stage are 
converted into an estimate Y* of the value of the 
parameter Y: 

 
 Pn aaXXFY ,...,...ˆ

11
*  , 
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where a1,…ap – are the coefficients of the mathematical 
model of transformation. The coefficients a1,…ap are 
estimated at the stage of studying the object according to 
the sample data of size n for each of the fixed values  

mjY j ,1,   of the levels of parameter Y (training stage). 

Decision making selects one  m
clj bay 1,  from the set 

 m
ly 1  of decisions about the value of Y in accordance 

with the decision selection rule 
 

 .),( jjj YYbaYY    

 
Figure 2 { } indicates the factors that affect the 

correct choice of the transformation model  F̂  and the 
accuracy of estimating the coefficients a1,…ap of this 
model. 

The estimate of the amount of information about the 
parameter Y (assuming that the width Δ of the tolerance 

intervals kjba jj ,1),,(   is the same, and their total 

number is equal to k) is determined by the difference 
between the initial H(Y) and the conditional entropy 
H(Y│ jY ): 

 
I = H(Y) – H(Y│ jY ). 

 
The initial entropy depends on the distribution density 

f(y) of the value Y in the range Ay: 
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We find the conditional entropy by the conditional 

probability P( iY │ jY )  that the true value of M[Y] = jY , 

while the result of the solution yj gives the value Y= jY :  
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Assuming the model  F̂ is represented by linear 

multiple regression  
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estimation of the coefficients 0a … ka  to give an 

adequate mathematical model based on empirical data. 
However, empirical data that can be used to assess the 
functional state of the operator often have structural 
features and therefore cannot be adequately described by 
standard methods. 
 

4 EXPERIMENTS 
The construction of a mathematical model was based 

on empirical data. When it comes to empirical data 
obtained from biological objects, obtaining the amount of 
data necessary for reliable statistical processing is always 
difficult. Therefore, the use of methods that show good 
predictive performance on small samples are necessary. 
Also, finding mathematical approaches tested for 
adequacy based on real data is the main step in the 
decision-making system. Empirical data were used in the 
work, which described the dependence of systolic blood 
pressure and anthropometric characteristics, among which 
body weight was chosen. The measurements were carried 
out in male operators of the age group from 25 to 30 
years. The measurement results are presented in Table 1. 

 
Table 1 – Empirical data 

the first nine 
X 143 149 155 158 159 165 167 168 169 
Y 124 125 128 133 128 130 133 132 135 

another nine 
X 170 172 174 175 180 180 183 187 190 
Y 150 153 149 146 156 156 158 159 150 

the rest 
X 192 195 200 210 212 215 235 240  
Y 160 163 148 140 151 150 165 170  

 
Based on the measured values, a graph was 

representation for visual interpretation of their results 
Fig. 3. 

 
Figure 3 –  Distribution of input data into clusters 

 
According to Fig. 3, after visual analysis of the initial 

data, the following conclusion can be drawn. The 
distribution of the initial data has a non-standard form, 
which causes difficulties in their description. Such a 
description of a single functional dependence with 
satisfactory accuracy is hampered by the presence of 
several clusters, which are clearly visible in Fig. 3. 
(indicated by a dash-dotted line). 

As can be seen from Fig. 3, one of the clusters is 
shifted up relative to the linear trend, which forces to 
choose non-standard approaches for approximation. One 
such approach is to use the Heaviside function together 
with the criterion proposed by Kuzmin [25]. Kuzmin’s 
criterion [25] is used to determine nonlinearity, but in this 
paper the authors used it to test the mathematical model 
for adequacy.  
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Several hypotheses have been put forward in the paper 
to determine the most adequate mathematical model. 

 
5 RESULTS 

Hypothesis 1.  Using a simple linear regression.  
The least squares method for approximating the 

function of one variable was used, which allowed to 
obtain the following regression equation: 
 

xxy 419.0104.69)(  . 

 
Visualization of the obtained regression equation to 

approximate the data is shown in Fig. 5. 
 

xi

yi

Figure 5 – Approximation by linear regression 
 

The nonlinearity test conducted in this work provided 
an opportunity to conclude that it is impossible to 
approximate the data in Table 1 using a single regression 
line. A sequence of deviations of the data from the line 
found by the least squares method was found.  

The cumulative residual curve is defined as the sum of 
deviations of data from the line obtained by the method of 
least squares. Visualization of the results is presented in 
Fig. 6. Features of the use of the cumulative curve are 
given in [25]. 
 

Figure 6 – The cumulative curve of residues (deviations) 
 

Calculation results: range of cumulative residual 
curve: 101.7; relative range (range to standard deviation 
ratio): 11.4. Using the table of critical values [26], the 

limit value is 10.44 (for a probability of 0.99). Carrying 
out calculations makes it possible to draw a conclusion 
about the nonlinearity of data and the impossibility of 
their approximation by a single linear regression: that is, 
Hypothesis 1 is rejected. 

Hypothesis 2. Using the second order parabola. 
The second hypothesis suggests the possibility of 

using as a mathematical model to approximate the data of 
the parabola function of the second order: 

 
2

210)( xaxaaxy  , 

 
where 0a , 1a , 2a  are unknown coefficients of the 

mathematical model. 
Using empirical data using the least squares method, 

the unknown coefficients of the mathematical model were 
determined, which allowed the equation to be written as 
follows: 

 

231009.536.277.112)( xxxy  . 
 

The results of the second-order parabolic 
approximation are shown in Fig. 7. 

As can be seen from Fig. 7, the curve tends to 
decrease after passing the extremum, while this 
contradicts the nature of the change in empirical data. An 
analysis of the results obtained indicates the need to build 
a more accurate approximation. Hypothesis 2 is rejected. 

 

Figure 7 – Approximation by the second order parabola 
 

Hypothesis 3. Using the third order parabola. 
An analysis of the results obtained in the study of the 

second hypothesis allows us to put forward a new 
hypothesis about the possibility of using a third order 
parabola to describe empirical data: 
 

3
3

2
210)( xaxaxaaxy  , 

 
where 0a , 1a , 2a , 3a  are unknown coefficients of the 

mathematical model. 
Similarly, the unknown coefficients of approximation 

are found. As a result, we obtain the equation 
 

342 1049.109.048.181112)( xxxxy  . 
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The results of the third ordera parabolic approximation 
are shown in Fig. 8.  

Figure 8 – Approximation initial data by the third ordera 
parabola  

 
Visual analysis of the graph in Fig. 8 shows the 

discrepancy between the obtained approximating curve 
and the empirical data. This discrepancy is especially 
manifested at the beginning and at the end of the graph, 
which does not correspond to the physical properties of 
changes in systolic pressure. All this does not allow us to 
accept the hypothesis about the possibility of using the 
third-order parabola function as a mathematical model for 
describing the change in the values of the processed 
empirical data. The data approximation curve using the 
third-order parabola function is shown in Fig. 8 

Hypothesis 4. Using of a three-segmented linear 
regression with jumps. 

After carrying out the analysis and analysis of 
hypotheses 1..3, the authors is a precondition for choosing 
of a three-segment linear regression with lines for 
approximating empirical data. 

 

As shown in Fig. 3 empirical data can be divided into 
three clusters. The first cluster is filled by points 1 to 9 
(Table 1). But the second and third clusters have a 
questionable point with coordinates (200; 148). The 
importance of the correct hit of the point in the 
corresponding cluster significantly affects both the 
accuracy of the approximation and, accordingly, the 
quality of the forecast, which will be carried out 
according to the obtained mathematical model. To 
determine the location of this point in the corresponding 
cluster, the following calculations were performed. 

Due to the lack of data for calculating the angle of 
inclination within each segment, it is assumed that these 
angles are the same, which simplifies the calculations 
when building a mathematical model. 

Incorrect assignment of questionable point to any 
clusters can significantly affect the approximation 
accuracy, as well as the prediction quality. We make the 
assumption that the slope angles inside each segments of 
the poly-segmented regression are the same to simplify 
the calculations when constructing a mathematical model. 
General view of the equation of three-segment linear 
regression with jumps: 
 

),()()( jump23jump1210 xxhaxxhaxaaxy   

 
where 0a , 1a , 2a , 3a  are unknown coefficients of the 

mathematical model, jump1x , jump2x  are abscissas of the 

jumps cross sections, )(xh  is Heaviside function. 

The system of normal equations for finding the 
unknown approximation coefficients is given below: 
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where n  is the total quantity of empirical data. 

The solution of system of normal equations allows to 
determine unknown coefficients. 

As can be seen from Fig. 3, the first cluster is clearly 
defined, and the abscissa of the cross section of the first 
jump jump1x  can be calculated as the sum of the two limit 

values of the first and second clusters: 
 

5.169
2

109
jump1 




xx
x . 

The stages of optimization calculations to determine 
the boundary between clusters are given below. 

Step 1. The calculation of five options for the abscissa 
of the second jump. To do this, determine the limit of 
change of the abscissa axis. Based on the visual analysis, 
the boundary of the abscissa variation jump2x  change is 

determined, and the abscissa of the second jump section 
has the following values 

 212,206,200,194,188jump2 x .  
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Step 2. The calculation of the unknown coefficients of 
the regression model 0a , 1a , 2a , 3a  for the values of 

obtained abscissa variation jump2x  in stage 1 is 

performed. The results of the calculations are shown in 
Table 2. 

 
Table 2 – Calculations of approximation coefficients 

jump2x  188 194 200 206 212 

0a  83.13 71.51 46.16 58.23 113.89 

1a  0.293 0.366 0.525 0.449 0.100 

2a  18.21 16.21 12.99 13.46 20.22 

3a  –7.61 –11.22 –19.99 –16.43 4.61 

 
Step 3. The sum of squares of deviations for each 

variant of three-level regression with jumps according to 
the following formula is calculated: 
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The obtained data are given in Table 3. 

 
Table 3 – The sum of the squared deviations for various variants 

of the approximation function 

jump2x  188 194 200 206 212 

S  721.028 641.642 322.882 531.575 807.057 

 
Step 4. The optimization of the data values from table 

3 is performed on the basis of the least squares method 
[27]. The resulting equation has the form: 
 

2
jump2jump2jump2 455.2863.9808419)( xxxS  . 

 
The optimal abscissa of the second section of the jump 

has the following form (in the case when the first 
derivative of this equation is zero): 

 
7896.199optjump2 x . 

 
It can be concluded that the 21st point (with 

coordinates (200; 148)) of empirical data belongs to the 
third cluster. This partition optimization technique can be 
usd as a special approach to data clustering. 

As a result of using the usual least squares method, the 
final optimal three-segment linear regression with jumps 
is searched for. We obtain the final equation: 

 

).79.199(992.19)5.169(997.12

525.0160.46)(




xhxh

xxy
 

 

A graphical representation of the final approximation 
is shown in Fig. 9. 

 
Figure 9 – Approximation by the final three-segmented linear 

regression with jumps 
 

A comparative analysis of the four approximation 
methods considered above is performed. The coefficient 
of adequacy and standard deviation values were 
calculated to determine a mathematical model that 
adequately describes the empirical data of Table 1 and 
can be used in the decision-making system.  

Calculating the amplitude of the cumulative residual 
curve and the standard deviation is the relative maximum 
range, which is defined as the adequacy factor. Despite 
the fact that criterion [25] is used to verify the data on 
nonlinearity in this article, it was used for testing 
adequacy. was originally planned to test empirical data 
for non-linearity. However, studies have shown that in 
some cases it can be used for testing adequacy, it was 
done in this article. 

The calculation results are given in Table. 4. As can 
be seen from table 4, linear regression with jumps has 
lower values of standard deviation and adequacy ratio: for 
example 3.6 and 4.05 compared to 7.5 and 8.4 (compared 
to single third order parabola). 

It indicates that the special approximation proposed by 
the authors in the form of a three-segmented linear 
regression with jumps is the is a more reliable 
mathematical model for describing studied variant 
empirical data.  
 

Table 4 – Comparative table of approximation results 
Approximation 
type 

Coefficients 
number  

Standard 
deviation 

Adequacy 
coefficient 

Single linear 
regression 

2 8.920 11.420 

Single second 
order parabola  

3 8.097 8.744 

Single third 
order parabola  

4 7.558 8.396 

Three segmented 
linear regression 
with jump 

4 3.668 4.050 

 
At the same time have proposed a special 

approximation in the form of a trisegment linear 
regression with stripes, which is promising for selection 
in the formalization of the process of describing of 
biological parameters. 

 
 

44



e-ISSN 1607-3274   Радіоелектроніка, інформатика, управління. 2022. № 3 
p-ISSN 2313-688X  Radio Electronics, Computer Science, Control. 2022. № 3 

 
 

© Kuzmin V. M., Khrashchevskiy R. V., Kulyk M. S., Ivanets O. B., Zaliskyi M. Yu., Petrova Yu. V.,  2022 
DOI 10.15588/1607-3274-2022-3-4 

6 DISCUSSION 
As can be seen from Fig. 1, real empirical data 

obtained from non-standard objects with stochastic 
influence are difficult to approximate by standard 
methods. So, using 3 methods of linear regression, it was 
not possible to achieve an adequacy coefficient below 8.3. 

This gave impetus to finding standard approaches for 
approximating empirical data. The importance of a 
reliable approximation of empirical data obtained from 
real biological data is related to the content in these values 
of an important component that can serve as an indicator 
of a violation of the functional state of a biological object 
and plays an important role in making a decision about 
the state of the operator as a possible trigger in aviation 
safety management. 

The use of standard methods leads to the formation of 
approximation functions, which often contradict the 
physical processes that form empirical data obtained from 
biological objects or inaccurately describe the pattern of 
their behavior (Fig. 5, Fig. 7, Fig. 8). This is due to the 
fact that the distribution of values obtained from 
biological objects often cannot be described by standard 
mathematical models, because the behavior of parameter 
values that describe biological objects is influenced by 
many factors of both external and internal nature. 
Therefore, the description of such complex objects must 
be carried out with the maximum similarity of the 
approximating curve to real values. Also, a feature of the 
empirical data of biological objects is their non-linearity. 
The use of data clustering methods also has its own 
difficulties in determining the belonging of doubtful 
points that can be attributed to different classes (suspected 
point Fig. 3). 

Another reason may be that points located on the outer 
boundaries of classes, but not important for the separation 
of adjacent classes, can be recognized as individually 
significant if their belonging to classes is neglected. Point 
characterize separately the properties of an instance as 
informative with respect to external and internal 
boundaries which is their specific in tasks of visualization 
and data analysis.  

It should also be noted that obtaining adequate 
coefficients of a mathematical model significantly affects 
its reliability. It has been established that an increase in 
the coefficients of mathematical models of various forms 
of approximation increases the value of the adequacy 
coefficient.  

The methodology for calculating the information 
content indicators of individual specimens not only 
quantitatively, but also qualitatively affects the formed 
sample. Therefore, the paper presented a methodology for 
determining the boundaries of clusters, which should be 
performed taking into account the complexity of 
describing specific empirical data. 

The closest analogue of the proposed method is the 
nonlinearity test proposed in [25]. In contrast to those 
proposed in this paper, this technique was also used to 
check for the adequacy of the approximation of the 
mathematical model. 

At the same time have proposed a special 
approximation in the form of a trisegment linear 
regression with stripes, which is promising for selection 
in the formalization of the process of describing  of 
biological parameters. 

 
CONCLUSIONS 

The article is devoted to the approximation of 
empirical data. In general, four data approximation 
options were considered: a single linear regression, the 
second order parabola, the third order  parabola, three-
segmented linear regression with jumps. 

Analysis of empirical data obtained from biological 
objects indicates their unusual structure, which cannot be 
correctly described by standard methods, which became a 
prerequisite for the use of non-standard approximating 
function – three-segment linear regression with jumps. 

The equation for three-segment linear regression with 
jumps was obtained using the following methods: using 
the Heaviside function, determining the minimum sum of 
squares of deviations for the whole set of empirical data 
simultaneously, optimizing the abscissa cross section, 
using the linearity test. 

The scientific novelty of obtained results is that the 
method of approximating empirical data was previously 
proposed, which characterizes the relevance of the 
biological parameters of the operator for the three-
segment linear regression with lines. The use of this 
method allows us to take a more reliable result of the 
formalization of the fallibility of biological parameters, 
which was demonstrated on specific butts. The variation 
of the optimization of the position of the sections can 
serve as a new approach to the clustering of data and it 
allows to take into account the fallow of the empirical 
data. Data can be compared to change the parameter of 
the cardiovascular system according to changes in 
anthropometric data for the prognosis. 

The calculations showed that the standard deviation 
and the adequacy coefficient for a three-segmented linear 
regression with jumps are more than two times better than 
other approximation methods. This corroborates the 
necessity for a three-segmented linear regression with 
jumps. 

The results of the study can be used during the 
construction of mathematical models to describe 
empirical data of this kind. 

The practical significance of obtained results is that 
the software realizing the proposed indicators is 
developed, as well as experiments to study their 
properties are conducted. The experimental results allow 
to recommend the proposed indicators for use in practice, 
as well as to determine effective conditions for the 
application of the proposed indicators. 

Prospects for further research are to study the 
proposed set of indicators for a broad class of practical 
problems. 
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AНОТАЦІЯ 

Актуальність. Проблема апроксимації емпіричних даних у системі прийняття рішень в управлінні безпекою. Об’єктом 
дослідження була перевірка адекватних коефіцієнтів математичної моделі для апроксимації даних за допомогою 
інформаційних технологій. Метою роботи є створення адекватної математико-матичної моделі з використанням 
інформаційних технологій на основі аналізу різних підходів до апроксимації емпіричних даних, які можуть бути 
використані для прогнозування поточного стану оператора в системі безпеки польотів. Аналіз літератури показав, що метод 
найменших квадратів часто використовується в задачах апроксимації навіть у тих випадках коли досліджуваний набір даних 
різко змінює геометричну структуру У статті аналізуються статистичні дані з незвичайною структурою. Для побудови 
математичної моделі для їх опису висуваються чотири гіпотези: опис за допомогою однієї лінійної регресії,  параболою 
другого порядку, параболою третього порядку, трисегментної лінійної регресії зі стрибками. Проведені розрахунки та 
візуальний аналіз відхили перші три гіпотези та четверта гіпотеза про можливість опису емпіричних даних за допомогою 
три сегментної лінійної регресії була детально розглянута. Під час побудови трисегментної лінійної регресії зі стрибками 
оптимізували абсцис перерізу стрибка. Отримання аналітичного виразу для трисегментної лінійної регресії зі стрибками 
стало можливим завдяки використанню функції Хевісайда. Аналіз показав перевагу трисегментної лінійної регресії зі 
стрибками з точки зору точності апроксимації та надійності передбачення. 

Метод. Проведено порівняльний аналіз опису трансформації інформаційних показників нестандартної структури. Для 
порівняння вибрано такі моделі перетворення інформаційних показників з подібним візуальним відображенням: параболи 
другого і третього порядку, одиночна регресія та регресія зі стрибками. Запропоновано використовувати нові підходи для 
апроксимації, засновані на використанні критерію, запропонованого Кузьміним, та функції Хевісайда. За цими критеріями 
було перевірено адекватність апроксимації, що дозволило вибрати адекватну математичну модель для опису перетворення 
інформаційних показників. Етапи отримання математичної моделі були такими: визначення мінімальної суми квадратів 
відхилень за всіма інформаційними показниками одночасно; використання функції Хевісайда; оптимізація осі абсцис на 
окремих ділянках; використання тесту на лінійність. Отримана математична модель адекватно описує процес перетворення 
інформаційних показників, що дозволить здійснювати процес прогнозування зміни медико-біологічних показників 
експлуатантів при виконанні професійних обов’язків в авіації, як один із методів визначення людського фактора в авіації. 
ініціативний підхід до безпеки польотів. 

Результати. Результати дослідження можуть бути використані під час побудови математичних моделей для опису 
емпіричних даних такого роду. 

Висновки. Експериментальні дослідження довели можливість використання трьохсегментної лінійної регресії зі 
стрибками як адекватної математичної моделі, яка може бути використана для формалізації опису емпіричних даних з 
нестандартною структурою та може бути використана на практиці для побудови моделей для прогнозування 
функціонального стану оператора як однієї з причин несприятливих подій в авіації. 

Перспективами подальших досліджень може бути створення багатопараметричної математичної моделі, яка дозволить 
прогнозувати порушення функціонального стану оператора за інформативними параметрами, а також експериментальне 
вивчення запропонованих математичних підходів для широкого кола практичних задач різного характеру та розмірності. 

КЛЮЧОВІ СЛОВА: система безпеки польоту, апроксимація, метод найменших квадратів, трисегментна лінійна 
регресія зі стрибками, оптимізація точки стрибка по абсцисах, тестовий зразок лінійності, фрактальна розмірність, метрика 
якості, кластер, формування вибірки. 
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AННОТАЦИЯ 

Актуальность. Проблема аппроксимации эмпирических данных в системе принятия решений в управлении 
безопасностью полетов. Объектом исследования является проверка на адекватность коэффициентов математической модели 
для аппроксимации данных с помощью информационных технологий. Целью работы является разработка адекватной 
математической модели с использованием информационных технологий на основе анализа разных подходов к 
аппроксимации эмпирических данных, которые могут быть использованы для прогнозирования функционального состояния 
оператора в системе безопасности полетов. Анализ литературы показал, что метод наименьших квадратов часто 
используется в задачах аппроксимации даже в тех случаях, когда исследуемый набор данных резко меняет геометрическую 
структуру. В статье анализируются статистические данные з необычной структурою. Для построения математической 
модели для их описания выдвигаются четыре  гипотезы: описание с помощью простой линейной регрессией,  параболою 
второго порядка, параболою третьего порядка, три сегментной линейной регрессии со скачками. Проведенные расчеты и  
визуальный анализ опроверг первые три гипотезы, а четвертая гипотеза про возможность описания эмпирических данных с 
помощью три сегментной линейной регрессии был детально рассмотрен. Во время построения три сегментной линейной 
регрессии со скачками была оптимизирована абсцисса сечения скачка. Полученный аналитический вид для трисегментной 
линейной регрессии со скачками стал возможным благодаря использованию функции Хэвисайда. Проведенный анализ 
подтвердил гипотезу о возможности использования трисегментной регресии со скачками в сравнении с рассмотренными 
первыми тремя гипотезами. Анализ показав преимущество использования три сегментной линейной регрессии со скачками  
за параметрами точности аппроксимации и прогноза. 

Метод. Предлагаются четыре варианта аппроксимации данных с нестандартной структурой, а именно: одиночная 
линейная регрессия; парабола второго порядка; парабола третьего порядка; трехсегментная линейная регрессия со 
скачками. Предлагается использовать новые подходы для аппроксимации, основанные на использовании критерия, 
предложенного Кузьминым, и функции Хэвисайда. Проверка адекватности аппроксимации по этим критериям позволит 
определить адекватную математическую модель для описания информационных параметров. Для получения 
математической модели использовались следующие подходы: определение минимальной суммы квадратов отклонений для 
всего набора данных одновременно; использование функции Хэвисайда; оптимизация оси абсцисс прыжкового участка; 
использование теста на линейность. Данная математическая модель позволит осуществлять процесс прогнозирования 
изменений функционального состояния эксплантата при выполнении профессиональных обязанностей в авиации, как 
основного триггера человеческого фактора в парадигме про активного подхода в обеспечении безопасности полетов. 

Результаты. Результаты исследования могут быть использованы при построении математических моделей для 
описания эмпирических данных подобного рода. 

Выводы. Эксперименты подтвердили адекватность использования трисегментной линейной регрессии со скачками для 
задачи описания эмпирических данных с нестандартной структурой и позволили рекомендовать ее к использованию на 
практике для решения задач формализации описания изменений функционального состояния. эксплуатанта как часть 
человеческого фактора в системе безопасности полетов. 

Перспективами дальнейших исследований может быть создание математической модели прогнозирования изменения 
функционального состояния оператора при различных дестабилизирующих факторах, а также экспериментальное изучение 
предложенных показателей на более сложных практических задачах разного характера и размерности. 

КЛЮЧЕВЫЕ СЛОВА: система безопасности полетов, аппроксимация, метод наименьших квадратов, трехсегментная 
линейная регрессия со скачками, абсциссная оптимизация точки скачка, тестовая выборка линейности, фрактальная 
размерность, метрика качества, кластер, формирование выборки. 
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ABSTRACT 
Context. Fortunately, the most commonly used in parametric statistics assumptions such as such as normality, linearity, inde-

pendence, are not always fulfilled in real practice. The main reason for this is the appearance of observations in data samples that 
differ from the bulk of the data, as a result of which the sample becomes heterogeneous. The application in such conditions of gener-
ally accepted estimation procedures, for example, the sample mean, entails the bias increasing and the effectiveness decreasing of the 
estimates obtained. This, in turn, raises the problem of finding possible solutions to the problem of processing data sets that include 
outliers, especially in small samples. The object of the study is the process of detecting and excluding anomalous objects from the 
heterogeneous data sets. 

Objective. The goal of the work is to develop a procedure for anomaly detection in heterogeneous data sets, and the rationale for 
using a number of trimmed-mean robust estimators as a statistical measure of the location parameter of distorted parametric distribu-
tion models. 

Method. The problems of analysis (processing) of heterogeneous data containing outliers, sharply distinguished, suspicious ob-
servations are considered. The possibilities of using robust estimation methods for processing heterogeneous data have been ana-
lyzed. A procedure for identification and extraction of outliers caused by measurement errors, hidden equipment defects, experimen-
tal conditions, etc. has been proposed. The proposed approach is based on the procedure of symmetric and asymmetric truncation of 
the ranked set obtained from the initial sample of measurement data, based on the methods of robust statistics. For a reasonable 
choice of the value of the truncation coefficient, it is proposed to use adaptive robust procedures. Observations that fell into the zone 
of smallest and lowest ordinal statistics are considered outliers. 

Results. The proposed approach allows, in contrast to the traditional criteria for identifying outlying observations, such as the 
Smirnov (Grubbs) criterion, the Dixon criterion, etc., to split the analyzed set of data into a homogeneous component and identify the 
set of outlying observations, assuming that their share in the total set of analyzed data is unknown. 

Conclusions. The article proposes the use of robust statistics methods for the formation of supposed zones containing homoge-
neous and outlying observations in the ranked set, built on the basis of the initial sample of the analyzed data. It is proposed to use a 
complex of adaptive robust procedures to establish the expected truncation levels that form the zones of outlying observations in the 
region of the lowest and smallest order statistics of the ranked dataset. The final level of truncation of the ranked dataset is refined on 
the basis of existing criteria that allow checking the boundary observations (minimum and maximum) for outliers. 

KEYWORDS: outliers, robust estimates, trimmed mean, symmetric and asymmetric truncation. 
 

NOMENCLATURE 
X is an initial data set; 
X* is an ordered sample, constructed on the basis of X; 
n is a data sample size; 
x(i) is an order statistics from the data set X*; 
α is a trimming proportion; 
αL is a trimming proportion of smallest order statistics 

of X* (an asymmetric case); 
αU is a trimming proportion of largest order statistics 

of X* (an asymmetric case);  
ε is a proportion of outliers; 
L(α) is an average of [αn] smallest order statistics of 

X*;  
U(α) is an average of [αn] largest order statistics of 

X*;  
M(α) is an average of [αn] middle order statistics of 

X*; 
Essym is a group of robust estimators based on symmet-

ric trimming; 
Esasym is a group of robust estimators based on asym-

metric trimming; 
Tj(α) is a symmetric trimmed mean obtained in accor-

dance with the selected adaptive robust estimator; 

Tj(αL, αU) is an asymmetric trimmed mean obtained in 
accordance with the selected adaptive robust estimator; 

)(jTe  is a standard error of the symmetric trimmed 

mean; 

),( ULjTe   is a standard error of the asymmetric 

trimmed mean; 
Al is a set of possible truncation levels; 
u(i) is a statistics of Smirnov criterion;  
uα is a critical value of the Smirnov criterion; 
G(x; x ; σ2) is a normal distribution with mean x  and 

variance σ2; 
[y] is an integer part of y.  

 
INTRODUCTION 

In the act of processing of real data that are collected 
on the basis of registration (observation) methods, meas-
urements (experiments, tests) or the participation of third 
parties (interviews, focus groups, expert assessment 
methods), analysts are often faced with a situation when 
data sets (samples) have observations that, to one degree 
or another, differ (stand out) from the rest in terms of the 
analyzed attribute.  
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In statistical analysis, such observations were called 
“abnormal”, “outliers”, “sharply distinguished”, “suspi-
cious”, etc. The gross errors, measurement errors, failures 
of measuring equipment, human factors (operator errors), 
as well as short-term abrupt changes in measurements 
(experiments), for example, vibration, can cause of them. 
The share of outliers is usually about 5% to 10% of ob-
servations in the total dataset [1–4], which disturbs their 
homogeneity. The appearance of abnormal data in the 
samples is the reason for so-called “heavy tails”, multi-
modality, pronounced asymmetry, kurtosis, etc. This, in 
turn, does not allow such data samples to be represented 
by rigorous parametric models that are described by the 
well-known probability distributions (e. g. Normal, Pois-
son, Student distributions, etc.) and characterized by two 
main parameters: the location parameter, which is the 
population or sample mean, median, mode; the scale pa-
rameter, which can be represented by variance, standard 
deviation, peak-to-peak, etc. 

The use of generally accepted assessment procedures 
in such conditions, which are based on an explicit or im-
plicit assumption of normality, entails the bias increasing 
and reducing the effectiveness of the obtained estimates. 

In the context of the analysis of expert information, 
the use of survey data processing methods, which are 
based on the procedure of their averaging, will be justified 
only if there is a sufficiently high consistency (proximity) 
of expert assessments. 

The object of study is the process of detecting and 
excluding anomalous objects from the heterogeneous data 
sets. 

The subject of study is procedures, methods and 
technique for finding an unusual observations (outliers) in 
analyzed data sets. 

The purpose of the work is to develop a procedure 
for anomaly detection in heterogeneous data sets, and the 
rationale for using a number of trimmed-mean robust es-
timators as a statistical measure of the location parameter 
of distorted parametric distribution models.  

 
1 PROBLEM STATEMENT 

Let, X = (x1, x2,…, xn) be a set of values measured by 
some parameter, where n is a sample X size. 

The task is to identify the XX   region, that con-
tains homogeneous data and the XX  , XXX   
region, that is anomalous in relation to the X   region 
values (outliers). 

By a homogeneous component XX   we mean an 

area such that all Xx j  ,
 

||,1 Xj 
 
are independent of 

each other and have the same probability distribution den-
sity (same values of characteristics (parameters) under the 
same distribution). 

If the proportion of anomalous data ( |||| XX  ) is 

more then 0.5, the further analysis is impractical; if the 
level of “clogging” is 0.5, only a sample median can be 
recommended as a robust estimate for finding the average 
of such a sample. 

2 REVIEW OF THE LITERATURE 
To process data sets containing heterogeneous obser-

vations, the following approaches are used [1, 2, 4, 5, 6]: 
the identification and exclusion of outliers; the application 
of robust methods for statistical analysis of data with out-
liers. To solve the first problem, there is currently a whole 
class of parametric and nonparametric methods for anom-
alous observations identification [5–9]. Parametric meth-
ods are based on complete a priori information about ob-
servations, their application presupposes a priori knowl-
edge of the theoretical distribution of the investigated 
values or its determination from empirical data. Non-
parametric methods do not use detailed a priori informa-
tion about observations and can be used when the distri-
bution of the indicator under study is unknown and there 
is no need for its analytical description. An important 
condition for using nonparametric methods is that the 
distribution functions of analyzed measurements must be 
continuous. The effectiveness of the application of these 
procedures largely depends on the size of the sample un-
der study and the power of the selected criteria. 

One aim of robust statistics is to develop evaluation 
procedures that are resistant to the appearance of outliers 
in data sets, and to obtain unbiased (or slightly biased) 
and effective estimates. Currently, there are next classes 
of robust estimates [1–4, 10]: robust estimators based on 
Maximum-likelihood argument (M-estimators); robust 
estimators based on rank statistics (R-estimators); robust 
estimators based on a linear combination of order statis-
tics (L-estimators). Robust L-estimators are most wide-
spread due to the simplicity of their computational im-
plementation [10–13]. These estimates include truncated, 
censored, Winsorized means, sample median, etc. The 
main problem of the considered estimators is the choice 
of the trimming proportion α, which can be sufficiently 
solved by using adaptive robust procedures for statistical 
data estimation [13–16]. 

 
3 MATERIALS AND METHODS 

Most of the existing criteria for testing outlying obser-
vations are based on the assumption that the distribution 
of measurements corresponds to the normal distribution 
[5–9]. To search for and filter out sharply distinguished 
observations in small samples, the most widespread and 
theoretical justification was obtained by Grubbs-type sta-
tistics such us Smirnov (Grubbs) test, Tietjen-Moore test, 
Dixon test [6, 8, 9]. These criteria provide checking either 
one outlier (smallest or largest), or two (two smallest or 
two largest in the sample). At the same time, there is a 
problem of searching for outliers if their share in the total 
set of measurement data is unknown. 

In this regard, the problem of finding a homogeneous 
component of the set of measurement data is urgent. It is 
assumed that the measurement results have approximately 
normal distribution. Modern research has shown that the 
procedure for checking the analyzed data samples for 
compliance with the Gaussian distribution is a rather dif-
ficult task, especially for analyzing samples with limited 
data volume (n ≤ 50). Currently, there is a fairly extensive 
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class of goodness-of-fit tests [17–19], applicable for small 
data samples, for example, the nonparametric Shapiro-
Wilk test [18], the Sarkadi test [19]. At the same time, it 
was proved that in small samples case it is not always 
possible to distinguish the normal distribution from other 
types of distributions. 

Under these conditions, the paper proposes to use a 
complex of adaptive robust estimates to identify a homo-
geneous component of the analyzed data set. However, in 
this case, the problem arises of choosing robust estimates 
that can recommend different levels of truncation of the 
ordered sample built on the basis of the analyzed sample 
of measurement data. The trimming proportion has a di-
rect impact on the size of the area containing homogene-
ous data, i.e. an area that does not contain outliers. To 
clarify (expand, or narrow) the area of homogeneous data, 
the Grubbs-type test was used. 

Let us consider the main stages of the proposed pro-
cedure for searching and eliminating outliers in the stud-
ied data set. 

Stage 1. Formation of truncation levels of the ordered 
sample X*. 

1.1. Construction on the basis of a set of measurement 
data X the ordered sample values X*: 
x(1) ≤ x(2) ≤…≤ x(i) ≤…≤ x(n). Denote by x(i) the order statis-
tics from the data set X*. 

1.2. Calculation the robust measure of tail length [13–
15]: 

 

)()( 5.05.005.005.0 LULUQ  , (1)

)()( 5.05.02.02.01 LULUQ  .

 

(2)
 

1.3.  Estamation the tail length of distribution, for ex-
ample [14, 15]: 

 

tailed.heavyvery2.3

tailed;heavy2.36.2

tailed;medium6.20.2

tailed;light0.2






Q

Q

Q

Q
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tailed.heavy87.1

tailed;medium87.181.1

tailed;light81.1
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1
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Q

Q

Q

 

(4)

 
1.4.  Test X* for the symmetry of the distribution, 

based on measure of the tail length, e.g. according to ro-
bust measure HeQ1 [14, 20]: 
 

model.skewed-right4.1

model;symmetric4.17.0

model;skewed-left7.0

1

1

1





HeQ

HeQ

HeQ

  

(5)

where HeQ1 can be defined by next formula: 
 

)05.0()05.0(1 )5.0()5.0( LMMUHeQ   (6)

 

1.5.  Selection of a group of robust estimators based 
on order statistics Est (Essym, Esasym): 

 









.4.17.0,

);4.1()7.0(, 11

HeQEs

HeQHeQEs
Est

asym

sym
(7)

 
1.6.  Calculation the value of robust estimators within 

the selected group Est. 
1.7.  Selection of estimator Tj(α)   Est, which are sat-

isfied the condition )(min )(jT
j

e  or )(min ),( ULjT
j

e  , 

kj ,1 .  

Setting the truncation levels α (a symmetric case), or 
αL and αU (an asymmetric case; α = αL + αU). 

1.8.  Formation of possible truncation levels, Fig.1:  
– a symmetric case  
 

Essym: },1|{ ztAl t  , αt > α, EstT  )( ; 

 
– an asymmetric case  
 

Esasym: },1|{ 1ztAl t
LL  , t

L  > αL, 

EstT UL  ),( ; },1|{ 2zsAl s
UU  , s

U  > αU.  

 
The obtained values are sorted in ascending order. 
Stage 2. Checking the boundary elements x(g), x(n–g+1), 

g=[αn], (symmetric case) or x(g1), x(n–g2+1), g1=[αLn], 
g2=[αUn] (asymmetric case) of the X* on anomaly. 

2.1 Formulation of the null and alternative hypothe-
sis: 

2.1.1  the Esym group has been selected. 
H0: the boundary observation (x(g) or x(n–g+1)) belongs to 

the same general population as the rest (q = n – 2g – 1) of 
the central values of the ordered sample. 

H1: the boundary observation (x(g) or x(n–g+1)) is outlier. 
2.1.2  the Easym group has been selected. 
H0: the boundary observation (x(g1) or x(n–g2+1)) belongs 

to the same general population as the rest (q = n – g1 –
 g2 – 1) of the central values of the ordered sample. 

H1: the boundary observation (x(g1) or x(n–g2+1)) is out-
lier. 

 

IF (u(g1) ≤ uα), or (u(n–g2+1) ≤ uα), THEN H0 is accepted. 
 
The elements x(g1) and x(n–g2+1) are checked alternately. 
Stage  3.  Outliers exclusion, Fig. 2–3. 
3.1 IF H0 is accepted: 
3.1.1  for x(n–g+1) (or x(n–g2+1) respectively), THEN the 

next senior member of the ordered sample is tested until 
the element x(s) is found, for which H0 will be rejected.  

Then the group of senior members of the ordered 
sample x(s) ≤…≤ x(n) is considered as outliers. 

3.1.2  for x(g) (or x(g1) respectively), THEN the previous 
junior member of the ordered sample is tested until the 
element x(s) is found, for which H0 will be rejected.  
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Then the group of junior members of the ordered 
sample x(1) ≤…≤ x(s) is considered as outliers 

3.2.  IF H1 is accepted: 
3.2.1  for x(n–g+1) (or x(n–g2+1) respectively), THEN the trun-

cation levels Alt   (or U
s
U Al  respectively) are 

consistently selected.  
Repeat the procedure of items 2.1–3.2. 

3.2.2  for x(g) (or x(g1) respectively), THEN the trunca-

tion levels Alt   (or L
t
L Al  respectively) are con-

sistently selected.  
Repeat the procedure of items 2.1–3.2. 

 

 
Figure 1 – Algorithm for truncation levels formation 

 

 
 

Figure 2 – The procedure for selection the initial truncation levels in asymmetric case  
 

 
 

Figure 3 – The procedure for outliers’ determination in asymmetric case 
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4 EXPERIMENTS 
Let us consider an example of the implementation of 

the proposed method. To model the set of measurement 
data, a mathematical model of independent observations 

with a Gaussian distribution },1|{ nixX i   (volume  

n = 500) has been constructed. 
The constructed model is a two-component symmetric 

mixture of normal distributions of the form: 

),;;();;()1()( 2
1

2
0  xxGxxGxF  (8)

 

where 2
1

2
0  ; 0 ≤ ε ≤ 0.5. 

Using the Tukey contamination model (8), a mixture 
was generated with the following parameters: 

– the main Gaussian distribution G(x, x , σ0
2) with pa-

rameters x  = 0, σ0 = 0.7; 
– the contaminated Gaussian distribution G(x, x , σ1

2) 
with parameters x  = 0, σ1 = 1.2; 

– the proportion of outliers ε = 25%. 
The test for symmetry of distribution was performed 

on the basis of the HeQ1 robust estimator (6). Based on 
the results of such verification, a group of symmetric 
truncation estimators Est = Essym was selected [10, 13–
16].  

 
5 RESULTS 

The results of the analysis of the Est-group estimators 
are presented in the Table 1. 

 
Table 1 – The analysis of Est-group estimators 

№, j 
Esti-
mator 

Tj(α) α, % )(jTe  Region without 
outliers 

1 NH1 –0.0109 12.5 0.0353 [X*
63; X

*
438] 

2 NH2 –0.0126 18.75 0.03537 [X*
94; X

*
407] 

3 HGP –0.0078 25 0.0380 [X*
126; X

*
375] 

4 HG1 0.0018 0 0.0369 [X*
1; X

*
500] 

5 HG2 –0.0078 25 0.0380 [X*
126; X

*
375] 

6 PAR –0.0078 25 0.0380 [X*
126; X

*
375] 

7 PR1 –0.0116 20 0.0355 [X*
101; X

*
400] 

8 PR2 0.0018 0 0.0369 [X*
1; X

*
500] 

9 A0 –0.0081 15 0.03538 [X*
76; X

*
425] 

10 A1 –0.0081 15 0.03538 [X*
76; X

*
425] 

11 A2 –0.0122 15 0.03538 [X*
76; X

*
425] 

12 A3 –0.0116 20 0.0355 [X*
101; X

*
400] 

 
The results of Table 1 show that )(min )(jT

j
e  corre-

sponds to the Hogg estimator NH1, (α = 12.5%), respec-
tively the next subset of truncation levels was formed 
Al={0.15; 0.1875; 0.2; 0.25}, αt > α, EstT  )( . 

Based on the results of the verification of the bound-
ary values x(g), x(n–g+1), at α = 12.5% (NH1 estimator) ac-
cording to Smirnov test at 0.05 significance level H0 was 
accepted, the limit observations belong to the same gen-
eral population, as well as other central values of the or-
dered sample. 

Thus, two regions [X*
1; X

*
62] and [X*

439; X
*

500] were 
formed for testing the limit values for the anomaly by 
Smirnov criterion in accordance with the scheme shown 
in Fig. 3.  

According to the obtained results, two regions of out-
liers were obtained: [X*

1; X
*
15] and [X*

484; X
*
500]. 

 
6 DISCUSSION 

The procedure for outliers searching in analyzed data 
set paper has been proposed. To highlight a homogeneous 
component of the set of measurement data, it was pro-
posed to use robust estimates based on a linear combina-
tion of order statistics, which are used the procedure of 
both symmetric and asymmetric truncation. In the sym-
metric case, [αn] smallest and [αn] largest observations 
are considered as outliers, which violate homogeneity of 
analyzed data set. In the asymmetric case, the truncation 
ratio α is additionally divided into the proportions αL and 
αU, which corresponds to the truncation levels of the [αn] 
smallest and [αn] largest observations. The main problem 
of such type estimators is the choice of the value of the 
truncation coefficient α, which can be sufficiently solved 
by using adaptive robust procedures. With the adaptive 
approach, a specific type of auxiliary measures of tail-
length, skewness and kurtosis. To choice the initial (refer-
ence) level of truncation of ordered sample, an adaptive 
estimate was chosen that minimizes the value of the stan-
dard error of the truncated mean. 

 
CONCLUSIONS 

The problem of outliers detection in heterogeneous da-
ta sets has been studied. 

The scientific novelty of obtained results is that the 
methods of detection and exclusion of observations dis-
torted by measurement errors (anomalous observations) 
due to hidden defects of the equipment, operating condi-
tions of the equipment, and other conditions, are received 
the further development. The mathematical apparatus of 
nonparametric statistics was used to process the results of 
observations and search for outliers. The proposed ap-
proach is based on the procedure of truncation of ordered 
samples obtained on the basis of the initial sample of 
measurement data. Observations that fall into the region 
of [αLn] smallest and [αUn] largest order statistics are con-
sidered outliers. To form possible levels of truncation of 
the ordered sample, data processing algorithms using 
adaptive robust statistical estimation procedures were 
used, which allowed to formalize the procedure for select-
ing the level of truncation. 

The practical significance of the obtained results lies 
in the fact that the proposed approach allows, along with 
the traditional tests for outliers detection, to single out a 
set of abnormal measurement results, if their share in the 
total set of measurement data is unknown. This, in turn, 
expands the capabilities of existing algorithms for search-
ing the outliers, which is ultimately aimed at increasing 
the reliability of statistical processing the results of obser-
vations (primary measurements). 

Prospects for further research are aimed at develop-
ing a procedure for a smoother selection of the truncation 
coefficients in asymmetric case.  
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кого національного університету імені Петра Могили, Миколаїв, Україна. 
 

AНОТАЦІЯ 
Актуальність. Загальноприйняті припущення в параметричній статистиці, такі як нормальність, лінійність, неза-

лежність, далеко не завжди виконуються у реальній практиці. Основною причиною тому є поява спостережень у до-
сліджуваних вибірках даних, що відрізняються від основної маси даних, внаслідок чого вибірка стає неоднорідною. 
Застосування в таких умовах загальноприйнятих процедур оцінювання, наприклад, вибіркового середнього, тягне за 
собою збільшення зсуву  та зниження ефективності одержуваних оцінок. Це в свою чергу висуває задачу пошуку мо-
жливих шляхів вирішення проблеми обробки масивів даних, що містять аномальні спостереження, особливо в умовах 
обробки вибірок малого обсягу. Об’єкт дослідження – процес виявлення та виключення аномальних спостережень у 
вибірках неоднорідних даних. Мета роботи – розробка процедури пошуку аномальних спостережень у вибірках неод-
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норідних даних, та обґрунтування використання низки усічених оцінок типу «середнє» для оцінювання параметру 
положення спотворених параметричних моделей розподілів. 

Метод. Розглянуті питання аналізу (обробки) неоднорідних даних, що містять аномальні, підозрілі спостережен-
ня. Проаналізовано можливості використання робастних процедур оцінювання, стійких до наявності викидів у вибір-
ках неоднорідних даних. Запропоновано процедуру виявлення та виключення аномальних спостережень, причиною 
яких можуть бути помилки вимірювань, приховані дефекти апаратури, вироблення ресурсів, умови проведення екс-
перименту тощо. В основу запропонованого підходу покладено процедуру симетричного та несиметричного усічення 
варіаційного ряду, отриманого на основі вихідної вибірки даних, на основі методів робастної статистики. Для обґрун-
тованого вибору величини коефіцієнта усічення α, запропоновано використовувати адаптивні робастні процедури 
статистичного оцінювання. Спостереження, що потрапили до зони молодших та зони старших порядкових статистик, 
визнані аномальними. 

Результати. Запропонований підхід дозволяє на відміну від традиційних критеріїв пошуку аномальних значень, 
таких як критерій Смірнова(Граббса), критерій Діксона та ін., розбивати аналізовану сукупність даних на однорідну 
складову та виявляти сукупність аномальних спостережень, при припущенні, що їх частка у загальній сукупності 
аналізованих даних невідома. 

Висновки. У статті запропоновано використання методів робастної статистики для формування передбачуваних 
зон, що містять однорідні та аномальні спостереження у варіаційному ряді, побудованому за вихідною вибіркою ана-
лізованих даних. Запропоновано використовувати комплекс адаптивних робастних процедур для встановлення рівнів 
усічення, що утворюють зони аномальних спостережень в області старших та молодших порядкових статистик. Оста-
точний рівень усічення варіаційного ряду уточнюється на основі існуючих критеріїв, що дозволяють перевіряти гра-
ничні спостереження (мінімальне та максимальне) на аномальність. 

КЛЮЧОВІ СЛОВА: викиди, робастні оцінки, усічене середнє, симетричне і несиметричне усічення.  
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Швед А. В. – д-р техн. наук, доцент, доцент кафедры инженерии программного обеспечения Черноморского на-
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Давыденко Е. А. – канд. техн. наук, доцент, заведующий кафедрой инженерии программного обеспечения Чер-

номорского национального университета имени Петра Могилы, Николаев, Украина. 
 

AННОТАЦИЯ 
Актуальность. Общепринятые предположения в параметрической статистике, такие как нормальность, линей-

ность, независимость, далеко не всегда выполняются в реальной практике. Основной причиной этого является появ-
ление наблюдений в исследуемых выборках данных, отличающихся от основной массы данных, вследствие чего вы-
борка становится неоднородной. Применение в этих условиях общепринятых процедур оценивания, например, выбо-
рочного среднего, влечет за собой увеличение смещенности и снижение эффективности получаемых оценок. Это в 
свою очередь выдвигает задачу поиска возможных путей решений проблемы обработки массивов данных (выборок), 
содержащих аномальные наблюдения, особенно в условиях обработки выборок малого объема. Объект исследова-
ния – процесс обнаружения и исключения аномальных объектов выборки неоднородных данных. Цель работы – раз-
работка процедуры поиска аномальных наблюдений в выборках неоднородных данных, и обоснование использования 
ряда усеченных оценок типа «среднее» для оценивания параметра положения искаженных параметрических моделей 
распределений. 

Метод. Рассмотрены вопросы анализа (обработки) неоднородных данных, содержащие аномальные, резко выде-
ляющиеся, подозрительные наблюдения. Проанализированы возможности использования робастных процедур оце-
нивания, устойчивых к наличию в выборках данных «засоряющих» значений, для обработки неоднородных данных. 
Предложена процедура выявления и исключения аномальных наблюдений, причиной которых могут быть ошибки 
измерений, скрытые дефекты аппаратуры, выработка ресурсов, условия проведения эксперимента и т.д. В основу 
предложенного подхода положена процедура симметричного и несимметричного усечения вариационного ряда, по-
лученного на основе исходной выборки данных, на основе методов робастной статистики. Для обоснованного выбора 
величины коэффициента усечения α, предложено использовать адаптивные робастные процедуры статистического 
оценивания. Наблюдения, которые находятся в зоне младших и зоне старших порядковых статистик, признаны ано-
мальными.  

Результаты. Предложенный подход позволяет в отличие от традиционных критериев поиска аномальных значе-
ний, таких как критерий Смирнова(Граббса), критерий Диксона и др., разбивать анализируемую совокупность дан-
ных на однородную составляющую и выявлять совокупность аномальных наблюдений, при предположении, что их 
доля в общей совокупности анализируемых данных неизвестна. 

Выводы. В статье предложено использование методов робастной статистики для формирования предполагаемых 
зон, содержащих однородные и аномальные наблюдения в вариационном ряде, построенном по исходной выборке 
анализируемых данных. Предложено использовать комплекс адаптивных робастных процедур, для установления 
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предполагаемых уровней усечения, образующих зоны аномальных наблюдений в области старших и младших поряд-
ковых статистик вариационного ряда. Окончательный уровень усечения вариационного ряда уточняется на основе 
существующих критериев, позволяющих проверять граничные наблюдения (минимальное и максимальное) на ано-
мальность. 

КЛЮЧЕВЫЕ СЛОВА: выбросы, робастные оценки, усеченное среднее, симметричное и не симметричное усе-
чение. 
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AНОТАЦІЯ 
Актуальність. Задача кластеризації – класифікації без вчителя масивів даних займає важливе місце в інтелектуальному 

аналізі даних. Для вирішення цієї задачі на цей час запропоновано безліч підходів, що відрізняються між собою як апріор-
ними припущеннями що до характеру даних у масивах, що досліджуються та аналізуються, так і математичним апаратом, 
що полягає в основі тих або інших методів, однак вирішення задач кластеризації ускладнюють велика розмірність векторів 
спостережень, що аналізуються, їх збуреність та забрудненість різного типу завадами та пропусками, можливою складною 
формою кластерів, тощо.  

Мета. Мета роботи полягає у запровадженні процедури нечіткої кластеризації, що об’єднує в собі переваги методів, за-
снованих на аналізі щільностей розподілу даних та їх піків, характеризуються високою швидкодією та може ефективно пра-
цювати за умов перетинних класів. 

Метод. Введено метод нечіткої кластеризації масивів даних, що базується на ідеях аналізу щільностей розподілу цих 
даних, їх піків та довірчого нечіткого підходу. Перевагою запропонованого підходу є скорочення часу вирішення оптиміза-
ційних задач, пов’язаних з відшуканням атракторів функцій щільностей, оскільки кількість звернень до блоку оптимізації 
визначається не обсягом аналізованого масиву, а кількістю піків щільностей цього ж масиву.  

Результати. Метод є досить простим у чисельній реалізації і не критичним до вибору оптимізаційної процедури. Ре-
зультати експериментів підтверджують ефективність пропонованого підходу в задачах кластеризації за умов перетинних 
кластерів та дозволяють рекомендувати запропонований метод для використання на практиці для вирішення проблем 
автоматичної кластеризації великих даних. 

Висновки. Введено метод нечіткої кластеризації масивів даних, що базується на ідеях аналізу щільностей розподілу цих 
даних, їх піків та довірчого нечіткого підходу. Перевагою запропонованого підходу є скорочення часу вирішення оптиміза-
ційних задач, пов’язаних з відшуканням атракторів функцій щільностей, оскільки кількість звернень до блоку оптимізації 
визначається не обсягом аналізованого масива, а кількістю піків щільностей цього ж масиву. Метод є досить простим у чи-
сельній реалізації і не критичним до вибору оптимізаційної процедури. Результати експериментів підтверджують ефектив-
ність запропонованого підходу в задачах кластеризації за умов перетинних кластерів. 

КЛЮЧОВІ СЛОВА: нечітка кластеризація, правдоподібна кластеризація, піки щільності розподілу даних. 
 

АБРЕВІАТУРА 
DI індекс Дана; 
DBI індекс Девіса-Болдіна; 
CA кластерна точність; 
GA генетичний алгоритм; 
SA імітований відпал. 

НОМЕНКЛАТУРА 
X  – матриця набору даних; 
k  – номер вектору-спостереження; 
i  – номер атрибуту вектора-спостереження; 
j  – номер класу; 
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( )x k  – вектор-спостереження; 
*
jx  – атрактор; 

l , q  – номери кластерів; 

m  – кількість неперетинних класів; 

j  – рівень нечіткої належності j -го кластеру; 

D  – матриця відстаней між спостереженнями; 
d  – відстань між спостереженнями; 
  – вектор локальної щільності; 

с  – центроїд кластера; 
*
k – точка з максимальною щільністю; 

Cr  – рівень правдоподібності;  

 k  – відстань від спостереження  x k  до точки 

з більш високою щільністю; 
  – параметр ширини – відстань зрізу в прийнятій 

метриці функції впливу; 

 x
Gf x  – гаусівська функція впливу; 

 x
Ef x  – функція Єпанечнікова; 

 x
Cf x  – функція Коши; 

P
jx  – піки-центроїди кластерів. 

 
ВСТУП 

Задача кластеризації – класифікації без вчителя 
масивів даних займає важливе місце у інтелектуаль-
ному аналізі даних (Data Mining, Data Stream Mining, 
Big Data Mining), а для її вирішення на цей час запро-
поновано безліч підходів, що відрізняються між со-
бою як апріорними припущеннями що до характеру 
даних у масивах, що досліджуються та аналізуються, 
так і математичним апаратом, що полягає в основі тих 
або інших методів [1–4]. Дещо особливе місце тут 
займають методи нечіткої кластеризації [5, 6], що 
призначені для роботи за умов, коли кластери, що 
формуються можуть довільним чином перетинатися у 
просторі ознак. Зрозуміло також, що вирішення задач 
кластеризації ускладнюють велика розмірність векто-
рів спостережень, що аналізуються, їх збуреність та 
забрудненість різного типу завадами та пропусками, 
можливою складною формою кластерів, тощо. 

Об’єкт дослідження швидка нечітка кластериза-
ція даних на основі піків щільності розподілу даних.  

Предмет дослідження процедура аналізу піків 
щільності розподілу даних.  

Мета роботи полягає у запровадженні процедури 
нечіткої кластеризації, що об’єднує в собі переваги 
методів, заснованих на аналізі щільностей розподілу 
даних та їх піків, характеризуються високою швидко-
дією та можна ефективно працювати за умов пере-
тинних класів. 

 
1 ПОСТАНОВКА ЗАВДАННЯ 

Вихідною інформацією для вирішення задачі клас-
теризації є масив даних  

 

        1 , 2 ,..., ,...,X x x x k x N ,      n
ix k x k R  ,  

 

при цьому компоненти цих даних попередньо передо-
броблені так, щоб вони належали деякому обмежено-
му інтервалу, наприклад  1 1 ,ix k i k    . На основі 

цих даних формується  n N  матриця «об’єкт-

властивість», елементи якої опрацьовуються прийня-
тим алгоритмом. 

 
2 ОГЛЯД ЛІТЕРАТУРИ 

Для вирішення цієї задачі одними з найбільш ефе-
ктивних є алгоритми, що базуються на аналізі щіль-
ностей розподілу даних у вихідних масивах, серед 
яких можна відзначити DENCLUE [7] та його моди-
фікації [8–10], призначені для вирішення задач клас-
теризації великих масивів медіаданих, спотворених 
збуреннями різної природи, та класів складної форми. 
В той же час DENCLUE характеризується досить ни-
зькою швидкодією, оскільки його використання 
пов’язане з необхідністю багатократного вирішення 
задачі оптимізації за допомогою градієнтних проце-
дур. Більш швидкими є алгоритми, засновані на аналі-
зі піків щільностей [11], однак тут в якості центроїдів-
прототипів кластерів виступають спостереження ви-
хідного масиві даних. Якщо кластери мають складну 
неопуклу форму, то їх центоїди можуть не співпадати 
із спостереженнями і, більш того, розташовуватися на 
значній відстані від них. Крім того, як DENCLUE, так 
і піковий алгоритм є чіткими процедурами, тобто 
призначені для роботи за умов коли кластери не пере-
тинаються, а кожна точка – векторне спостередення 
може належати лише одному класу. Тому є доцільним 
ввести у розгляд процедуру нечіткої кластеризації, що 
об’єднує в собі переваги методів, заснованих на аналі-
зі щільностей розподілу даних та їх піків, характери-
зуються високою швидкодією та можна ефективно 
працювати за умов перетинних класів. 

 
3 МАТЕРІАЛИ І МЕТОДИ 

Базовими поняттями, що використовуються у пода-
льшому, є функція впливу, функція щільності даних у 
вибірці, атрактори щільності, що відповідають екстер-
мумам – максимумам функції щільності, що досяга-
ються у точках вибірки в околі атракторів щільності. 

Для будь якої точки x  з масиву Х її базова функ-

ція впливу    ,x
Bf x f x x   є деякою ядерною дзво-

нуватою функцією функцією, серед яких автори ме-
тоду [7–9] відзначають, так звану, прямокутну хвиле-
ву функцію впливу 

 

   0,  якщо , ,
 

1 інакше
x

S

d x x
f x

  


 
 

 

(тут d  – відстань у прийнятій метриці, зазвичай евк-
лідовій,   – параметр ширини – відстань зрізу в при-
йнятій метриці функції впливу) та гаусівську функцію 
впливу 
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що є найбільш популярною, завдяки зручності обчис-
лення її градієнта. 

Нескладно бачити, що в якості функцій впливу 
можуть також бути використана функція Коші, що 
часто виникає у задачах нечіткої кластеризації [12] 
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та функція Єпанечнікова [13] 
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(тут    max 0,


   ), ций градієнт має просту форму 
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де операція проєктування не достатній ортант    

реалізується покомпонентно. 
Функція щільності розподілу даних у масиві Х , 

що містить N  спостережень, формується на основі 
N  функцій впливу у вигляді 

 

    
1

,
N

x

k

f x f x x k


   (1)

 
і є близькою за суттю до Парзенівських вікон [14] та 
оцінок Надарая-Ватсона [15, 16]. 

Власне процедура кластеризації полягає у 

відшуканні максимумів функції  xf x , що задовіль-

няють умові 
 

 *, ,xf x x    (2)

 
де   – деякий поріг, що визначає, який із відшуканих 

атракторів є значущим, тобто «фільтрує» окремі ано-
мальні викиди у вибірці Х  та виключає із розгляду 
«міні-кластери», що містять занадто мало спостере-
жень. Зрозуміло, що чим більше значення  , тим ме-

нша кількість значущих кластерів буде сформована. 
Для відшукання атракторів – екстремумів-

максимумів функції щільності розподілу даних 

 xf x  зазвичай використовується градієнтна проце-

дура оптимізації [17], що може бути записана у ви-
гляді 

  0;x k x
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де l  – параметр кроку пошуку, що визначає швид-

кість збіжності алгоритму. Різні модифікації 
DENCLUE пов’язані саме з намаганнями пришвид-
шити процес оптимізації прийнятої функції щільності 
[8, 10]. Тут же слід відзначити, що використання гау-
сіанів в якості функцій впливу пов’язане з простою 
формою їх градієнтів, оскільки  
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Помітимо також, що функції Єпанечнікова мають 
ще більш просту форму градієнта 
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Процес оптимізації починається з кожної точки 

 x k  масива даних Х  і закінчується відшуканням 

всіх екстремумів – максимумів функції щільності (1), 
що задовольняють нерівності (2). 

Зрозуміло, що чим більше обсяг вибірки Х , тим 
більше разів N  повинна запускатися процедура оп-
тимізації – пошуку атракторів. Пришвидшити процес 
кластеризації можна, скоротивши кількість запусків 
цієї процедури. 

Тому пропонується починати процес пошуку атра-
кторів не з кожної точки масиву даних Х , а з, так 
званих, піків щільності [11] цього масиву. Для знахо-
дження цих піків у розгляд вводиться два параметри: 

 k  – локальна щільність та  k  – відстань від 

спостереження  x k  до точки з більш високою щіль-

ністю. Крім того, аналогічно DENCLUE використову-
ється відстань зрізу  , що зазвичай задається та ва-
ріюється користувачем для отримання потрібної точ-
ності вирішення задачі. 

Процес пошуку піків щільності починається з того, 
що на основі вихідної  n N  – матриці «об’єкт-

властивість» формується  N N  матриця відстаней 

між спостереженнями 
 

     , ,D d x k x q  

        , , .d x k x q x k x q k q  
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На основі цієї матриці формується  1N  -вектор 

локальних щільностей    Nk R    : 

       
1

, ,
N

k

k d x k x q


     

де  

 
1,  if 0,

0,  else.

d
d


  


 

 
Тут відстань зрізу   є найбільш впливовим пара-

метром, що визначає якість кластеризації та обираєть-
ся з суто емпіричних міркувань. Тут слід відмітити, 
що автори пікового алгоритму [11] радять обирати цю 
відстань так, щоб вона «накривала» 0,01 0,02N N  
спостережень з масиву, що аналізується. 

Після цього розраховується вектор мінімальних 
відстаней  

 

 
   

     
,

min , ,
q q k

k d x k x q
  

   

 
а для спостереження з мінімальною щільністю  * k  

покладається 
 

       * max , .k d x k x q   

 
На базі цієї інформації формуються піки-центроїди 

кластерів , 1,2,...,P
jx j m , при цьому в якості цих 

піків-центроїдів обираються спостереження з най-
більш високою щільністю, тобто центроїди згідно з 
цим підходом є деякі із спостережень вихідної вибір-
ки. В той же час в ситуаціях, коли кластери мають 
досить складну форму, центроїд може не співпадати з 
жодною із точок  x k . Тому пропонується після зна-

ходження всіх піків , 1,2,...,P
jx j m  запускати проце-

дуру оптимізації (3) не з точок   , 1, 2,...,x k k N , а 

тільки з піків , 1,2,...,P
jx j m , кількість яких є значно 

меншою ніж обсяг вибірки Х , тобто 
 

.m N  
 
Процедури DENCLUE та пікові кластеризації є ал-

горитмами чіткої кластеризації, тобто апріорно 
припускається, що кластери, які формуються за їх до-
помогою, не перетинаються у просторі ознак. Якщо ж 
ці класи «накривають» один одного, що досить часто 
зустрічається у реальних задачах, то мусять бути засто-
совані алгоритми нечіткої (фаззі ) кластеризації [5, 6], 
що базуються на двох основних підходах: імовірнісно-
му та можливісному. Кожен з цих підходів має свої 
переваги та недоліки, яких позбавлений, так званий, 
довірчий підхід до нечіткої кластеризації [18, 19]. 

Згідно з цим підходом для кожного з атракторів 

(або піків) * , 1,2,...,jx j m  та спостережень 

  , 1, 2,...,x k k N  розраховуються рівні нечіткої на-

лежності або у загальній формі [5] 
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або після деяких перетворень [20, 21] 
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тобто знов-таки виникає функція щільності розподілу 
Коші, що може бути використана в якості функції 
впливу у DENCLUE. 

Оцінки (4), (5) пов’язані з так званою, ймовірніс-
ною нечікою кластеризацією. На основі оцінок мо-
жуть бути розраховані рівні довіри отриманих резуль-
татів за допомогою співвідношень [18, 19]: 
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Таким чином, введена процедура нечіткої 

кластеризації, що базується на аналізі щільностей 
розподілу даних та їх піків, дозволяє скоротити час 
вирішення задачі за рахунок зменшення кількості 
звернень до блоку оптимізації, що відшукує екстре-
муми-атрактори прийнятої функції щільності. 

 
4 ЕКСПЕРИМЕНТИ 

Дослідження методу нечіткої довірчої кластериза-
ції даних на основі аналізу щільності розподілу даних 
та їх піків (NCrCP) проводились на двох навчальних 
вибірках UCI репозиторію Page Blocks та Spambase. В 
Таблиці 1 продемонстровані основні характеристики 
наборів даних. 
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Таблиця 1 – Зразки даних 
Назва  

вибірки 
Кількість  

спостережень 
Кількість 
атрибутів 

Кількість 
кластерів 

Page Blocks 5472 10 5 
Spambase 4601 57 2 

 
Page Blocks – набір даних, який містить інформа-

цію про класифіковані блоки макету сторінки в доку-
менті, який було виявлено процесом сегментації. 

Spambase – ілюструє класифіковану електронну 
пошту як спам та не спам. 

На рисунках 1 та 2 продемонстровані набори вибі-
рок даних, що аналізуються. 

 

 
Рисунок 1 – Навчальна вибірка Page Blocks 

 

 
Рисунок 2 – Навчальна вибірка Spambase 

 
Робота запропонованого методу перевірялась за 

допомогою декількох класичних показників якості 
кластеризації, а саме індекс Дана (DI), індекс Девіса-
Болдіна (DBI) та кластерна точність (CA).  

Індекс Дана (DI) – цей індекс оцінює ступінь поді-
лу між спостереженнями одного кластера, тобто вну-
трішню схожість спостережень в кластері. Чим вище 
значення, тим краща кластеризація. 

Індекс Девіса-Болдіна (DBI) – цей індекс, як DI, 
також оцінює ступінь поділу між кластерами (межк-
ластерна несхожість), найменше значення вказує на 
кращу кластеризацію. 

Кластерна точність (CA) – вимірює відсоток пра-
вильно класифікованих об’єктів у кластері на основі 
попередньо визначених міток класів. Цей індекс не 
працює з немаркованою базою даних, високе значен-
ня вказує на найкращу якість кластеризації. 

Порівняльний аналіз проводився з більш відомими 
методами кластеризації даних, такими як DENCLUE-
SA (імітований відпал), DENCLUE та DENCLUE-GA 
(генетичний алгоритм). 

 
5 РЕЗУЛЬТАТИ 

Результати кластеризації тестових даних різними 
методами кластеризації представлено на рисунках 3 і 4, 
які демонструють якісні характеристики кластеризації.  

Як видно із гістограм, можна зробити висновки, 
що запропонований метод нечіткої довірчої кластери-
зації даних на основі аналізу щільності розподілу да-
них та їх піків (NCrCP) кластеризує дані якісніше за 
більшістю якісних характеристик кластеризації. 

Зокрема, якість методу кластеризації повинна від-
повідати вимогам не тільки якості кластеризації, а й  
швидкості і простоти з точки зору математичних роз-
рахунків. Тому був проведений аналіз швидкості роз-
рахунків кластеризації методу нечіткої довірчої клас-
теризації даних на основі аналізу щільності розподілу 
даних та їх піків та вище згаданих методів кластери-
зації. В табл. 2 наведений порівняльний результат 
швидкості роботи методів кластеризації. 

 

 
Рисунок 3 – Показники якості кластеризації Page Blocks 

 

 
Рисунок 4 – Показники якості кластеризації Spambase 
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Таблиця 2 – Порівняння роботи алгоритмів за часом (с.) 

Data 

D
E

N
C

L
U

E
 

D
E

N
C

L
U

E
-S

A
 

D
E

N
C

L
U

E
-G

A
 

N
C

rC
P

 

Page Blocks 71 107 158 7 

Spambase 1285.9 1347 574 29 

 
6 ОБГОВОРЕННЯ 

За результатами експериментальних досліджень та 
аналізу отриманих результатів, можна зробити висно-
вок, що запропонований метод нечіткої довірчої клас-
теризації даних на основі аналізу щільності розподілу 
даних та їх піків (NCrCP) кластеризує дані якісніше за 
більшістю якісних характеристик кластеризації, де-
монструє гарні результати роботи порівняно із класи-
чними методами кластеризації: DENCLUE-SA, 
DENCLUE та DENCLUE-GA. 

Можна також зауважити, що метод не поступаєть-
ся кластерною точністю та швидкістю, що само за 
себе говорить про якість отриманих результатів клас-
теризації. 

 
ВИСНОВКИ 

Введено метод нечіткої кластеризації масивів да-
них, що базується на ідеях аналізу щільностей розподі-
лу цих даних, їх піків та довірчого нечіткого підходу. 

Перевагою запропонованого підходу є скорочення 
часу вирішення оптимізаційних задач, пов’язаних з 
відшуканням атракторів функцій щільностей, оскіль-
ки кількість звернень до блоку оптимізації визнача-
ється не обсягом аналізованого масива, а кількістю 
піків щільностей цього ж масиву. Метод є досить про-
стим у чисельній реалізації і не критичним до вибору 
оптимізаційної процедури. Результати експериментів 
підтверджують ефективність пропонованого підходу 
в задачах кластеризації за умов перетинних кластерів. 

Наукова новизна: вперше запропонований метод 
нечіткої кластеризації даних, що базується на ідеях 
аналізу щільностей розподілу цих даних, їх піків та 
довірчого нечіткого підходу. 

Практичне значення: результати експерименту 
дозволяють рекомендувати запропонований метод для 
використання на практиці для вирішення проблем 
автоматичної кластеризації великих даних. 

Перспективи подальших досліджень методи 
нечіткої кластеризації даних для широкого класу 
практичних проблем. 

 
ПОДЯКА 

Робота виконана в рамках науково-дослідного 
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AННОТАЦИЯ 
Актуальность. Задача кластеризации – классификации без учителя массивов данных занимает достаточно важное место 

в интеллектуальном анализе данных. Для решения этой задачи на данный момент предложено множество подходов, отли-
чающихся друг от друга априорными предположениями в исследуемых и анализируемых массивах, а так же математичес-
ким аппаратом, заключающимся в основе тех или иных методов, однако решение задач кластеризации усложняет большая 
размерность векторов анализируемых наблюдений, их искаженность разного типа. 

Цель. Цель работы заключается во внедрении процедуры нечеткой кластеризации, объединяющей преимущества мето-
дов, основанных на анализе плотностей распределения данных и их пиков, которые характеризуются высоким быстродейс-
твием и может эффективно работать в условиях классов, которые пересекаются. 

Метод. Введен метод нечеткой кластеризации массивов данных, основанный на идеях анализа плотностей распределе-
ния этих данных, их пиков и доверительного нечеткого подхода. Преимуществом предлагаемого подхода является сокра-
щение времени решения оптимизационных задач, связанных с отысканием аттракторов функций плотностей, поскольку 
количество обращений в блок оптимизации определяется не объемом анализируемого массива, а количеством пиков плот-
ностей этого же массива. 

Результаты. Метод достаточно прост в численной реализации и не критичен к выбору оптимизационной процедуры. 
Результаты экспериментов подтверждают эффективность предлагаемого подхода в задачах кластеризации при условии пе-
ресечения кластеров и позволяют рекомендовать предложенный метод для использования на практике для решения проблем 
автоматической кластеризации больших объемов данных. 

Выводы. Введен метод нечеткой кластеризации массивов данных, основанный на идеях анализа плотностей распреде-
ления этих данных, их пиков и доверительного нечеткого подхода. Преимуществом предлагаемого подхода является сокра-
щение времени решения оптимизационных задач, связанных с отысканием аттракторов функций плотностей, поскольку 
количество обращений в блок оптимизации определяется не объемом анализируемого массива, а количеством пиков плот-
ностей этого же массива. Метод достаточно прост в численной реализации и не критичен к выбору оптимизационной про-
цедуры. Результаты экспериментов подтверждают эффективность предлагаемого подхода в задачах кластеризации в усло-
виях пересекающихся кластеров. 

КЛЮЧЕВЫЕ СЛОВА: нечеткая кластеризация, правдоподобная кластеризация, пики плотности распределения дан-
ных.  
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ABSTRACT 

Context. The task of clustering – classification without a teacher of data arrays occupies a rather important place in Data Mining. 
To solve this problem, many approaches have been proposed at the moment, differing from each other in a priori assumptions in the 
studied and analyzed arrays, in the mathematical apparatus that is the basis of certain methods. The solution of clustering problems is 
complicated by the large dimension of the vectors of the analyzed observations, their distortion of various types. 

Objective. The purpose of the work is to introduce a fuzzy clustering procedure that combines the advantages of methods based 
on the analysis of data distribution densities and their peaks, which are characterized by high speed and can work effectively in 
conditions of classes that overlapping. 

Method. The method of fuzzy clustering of data arrays, based on the ideas of analyzing the distribution densities of these data, 
their peaks, and a confidence fuzzy approach has been introduced. The advantage of the proposed approach is to reduce the time for 
solving optimization problems related to finding attractors of density functions, since the number of calls to the optimization block is 
determined not by the volume of the analyzed array, but by the number of density peaks of the same array. 

Results. The method is quite simple in numerical implementation and is not critical to the choice of the optimization procedure. 
The experimental results confirm the effectiveness of the proposed approach in clustering problems under the condition of cluster 
intersection and allow us to recommend the proposed method for practical use in solving problems of automatic clustering of large 
data volumes. 

Conclusions. The method is quite simple in numerical implementation and is not critical to the choice of the optimization proce-
dure. The advantage of the proposed approach is to reduce the time for solving optimization problems related to finding attractors of 
density functions, since the number of calls to the optimization block is determined not by the volume of the analyzed array, but by 
the number of density peaks of the same array. The method is quite simple in numerical implementation and is not critical to the 
choice of the optimization procedure. The experimental results confirm the effectiveness of the proposed approach in clustering prob-
lems under conditions of overlapping clusters. 

KEYWORDS: fuzzy clustering, credibilistic clustering, density peak of dataset. 
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ABSTRACT 
Context. Among the variety of tasks solved by robotics, one can single out a number of those for the solution of which small 

dimensions of work are desirable and sometimes necessary. To solve such problems, micro-robots with small dimensions are needed, 
the mass of which allows them to move freely in tight passages, in difficult weather conditions, and remain unnoticed. At the same 
time, the small dimensions of the microrobot also impose some indirect restrictions; therefore, it is better to use groups of 
microrobots for the solution of these problems. The efficiency of using groups of microrobots depends on the chosen control strategy 
and stochastic search algorithms for optimizing the control of a group (swarm) of microrobots. 

Objective. The purpose of this work is to consider a group of swarm algorithms (methods) belonging to the class of 
metaheuristics. The group of these algorithms includes, in particular, the ant colony algorithm, the possibilities of which were 
investigated to solve the traveling salesman problem, which often arises when developing an algorithm for the behavior of a group of 
microrobots. 

Method. At the first stage of the study, the main groups of parameters were identified that determine the flow and characterize 
the state at any time of the ant colony algorithm: input, control, disturbance parameters, output parameters. After identifying the main 
groups of parameters, an algorithm was developed, the advantage of which lies in scalability, as well as guaranteed convergence, 
which makes it possible to obtain an optimal solution regardless of the dimension of the graph. At the second stage, an algorithm was 
developed, the code of which was implemented in the Matlab language. Computer experiments were carried out to determine the 
influence of input, control, output, and disturbance parameters on the convergence of the algorithm. Attention was paid to the main 
groups of indicators that determine the direction of the method and characterize the state of the swarm of microrobots at a given time. 
In the computational experiment, the number of ants placed in the nodes of the network, the amount of pheromone, the number of 
graph nodes were varied, the number of iterations to find the shortest path, and the execution time of the method were determined. 
The final test of modeling and performance of the method was carried out. 

Results. Research has been carried out on the application of the ant algorithm for solving the traveling salesman problem for test 
graphs with a random arrangement of vertices; for a constant number of vertices and a change in the number of ants, for a constant 
number of vertices at different values of the coefficient Q; to solve the traveling salesman problem for a constant number of vertices 
at different values of the pheromone evaporation coefficient p; for a different number of graph vertices. The results showed that ant 
methods find good traveling salesman routes much faster than clear-cut combinatorial optimization methods. The dependence of the 
search time and the found optimal route on the values of control parameters are established using the example of test networks for a 
different number of graph vertices and iterations. 

Conclusions. The studies were carried out to make it possible to give recommendations on the application of the ant colony 
algorithm to control a group (swarm) of microrobots. 

KEYWORDS: swarm robotics, ant colony optimization algorithm, salesman problem. 
 

ABREVIATIONS 
ACO is a ant colony optimization algorithm. 

 
NOMENCLATURE 

iI  is a input parameters; 

kH  is a perturbation parameters; 

zO  is a output parameters; 

iC  is a control parameters; 

α is a control parameter; 
β is a control parameter; 
Q is a control parameter; 
p is a control parameter; 
m is a number of ants; 
n is a number of vertices; 
t is a time. 

INTRODUCTION 
One of the current problems is the natural increase in 

the complexity of management systems, which, in turn, is 
determined not only by increasing production 
productivity, speed of processing operational information, 
but also the commissioning of increasingly complex 
distributed technical and technological systems (transport, 
information, energy, etc.). Effective operation of the latter 
depends on purposeful activities related to obtaining the 
best results under appropriate conditions. Ultimately, such 
activities are reduced to solving the problems of 
continuous global optimization. 

Usually, scientific publications on robotics address 
issues related to the use of a single robot. Such a robot is 
equipped with a powerful onboard computer, a large 
supply of onboard energy, and, as a rule, a significant set 
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of working bodies. This configuration leads to an increase 
in the size and weight of the robot, which in turn 
significantly limits the possible scope of its application. 
At the same time, among the variety of tasks that are 
solved by robotics, we can identify a number of those for 
which small dimensions of the work are desirable and 
sometimes necessary. These include the task of 
reconnaissance of territories and waters in the face of 
organized enemy resistance, the task of finding victims in 
debris after natural or man-made disasters, the task of 
finding and disposing of explosive devices in anti-terrorist 
operations in dense urban areas, the study of surfaces of 
other planets and others.  

To solve such problems requires micro-robots with 
small dimensions, the mass of which allows you to move 
freely in narrow passages, difficult weather conditions, to 
remain unnoticed. Such works are characterized by lower 
costs for transportation of the technical complexity of 
equipment to the place of work. However, the small size 
of microrobots imposes some restrictions: 1) complicated 
movement in unprepared space, because relatively small 
protrusions and depressions on the surface can impede the 
movement of microrobots; 2) it becomes more difficult to 
perform tasks on the movement of large bodies (for 
example, victims in the earthquake zone, or rock samples) 
by a single microrobot.  

The small size of the microrobot also imposes some 
indirect restrictions: 1) a small stock of onboard energy; 
2) small size and power consumption of means of 
communication lead to limitation of the maximum radius 
of radio communication; 3) significantly a limited number 
of available working tools. 

These restrictions apply to a single microrobot. 
Therefore, the obvious solution to these problems may be 
the use of a group of microrobots that can combine efforts 
to solve complex problems. Microrobots can help each 
other to overcome obstacles [13], to transport large bodies 
together [21]. Information exchange in a group of robots 
allows expanding the information available to each work 
about the environment. In this case, some tasks can be 
distributed between microrobots and run in parallel. For 
example, while some group work collects environmental 
data, others collect soil samples. 

The need to use a large number of different work tools 
requires the use of a heterogeneous group, ie a group 
consisting of robots of different designs (for example, the 
Swarmanoid project [6]). At first glance, it seems that the 
advantages of using a group of microrobots compared to 
using a single robot, which is equipped with a sufficient 
number of functional elements, are not obvious. But do 
not forget that when used in groups, microrobots retain all 
the above advantages of small robots: primarily the ability 
to move in confined spaces, lightweight, and size. Group 
use of microrobots reduces the risk of task failure because 
damage to one or more group microrobots in the general 
case (especially in swarm and collective management 
strategies, discussed later in the article) does not disrupt 
the task, although it reduces the effectiveness of the 
group. At the same time, damage to individual units of a 

single robot can lead to disruption of work, and attempts 
to duplicate the most important functional units of the 
robot lead to increased weight, size, cost of work, but 
does not increase efficiency (even reduces due to large 
size and weight). 

The effectiveness of the use of groups of microrobots 
depends on the chosen control strategy. Scholars usually 
distinguish between centralized and decentralized 
management strategies [3]. In centralized management 
strategies, there is some central control device, which has 
access to information about the state of all robots in the 
group and the environment. The control device assesses 
the current situation and decides on the actions of the 
group’s robots [24]. The central control device can be 
located outside the group (for example, on the operator’s 
control panel), or onboard one of the robots of the group. 
In the latter case, talk about centralized control with a 
master device. Centralized management strategies show 
good results with a small number of robots in a group. As 
the group size increases, the load on the communication 
channel and the computing means of the control device 
increase. One way out is to apply hierarchical control 
strategies in which a group of robots is divided into 
subgroups, each with its leader (usually a group of 
robots), and subgroup leaders are controlled by a central 
control device onboard one of the robots or outside the 
group. Hierarchical management strategies complicate the 
nature of communications between the work of the group, 
resulting in serious requirements for onboard 
communication equipment. Obstacles in the 
communication channel have an extremely negative 
impact on the work of the group in centralized 
management strategies. In addition, the failure of a robot 
that performs the functions of managing a group or 
subgroup leads to serious problems – the connection with 
all the work under its control is lost. 

Decentralized management strategies for groups of 
robots include collective, team, and swarm management 
strategies. In a collective management strategy, each 
robot in the group receives information from all other 
robots in the group and transmits the information they 
collect about the environment and their condition to the 
communication channel so that this information is 
available to all other robots in the group. Thus, the 
information exchange in the group of robots in collective 
management is carried out on the principle of “everyone 
with everyone”. Due to this, each robot can independently 
assess the current situation and decide on the need for 
further action. Collective management strategies allow the 
team to maintain performance in the event of failure of 
one or more robots of the group. The load on the 
communication channel increases in direct proportion to 
the increase in the number of groups of robots. The load 
on the onboard computing devices of robots is also 
increasing because they need to process the received 
contact information. 

The upper limit of the allowable group size in 
collective management methods is on average higher than 
in centralized ones, but the scaling of these methods 
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leaves much to be desired. In cohesive control strategies, 
there is no dedicated communication channel for the 
exchange of information between robots, each robot 
collects information about the environment independently 
and also independently decides on their next steps to 
contribute to the group task. Lack of communication 
between group work in team management strategies 
allows you to successfully solve only those tasks that can 
be easily divided into independent unrelated subtasks. The 
main advantage of cluster control strategies is scalability: 
as the number of robots increases, the computational 
complexity of control tasks does not increase, which 
allows the use of cluster strategies to control very large 
groups of microrobots. 

Thus, the objective of the article is to study the 
optimization possibilities of swarm robotics algorithms. 

The object of research is the ant colony optimization 
algorithm. 

The subject of the research is the use of the ant colony 
optimization algorithm for solving the traveling salesman 
problem. 

 
1 PROBLEM STATEMENT 

Let the list of input variables be specified: 1) m is a 
number of ants; 2) n is a number of vertices; 3)  α, β, Q 
and p – control parameters. The task at the time was to 
determine the effect of input, control, perturbation 
parameters on the convergence and time performance of 
the ant colony algorithm (ACO) when solving the 
traveling salesman problem (TSP). List of output 
variables: 1) t is a time; 2) the number of iterations to find 
the optimal solution; 3) the length of the best way (tour). 
Limitations: number of iterations of the algorithm 300; 
the coordinates of the vertices were taken in the range 
from 0 to 100; the number of vertices varied from 20 to 
200; number of ants from 5 to 400. 

 
2 REVIEW OF THE LITERATURE 

At the end of the twentieth century, stochastic search 
engine optimization algorithms became the most popular 
in solving swarm control problems. This article focuses 
on the group of swarm algorithms (methods) that belong 
to the class of metaheuristics. The group of these 
algorithms includes: 1) the ant colony algorithm; 2) bee 
algorithm; 3) particle swarm algorithm; 4) stochastic 
diffusion algorithm; 5) cuckoo algorithm; 6) bacterial 
optimization algorithm; 7) gravity search algorithm; 
8) algorithm of water drops [18]. 

In these algorithms, individuals that are part of the 
swarm (ants, bees, bacteria, etc.), in practice, are 
implemented in the form of software agents. The general 
scheme of swarm algorithms is based on the following 
stages: 1) in the field of search in a certain way creates 
some initial approximations to the desired solution – the 
initialization of the population of agents; 2) with the help 
of some set of migration operators (specific tactics for 
each of the swarm algorithms) agents move in the search 
area so that, in the end, approach the desired extremum of 
the objective function; 3) check the condition of the end 

of iterations. If the last condition is met, the calculations 
are completed. In this case, the best of the found positions 
of the agents is taken as an approximate solution. If the 
condition is not met – Return to stage 2. Widespread 
practical application in the class of metaheuristics has 
acquired algorithms of the ant colony, which allow 
finding approximate solutions to search problems on 
graphs for polynomial time. 

Swarm intelligence methods [5] are used to solve 
many practical problems of Swarmanoid [10], can be used 
to control large groups of robots, which led to the 
emergence of a separate direction Swarm Robotics [1]. 
Each robot in the group interacts only with some 
neighboring robots that fall within the range of visibility, 
which is limited by the range of its telecommunications 
devices (or artificially limited). Each robot independently 
decides on further actions based on simple local rules 
(simple rules, local rules). The work is available 
information about the environment, which he collected 
himself, as well as information about the environment and 
the state of some of the robots of the group, which was 
passed to him by neighboring works. The robot transmits 
the collected information about the environment, as well 
as about its state to the communication channel. This 
information becomes available to those robots in the field 
of view of which this robot falls (in the case of the same 
radii of the field of view – it’s neighboring work). Thanks 
to this approach, works receive more information about 
the environment than with team management strategies, 
and the information available to them relates to the 
environment, ie the most relevant. This preserves the 
scaling – increasing the number of groups does not 
increase the load on onboard computers. 

Methods of swarm intelligence open wide 
opportunities for the development of microrobots of mass 
use, allowing the successful use of large groups of 
microrobots. A reasonable question arises: why swarms of 
microrobots are still not found in practice, and the 
achievements of swarm robotics are limited to several 
experimental projects (Swarm-bot [16], Swarmanoid  [6], 
I-SWARM [18]) and some theoretical works.  

One of the obvious obstacles to the development of 
swarm robotics is the fact that the objects of control in it 
are numerous groups of microrobots, which implies the 
presence of inexpensive mass production of microrobots. 
Technologies of such products are based on the most 
modern technical achievements. Progress in the field of 
microelectronics, mechatronics, and nanotechnology 
gives reason to hope that soon mass production of 
microrobots will be not only possible but also 
economically feasible. 

The second obstacle is the lack of general theory and 
approaches in the creation and development of swarm 
management methods in groups of robots. Currently, 
much of the research is devoted to the use of natural 
analogs of swarm intelligence methods to solve technical 
problems: ants [2], bees [11], flocks of birds and shoals of 
fish [14], immune systems [19], [8]) became prototypes 
for creating various methods of swarm intelligence. 
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Here, individuals who are part of the swarm (ants, 
bees, immune bodies), in practice, are implemented in the 
form of software agents. The general scheme of swarm 
algorithms is based on the following steps. 

1) In the field of search in one way or another creates 
some initial approximations to the desired solution – the 
initialization of the population of agents. 

2) With the help of some set of migration operators 
(specific tactics for each of the swarm algorithms), the 
agents move in the search area so that, in the end, they 
approach the desired extremum of the target function. 

3) Check the condition of the end of iterations. If this 
condition is true, the calculations are completed. In this 
case, the best of the found positions of the agents is taken 
as an approximate solution. If the condition is incorrect – 
return to step 2. 

Differences in the tasks and capabilities of natural and 
technical systems make it difficult to find and adapt 
natural algorithms to solve technical problems. Some 
studies are carried out to create artificial methods of 
swarm intelligence, which are designed solely to solve 
practical problems. Unfortunately, the lack of a unified 
approach complicates these studies. Each new task is 
solved every time almost “from scratch”. 

Danielli A. Lima [12] propose an inverted ant cellular 
automata (IACA) model for swarm robots performing the 
surveillance task. A new distributed coordination strategy 
is described, which was designed with cellular automata-
based modeling and using a repulsive pheromone-based 
search.  

David Payton [15] describe how a robot swarm can 
become a distributed computing mesh embedded within 
the environment, while simultaneously acting as a 
physical embodiment of the user interface. With this 
simple peer-to-peer messaging scheme, many coordinated 
activities can be accomplished without centralized 
control. 

An inverted ant cellular automata model called IACA-
DI is proposed for the coordination of a swarm of robots 
performing the surveillance task [20]. The swarm 
communicates indirectly through the repulsive 
pheromone, which is available as neighborhood 
information. The pheromone is deposited at each time 
step by each robot over its neighborhood.  

Schroeder [17] propose a control law for efficient area 
coverage and pop-up threat detection by a robot swarm 
inspired by the dynamical behavior of ant colonies 
foraging for food. They are performance metrics that 
evaluate area coverage in terms of characteristics such as 
rate, completeness, and frequency of coverage are 
developed.   

The design of robot swarms inspired by self-
organization in social insect groups is currently an active 
research area with a diverse portfolio of potential 
applications. Deshpande [3] propose a control law for 
efficient area coverage by a robot swarm in a 2D spatial 
domain, inspired by the unique dynamical characteristics 
of ant foraging. 

Dimidov [4] analyze the efficiency of random walk 
patterns for a swarm of Kilobots searching a static target 
in two different environmental conditions entailing a 
bounded or open space. They study the search efficiency 
and the ability to spread information within the swarm 
through numerical simulations and real robot 
experiments.  

Fricke [8] use a robot swarm to evaluate the 
effectiveness of a Lévy search strategy and map the 
relationship between search parameters and target 
configurations. They show that the fractal dimension of 
the Lévy search, which optimizes search efficiency, 
depends strongly on the distribution of targets but only 
weakly on the number of agents involved in the search.  

Using computer simulations,  Fujisawa [9] that the 
Lévy walk-like searching strategy can maximize the 
group foraging efficiency of the swarm robots using 
pheromone trails (mimicking ant group foraging), as well 
as maximize individual searching area. 

Efremov [7] reviewed approaches to a swarm of 
simple robot behavior design for solving the more 
complex problem of foraging. 

 
3 MATERIALS AND METHODS 

In the given work the generalized algorithm of the 
organization of swarm interaction based on the dynamic 
behavior of a colony of ants is offered. The indicators of 
the effectiveness of the method of covering the territory 
based on virtual pheromones are considered (Fig. 1). 

 

 
Figure 1 – Flow chart of ant colony optimization algorithm 
 
The authors of this study propose to consider the 

process of the behavior of a swarm of agents in such a 
way as to obtain the selection of the main groups of 
parameters that determine its course and characterize the 
state at any time. This approach is used to solve 
optimization problems, for example, in the field of 
chemistry. According to this approach, it is possible to 
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select the following groups of parameters for the behavior 
of an ant colony. 

1) Input parameters .,1, miIi   The values of this 

group of parameters can be measured, but they cannot be 
influenced. When solving the salesman’s problem, this 
group should include quantitative characteristics of the 
search area (for example, dimension and weights of the 
adjacency matrix). 

2) Control parameters .,1, rjCi   These parameters 

should be considered as variables that can be directly 
influenced to control the process itself. Such adjustable 
parameters for solving the salesman’s problem can be, for 
example, the initial values of the parameters α, β, Q, p, 
and m. 

3) Perturbation parameters .,1, ekHk   The values of 

these variables change over time randomly. As a rule, the 
values of the perturbation parameters are not available for 
measurement. For the salesman’s task, these parameters 
can be the characteristic of the “desire” of the agent ij , 

the amount of pheromone ij , etc. 

4) Output parameters .,1, nzOz   For these variables, 

the values are determined by the mode of the swarm 
behavior. These parameters describe the state of the 
process resulting from the total action of input, control 
parameters, and perturbation parameters. The initial 
parameters can be considered the number of iterations that 
are performed to find the solution, the proximity of the 
found solution to the optimal, etc. 

 
4 EXPERIMENTS 

After identifying the main groups of parameters that 
determine the course and characterize the state at any time 
of the ant colony algorithm (ant colony optimization 
algorithm), computational experiments were performed to 
influence the input, control, perturbation parameters, 
output parameters on the convergence of the algorithm. 

The advantage of the algorithm is its scalability, as well 
as guaranteed convergence, which allows you to get the 
optimal solution regardless of the dimension of the graph. 
The only drawback is that the convergence rate of the 
algorithm is unknown. 

In the experiments, the number of ants placed in the 
nodes of the network varied: 1–5, 10, 30, 50. During the 
random experiments, different network topologies were 
generated, and the number of iterations at which the 
optimal cycle was achieved was recorded. 

Table 1 shows the dependence of the search time and 
the optimal route found on the example of randomly 
generated test graphs shown in Figure 2 with the number 
of iterations 300. The coordinates of the vertices of the 
graphs were generated using the function Randi (): 

x=randi(100,1,20); 
y=randi(100,1,20); 
Table 1 shows the dependence of the search time and 

the optimal route found on the values of the control 
parameters on the example of the test networks shown in 
Fig. 2.  

Table 2 shows the dependence of the search time and 
the optimal route found on the number of ants on the 
example of a graph with the number of vertices 20 with 
the number of iterations 300. The coordinates of the 
vertices of the graph were chosen arbitrarily: 

x=[82 91 10 19 63 15 28 55 96 87 15 98 96 49 80 14 
42 92 89 43]; 

y=[6 30 85 19 68 16 75 39 66 79 71 3 27 4 9 83 68 21 
95 3]; 

According to the results obtained, the following 
conclusions can be drawn: 

1) with a constant number of vertices n and a change 
in the number of ants m and iterations t, time costs change 
according to the estimate of time complexity Q (m ꞏ t ꞏ n2); 

 

 
Table 1 – Application of the ant algorithm for solving the salesman problem for test graphs with a random arrangement of vertices 
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Result Time, s 

1 40 0.1 1 1 1 20 104 385.6315 22.847178 
2 40 0.1 1 1 1 20 29 340.9843 22.458717  
3 40 0.1 1 1 1 20 272 405.6638 22.755844 
4 40 0.1 1 1 1 20 136 376.4947 22.737581 
5 40 0.1 1 1 1 20 246 384.7575 22.546910 
6 40 0.1 1 1 1 20 91 336.088 22.494738 
7 40 0.1 1 1 1 20 230 342.5689 22.420198 
8 40 0.1 1 1 1 20 239 368.5756 22.860189 
9 40 0.1 1 1 1 20 162 325.4138 22.602328 
10 40 0.1 1 1 1 20 75 347.0352 23.463464 
11 40 0.1 1 1 1 20 230 366.0119 22.635822 
12 40 0.1 1 1 1 20 37 385.2827 22.472831 
13 40 0.1 1 1 1 20 24 291.521 22.500305 
14 40 0.1 1 1 1 20 232 448.2383 22.488642 
15 40 0.1 1 1 1 20 93 414.5459 22.417555 
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Figure 2 – Graphs to table 1 

 
Table 2 – Application of the ant algorithm to solve the salesman problem for a constant number of vertices and change the 

number of ants 
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Result Time, s 

1 5 0.1 1 1 1 20 232 395.5417 15.992249 
2 10 0.1 1 1 1 20 75 400.1229 14.405423 
3 15 0.1 1 1 1 20 235 400.6502 16.202756 
4 20 0.1 1 1 1 20 187 396.1515 16.977871 
5 25 0.1 1 1 1 20 261 395.5417 19.182736 
6 30 0.1 1 1 1 20 137 395.5417 23.441613 
7 35 0.1 1 1 1 20 157 395.5417 25.109654 
8 40 0.1 1 1 1 20 106 395.5417 26.945276 
9 60 0.1 1 1 1 20 185 395.5417 33.179504 

10 80 0.1 1 1 1 20 62 395.5417 43.445270 
11 100 0.1 1 1 1 20 99 395.5417 47.043559 
12 150 0.1 1 1 1 20 153 395.5417 62.791894 
13 200 0.1 1 1 1 20 94 395.5417 80.507522 
14 300 0.1 1 1 1 20 21 395.5417 113.99703 
15 400 0.1 1 1 1 20 53 395.5417 143.40482 

 
2) changing the parameter m affects the time cost, but 

does not guarantee a better result. This is due to the 
probabilistic approach to the choice of peaks by ants. 

The values of the control parameter Q are selected in 
the same order as the length of the optimal route. Q 
depends on the length of the path to the destination: the 
shorter the path, the greater should be the value of Q:  
1 ≤ Q ≤ 10000. 

A computational experiment showed (Table 3) that 
changing the control factor Q does not have a significant 
effect on finding the optimal solution. 

Parameters α and β set the weight of the pheromone 
trace and visibility when choosing a route. They vary 
within 0 ≤ α ≤ 5; 1 ≤ β ≤ 5. The computational experiment 
allowed us to identify the optimal combinations of 
parameters used in the ant colony algorithm (Table 4). 

In case of unsuccessful selection of parameters, the 
following situations may occur: 

1. Large values of the parameter α, at which ants enter 
a dead-end without finding solutions. 

2. At small values of the α-parameter, ants can find the 
path from the starting point to the end, but this path is not 
optimal. 
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Table 3 – Application of the ant algorithm for solving the salesman problem for a constant number of vertices at different values of 
the coefficient Q 
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Result Time, s 

1 40 0.1 1 1 1 20 152 395.5417 25.516824 
2 40 0.1 1 1 650 20 88 395.5417 22.386155 
3 40 0.1 1 1 1300 20 139 395.5417 22.359020 
4 40 0.1 1 1 2000 20 246 396.1515 22.053672 
5 40 0.1 1 1 2600 20 195 395.5417 22.323921 
6 40 0.1 1 1 3250 20 202 395.5417 22.714128 
7 40 0.1 1 1 4000 20 34 395.5417 23.427087 
8 40 0.1 1 1 4600 20 50 396.1515 22.297267 
9 40 0.1 1 1 5250 20 207 395.5417 22.361742 

10 40 0.1 1 1 6000 20 136 395.5417 22.536203 
11 40 0.1 1 1 6650 20 106 395.5417 22.382881 
12 40 0.1 1 1 7300 20 163 395.5417 22.254868 
13 40 0.1 1 1 8000 20 84 395.5417 22.217386 
14 40 0.1 1 1 9000 20 23 395.5417 22.793634 
15 40 0.1 1 1 10000 20 296 395.5417 23.697207 

 

3. In the third case, it is possible to find the optimal 
solution (Table 4). 

Table 4 – The optimal set of α and β parameters 
α parameter β parameter 
0.5 0.5 
5.0 5.0 
1.0 1.0 

 

5 RESULTS 
The results obtained in the process of the 

computational experiment can be explained as follows: 
the parameter α allows taking into account the experience 
of previous generations of ants, while β is focused only on 
the path length. Only with the right combination of 
parameter values is it possible to find the optimal route. 

Initial experiments with the ant colony algorithm 
found that ants come to a decision quickly and spend little 
time exploring alternative pathways. To force ants to do 
more research and to prevent premature convergence, the 
pheromone on the links is allowed to “evaporate” in each 
iteration of the algorithm before they increase based on 

the newly constructed pathways (2). The evaporation 
coefficient of pheromone p varies within 0.1 ≤ p ≤ 0.99. 
The constant p determines the rate at which pheromones 
evaporate, causing ants to “forget” about previous 
decisions. In other words, p determines the degree of 
influence of the search history. For large values of p, the 
pheromone evaporates rapidly, while small values of p 
lead to a slowing of the evaporation rate (Table 5). The 
more pheromones evaporate, the more random the search 
becomes, which improves intelligence. For p = 1, the 
search is completely random. 

In the calculation process, the execution time of the 
algorithm was recorded depending on the number of 
vertices of the graph (Table 6, Fig. 3). A number of 
iterations 500. 

Analysis of the obtained time characteristics of the 
route calculation shows that as the number of vertices in 
the graph increases, the time required to find the route 
increases (Fig. 4). 

 
Table 5 – Application of the ant algorithm for solving the salesman problem for a constant number of vertices at different values 

of the pheromone evaporation coefficient p 
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1 40 0.10 1 1 1 20 96 395.5417 22.665959 
2 40 0.16 1 1 1 20 80 395.5417 22.389597 
3 40 0.22 1 1 1 20 69 395.5417 22.574964 
4 40 0.28 1 1 1 20 216 395.5417 22.288871 
5 40 0.34 1 1 1 20 42 398.6139 22.282747 
6 40 0.40 1 1 1 20 19 395.5417 22.303454 
7 40 0.46 1 1 1 20 186 400.1162 22.171169 
8 40 0.52 1 1 1 20 43 395.5417 22.197507 
9 40 0.57 1 1 1 20 102 395.5417 22.340538 
10 40 0.63 1 1 1 20 265 395.5417 22.165415 
11 40 0.69 1 1 1 20 241 395.5417 22.264250 
12 40 0.75 1 1 1 20 54 397.184 22.521302 
13 40 0.81 1 1 1 20 147 398.474 22.347847 
14 40 0.87 1 1 1 20 243 395.5417 22.887289 
15 40 0.99 1 1 1 20 86 395.5417 22.227174 
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Table 6 – Application of the ant algorithm for solving the salesman problem for different numbers of graph vertices 
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Result Time, s 

1 40 0.1 1 1 1 20 158 361.2807 25.662532 
2 40 0.1 1 1 1 33 173 443.1308 29.997125 
3 40 0.1 1 1 1 46 257 602.3146 39.447256 
4 40 0.1 1 1 1 59 299 647.2844 45.851241 
5 40 0.1 1 1 1 71 76 798.1173 52.468550 
6 40 0.1 1 1 1 84 289 830.3252 63.123333 
7 40 0.1 1 1 1 97 264 910.8729 69.387167 
8 40 0.1 1 1 1 110 290 982.5124 78.692760 
9 40 0.1 1 1 1 123 299 1064.4672 89.291780 
10 40 0.1 1 1 1 136 267 1105.5601 99.569191 
11 40 0.1 1 1 1 149 296 1196.1199 116.750170 
12 40 0.1 1 1 1 161 214 1255.0331 129.761123 
13 40 0.1 1 1 1 174 276 1262.4144 139.675033 
14 40 0.1 1 1 1 187 266 1344.9961 154.827335 
15 40 0.1 1 1 1 200 298 1515.7214 168.314706 

 
Figure 3 – Some graphs to table 6: with 33, 84, 123, 149, and 200 vertices 

 

 
Figure 4 – Dependence of the time of the ant algorithm and 

the length of the found route on the number of vertices in the 
graph at 300 iterations 

 

6 DISCUSSION 
The study identified the main groups of parameters 

that determine the course and characterize the state at any 
time of the ant colony algorithm and performed 
computational experiments to influence the input, control, 
perturbation parameters, output parameters on the 
convergence of the algorithm. 

Ant algorithms are an example of an adequate 
mathematical model of ant colony activity, which is 
suitable for creating computer methods for the 
probabilistic solution of some combinatorial problems.  

The basic idea behind the ant colony algorithm is to 
use a positive feedback mechanism to help find the best 
approximate solution to complex optimization problems. 

The efficiency of ant algorithms increases with an 
increasing dimension of the optimization problem. Ant 
algorithms provide solutions to other combinatorial 
problems no worse than general metaheuristic 
optimization technologies and some problem-oriented 

methods. All this allows us to recommend the use of ant 
algorithms to solve complex combinatorial optimization 
problems and their application, in particular, to the 
optimization of group robotics algorithms. 

The paper investigates the application of the ant 
algorithm for solving the salesman problem for test 
graphs with a random arrangement of vertices; for a 
constant number of vertices and a change in the number 
of ants, for a constant number of vertices at different 
values of the coefficient Q; to solve the problem of the 
salesman for a constant number of vertices at different 
values of the evaporation coefficient of the pheromone p; 
for different numbers of graph vertices. The analysis of 
the obtained time characteristics of the route calculation 
was also performed. The computational experiment 
allowed us to identify the optimal combinations of 
parameters used in the ant colony algorithm. 

It is known that most likely it will not be possible to 
construct an exact polynomial algorithm for the traveling 
salesman problem. Apparently, these simply do not exist. 
Therefore, it is necessary either to go beyond the scope of 
polynomial algorithms, or to seek approximate solutions 
to the problem. But the ant colony optimization algorithm 
approach may not be simpler than the exact solution of 
the problem. This algorithm can be applied to a relatively 
small number of ants and graph vertices. 

Ant Colony Optimization (ACO) refers to 
metaheuristics, that is, in general algorithms that can be 
applied to almost any discrete optimization problem. All 
metaheuristics are iterative procedures, and for many of 
them asymptotic convergence of the best found solution 
to the global optimum has been established. 
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The ACO idea is an attempt to imitate the behavior of 
ants that have almost no sight and are guided by the smell 
left by their predecessors. It should be noted that ACO is 
not the optimal method for solving this problem. In the 
future, it is necessary to continue to work on optimizing 
algorithms used in swarm robotics. 

 

CONCLUSIONS 
The article shows how to implement the components 

of the self-organization of ants in the algorithm for 
solving discrete optimization problems in the example of 
the salesman problem. 

The scientific novelty of the research lies in the fact 
that the dependence of the search time and the found 
optimal route on the values of control parameters is 
established using the example of test networks for a 
different number of graph vertices and iterations. 

The ant colony optimization algorithm was further 
developed. 

The practical value is that the stated variant of the 
description of the process of behavior is supposed to be 
extended to the whole group of swarm algorithms. 

Prospects for further research are that the received 
description of processes is planned to be used for further 
researches – statement and carrying out computational 
experiments for parametric optimization of swarm 
algorithms, which are used for management of a swarm of 
robots. 
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АНОТАЦІЯ 

Актуальність. Серед різноманіття завдань, які вирішуються робототехнікою, можна виділити цілий ряд таких, для вирішення 
яких невеликі габарити робота бажані, а часом і необхідні. Для вирішення подібних завдань необхідні мікророботи з малими 
габаритами, маса яких дозволяє безперешкодно переміщатися у тісних проходах, складних погодних умовах, залишатися 
непоміченими. Водночас, малі габарити мікроробота накладають також і ряд непрямих обмежень, що зумовлює застовування для 
означених завдань групи мікророботів. Ефективність застосування груп мікророботів залежить від обраної стратегії управління і 
стохастичних пошукових алгоритмів оптимізації управління групою (роєм) мікророботів.  

Мета. Метою данної роботи є розгляд групи ройових алгоритмів (методів), які відносяться до класу метаеврістік. До групи 
означених алгоритмів відноситься, зокрема, алгоритм мурашиної колонії, можливості якого досліджувалися для розв’язування 
задачі комівояжера, яка часто постає при розробці алгоритму поведінки групи мікророботів. 

Метод. На першому етапі дослідження було виділено основні групи параметрів, які визначають перебіг і характеризують стан в 
будь-який момент часу алгоритму мурашиної колонії: вхідні, керуючи, параметри збурення, вихідні. Після виділення основних 
груп параметрів було розроблено алгоритм, перевага якого полягає в масштабованості, а також гарантованій збіжності, що 
дозволяє отримати оптимальний розв’язок незалежно від розмірності графа. На другому етапі ророблений алгоритм ACO (ant 
colony optimization algorithm) було реалізовано на мові Matlab. Були проведені комп’ютерні експерименти з метою визначення 
впливу вхідних, керуючих, вихідних і параметрів збурення на збіжність алгоритму. Було приділено увагу основним групам 
показників, які визначають напрямок способу і характеризують стан рою мікророботів у даний момент часу. В обчислювальному 
експерименті варіювалася кількість мурах, що розміщуються у вузлах мережі, місткість феромона, чисельність вузлів графа, 
визначалася чисельність ітерацій для розшуку найменшого шляху та час виконання методу. Проведено тест підсумків моделювання 
та продуктивності методу.  

Результати. Проведено дослідження застосування мурашиного алгоритму для розв’язування задачі комівояжера для тестових 
графів з випадковим розташуванням вершин; для постійної кількості вершин і зміні кількості мурах, для постійної кількості 
вершин при різних значеннях коефіцієнта Q; для розв’язування задачі комівояжера для постійної кількості вершин при різних 
значеннях коефіцієнта випаровування феромону p; для різної кількості вершин графа. Результати показали, що мурашині способи 
знаходять хороші маршрути комівояжера значно швидше, ніж чіткі методи комбінаторної оптимізації. Встановлено залежності 
часу пошуку і знайденого оптимального маршруту від значень керуючих параметрів на прикладі тестових мереж для різної 
кількості вершин графа та ітерацій. 

Висновки. Проведені дослідження дозволяють дати рекомендації щодо застосування алгоритму мурашиної колонії ACO (ant 
colony optimization algorithm) для управління групою (роєм) мікророботів. 

КЛЮЧОВІ СЛОВА: рой роботів, алгоритм мурашиної колонії, задача комівояжера.  
 

УДК 004.23 

ОПТИМИЗАЦИЯ АЛГОРИТМОВ ГРУППОВОЙ РАБОТОТЕХНИКИ 
Вакалюк Т. А. – доктор педагогических наук, профессор, профессор кафедры инженерии программного обеспечения, 

Государственный университет «Житомирская политехника», Житомир, Украина. 
Кухарчук Р.П. – кандидат педагогических наук, доцент кафедры физико-математического образования и информатики, 

Глуховский национальный педагогический университет имени Александра Довженка, Глухов, Украина. 
Заика О. В. – кандидат педагогических наук, старший преподаватель кафедры физико-математического образования и 

информатики, Глуховский национальный педагогический университет имени Александра Довженка, Глухов, Украина. 
Рябко А. В. – кандидат педагогических наук, старший преподаватель кафедры физико-математического образования и 

информатики, Глуховский национальный педагогический университет имени Александра Довженка, Глухов, Украина. 
 

АННОТАЦИЯ 
Актуальность. Среди многообразия задач, решаемых робототехникой, можно выделить целый ряд таких, для решения 

которых небольшие габариты работа желательны, а подчас и необходимы. Для решения подобных задач необходимы микророботы 
с малыми габаритами, масса которых позволяет беспрепятственно перемещаться в тесных проходах, в сложных погодных условиях 
и оставаться незамеченными. В то же время малые габариты микроробота накладывают также и ряд косвенных ограничений, 
поэтому к применению для решения указанных задач лучше использовать группы микророботов. Эффективность применения 
групп микророботов зависит от выбранной стратегии управления и стохастических поисковых алгоритмов оптимизации 
управления группой (роем) микророботов. 

Цель. Целью данной работы является рассмотрение группы роевых алгоритмов (методов), относящихся к классу метаэвристик. 
К группе этих алгоритмов относится, в частности, алгоритм муравьиной колонии, возможности которого исследовались для 
решения задачи коммивояжера, часто возникающей при разработке алгоритма поведения группы микророботов. 

Метод. На первом этапе исследования были выделены основные группы параметров, определяющих течение и 
характеризующие состояние в любой момент времени алгоритма муравьиной колонии: входящие, управляющие, параметры 
возмущения, выходные параметры. После выделения основных групп параметров был разработан алгоритм, преимущество 
которого заключается в масштабируемости, а также гарантированной сходимости, позволяющей получить оптимальное решение 
независимо от размерности графа. На втором этапе разработан алгоритм, код которого был реализован на языке Matlab. Были 
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проведены компьютерные эксперименты с целью определения влияния входных, управляющих, выходных и параметров 
возмущения на сходимость алгоритма. Было уделено внимание основным группам показателей, определяющих направление 
способа и характеризующих состояние роя микророботов в данный момент времени. В вычислительном эксперименте 
варьировалось количество муравьев, размещаемых в узлах сети, количество феромона, число узлов графа, определялось количество 
итераций для поиска кратчайшего пути и время выполнения метода. Проведен итоговый тест моделирования и производительности 
метода. 

Результаты. Проведены исследования применения муравьиного алгоритма для решения задачи коммивояжера для тестовых 
графов со случайным расположением вершин; для постоянного количества вершин и изменения количества муравьев, для 
постоянного количества вершин при разных значениях коэффициента Q; для решения задачи коммивояжера для постоянного 
количества вершин при разных значениях коэффициента испарения феромона p; для разного количества вершин графа. Результаты 
показали, что муравьиные способы находят хорошие маршруты коммивояжера гораздо быстрее, чем четкие методы комбинаторной 
оптимизации. Установлена зависимость времени поиска и найденного оптимального маршрута от значений управляющих 
параметров на примере тестовых сетей для разного количества вершин графа и итераций. 

Выводы. Проведенные исследования позволяют дать рекомендации по применению алгоритма муравьиной колонии для 
управления группой (роем) микророботов. 

КЛЮЧЕВЫЕ СЛОВА: рой роботов, алгоритм муравьиной колонии, задача коммивояжера. 
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АНОТАЦІЯ 
Актуальність. Розглянуто задачу синтезу імпульсних нейронних мереж на основі еволюційного підходу до синтезу 

штучних нейронних мереж з використанням нейропатерного механізму для побудови діагностичних моделей з високим 
рівнем точності роботи. Об’єктом дослідження є процес синтезу імпульсних нейронних мереж з використанням еволюцій-
ного підходу та нейропатерного механізму.  

Мета роботи полягає у розробці методу синтезу імпульсних нейронних мереж на основі еволюційного підходу з вико-
ристанням нейропатерного механізму для побудови діагностичних моделей з високим рівнем точності роботи.   

Метод. Запропоновано метод синтезу імпульсних нейронних мереж на основі еволюційного підходу. На початку гене-
рується популяція імпульсних нейронних мереж, для їх кодування та подальшого розвитку використовується нейропатер-
ний механізм, що полягає в окремому кодуванні нейронів із різними функціями активації, що визначаються попередньо. Так 
кожен патерн з декількома точками входу може визначати взаємозв’язок між парою точок. В подальшому, це спрощує ево-
люційний розвиток мереж. Щоб розшифрувати імпульсну нейронну мережу з патерну координати для пари нейронів пере-
даються в мережу, що створює патерн. Вихідний сигнал мережі визначає вагу і затримку з’єднання між двома нейронами в 
імпульсній нейронній мережі. Після цього можна оцінити кожну нейромодель після еволюційних змін та перевірити крите-
рії зупинки синтезу. Метод дозволяє знизити ресурсоємність під час синтезу мережі, за рахунок абстрагування еволюційних 
змін патерну мережі від неї самої. 

Результати. Розроблений метод реалізовано та досліджено на прикладі синтезу імпульсної нейронної мережі для вико-
ристання у якості моделі для технічного діагностування. Використання розробленого методу підвищити точність нейромо-
делі з тестовою вибіркою на 20%, в залежності від використовуваних обчислювальних ресурсів. 

Висновки. Проведені експерименти підтвердили працездатність запропонованого математичного забезпечення і дозво-
ляють рекомендувати його для використання на практиці при синтезі імпульсних нейронних мереж у якості основи діагнос-
тичних моделей для подальшої автоматизації задач діагностування, прогнозування, оцінювання та розпізнавання образів з 
використанням великих даних. Перспективи подальших досліджень можуть полягати у використання нейропатерного меха-
нізму для непрямого кодування імпульсних нейронних мереж, що буде забезпечувати, ще більш компактне зберігання да-
них та пришвидшить процес синтезу. 

КЛЮЧОВІ СЛОВА: імпульсна нейронна мережа, топологія, патерн, еволюція, синтез, штучні нейронні мережі, діагно-
стування. 

 

АБРЕВІАТУРИ 
CPPN – Compositional Pattern Producing Networks; 
MGA – Модифікований генетичний алгоритм; 
ReSuMe – Remote supervised learning; 
TWEANN – Topology and Weight Evolving Artificial 

Neural Network; 
VP – одиниці вимірювання відстаней між двома 

коливаннями імпульсу; 
ГНМ – глибока нейронна мережа; 
ЗПП – зворотне поширення помилки; 
ІНМ – імпульсна нейронна мережа; 
НП – нейропатерн; 
РНМ – рекурентна нейронна мережа; 
ШНМ – штучна нейронна мережа. 

 

НОМЕНКЛАТУРА 
c  – міжнейронні зв’язки ШНМ; 

NNError  – точність роботи ШНМ; 

taskError  – прийнятна точність; 

inindex  – індекс першого нейрону в між нейрон-

ному зв’язку;  

outindex  – індекс другого нейрону в між нейрон-

ному зв’язку;  
Ind  – індивідуум популяції; 
k  – кількість міжнейронних зв’язків у ШНМ. 

iN  – множина нейронів на вході мережі; 

oN  – множина нейронів на виході мережі; 

hN  – множина нейронів прихованого шару мере-

жі; 
NN  – нейронна мережа; 
param  – параметри ШНМ; 

P  – популяція індивідуумів; 
ri  – випадковий індикс; 
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struct  – структура ШНМ; 
Sample  – вхідна вибірка даних; 

x  – пресинаптичний вхід; 
X  – множина незалежних змінних – ознак; 

dy  – бажане значення на виході; 
realy  – реальне значення на виході. 

Y  – множина значень залежних змінних. 
 

ВСТУП 
З появою та початком активного дослідження ре-

зультатів роботи IBM TrueNorth увага до ІНМ значно 
зросла [1–6]. Такі нейронні мережі мають ще більший 
потенціал у галузі штучного інтелекту ніж ГНМ, РНМ 
та інші сучасні архітектури ШНМ. Це легко поясню-
ється легкістю їх влаштування у нейроморфні систе-
ми (neuromorphic system). Проте в більшості кейсів 
виникає складність із синтезом та навчанням таких 
нейромоделей, адже класичні методи не можуть бути 
застосовані для таких складних моделей. Ряд робіт 
пропонує використання CPPN [1–6]. Такий підхід в 
більшій мірі нагадує інший спосіб синтезу ШНМ, а 
саме групу еволюційних методів, що разом із мета 
параметрами мережі еволюційно модифікують її 
структуру – TWEANN [1–6]. Тож метою цієї роботи є 
дослідити можливість використання еволюційних 
методів та окремих їх механізмів під час синтезу ІНМ. 

Досить часто ШНМ порівнюють із роботою голо-
вного мозку. Проте такі мережі взяли від реальних, 
живих, організмів тільки саму поверхневу форму і 
суть. Унаслідок занадто великої відмінності реальних 
нейронних мереж від ШНМ доводиться винаходити 
різні сурогатні методи навчання мережі. Природно 
ніде в природі немає навчання мережі ЗПП, як і немає 
навчання без вчителя в чистому вигляді [1–6]. 

ІНМ створювалися з більшою відсилкою на реаль-
ну роботу мозку, і використовують спосіб передачі 
інформації на подобі біологічних нейронів. Так, на-
приклад, у мозкових нейронах, імпульс генерується в 
момент, коли поточна сума змін мембранного потен-
ціалу перетинає поріг [1–6]. Швидкість виникнення 
імпульсів і тимчасова модель пучків імпульсів несуть 
інформацію про зовнішній подразник і протікають 
обчисленнях. В основі ІНМ схожий метод генерації 
імпульсів і передачі інформації: нейрони використо-
вують диференційовані, нелінійні функції активації, 
застосування яких дозволяє створювати структури 
товщиною більше одного шару [1–6]. 

Перша модель ІНМ була запропонована ще в 1952 
році Аланом Ходжкіном і Ендрю Хакслі [7]. Основна 
риса такої моделі – це генерація і поширення потенці-
алів дії в нейронах. Після [7] з біологічними уточнен-
нями і великими обчислювальними витратами були 
запропоновані різноманітні моделі нейронів: Jolivet, 
Timothy and Gerstner [8]; Izhikevich [9]; Delorme [10]. 
Остання дуже популярна, так як вона бере до уваги 
властивості зовнішнього подразника, акумулюючи 

протікання заряду через клітинну мембрану, при пе-
ретині певного порогу.  

Надалі, завдяки дослідженнями Кохонена, Гросс-
берга і Андерсона сформувався потужний теоретич-
ний фундамент, за допомогою якого став можливим 
подальший розвиток ШНМ, а саме проектування і 
реалізація багатошарових структур [4–6]. Але, на-
вчання, як і раніше, залишається величезною пробле-
мою. Так як функції активації мають похідні, то з’яв-
ляється простір у використанні градієнтних методів 
оптимізації для навчання нейронних мереж. З поши-
ренням доступних великих маркованих наборів даних 
для навчання нейронних мереж, зі збільшенням обчи-
слювальної потужності графічних процесорів і просу-
нутими методами регуляризації, нейронні мережі 
стають неймовірно багатошаровими, що дозволяє уза-
гальнювати велику кількість невидимих даних. Бага-
тошаровість-величезна перевага в продуктивності 
нейронних мереж [1–3]. 

Добре відомо, що здатність мозку розпізнавати 
складні візуальні моделі або ідентифікувати оратора в 
галасливій обстановці це результат декількох послі-
довних етапів обробки і безлічі механізмів навчання, 
які також вбудовані в ІНМ з глибоким навчанням [7–
10]. У порівнянні з ГНМ, навчання ІНМ відбувається 
на самих ранніх етапах розвитку. Важливою особли-
вістю такого типу систем є нейронна архітектура. Во-
на набагато краще підходить для обробки просторово-
часових даних, особливо в онлайн режимі. Представ-
лення даних у часі і просторі, яким володіють ІНМ, 
дозволяє таким нейромережам виконувати обчислен-
ня на рівні з людським мозком, а також розуміти дія-
льність мозку в просторово-часовій структурі. Дуже 
важливо в найближчі роки зрозуміти, як навчити такі 
нейромережі виконувати різні завдання [1–6]. 

Якщо подивитися на ІНМ з інженерної точки зору, 
то цей тип нейромереж має ряд переваг в апаратній 
реалізації над звичайними ШНМ. Пучки імпульсів в 
ІНМ розкидані в часі, кожен з них містить величезну 
кількість інформації, що дозволяє значно знизити 
енергоспоживання. Таким чином, можна створити 
апаратну платформу із помірними показниками ре-
сурсоємності, що підлаштовує свою роботу під імпу-
льсну активність. Приклад ІНМ наведено на рис.1.  

Проте, більшість методів навчання ІНМ є все тими 
ж модифікаціями методу ЗПП з певними адоптаціями 
до більш складної архітектури ІНМ [11]. Більш того, 
такі методи не в якому разі не дотичні до етапу синте-
зу саме топології мережі. Саме тому актуальною є 
задача розроблення нових методів на основі еволю-
ційного підходу для повноцінного синтезу ІНМ. 

Об’єкт дослідження – процес синтезу ІНМ.  
Існуючі методи навчання ІНМ забезпечують виконан-
ня виключно етапу параметричного синтезу нейромо-
делі без виконання попередньо структурного синтезу. 
Це призводить до невизначеності структури ІНМ та 
проблеми із подальшою практичною імплементацією. 
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Рисунок 1 – Приклад імплементації ІНМ 

 
Предмет дослідження – метод еволюційного син-

тезу ІНМ із використанням нейропатерного механізму.  
На сьогоднішній день існує група методів, які за-

стосовують ЗПП до ІНМ. Але такі методи не можуть 
використовувати традиційні механізми методу ЗПП і 
змінювати оновлення градієнта або самі ІНМ, і більш 
того накладають архітектурні обмеження на отримані 
ІНМ, наприклад, вимагаючи архітектури ІНМ з пря-
мим зв’язком. Отже, існує безліч топологій ІНМ, які 
не можуть бути оптимізовані за допомогою цих мето-
дів. Тому, у роботі запропоновано підхід, що базуєть-
ся на використанні еволюційного підходу, що забез-
печує і структурний, і параметричний синтез нейро-
моделі.  

Мета роботи – розробка методу еволюційного си-
нтезу ІНС з використанням нейропатерного механізму 
для побудови діагностичних моделей. 

 
1 ПОСТАНОВКА ПРОБЛЕМИ  

Нехай маємо вибірку даних YXSample , , яка 

складається з множини незалежних змінних 
 nxxxX ,..., 21 , що є інформаційними ознаками 

ознак та множини значень залежних змінних 
 myyyY ,..., 21 , які характеризуються ознаками, 

тоді n  та m  – кількість незалежних та залежних 
змінних (ознак та екземплярів). вхідних ознак, що 
характеризують екземпляри вибірки.  

Тоді використовуючи еволюційний підхід для син-
тезу ШНМ, ініціалізуємо популяцію ІНМ 

 lNNNNNNNNP ,...,,, 321 , де кожна особина ІНМ 

буде характеризуватися виключно множиною нейро-
нів  ohiriri NNNIndNN ,, . 

Тоді задача синтезу ІНМ буде полягати в тому, 
щоб через внесення еволюційних змін до структури 
особин популяції розподілити міжнейронні зв’язки, 
що будуть відображати взаємозв’язки в даних 

 cNNNstructsruct ohiNNInd riri
,,, , такі зв’язки 

будуть характеризуватися індексами входу/виходу та 
ваговим коефіцієнтом 

   koutin wwwindexindexcc  ,,,, . Отримане рішення 

має забезпечувати прийнятну точність роботи 

taskNN ErrorError  .  

 
2 ОГЛЯД ЛІТЕРАТУРИ 

Варто відзначити, що натхненні біологічним при-
кладом ІНМ, в принципі, набагато краще і швидше 
розпізнають образи, ніж звичайні ШНМ [11]. Більш 
того, ІНМ дозволяють використовувати методи на-
вчання, що залежать від часу виникнення імпульсів 
між парами безпосередньо з’єднаних нейронів, в яких 
інформація для зміни ваги ребер доступна локально. 
Цей метод навчання дуже нагадує те, що відбувається 
в багатьох частинах мозку.  

Виникаючі пучки імпульсів представляють у ви-
гляді недиференційованих Сум дельта-функцій. Від-
повідно, складно застосовувати методи оптимізації, 
засновані на похідних, для навчання ІНМ, хоч і 
останнім часом активно йде дослідження різних типів 
наближених похідних. Незважаючи на те, що в теорії 
імпульсні нейромережі мають еквівалентну за Тью-
рингом обчислювальну потужність [12], все ще про-
блематично навчати ІНМ, особливо ті, що мають ба-
гатошарову архітектуру. У багатьох існуючих імпуль-
сних нейронних мережах, навчати можна лише один 
шар. Якщо вийде забезпечити імпульсні системи ба-
гатошаровим навчанням, то продуктивність в різного 
роду завданнях виросте в десятки разів. 

Архітектура імпульсних нейронних мереж склада-
ється з імпульсних нейронів і взаємопов’язаних сина-
псів [7–9]. Пучки імпульсів в нейромережах імпульс-
них нейронів поширюються через синаптичні зв’язки. 
Синапс може бути як збудливим, коли мембранний 
потенціал нейрона зростає після отримання сигналу, 
так і уповільнює. Величина ваги ребер може змінюва-
тися в результаті навчання. Глибоке навчання бага-
тошарових ІНМ – це справжня головоломка, так як 
недиференційованість пучків імпульсів не дозволяє 
використовувати популярні методи, такі як метод 
зворотного поширення [13–14]. 

Як зазанчалося, навчання всіляких штучних ней-
ронних мереж відбувається за рахунок коригування 
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скалярних синаптичних ваг (рис. 2). В ІНМ можна 
використовувати методи навчання наближені до тих, 
які використовує мозок. Вчені визначили безліч варі-
антів цього методу навчання, але всі вони потрапля-
ють під загальний термін дендритної пластичності 
[15]. Ключовою особливістю дендритної пластичності 
є те, що вага ребра, що з’єднує пре- і постсинаптичні 
нейрони, регулюється з часом їх імпульсу в інтервалі 
приблизно в десятки мілісекунд за довжиною. 

 
Зворотне поширення 

градієнту

 
Рисунок 2 – Використання методу ЗПП 

 
Метод SpikeProp. Це перший метод навчання ІНМ 

шляхом зворотного поширення помилок [16]. Функція 
вартості враховує період коливання і, завдяки цьому, 
цей метод може класифікувати нелінійно розділені 
дані для завдання XOR з тимчасовим кодуванням з 
використанням 3-рівневої архітектури. Головним рі-
шенням на етапі розробки методу був вибір моделі 
нейрона Герсгнера 175]. Використовуючи цю модель, 
питання взяття похідних на виході коливання обтікав-
ся, так як необхідний результат безпосередньо моде-
лювався як безперервне значення [16, 17]. Одним з 
обмежень цього способу є те, що кожна вихідна оди-
ниця була змушена генерувати рівно одне коливання. 
Крім того, значення безперервних змінних, таких як в 
задачах XOR, повинні були бути закодовані як затри-
мки між коливаннями, які можуть бути досить довги-
ми [16, 17]. 

Метод ReSuMe. Дана модель навчання складається 
з одного нейрона, що коливається, на вхід якого при-
ймаються коливання від безлічі інших коливних пре-
синаптичних нейронів [18]. Метою є навчити синапс 
викликати постсинаптичний нейрон для генерування 
хвиль коливань з бажаним періодом коливання. 
ReSuMe адаптував Дельта-правило, що використову-
ється для неімпульсних лінеаризованих одиниць, до 
ІНМ. У Дельта-правилі ваги змінюються пропорційно 
[18]: 

 

 
  xyxyxyy realdreald  .  (1) 

 
Переформулювавши рівняння (1) можна отримати 

суму STDP і anti-STDP: 
 

    realinSTDPdinSTDP SSSS ,,  ,  (2) 

 

Вище STDP  – це функція кореляції пресинапти-

чних і бажаних періодів коливань, тоді як STDP  – 
залежить від пресинаптичних і реальних періодів ко-
ливань. Так як цей метод використовує кореляцію між 
безліччю пресинаптичних нейронів і вагається нейро-
ном, то ніякої фізичної зв’язку між ними немає. Ось 
чому цей метод називають віддаленим. 

Метод Chronotron. Цей метод був розроблений на 
основі методу Temporton [19], який міг навчати окре-
мі нейрони розпізнавати кодування за точним часом 
приходу коливання.  

Цей метод був розроблений на основі методу 
Temporton [19], який міг навчати окремі нейрони роз-
пізнавати кодування за точним часом приходу коли-
вання. Обмеженням методу Temporton була можли-
вість видавати 0 або 1 на виході протягом обраного 
інтервалу часу. Через це у вихідні дані неможливо 
було закодувати інформацію про час приходу коли-
вання. На створення Chronotron вплинув успіх 
SpikeProp і його наступників. Ідеєю Chronotron було 
використовувати для навчання більш складні одиниці 
вимірювання відстаней – VP [20] між двома коливан-
нями. Вони адаптували відстань VP так, щоб воно 
було кусочно-диференційованим і підходило в якості 
функції вартості для виконання градієнтного спуску 
по відношенню до ваг. 

Серед існуючих методів виділяють декілька осно-
вних недоліків. По-перше, для кожного каналу потрі-
бна окрема схема швидкого збігу. Тобто є ризик мно-
ження похідних на кожному каналі, що в подальшому 
може накласти великі обчислювальні потреби. 

По-друге, стає досить складно отримати велику кі-
лькість каналів через спотворень імпульсів, які вини-
кають при підключенні ланцюгів збігу до коаксіаль-
них кабелів. 

Але ключовою проблемою завжди залишається 
питання топології (структури такої мережі). Існує 
безліч підходів, які застосовують зворотне поширення 
до ІНМ. Але такі методи не можуть використовувати 
традиційне зворотне поширення і змінювати оновлен-
ня градієнта або самі ІНМ, щоб подолати цю склад-
ність. Ці типи методів часто накладають архітектурні 
обмеження на отримані ІНМ, наприклад, вимагаючи 
архітектури ІНМ з прямим зв’язком. Отже, існує без-
ліч топологій ІНМ з бажаними властивостями, такими 
як повторюваність, які не можуть бути оптимізовані 
за допомогою цих методів. 

Саме тому є актуальною задачею розробка еволю-
ційних методів для повноцінного синтезу ІНМ-
моделі. При імплементації методів еволюційного під-
ходу оцінювання популяції ІНМ дозволить в подаль-
шому використовувати процеси стохастичної варіації 
і відбору для створення наступної популяції або конт-
ролювати ці процеси. Протягом послідовних ітерацій 
мутацій та відбіру мереж-індивідуумів із зростаючою 
придатністю, яку можна широко визначити як точ-
ність у задачі класифікації або максимальної винаго-
роди з навколишнього середовища, нові рішення бу-
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дуть якісно відрізнятися від попередніх. Однією з іс-
тотних переваг еволюційних підходів є їх гнучкість. 
Стосовно ІНМ еволюційна оптимізація потенційно 
може впливати на будь-яку топологію мережі, а також 
оптимізувати будь-який мережевий параметр.  

 
3 МАТЕРІАЛИ ТА МЕТОДИ  

Загалом метод, що запропонований в роботі схо-
жий на MGA для синтезу звичайних ШНМ [21, 22]. 
Так, на початку слід зазначити, що для виконання 
синтезу використовується пряме кодування структури 
індивідуумів, кожен з яких є окремою нейронною 
мережею, проте основою такого кодування є між ней-
ронні зв’язки. За рахунок цього можливо більш дета-
льно відстежувати походження кожного параметра 
(вузла або з’єднання) в геномі. На наступних етапах 
методу це в значній мірі спрощує процеси схрещу-
вання та мутації, дозволяючи вибудовувати та зміню-
вати генетичну інформацію про особини і мінятися 
місцями під час схрещування [21, 22].  

Основною інновацією є використання певних шаб-
лонних механізмів, а саме НП на основі технології 
CPPN [23]. Цей механізм забезпечує абстрагування 
процесів природної еволюції [23]. НП будуть складати-
ся із нейронів з різними функціями активації, включа-
ючи періодичні функції, такі як синусоїдальні та симе-
тричні функції, такі як абсолютне значення. Основна 
ідея заснована на тому, що НП на базі CPPN із декіль-
кома точками входу може визначати взаємозв’язок між 
парою точок. Фіксований набір нейронів, вводиться у 
вигляді певного субстрат до НП, що надалі спрощує 
нейросинтез з використанням MGA [21, 22].  

Загалом на початку еволюції отримуємо популя-
цію із NP, які визначають шаблони підключення ре-
зультуючих ІНМ. Кожний NP визначається закодова-
ною генетичною інформацією із визначенням його 
внутрішніх ваг і функціями активації. Проте важливо 
зазначити, що кожний окремий нейрон в НП може 
мати будь-яку функцію активації з певного набору 
(sin, tanh, gauss, relu, identity). Щоб розшифрувати 
ІНМ із НП координати для пари нейронів передають-
ся в мережу, що створює НП (рис. 4). Вихідний сиг-
нал мережі визначає вагу і затримку з’єднання між 
двома нейронами в пікіруючої нейронної мережі. Цей 
процес повторюється для кожної пари нейронів, щоб 
побудувати повну мережу.  

Після підготовки популяції можливо виконувати 
подальший синтез. Основні кроки синтезу та дешиф-
рування ІНМ з НМ наведено на рис. 3 [21, 22]. 

Проте слід зазначити декілька нюансів цього син-
тезу: 

– положення нейронів ІНМ, у вигляді НП заздале-
гідь фіксуються на час еволюційного пошуку для ко-
жної особини. Тобто будь-яка мутація та модифікація 
можлива тільку у вигляді нової особини; 

– кожне рішення дешефрується і оцінюється для 
виконання заданого завдання (класифікація або 
управління). Отже, придатність рішення визначається 
продуктивністю згенерованої ІНМ для зазначеного 
завдання; 

– видоутворення використовується для захисту ін-
новацій в нових рішеннях та може припинитися за 
умови їх відсутності. 

 

Популяція НП геномів

Оцінка пристосованості

Формування батьківського 
пулу для схрещування

Схрещування + мутація для 
формування нового 

покоління
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структури НП
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Рисунок 3 – Загальний процес синтезу ІНМ 
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Рисунок 4 – Приклад декодування ІНМ з НП 

 
4 ЕКСПЕРИМЕНТИ  

Для дослідження результатів роботи методу було 
обрано задачу на основі набору даних HIGGS Data Set з 
відкритого джерела UCI Machine Learning Repository 
[24]. Для навчання використовувалася 75% (частина) 
вибірки, для тестування проводилося на 25% вибірки. 
Загальну ж інформацію про вибірку наведено у табл. 1. 

 
Таблиця 1 – Загальна характеристика вибірки даних HIGGS 

Data Set 
Критерій Характеристика 

Характеристики вибірки даних: Багатоваріантна 
Атрибутивні характеристики: Real 
Кількість примірників: 11000000 
Кількість атрибутів 28 

Результативність ІНМ-моделей буде порівнювати-
ся із нейромоделями на базі РНМ (рис. 5 а) та ГНМ 
(рис. 5 б) [25]. 

РНМ це один з типів ШНМ і використовується в 
областях застосування природного опрацювання мови 
та розпізнавання мовлення [25]. Модель РНМ розроб-
лена для розпізнавання послідовних характеристик 
даних і надалі з використанням шаблонів для прогно-
зування майбутнього сценарію. ГНМ це нейронна 
мережа з певним рівнем складності, нейронна мережа 
з більш ніж двома шарами. ГНМ використовують 
складне математичне моделювання для обробки да-
них складними способами [25]. 
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Рисунок 5 – Топології ШНМ для порівняння результатів під час експериментального дослідження 
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5 РЕЗУЛЬТАТИ  
У таблиці 2 представлено результати роботи мето-

дів синтезу із різними топологіями нейромереж. 
 

Таблиця 2 – Порівняння результатів роботи 
Метод 

синтезу 
Час синтезу, с Помилка на 

навчальній 
вибірці 

Помилка на 
тестовій ви-

бірці 
MGA ІНМ 20200,32 0,016 0,051 
MGA РНМ 14672,88 0,028 0,063 
MGA ГНМ 7625 0,022 0,052 

 

6 ОБГОВОРЕННЯ 
Переглядаючи тестові результати можна прийти 

до висновків, що пропозиція використовувати 
еволюційні методи для синтезу ІНМ демонструє 
хороші результати для її подальшого розгортання та 
використання. Адже, для мереж цього класу завжди є 
актуальним питання складної та іноді не до кінця 
чіткої структури. Використання ж еволюційних 
підходів із кодуванням та декодуванням НП значно 
полегшує цю задачу, адже в цьому випадку 
структурний синтез зводиться до відомих підходів із 
еволюційного синтезу із використанням TWEANN. 
Параметричний же синтез представляє собою тонке 
налаштування на виключно визначених етапах без 
необхідності ітераційно знов і знов обраховувати 
fitness functions або її похідні. 

З іншого ж боку можна зробити висновок, що 
практичне використання нейромереж класу ІНМ поки 
що є виключно перспективним, адже отримані 
результати точності роботи не можуть в повній мірі 
продемонструвати доцільність значних часових 
витрат. Так величини похибок в обох випадках 
(навчання та тестування) не відрізняються 
значущістю, яка б могла покрити часові витрати на 
синтез таких мереж та їх подальші обрахунки. Адже 
варто зазначити, що за умови відсутності 
спеціалізованого устаткування для емуляції роботи 
ІНМ виконання цього процесу на звичайній робочій 
станції також супроводжується часовими накладками. 

Також варто окремо проаналізувати роботи із 
складними топологіями класичних ШНМ. Так, 
відмінності у часі синтезу пояснюються більш 
простим обрахунком та коригуванням рекурентних 
зв’язків на відмінно від обрахунку вузлів та ваг 
міжнейронних зв’язків у множині прихованих шарів. 
А аналіз точності роботи синтезованих рішень на 
навчальних та тестових даних демонструє, що різниця 
в точності не є критичною та прийнятна в рамках 
задачі. Саме тому можна говорити про конкретну 
вказівку, про використання тієї чи іншої топології 
ШНМ в залежності, який з ресурсів є більш 
важливим: час синтезу та роботи нейромоделі або ж її 
точність. 

 

ВИСНОВКИ 
Вирішено актуальну науково-прикладну проблему 

розроблення методу синтезу ІНМ на основі еволю-
ційного підходу з використанням нейропатерного 
механізму.  

Наукова новизна полягає в тому що розроблено 
метод еволюціного синтезу складних топологій 
ШНМ, а саме ІНМ з використанням нейропатернів. У 
запропонованому методі використовуються техніка 
кодування особин, кожна з яких окрема ІНМ, засно-
вана на використанні спеціальних НП, що абстрагу-
ють еволюційні процеси від самих складних структур 
ІНМ, оптимізуючи ресурси на етапах кодування та 
декодування.  

Практична цінність полягає в тому, що 
розв’язано практичні завдання синтезу ІНМ, що мо-
жуть використовуватися для діагностування, прогно-
зування, оцінювання та розпізнавання образів, забез-
печуючи високу точність. Результати експериментів 
показали, що запропонований метод може використо-
вуватися на практиці та дозволяє синтезувати точніші 
ІНМ для їх подальшого використання у якості моде-
лей для діагностування, прогнозування, оцінювання 
та моделювання.  

Майбутні напрями дослідження та розробки 
полягають запровадженні та використанні методів 
непрямого кодування НП та загалом особин ШНМ під 
час синтезу. Такі підходи можуть допомогти більш 
детально вивчити множину варіантів взаємозв’язків 
між унікальними характеристиками ІНМ. Наприклад, 
різні стратегії кодування вхідних даних можуть спри-
чинити варіативність конфігурації нейронів для НП. 

 

ПОДЯКИ 
Робота була проведена за підтримки держбюджет-

них науково-дослідницьких проектів державного бю-
джету Національного університету «Запорізька полі-
техніка» «Інтелектуальні методи та засоби діагносту-
вання та прогнозування стану складних об’єктів» 
(номер державної реєстрації 0122U000972) та «Розро-
блення методів та засобів для аналізу та прогнозуван-
ня динамічної поведінки нелінійних об’єктів» номер 
державної реєстрації 0121U107499). 
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ABSTRACT 
Context. The problem of synthesizing pulsed neural networks based on an evolutionary approach to the synthesis of artificial 

neural networks using a neuropathic mechanism for constructing diagnostic models with a high level of accuracy is considered. The 
object of research is the process of synthesis of pulsed neural networks using an evolutionary approach and a neuropathic mecha-
nism.  

Objective of the work is to develop a method for synthesizing pulsed neural networks based on an evolutionary approach using 
a neuropathic mechanism to build diagnostic models with a high level of accuracy of work.   
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Method. A method for synthesizing pulsed neural networks based on an evolutionary approach is proposed. At the beginning, a 
population of pulsed neural networks is generated, and a neuropathic mechanism is used for their encoding and further development, 
which consists in separate encoding of neurons with different activation functions that are determined beforehand. So each pattern 
with multiple entry points can define the relationship between a pair of points. In the future, this simplifies the evolutionary devel-
opment of networks. To decipher a pulsed neural network from a pattern, the coordinates for a pair of neurons are passed to the net-
work that creates the pattern. The network output determines the weight and delay of the connection between two neurons in a pulsed 
neural network. After that, you can evaluate each neuromodel after evolutionary changes and check the criteria for stopping synthe-
sis. This method allows you to reduce the resource intensity during network synthesis by abstracting the evolutionary changes of the 
network pattern from itself. 

Results. The developed method is implemented and investigated on the example of the synthesis of a pulsed neural network for 
use as a model for technical diagnostics. Using the developed method to increase the accuracy of the neuromodel with a test sample 
by 20%, depending on the computing resources used. 

Conclusions. The conducted experiments confirmed the operability of the proposed mathematical software and allow us to rec-
ommend it for use in practice in the synthesis of pulsed neural networks as the basis of diagnostic models for further automation of 
tasks of diagnostics, forecasting, evaluation and pattern recognition using big data. Prospects for further research may lie in the use of 
a neuropathic mechanism for indirect encoding of pulsed neural networks, which will provide even more compact data storage and 
speed up the synthesis process. 

KEYWORDS: spiking neural network, topology, pattern, evolution, synthesis, artificial neural networks, diagnostics. 
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ABSTRACT 

Context. The problem of image classification algorithms vulnerability to destructive perturbations has not yet been definitively 
resolved and is quite relevant for safety-critical applications. Therefore, object of research is the process of training and inference for 
image classifier that functioning under influences of destructive perturbations. The subjects of the research are model architecture 
and training algorithm of image classifier that provide resilience to adversarial attacks, fault injection attacks and concept drift. 

Objective. Stated research goal is to develop effective model architecture and training algorithm that provide resilience to 
adversarial attacks, fault injections and concept drift. 

Method. New training algorithm which combines self-knowledge distillation, information measure maximization, class 
distribution compactness and interclass gap maximization, data compression based on discretization of feature representation and 
semi-supervised learning based on consistency regularization is proposed.  

Results. The model architecture and training algorithm of image classifier were developed. The obtained classifier was tested on 
the Cifar10 dataset to evaluate its resilience over an interval of 200 mini-batches with a training and test size of mini-batch equals to 
128 examples for such perturbations: adversarial black-box L∞-attacks with perturbation levels equal to 1, 3, 5 and 10; inversion of 
one randomly selected bit in a tensor for 10%, 30%, 50% and 60% randomly selected tensors; addition of one new class; real concept 
drift between a pair of classes. The effect of the feature space dimensionality on the value of the information criterion of the model 
performance without perturbations and the value of the integral metric of resilience during the exposure to perturbations is 
considered. 

Conclusions. The proposed model architecture and learning algorithm provide absorption of part of the disturbing influence, 
graceful degradation due to hierarchical classes and adaptive computation, and fast adaptation on a limited amount of labeled data. It 
is shown that adaptive computation saves up to 40% of resources due to early decision-making in the lower sections of the model, but 
perturbing influence leads to slowing down, which can be considered as graceful degradation. A multi-section structure trained using 
knowledge self-distillation principles has been shown to provide more than 5% improvement in the value of the integral mectric of 
resilience compared to an architecture where the decision is made on the last layer of the model. It is observed that the dimensionality 
of the feature space noticeably affects the resilience to adversarial attacks and can be chosen as a tradeoff between resilience to 
perturbations and efficiency without perturbations. 

KEYWORDS: image classification, robustness, resilience, graceful degradation, adversarial attacks, faults injection, concept 
drift. 

 
ABBREVIATIONS 

CE is a Cross-Entropy Function; 
CIFAR is a Canadian Institute for Advanced Research 

dataset; 
CMA-ES is the сovariance matrix adaptation 

evolution strategy optimization algorithm; 
CNN is a Convolutional Neural Network; 
GAN is a Generative Adversarial Network; 
FIFO is a First In, First Out queue organization; 
MED is a Median value of array; 
IRQ is a Interquartile Range value; 
KL  is a Kullback-Leibler divergence function. 
 

NOMENCLATURE 

UD  is the unlabeled images for training and testing; 

SD  is the labeled images for training and testing; 

n  is a number of unlabeled examples; 
K  is a size of set of classes; 

kn  is a number of labeled examples of k-th class; 

1
e  is a 1 -th parameter which impacts on feature 

representation; 

2
f  is a 2 -th parameter which impacts on efficiency 

of decision rules; 

k  is a false positive rate for k-th class; 

k  is a false negative rate for k-th class; 

1,kD  is a true positive rate or sensitivity for k-th class; 

2,kD  is a true negative rate or specificity for k-th 

class; 
J  is a function of information criteria; 

J  is a class-wise averaged value of information-based 
classifier efficiency criterion; 

0J  is a performance at normal functioning that 
introduced for mapping integral metric of resilience to a 
value between 0 and 1; 
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cT  control time period which can be set a priori and 

estimated as the mean time between adverse events or 
maximum allowable recovery time; 

G  a search domain for optimal parameter values; 
T  a confidence threshold; 
  a coefficient to regulate tradeoff between 

performance without perturbation and resilience under 
perturbations; 

k  membership function that represent confidence in 

the forecast of input sample belonging to the k -th class; 

iz  is a binary feature representation of i -th example 

at the feature extractor output; 
( )dist   is a Euclidean Squared distance; 

kz  is a trainable k -th class prototype; 

N  is a dimension of high-level feature space; 

kr  is a trainable scale factor for radius of 

hyperspherical decision boundary (container) of k -th 
class, (0;1)kr  ; 

INFL  is a loss function based on information 

criterion; 

oH  is a priori entropy for two alternative decision 

systems; 
H  is a posteriori entropy, which characterizes the 

residual uncertainty after decision-making; 

kTP  is a numbers of true positives for decision rule of 

k -th class; 

kTN  is a numbers of true negatives for decision rule 

of k -th class; 

kFP  is a numbers of false positives for decision rule 

of k -th class; 

kFN  is a numbers of false negatives for decision rule 

of k -th class; 
  is a constant added for numerical stability, 

610  ;  

iy  is class labels for i-th example after one-hot 

encoding;  

MBn  is a size of mini-batch; 

ˆiy  is the value of the smoothed membership function 

for the i-th sample to each class; 
relu  is an activation function RELU; 
  is the component-wise multiplication sign 

(Hadamard product); 

d  is the averaged value of the normalized distance 
between the prototypes of the classes; 

r  is the averaged value of the scaling factor of the 
radius of the class container; 

z  is a feature presentation of the first augmented 
version of the input sample ix ; 

z  is a feature presentation of the second augmented 
version of the input sample ix ; 

( )kq   is an assessment of the probability of belonging 

the feature representation of input image to the k -th class 
container; 

  is a temperature parameter that controls the 
dynamic range of the similarity function; 

( )dist
kq   is an assessment of the probability of 

belonging the feature representation of input image to the 
to k -th class; 

S  number of sections of multi-sectional classifier 
model; 

e  is a column matrix of ones, [1, 1, ..., 1]Te  ; 

Hadamard  is a square matrix whose entries are 
either +1 or −1 and whose rows are mutually orthogonal; 

INF  is a coefficient for regulating the influence of 

the information criterion based component to the resulting 
loss; 

CCL  is a coefficient for regulating the impact of 

contrastive-center loss to the resulting loss; 

C  is a coefficient for regulating the impact of 

average distance between class prototypes and average 
radius of separate hypersurface class boundaries 
(container) to the resulting loss; 

FSD  is a coefficient for regulating the impact of 

feature-level self-knowledge distillation to the resulting 
loss; 

CSD  is a coefficient for regulating the impact of 

classifier-level self-knowledge distillation to the resulting 
loss; 

D  is a coefficient for regulating the impact of 

discretization error of feature representation to the 
resulting loss; 

out
UCE  is a coefficient for regulating the impact of 

consistency regularization based on unlabeled examples 
which hits out of class containers to the resulting loss; 

in
UCE  is a coefficient for regulating the impact of 

consistency regularization based on unlabeled examples 
which hits into class containers to the resulting loss; 

2UL  is a regularization coefficient for regulating the 

impact of Euclidean distance between feature 
representations from last layer and intermediate sections 
to the resulting loss. 

 
INTRODUCTION 

Image classification is one of the most widespread 
tasks in the field of artificial intelligence. Classification 
analysis of visual objects is often a component of safety-
critical applications, such as autopilots of public transport 
and combat drones and medical diagnostics. It is used in 
production processes, monitoring traffic flows, inspection 
of infrastructure and industrial facilities and other similar 
tasks. Therefore, there is a need to ensure the resilience of 
artificial intelligence algorithms to destructive 
perturbations such. In the case of artificial intelligence for 
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image classification, specific perturbations such as 
adversarial attacks or noise, faults or fault injection 
attacks, as well as concept drift and out-of-distribution 
increase aleatoric and epistemic uncertainty and its 
involve a decrease in the productivity of the intellectual 
algorithm [1–3].  

The resilience of the image classifier to perturbations 
is primarily ensured by achieving robustness for 
absorption of a certain level of destructive influences and 
implementing the graceful degradation mechanism to 
achieve the most effective behavior in conditions of 
incomplete certainty [1]. Data analysis models need to be 
continuously improved to take into account the non-
stationary environment and new challenges. That is why 
the ability of the model to quickly recover performance 
by adapting to destructive effects and improve to increase 
the efficiency of subsequent adaptations are equally 
important components of resilience [2]. Recovery and 
improvement mechanisms are developed within the 
framework of the continual learning and meta-learning 
frameworks [4, 5]. 

Achieving a certain level of resilience is predicated 
upon the introduction of a certain resource and functional 
redundancy into the system, but in practice there are 
always resource constraints [6]. When designing and 
operating resilient systems taking into account resource 
constraints, the principles of rational resilience 
(affordable resilience) are often used. This involves 
achieving an effective balance between the system’s 
lifecycle costs and the technical characteristics of the its 
resilience [7]. Researchers are trying to improve the 
resource efficiency of the inference by using biologically 
inspired cognitive mechanisms or adaptive computation 
based on cascade and multi-branch models [8, 9]. 

Separate components of resilience to certain types of 
destructive influences have been researched in many 
scientific papers, but the complex influence of multiple 
destructive factors at once had still not been considered 
[1–3]. In addition, machine learning algorithms for 
classification analysis of images that simultaneously 
implement such components of resilience as robustness, 
graceful degradation, recovery and improvement have not 
yet been proposed. Not all implementations of these 
components are compatible, especially under resource 
constraint conditions. 

The object of research is the process of training and 
inference for image classifier that functioning under 
influences of destructive perturbations.  

The subjects of the research are model architecture 
and training algorithm of image classifier that provide 
resilience to adversarial attacks, fault injection attacks and 
concept drift.  

The research goal is development an effective model 
architecture and training algorithm of image classifier that 
provide resilience to adversarial attacks, fault injections 
and concept drift.  

 
 
 

1 PROBLEM STATEMENT 

Let { | 1, }U
U jD x j n   is set of unlabeled images 

and ,{ | 1, ; 1, }S
S k j kD x k K j n    is set of labeled 

images for classifier training and testing, where n  is 
number of unlabeled examples and kn  is number of 

examples of k -th class. Is this case class index m  can be 
composite form for implement hierarchical labeling for 
class hierarchy. Moreover, the structure of the vector of 
model parameters is known 
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In this case, the constraints 

1 1 11( ,..., ,..., ) 0R e e e    , 

2 2 21( ,..., ,..., ) 0R f f f     are impose on parameters. 

These inequalities may include resource constraints, 
necessitating the development of resource-efficient 
algorithms. 

It is necessary to find by machine learning an optimal 
values of parameters g  (1) that provide tradeoff between 

maximum of class-wise averaged value of information-

based efficiency criterion J  and value of integrated 
metric R  for resilience quantification on control time 
period cT : 
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2 REVIEW OF THE LITERATURE 

The problem of image representation and image 
classification analysis remains an active research topic 
due to its relevance in safety-critical applications which 
require resilience to challenging operating conditions [2, 
10]. Basic principles of system resilience to destructive 
perturbations are formulated in [6, 7]. These presuppose 
the existence of mechanisms of perturbation absorption, 
perturbation detection, graceful degradation, restoration 
of productivity and improvement. Research [1, 2, 3] 
studied vulnerability of artificial intelligence algorithms, 
identifying the following destructive effects: noise and 
adversarial attacks, faults and fault injection in the 
environment of intelligent algorithm deployment, concept 
drift and emergence of novelty, i.e., test examples that out 
of distribution of training data. 
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The ability to absorb destructive perturbations is 
called robustness. There are many methods and 
approaches to increase robustness to adversarial attacks. 
Some researchers separate methods for ensuring 
robustness to competitive attacks into the following 
categories : gradient masking methods, robustness 
optimization methods and methods of detecting 
adversarial examples [11]. Gradient masking includes 
some input data preprocessing methods (jpeg 
compression, random padding and resizing), thermometer 
encoding, adversarial logit pairing), defensive distillation, 
randomly choosing a model from a set of models or using 
dropout, and the use of generative models (ie, 
PixelDefend [12] and Defense-GAN [13]). However [14] 
demonstrated inefficiency of gradient masking methods. 
Robust optimization approach includes adversarial 
training, regularization methods which minimize the 
effects of small perturbations of the input (such as 
Jacobian regularization or L2-distance between feature 
representations for natural and perturbed samples), and 
provable defenses (ie, Reluplex algorithm [15]). Finally, 
yet another approach lies in developing an adversarial 
examples detector to reject such examples at the input of 
the main model. However, Carlini and Wagner [16], 
rigorously demonstrate that the properties of adversarial 
examples are difficult and resource-intensive to detect. In 
[11] it was proposed to divide the methods of protection 
against adversarial attacks into two groups, implementing 
two separate principles : methods of increasing intra-class 
compactness and inter-class separation of feature vectors 
and methods of marginalization or removal of non-robust 
image features. This work [17] emphasize the possibility 
for further development of these basic principles and their 
combination, taking into account other requirements and 
constraints. 

There are three main approaches to ensure robustness 
to the injection of faults in the computing environment 
where neural networks are deployed : introduction of 
explicit redundancy [18], learning algorithm modification 
[19] and architecture optimization [19]. Faults are 
understood as accidental or intentional bit flips in memory 
which stores the weights or the original value of the 
neuron. The introduction of explicit redundancy is 
achieved, as a rule, by duplication of critical neurons and 
synapses, uniform distribution of synaptic weights and 
removal of unimportant weights and neurons. It is also 
possible to increase the robustness of the neural network 
to the injection of faults at the stage of machine learning 
by adding noise, perturbations or injecting direct faults 
during training. The same can also be achieved by 
including a regularization (penalty) term in the 
performance measure to indirectly incorporate faults in 
conventional algorithms [20]. Optimizing the architecture 
to increase robustness means minimizing the maximum 
error at the output of the neural network for a given 
number of inverted bits in memory where weights or 
results of intermediate calculations are stored. Authors of 
research [20] solved this problem with evolutionary 
search algorithms or Neural Architecture Search tools. 

However, architecture optimization is traditionally a very 
resource-intensive process. 

Papers [21, 22] propose methods of domain 
randomization and adversarial domain augmentation 
which increase the robustness of the model under 
bounded data distribution shifts. Domain randomization is 
the generation of synthetic data with amount of variations 
large enough so that that real world data is viewed as 
simply another domain variation [21]. This can include 
randomization of view angles, textures, shapes, shaders, 
camera effects, scaling and many other parameters. 
Adversarial domain augmentation creates multiple 
augmented domains from the source domain by 
leveraging adversarial training with relaxed domain 
discrepancy constraint based on Wasserstein Auto-
Encoder [22]. Transfer learning and multi-task learning 
also reinforce resistance to out-of-distribution 
perturbations. However, if there is a real concept drift in 
the data stream, there is a need to detect such a situation 
and implement reactive mechanisms to adapt [23]. There 
are studies on adaptation to real concept drift, but the lack 
of labels for test data or a significant delay in obtaining 
them remains a challenge. 

Adversarial attacks, error injections, concept drift and 
out-of-distribution examples cannot always be absorbed, 
so the development of reactive resilience mechanisms, 
namely graceful degradation, recovery and improvement, 
remains relevant [2, 6]. The implementation of these 
mechanisms is often associated with the need to detect the 
perturbation. The most successful methods of detecting an 
adversarial and out-of-distribution samples and concept 
drift are based on the analysis of high-level feature space 
using a distance-based confidence score or prototype-
based classifier [24, 25]. In [25], the mechanism for 
detecting faults affecting inference is based on the 
calculation of the reference value of the contrastive loss 
function on test diagnostic samples of data in the absence 
of faults. To detect faults, the current value of the contrast 
loss function for diagnostic data is compared with the 
reference value. In research [27] is proposed mechanisms 
of Nested Learning and Hierarchical Classification, 
particularly useful for the implementation of the 
mechanism of graceful degradation. 

In [28], consider algorithms for adapting models to 
destructive perturbations, where the principles of active 
learning or contrastive learning are used to increase the 
speed of adaptation by reducing the requirement for 
labeled data in quantities. Semi-supervised learning 
methods are proposed in [29] for the simultaneous use of 
both labeled and unlabeled data in order to accelerate 
adaptation to concept drift. The methods of lifelong 
learning, which allow to continuously accumulate 
knowledge from different tasks and improve, as well as 
different reminder mechanisms helping avoid catastrophic 
forgetting problem are considered in [5]. Various 
approaches to the implementation of meta-learning to 
improve the effectiveness of adaptation are covered in [4]. 
The paper considers the principle of self-distillation for 
training neural networks which can implement adaptive 
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calculations and speed up the inference mode as the 
learning efficiency of the lower layers of the neural 
network grows. 

Thus, there are numerous studies of separate 
principles of resilience of data classification models, but 
there are virtually no works which consider their 
coterminous combination. However, in systems analysis, 
there are studies related to the provision of affordable 
resilience [7] which are particularly relevant for data 
analysis systems operating under resource constraints. 

 
3 MATERIALS AND METHODS 

When building the model, we aim to implement the 
main characteristics of resilience: robustness, graceful 
degradation, recovery and improvement. The model is 
based on the following principles: 

– hierarchical labeling and hierarchical classification 
to implement the principles of graceful degradation by 
coarsening the prediction with a more abstract class with 
reasonable confidence when classes at the bottom of the 
hierarchy are recognized with low confidence level; 

– combining the mechanisms of self-knowledge 
distillation and nested learning to increase the robustness 
of the model by increasing the informativeness of the 
feedback for the lower layers at the training stage and 
accelerate inference by skipping high-level layers for 
simple samples at inference stage; 

– prototype and compact spherical container formation 
for each class to simplify detection of out-of-distribution 
samples and concept drift; 

– using memory FIFO-buffer with limited size to store 
labeled and unlabeled data with corresponding values of 
loss function obtained by inference for implementation 
diagnostic and recovery mechanism. 

These principles should ensure resource-efficiency 
because the model will have small branches for 
intermediate decisions, which introduces minimal 
redundancy, since the main part of the feature extractor 
body is shared between intermediate classifiers. In 
addition, the size of the data buffers can be set to an 
acceptable capacity from the point of view of resource 
constraints. 

Fig. 1 depicts the architecture of the resilient classifier 
with sectional design. Sections consist of ResBlocks of 
the well-known ResNet50 architecture. ResNet50 
architecture also provided the inspiration for the 
Bottleneck module, serving to mitigate the impacts 
between each classifier of the lower sections, and to add 
distillation knowledge from the high-level feature map to 
the lower-level feature maps. The output of each section 
is used to construct a separate classifier. Each classifier 
receives feedback from the data labels and the last layer. 
Feedback from the last layer, denoted by a dotted line, 
ensures the implementation of the principle of self-
knowledge distillation.  

A set of prototype vectors is constructed for the 
classification analysis of the feature representation of 
each section output. Prototype vectors are not fixed, they 
are determined in the training process together with 
weights of feature extractor. To implement the graceful 
degradation principle, prototypes can belong to different 
levels in the hierarchy according to the hierarchy of 
labeling. In the example provided, a 2-level hierarchy is 
used. To increase immunity to noise and implementation 
of the information bottleneck, we approximate the feature 
representation to a discrete form, which is why the output 
of the feature extractor of each section uses the sigmoid 
layer and the corresponding regularization in the training 
algorithm. 
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Figure 1 – Resilient classifier model 
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The radius of hyperspherical containers of classes is 
optimized for each prototypical classifier. Container radii 
are stored in memory to detect high levels of uncertainty 
when making decisions. Test samples outside the class 
containers become candidates for incremental learning 
using unlabeled samples and trigger a request for manual 
labeling (active learning) to be performed at a later stage. 
Controlling for the samples outside the class container can 
also be used for real concept drift and out-of-distribution 
detection. 

After updating the weights and parameters of the 
model, the diagnostic dataset and the corresponding value 
of the loss function must be stored (or updated) in 
memory. After that, a subset of diagnostic data should be 
passed along for processing together with the test samples 
in each batch. This will allow comparison of the past and 
present values of the loss function to detect errors or 
injection faults in the memory of the neural network 
weights. Where the difference between past and present 
values of the loss function exceeds a certain threshold 

0.01   a neural network fine-tuning algorithm utilizing 
the diagnostic data needs to be initiated to bring this 
difference under a threshold 0.001  . 

Multi-section structure of the model with intermediate 
classifiers allows implementing adaptive calculations, 
allowing accelerating the recognition of simple images. 
At the same time, as the model is continually trained, it 
becomes faster due to increased recognition confidence of 
the lower section classifiers. This, in turn, will allow the 
rest of the high-level sections of the model to be skipped. 
The following rules for classification analysis in the 
adaptive calculations framework are proposed: 

– Neural network calculations are performed 
sequentially, section by section; 

– high-level sections can be skipped if in the output of 
the current section the maximal value of the membership 
function to a particular class of the lower hierarchical 
level exceeds the confidence threshold T ; 

– if the maximal value of membership function of any 
of the hierarchical levels of the classifier at the output of 
the current section has not increased compared to the 
previous section, then the subsequent calculations can be 
omitted; 

– where any of the conditions of omission of the 
subsequent sections are fulfilled or the classifier in 
question is the last classifier in the model and the 
maximal value of the membership function of the lower 
hierarchical level does not exceed the confidence 
threshold, the higher level in the hierarchy is checked; 

– where a class with a sufficient confidence level has 
not been identified, a decision is refused, a request for a 
manual labeling is generated, and the corresponding 
sample is designated as suitable for unsupervised tuning. 

The confidence in the forecast of i -th sample 
belonging to the k -th recognition class, is determined by 
the following membership function 

 

  
( , )

( ) 1 i k
k i

k

dist z z
z

N r
  


. (5) 

 
If maximum value of the function (1) for an input 

unlabeled sample iz  is less than zero, such a forecast 

should not be trusted and such sample should be added to 
the buffer of unlabeled data outside the training 
distribution. Where the input unlabeled sample falls into 
one of the containers of the recognition classes (at any of 
the levels), it should be added to the in-class unlabeled 
data buffer within the training distribution. Unlabeled 
sample buffers can be used for training with pseudo-
labeling, soft-labeling or for consistency regularization. 

Where the model was trained, but in the buffer of the 
new labeled data an occurrence of n  samples of the c -th 
class misallocated during forward propagation to k -th 
class container is detected, the real concept drift is 
recognized. 

To avoid catastrophic forgetting in the context of 
concept drift or emergence of a new recognition class a 
reminder function is implicitly implemented. Such 
function is based on unlabeled data buffers and 
prototypical vectors in feature space, which are changing 
slowly. Upper layers knowledge distillation mechanism 
also serves the same purpose. 

Data from unlabeled data buffer can be moved to the 
labeled data queue after the feedback on their actual 
affiliation with the classes is received. The priority of 
specific samples being recommended for manual labeling 
depends on the value of the membership function (1). 

During the development of the training algorithm, we 
aim to ensure the robustness, graceful degradation, 
recovery and improvement. To this end, the training 
algorithm will be based on the following principles : 

– accounting for the hierarchy of data labeling and 
hierarchy class prototypes by calculating the loss function 
separately for each level of the hierarchy to provide 
graceful degradation at inference; 

– implementation of self-knowledge distillation, i.e., 
distillation of knowledge from the high-level layer 
(section) of the model down to lower layers (sections) as 
additional regularization components to increase 
robustness and provide adaptive calculations in inference 
mode; 

– increasing the compactness of the distribution of 
classes and the buffer zone between classes to increase 
resistance to noise, outliers, and adversarial attacks in turn 
as additional distance-based regularization component; 

– penalization of discretization error (compression to 
binary form) of the feature representation as a way for 
implementing an information bottleneck to improve the 
robustness and informativeness of the feature 
representation; 

– implementation of reactive mechanisms for rapid 
performance recovery under perturbations based on the 
fine-tuning weights on diagnostic data to eliminate the 
effects of detected faults, reset (re-initialization) 
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prototypes of drifting or new classes, use of new 
unlabeled data for consistency regularizing; 

– ability to effectively use both labelled and unlabeled 
data samples to speed up adaptation with a limited 
quantity of labelled data, which usually comes with a 
significant lag;  

– avoidance of catastrophic forgetting when adapting 
to perturbations without full retraining by implementing a 
reminding mechanism utilizing the data buffers, class 
prototypes and distillation feedback of the upper layers. 

The proposed training method consists of two main 
stages : 

– preparatory training the model on labeled and 
unlabeled data using a semi-supervised regime; 

– adaptation to perturbation with semi-supervised 
supervision and active learning feedback. 

The main criterion for learning in both cases is the 
information measure. The loss function based on the use 
of the information measure has the form:  
 
  1INFL J  .  (6) 

 
The normalized modification of C. Shannon’s 

entropy-based information measure is used as the 
criterion of the recognition efficiency of the k -th class 
and calculated by the formula [30]  
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A separate hyperspherical surface is built for each 

class in the radial basis feature space. The accuracy 
characteristics of the hyperspherical decision boundary 
for each class can be calculated on the basis of statistical 
tests as follows : 
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Procedures for calculating statistical tests are not 

differentiable, so in the training mode their smoothed 
versions can be used instead [31] 
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Admissible domain of criterion function (7) is 

bounded by inequalities 1, 0.5kD   and 2, 0.5kD  , or 

0.5k   and 0.5k  . In order to take into account the 

admissible domain of function (7) in the optimization 
procedure based on error backpropagation method it is 
proposed to perform the following operations when 
calculating the loss function [30]: 

 
   1, 1,max( , 0.5)k kD D , (17) 

   2, 2,max( , 0.5)k kD D ,  (18) 

   min( , 0.5)k k   ,  (19) 

   min( , 0.5)k k   . (20) 

 
To increase the сompactness of class distribution and 

inter-class gap in feature space it is proposed to use the 
contrastive-center loss function that calculated for labeled 
training samples [32] 
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To optimize boundaries of classes it is proposed to use 

additional regularization component CL  that connects the 

average distance between class prototypes and the 
average radius of separate hypersurface class boundaries 
(container) 
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To speed up adaptation to changes, unlabeled data 

examples can be used in consistency regularization [29]. 
In this case, unlabeled data is divided into two groups : 
unlabeled examples that fall into the class containers; 
unlabeled examples that out of all class containers. 

It is proposed to use unlabeled data that fall into the 

class containers in regularization component in
UCEL  which 

can be calculated by following formulas: 
 

   ( , 1), ( , 1)in
UCE i iL CE q z q z       , (25) 
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Certain portions  (<10%) of unlabeled data, which 

fall into class containers and have maximum values of 
( )iq z , can be pseudo-labeled with the corresponding 

classes. Such pseudo-labeled data can be included in 
every mini-batches during training. 

Unlabeled examples that out of all class containers 
may be examples of unknown classes or result of concept 
drift. In this case, soft-labeling ( )dist

k iq z  based on 

distances to prototype of known classes should be used in 

consistency regularization component out
UCEL : 

 

  ( ), ( )out dist
UCE i iL CE q z q z ,  (27) 
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Consistent regularization can be performed not only at 

the level of the classification module, but also at the level 
of features. The corresponding regularization component 

2ULL  of the loss function is calculated by the formula 

 

   2 ,UL i iL dist z z  . (29) 

 
Kullback-Leibler divergence loss  CSDL  and 2L  loss 

from hints FSDL  and calculated based on the S -th (last) 

output of the model and the s -th output (intermediate) of 
the model are used in additionally for self-knowledge 
distillation 

 

  ( , )s S
FSD i iL dist z z , (30) 

   ( , ), ( , )s S
CSD i iL KL q z q z    . (31) 

 
A regularization component which penalizes the 

discretization error of feature representation is introduced 
in addition to implement the information bottleneck [30] 

 

 ( )Т
D i iL z e z  .  (32) 

 
The initial values of the parameters of the lower level 

class prototypes are initialized on the basis of the 
Hadamard matrix using the principle of label smoothing. 
For this first the dimensionality of the Hadamard matrix is 
determined  log ( )ceil N

HadamardN   , where ()сeil  is the 

function rounding a number to a larger integer value. All 
values less than 0 are replaced by 0, ie 

 max , ( )HadamardZ Hadamard N   subsequently. As the 

next step, to facilitate the process of adapting the class 
prototype to the data structure, the proposed approach 
uses label smoothing. This is performed according to the 
formula * . .      Z Z , as a result of which the 1’s 
will turn into 0.87, and the 0s into 0.15. K of the first 
vectors truncated by N first features , ie 

[ : , : ]z Z K N    are then selected from the resulting 

matrix. The trainable scale factor kr  for radius of 

hyperspherical decision boundary (container) of k -th 
class is initialized with a value of half of Plotkin’s Bound, 
divided by the dimensionality of the feature space  

 

  
1 1
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N K K

r
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.  (33) 

 
Appearance of a sample with a label indicating a new 

( K )-th lower-level class necessitates a formation of a 
new prototype for the class Kz   with the corresponding 

initial values of the radius scale factor 1Kr  . This is 

achieved by selecting the nearest vector from the 
remaining unused rows of a modified Hadamard matrix 
Z  , where the proximity is determined on the basis of 
Euclidean Squared distance. Initial value of Radius scale 
factor for the new class is also determined by formula 
(14), but taking into account the new number of classes. 

Each coordinate of the prototype of the upper 
hierarchical level is initialized by copying the 
corresponding coordinate of one of the prototypes of the 
lower level, selected at random. Initial class radius of the 
upper hierarchical level is determined by formula (14) 
taking into account the number of classes at this level. 

Where a real concept drift is recognized, prototypes of 
drifting classes are populated with random numbers from 
the range [0; 1]. 

The resulting loss function is formed by the sum of the 
above components, averaged by sections of the model and 
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levels of class hierarchy, with coefficients that regulate 
the impact of individual components depending on the 
training regime. 

The following combined loss function averaged over 
hierarchical levels and model sections is suggested for 
supervised learning 

 
  S INF INF CCL CCL C C FSD FSDL L L L L          

  CSD CSD D DL L   .  (34) 

 
When new labeled data appear, they are combined 

with unlabeled data from FIFO-buffer to implement 
continuous adaptation using the loss function 
 
  2 2

out out in in
TOTAL S UCE UCE UCE UCE UL ULL L L L L       .   (35) 

 
Default values of coefficients are proposed as 

follows : 1.0INF  , 1.0CCL  , 0.001C  , 

0.01FSD  , 0.1CSD  , 0.001D  , 0.1out
UCE  , 

0.1in
UCE  , 2 0.01UL  . 

 
4 EXPERIMENTS 

The Cifar10 dataset was chosen for experimental 
research because it is publicly available and its images are 
small in size, which speeds up experimental research. The 
classes of this dataset can be arranged in a hierarchical 
structure. For example, the first upper level class will be 
the animal class, which includes the subclasses bird, cat, 
deer, dog, frog and horse. The second upper level class 
will be the vehicle class, which includes airplane, 
automobile, ship and truck subclasses. Therefore, 12 
prototype vectors will be used at the output of the 
classifier of each section, of which 2 for upper level 
prototypes and 10 lower level prototypes. For all 
experiments, the chosen confidence threshold, considered 
sufficient to make a decision, is .T    . The Cifar10 
dataset consists of 50,000 training images and 10,000 test 
32x32 color images distributed evenly between 10 
classes. For convenience of the analysis for training of 
base model we will use 70% of training data to form 
dataset_base, and use the remaining 30% for additional 
dataset_additional training dataset.  

As a result of perturbations, there is a notable decrease 
in model performance. To test the ability to recover, we 
define recovery as the state of reaching 95% of the 
performance level observed prior to perturbation. The 
control interval is set at СT    to ensure testing on the 

full volume of test data. During recovery, each test mini-
batch is preceded by a training mini-batch. The size of the 
mini-batch is equal to 128 examples. 

To test the model for resistance to faults and the 
ability to recover, it is suggested to use the TensorFI2 
library, which is capable of simulating software and 
hardware faults. In the experiment, it is proposed to 
consider the influence of the most difficult to absorb type 
of faults by generation of random bit inversion (bit-flip 

injection) in each layer of the model. A fixed share of 
tensors is randomly selected (fault rate) and 1 bit is 
randomly selected from them to be inverted. For 
diagnostics and recovery, along with test data, diagnostic 
data is added to the input of the model in each mini-batch. 
Diagnostic data are generated from the dataset_additional 
set and data quantity is equal to the size of 128 examples. 

Different model weights have different importance 
and impact on model performance. In addition, a fault in 
the higher bits of tensor value leads to a greater distortion 
of the results than a fault in the lower bits. Therefore, 
statistical characteristics should be used to evaluate and 
compare the model’s resilience to different proportions of 
damaged tensors. The statistical characteristics are 
derived from a large number of experiments, where bits 
and tensors for inversion are chosen randomly from a 
uniform distribution. For simplicity, we can consider the 
median value (MED) and interquartile value (IRQ) of the 
integral metric of classifier’s resilience for the classes of 
the upper and lower hierarchical level, calculated after 
1000 experiments. We can also consider the influence of 
the dimensionality of the feature space. 

To test the model for resistance to noise and 
adversarial attacks, it is suggested not to rely on gradients 
or other features of the model architecture and learning 
algorithm. Instead testing will be carried out on the basis 
of black box attacks. To assess the level of disturbances, 
the resistance to which is tested, it is necessary to choose 
a metric. In practice, such metrics as L0-norm, L1-norm, 
L2-norm and L∞-norm have become widespread. 
However, only L0-norm and L∞-norm impose restrictions 
on the spatial distribution of noise, which prevents the 
formation of distorted samples that are incorrectly 
classified even by humans. In addition, the selection of 
the perturbation level by the metric L0-norm or L∞-norm 
does not depend on the size of the image, which is 
convenient for comparison. Covariance matrix adaptation 
evolution strategy (CMA-ES) using the L∞ metric [33] is 
chosen as an evolutionary attack strategy for our 
experiments. Classifier efficiency measurements are 
performed on perturbed test samples, with each mini-
batch of perturbed test data created on the basis on the 
actual model. At the same time, mini-batches of perturbed 
data from the dataset_additional set are created, and 50% 
of them are provided with data labels for active learning 
emulation. Perturbed data from the dataset_additional set 
is not involved in measuring the model’s efficiency, but is 
used to adapt it to disturbances of this type. 

Resilience testing to the appearance of new classes 
and to the concept drift is performed on the classes of 
lower hierarchical level. Each of the classes will be 
considered as a new class in turn. Likewise, real concept 
drift will be examined between any pair of classes. 

 
5 RESULTS 

Fig. 2 shows an example of model performance 
recovery curves for classes of the lower hierarchical level 
with the feature space dimension N=64 after fault 
injection. The vertical axis corresponds to the value of the 
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information criterion averaged over the set of the classes, 
and the horizontal axis corresponds to the number of test 
iterations of the trained model on the dataset_base set. 
The first 50 iterations take place without fault injection, 
and on the 51st iteration, 4 versions of the model are 
generated with a different proportion of tensors with an 
inverted bit in a random position, i.e. _ fault rate  

{0,1; 0,3; 0,5; 0,6} . Therefore only 4 recovery curves of 

the model’s performance are presented below.  
 

 
 

Figure 2 – Example of performance recovery curves after fault 
injection computed for low-level classes with information 

measure as performance metric  
 
Table 1 below shows the experimental data after 

testing the resilience of the model to the faults injection, 
where J  is the average value of the information criterion 

before the impact of the fault injection, averaged over the 
set of the classes, N is the selected dimension of the 
features. In this case, the table shows the data collected 
for different hierarchical levels of the model. The 
hierarchical level number is denoted by the symbol H . 

 
Table 1 – Experimental data of model resilience to the faults 

injection testing 
H N fault rate MED(R) IRQ(R) J  

1 64 0.1 0.981 0.021 0.992 
1 64 0.3 0.952 0.019 0.992 
1 64 0.5 0.883 0.020 0.992 
1 64 0.6 – – 0.992 
2 64 0.1 0.978 0.022 0.978 
2 64 0.3 0.945 0.021 0.978 
2 64 0.5 0.873 0.038 0.978 
2 64 0.6 – – 0.978 
1 128 0.1 0.981 0.019 0.985 
1 128 0.3 0.955 0.018 0.985 
1 128 0.5 0.919 0.020 0.985 
1 128 0.6 – – 0.985 
2 128 0.1 0.979 0.021 0.971 
2 128 0.3 0.951 0.022 0.971 
2 128 0.5 0.880 0.019 0.971 
2 128 0.6 – – 0.971 

Analysis of the table 1 shows that if the share of 
damaged tensors reaches 60%, it becomes impossible to 
ensure recovery during processing СT  mini-batches. 

Fig. 2 shows the performance recovery curves, where the 

curve corresponding to the damage of 60% of the tensors 
after 200 iterations does not improve and does not show a 
recovery of 95% of the performance prior to perturbance. 
In addition, the analysis of the table 1 shows that 
increasing the dimensionality of the feature space leads to 
both a slight decrease in the performance of the model 
without disturbances, and a slight improvement in the 
median value of the integral metric of resilience. The 
corresponding interquartile value of the integral metric of 
resilience is in the interval [0.01; 0.04]. 

Fig. 3 shows an example of recovery curves of model 
performance for classes of the lower hierarchical level 
with the feature space dimension N=64 after the 
application of adversarial attacks. The vertical axis 
corresponds to the value of the information criterion 
averaged over the set of the classes, and the horizontal 
axis corresponds to the number of iterations of testing the 
trained model on the dataset_base set. The first 50 
iterations are tested without adversarial attacks, and on 
the 51st iteration, data sets with 4 different threshold 
values of the disturbance level are generated, i.e. 

{1; 3; 5;10}threshold . Therefore, 4 performance 

recovery curves are displayed. 
 

 
 

Figure 3 – Example of performance recovery curves after 
adversarial attack computed for low-level classes with 

information measure as performance metric  
 

Table 2 shows the result of the experimental testing 
the model’s resilience to adversarial L∞ -attacks. 

Analysis of the table 2 shows that if the adversarial 
perturbation level is less than 10, it becomes impossible to 
obtain recovery by processing СT  mini-batches. Fig. 3 

shows performance recovery curves, where the curve 
corresponding to a perturbation level of 10 after 200 
iterations does not provide 95% performance recovery. In 
addition, the analysis of the table 2 shows that an increase 
in the dimensionality of the feature space leads to a slight 
decrease in the efficiency of the model on unperturbed 
data, but also to a noticeable improvement in the median 
value of the integral index of resilience, with 
corresponding interquartile value of resilience being in 
the interval [0.01; 0.03]. Therefore, according to formula 
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(4), the dimension of space N   is a more optimal 
compromise option than lower dimension N   .  

 
Table 2 – Experimental data of the model resilience to 

adversarial attacks testing 
H N threshold MED(R) IRQ(R) J  

1 64 1 0.980 0.017 0.992 
1 64 3 0.955 0.019 0.992 
1 64 5 0.885 0.017 0.992 
1 64 10 0.667 0.027 0.992 
2 64 1 0.978 0.028 0.978 
2 64 3 0.954 0.021 0.978 
2 64 5 0.879 0.017 0.978 
2 64 10 – – 0.978 
1 128 1 0.988 0.018 0.985 
1 128 3 0.967 0.018 0.985 
1 128 5 0.925 0.022 0.985 
1 128 10 0.701 – 0.985 
2 128 1 0.983 0.021 0.971 
2 128 3 0.962 0.021 0.971 
2 128 5 0.905 0.026 0.971 
2 128 10 – –  0.971 

 
A comparison of the averaged information efficiency 

criterion and the integral metric of resilience for different 
hierarchical levels shows that the upper-level classifier is 
characterized by a lower level of uncertainty and exhibits 
a higher level of resilience to disturbances, which allows 
it to be used in graceful degradation mechanisms in case 
of adversarial attacks. 

Fig. 4 shows the performance recovery curve for the 
worst-case variant of the new class and the worst-case 
pair of drifting classes in terms of the model’s resilience 
to these perturbations. 

 

 
 

Figure 4 – Worst cases of performance recovery curves after add 
new class and real concept drift between pair of classes  
 

Analysis of Fig. 4 shows that in both cases the СT  
quantity of mini-batches (iterations) was sufficient for 
recovery. In comparison, learning from scratch required 
more than 100 times more mini-batches (taking into 
account 10 learning epochs and a mini-batch size of 128 
samples). The worst performing new class from the point 

of view of the integral metric of resilience was the “bird” 
class (R=0.88). The worst pair of drifting classes from the 
point of view of the integral metric of resilience were 
“truck” and “automobile” classes with corresponding 
R=0.95.  

Thus, the ability of the proposed algorithm to restore 
performance after exposure to perturbations has been 
experimentally proven. Described method of adaptation to 
adversarial attacks ensures absorption of disturbances of 
this type and amplitude and ensures performance 
recovery. Superior efficiency and resilience of the 
algorithm during the analysis of classes of a higher 
hierarchical level was also confirmed; this forms the basis 
for implementation of graceful degradation mechanisms. 

 
6 DISCUSSION 

The proposed model of the classifier has a multi-
section structure designed to implement adaptive 
calculations and increase the generalization capabilities of 
the model due to self-knowledge distillation. Integral 
metric of model resilience using the outputs of each 
section and the model using the output of only the last 
layer of the model are compared to identify the influence 
of the multi-section structure on the resilience of the 
model. The model with the feature space dimension  
N =64 is considered. 

 
Table 3 – Comparison of the integral metric of resilience for the 

model using the outputs of individual sections and the model 
with a single output in the last layer 

Only single 
output 

Perturbation MED(R) IRQ(R) 

True Fault injection 
(fault_rate=0.3) 

0.891 0.034 

True Adversarial attack 
(threshold=3) 

0.912 0.053 

False Fault injection 
(fault_rate=0.3) 

0.955 0.018 

False Adversarial attack 
(threshold=3) 

0.965 0.021 

 
Analysis of the table 3 shows that the median value of 

the integral metric of resilience for the model using the 
outputs in all sections is 5–6% higher compared to the 
model with a single output on the last layer. 

It is assumed that as the multi-sectional model 
architecture is trained, its computational efficiency of 
inference is improved by saving resources on simple 
examples without perturbations. Fig. 5 shows the 
dependence of the ratio of the average time spent in the 
adaptive mode adapT  to the time of inference across the 

entire network fullT  on the fault_rate (Fig. 5a) and 

maximum amplitude of the adversarial L -attack 

(Fig. 5b).
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a 

 
b 

Figure 5 – Dependence of the average time ratio in the 
adaptive mode to the time of inference across the entire network 

on the factor of influence : a – fault_rate; b – maximum 
amplitude of the adversarial L -attack  

 
Analysis of Fig. 5 confirms the hypotheses that the 

average inference time increases when the amplitude of 
the adversarial attack and the frequency of faults increase 
and vice versa. This can also be considered a mechanism 
of graceful degradation. 

 
CONCLUSIONS 

The scientific novelty of obtained result are the new 
model architecture and the learning algorithm of a 
multilayer classifier with the property of resilience to the 
injection of faults, adversarial attacks, and concept drift. 

The model with the proposed architecture has a multi-
section structure. At the output of each section, a 
hierarchy of optimized prototypes and radii of 
hyperspherical separation boundaries (containers) of 
classes is built, which ensures the absorption of some part 
of disturbances and the graceful degradation. 

A new learning algorithm that combines ideas and 
principles of self-knowledge distillation, maximization of 
compactness of class distribution and interclass buffer 
zone, discretization of feature representation and 
consistency regularization is proposed. Self-knowledge 
distillation is aimed at improving the efficiency of an 
inference by adaptive computing and the mechanism of 
graceful degradation. Consistency regularization is carried 
out both at the level of classification output and at the 
level of features and is used to increase the robustness and 
speed of adaptation to destructive perturbations due to the 
effective use of unlabeled data. At the same time, the 

main component of the loss function is the information 
criterion of the classifier’s effectiveness, expressed as a 
functional of smoothed probability estimates for errors of 
the first and second kind, true positives and true negatives 
tests. 

During testing of the proposed algorithm on the 
Cifar10 dataset, it was found that if the proportion of 
damaged tensors reaches 60%, it is not possible to ensure 
recovery during the processing of mini-batches both for 
the upper and lower levels of class hierarchy. Similarly, if 
the adversarial L -attack perturbation level is 10, it fails 

to recover during mini-batches processing at the lower 
class hierarchy level, but for the upper class hierarchy 
level it is able to achieve 95% recovery of the 
performance obtained on unperturbed samples. In 
addition, it was observed that increasing the 
dimensionality of the feature space leads to a noticeable 
improvement in the median value of the integral mectric 
of resilience. At the same time, the interquartile value of 
the integral metric of resilience is in the interval [0.01; 
0.03]. 

A comparison of the averaged information efficiency 
criterion and the integral metric of resilience for different 
class hierarchy levels shows that the upper level of class 
hierarchy is characterized by a lower level of uncertainty 
and exhibits a higher level of resilience to disturbances, 
which allows it to be used in graceful degradation 
mechanisms under the influence of adversarial attacks. 

The median value of the integral metric of resilience 
of model that uses the outputs of all sections is 5–6% 
higher compared to the model that has a single output on 
the last layer. The multi-section structure of the model 
saves 40% of time on the test dataset, but in the case of 
perturbation influences, the processing slows down a bit. 

The proposed learning algorithms provide adaptation 
to the appearance of a new class and a real concept drift 
between a pair of classes in СT =200 iterations with a 

mini-batch size of 128 examples. The worst class in the 
Cifar10 dataset, from the point of view of the integral 
metric of resilience, if we consider it as a new class, is the 
“bird” class, for which the value R=0.88 was reached. 
The worst pair of drifting classes from the point of view 
of the integral metric of resilience are the “truck” and 
“automobile” classes, for which the value of R=0.95 was 
reached. 

The practical significance of the achieved outcomes 
is formation of a new methodological basis for the 
development of classification analysis algorithms with 
resiliece to adversarial attacks, fault injection and concept 
drift. 

The prospects for further research are the 
development of criteria, models, and methods for 
measuring and certifying the resilience of image 
classification analysis models. 
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AНОТАЦІЯ 
Актуальність. Проблема вразливості алгоритмів класифікаційного аналізу зображень до деструктивних збурень досі не 

була повністю вирішена і є досить актуальною для критичних до безпеки застосувань. Тому об’єктом дослідження є процес 
навчання та формування рішень для класифікатора зображень, що функціонує під впливом деструктивних збурень. 
Предметом дослідження є архітектура моделі та алгоритм навчання класифікатора зображень, що забезпечують стійкість до 
протиборчих атак, інжекції несправностей і дрейфу концепцій. 

Мета дослідження – є розроблення ефективних архітектури моделі та алгоритму навчання, які забезпечують стійкість 
до протиборчих атак, інжекції несправностей та дрейфу концепцій. 

Методи дослідження. Архітектура моделі та алгоритм навчання реалізовані шляхом поєднання ідей і принципів 
самодистиляції знань, максимізації інформаційної міри та компактності розподілу класів, максимізації міжкласового зазору, 
стиснення даних на основі дискретизації ознакового подання, а також  навчання з частковим залученням учителя на основі 
регулярізації узгодженості. 

Результати. Розроблено архітектуру моделі і алгоритм навчання класифікатора зображень. Отриманий класифікатор 
було випробувано на наборі даних Cifar10 для оцінювання його резільєнтності на інтервалі в 200 міні-пакетів із розміром 
навчального і тестового міні-пакету в 128 зразків для таких збурень : протиборчі L∞-атаки чорної шухляди з рівнями 1, 3, 5 
та 10; інверсія одного випадково обраного біту в тензорі для 10%, 30%, 50% та 60% випадково обраних тензорів; додавання 
одного нового класу; реальний дрейф концепцій між парою класів. Розглянуто вплив розмірності простору ознак на 
значення інформаційного критерію ефективності моделі без збурень та на значення інтегрального показника резільєнтності 
під час впливу збурень. 

Висновки. Запропоновані архітектура моделі і алгоритм навчання забезпечують поглинання частини збурюючого 
впливу, витончену деградацію за рахунок ієрархічності класів та адаптивних обчислень, а також швидку адаптацію на 
обмеженій кількості розмічених даних. Показано, що адаптивні обчислення дозволяють економити до 40% ресурсів за 
рахунок раннього прийняття рішень на нижніх секціях моделі, однак збурюючий вплив призводить до уповільнення, що 
можна розглядати як витончену деградацію. Доведено, що багатосекційна структура, що навчається з використанням 
принципів дистиляції само-знань, забезпечує більш ніж на 5% покращення значення інтегрального показника резільєнтності 
порівняно з архітектурою, де рішення приймається на останньому шарі моделі. Помічено, що розмірність простору ознак 
помітно впливає на стійкість до протиборчих атак і може обиратися як компроміс між резільєнтністю до збурень та 
ефективність без впливу збурень. 
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AННОТАЦИЯ 

Актуальность. Проблема уязвимости алгоритмов классификационного анализа изображений к деструктивным 
возмущениям до сих пор не была полностью решена и достаточно актуальна для критических к безопасности применений. 
Поэтому объектом исследования является процесс обучения и формирования решений классификатора изображений, 
функционирующем под влиянием деструктивных возмущений. Предметом исследования является архитектура модели и 
алгоритм обучения классификатора изображений, обеспечивающие устойчивость к состязательным атакам, инжекции 
неисправностей и дрейфу концепций. 

Цель исследования – разработка эффективных архитектуры модели и алгоритма обучения, которые обеспечивают 
устойчивость к противоборствующим атакам, инжекции неисправностей и дрейфа концепций. 

Методы исследования. Архитектура модели и алгоритм обучения реализуются путем сочетания идей и принципов 
самодистилляции знаний, максимизации информационной меры и компактности распределения классов, максимизации 
межклассового зазора, сжатия данных на основе дискретизации признакового представления, а также обучения с частичным 
привлечением учителя на основе регуляризации согласованности. 

Результаты. Разработана архитектура модели и алгоритм обучения классификатора изображений. Полученный 
классификатор был испытан на наборе данных Cifar10 для оценивания его резильентности на интервале в 200 мини-пакетов 
с размером обучающего и тестового мини-пакета в 128 образцов для таких возмущений: состязательные L∞-атаки чёрного 
ящика с уровнями 1, 3, 5 и 10; инверсия одного случайно выбранного бита в тензоре для 10%, 30%, 50% и 60% случайно 
выбранных тензоров; добавление одного нового класса; реальный дрейф концепции между парой классов. Рассмотрено 
влияние размерности пространства признаков на значение информационного критерия эффективности модели без 
возмущений и значение интегрального показателя резильентности во время воздействия возмущений. 

Выводы. Предлагаемые архитектура модели и алгоритм обучения обеспечивают поглощение части возмущающего 
воздействия, изощренную деградацию за счет иерархичности классов и адаптивных вычислений, а также быструю 
адаптацию на ограниченном количестве размеченных данных. Показано, что адаптивные вычисления позволяют экономить 
до 40% ресурсов за счет раннего принятия решений на нижних секциях модели, однако возмущающее влияние приводит к 
замедлению, что можно рассматривать как изощренную деградацию. Доказано, что многосекционная структура, 
обучающаяся с использованием принципов самодистилляции знаний, обеспечивает более чем на 5% улучшение значения 
интегрального показателя резильентности по сравнению с архитектурой, где решение принимается на последнем слое 
модели. Замечено, что размерность пространства признаков заметно влияет на устойчивость к противоборствующим атакам 
и может выбираться как компромисс между резильентностью к возмущениям и эффективностью без возмущений. 

КЛЮЧЕВЫЕ СЛОВА: классификация изображений, робастность, резильентность, утонченная деградация, 
состязательные атаки, инжекция неисправностей, дрейф концепций. 
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ABSTRACT 
Context. Online platforms and environments continue to generate ever-increasing content. The task of automating the 

moderation of user-generated content continues to be relevant. Of particular note are cases in which, for one reason or another, there 
is a very small amount of data to teach the classifier. To achieve results under such conditions, it is important to involve the classifier 
pre-trained models, which were trained on a large amount of data from a wide range. This paper deals with the use of the pre-trained 
multilingual Universal Sentence Encoder (USE) model as a component of the developed classifier and the affect of hyperparameters 
on the classification accuracy when learning on a small data amount (~ 0.05% of the dataset). 

Objective. The goal of this paper is the investigation of the pre-trained multilingual model and optimal hyperparameters influ-
ence for learning the text data classifier on the classification result. 

Method. To solve this problem, a relatively new approach to few-shot learning has recently been used – learning with a relatively 
small number of examples. Since text data is still the dominant way of transmitting information, the study of the possibilities of con-
structing a classifier of text data when learning from a small number of examples (~ 0.002–0.05% of the data set) is an actual problem. 

Results. It is shown that even with a small number of examples for learning (36 per class) due to the use of USE and optimal 
configuration in learning can achieve high accuracy of classification on English and Russian data, which is extremely important 
when it is impossible to collect your own large data set. The influence of the approach using USE and a set of different configura-
tions of hyperparameters on the result of the text data classifier on the example of English and Russian data sets is evaluated. 

Conclusions. During the experiments, a significant degree of relevance of the correct selection of hyperparameters is shown. In 
particular, this paper considered the batch size, optimizer, number of learning epochs and the percentage of data from the set taken to 
train the classifier. In the process of experimentation, the optimal configuration of hyperparameters was selected, according to which 
86.46% accuracy of classification on the Russian-language data set and 91.13% on the English-language data, respectively, can be 
achieved in ten seconds of training (training time can be significantly affected by technical means used). 

KEYWORDS: few shot learning, low-data learning, pre-trained models, USE, neural networks, data mining, data set, text data 
classifier. 

 

ABBREVIATIONS 
USE is a Universal Sentence Encoder; 
SGD is a Stochastic gradient descent; 
RMSProp is a Root Mean Squared Propagation; 
Adam is a Adaptive Moment Optimization. 

 
NOMENCLATURE 

OT is a set of optimizer’s type; 
oT is an element of an set of optimizer’s type; 
P is a parameters set; 
pj is an element of a parameters set; 
Npar is a parameters number; 
P' is a specific parameters set for each training subset; 
M is a toxic messages dataset; 
mi is a toxic message; 
Mk is a training subset of the toxic messages; 
L is a language of dataset; 
S is a size of dataset (in MB); 
NS is a number of records in dataset; 
Ncat is a classification categories number in the data-

set; 

Nsam is a proportion of the original samples in training 
subsample (in %); 

Nep  is a number of executed epochs of neural network 
training; 

Ac is a classification accuracy; 
F() is a function depends on M, Mk, P' which describes 

Ac; 
max is a function F() maximum. 
 

INTRODUCTION 
Deep learning systems using large amounts of data 

have repeatedly shown their effectiveness in a wide range 
of classification problems [1]. However there are often 
situations in which it seems impossible to prepare a suffi-
cient number of marked examples for classifier training or 
requires the involvement of resources that do not justify 
the expected end result. To solve this problem, a rela-
tively new approach to few-shot learning has recently 
been used – learning with a relatively small number of 
examples. Since text data is still the dominant way of 
transmitting information [2], the study of the possibilities 
of constructing a classifier of text data when learning 
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from a small number of examples (~ 0.002 – 0.05% of the 
data set) is an urgent task. 

Another important bonus for improving the efficiency 
of development time will be the ability to classify text 
simultaneously in several of the most popular languages 
using a single model. In particular, this paper investigates 
the results of the model’s work on texts created in Russian 
and English. 

The object of study is the process of toxic message 
classification. 

The subject of study is the investigation of the pre-
trained USE-model on the classification accuracy.  

The purpose of the work is the development and in-
vestigation of the multilanguage classificator on the base 
of pre-trained USE-model.  

 
1 PROBLEM STATEMENT 

The challenge facing the authors of the paper is as 
follows. For each specific set of toxic messages M={mi}, 
where i=1,…, NS, it is necessary to select the training sub-
set MkM and choose the best optimizer type oTOT (with 
the parameter set P={pj}, where j=1, …, Npar) so that spe-
cific parameters values P'P| MkM made it possible to 
achieve the maximum classification accuracy, i.e. 
Ac=F(M, MkM, P') max for each classifier type 
oTOT. An additional condition imposed on the data 
subset is that its amount does not exceed 0.05% of the 
complete dataset, such as Nsam≤0.00005 NS. 

 
2 REVIEW OF THE LITERATURE 

In our previous paper, an overview of typical ap-
proaches used in the development of text data classifiers, 
in particular on the example of the classification of de-
structive messages [3] was made. Special attention was 
paid to the problem of the data preprocessing methods 
affect for learning process. 

This paper deals with the study of the influence of the 
pre-trained USE model on the accuracy of the classifica-
tion of text messages with learning process, which uses 
only several examples per class. 

The paper [4] discusses the problem of data augmenta-
tion in a small data subset. Initially, the classifier uses 
several original examples per class, and then several arti-
ficially created examples, which aim, if possible, to com-
prehensively reflect the features of a particular class. 
Thus, it is expected that several universal artificial exam-
ples will help to replace the lack of a large number of 
instances, each of which reflects a certain aspect of the 
class in its own way. 

Research [5] helps us to better understand how few 
shot models work in general, how different approaches to 
their construction differ, what are the advantages and dis-
advantages of this class of models developed over the last 
few years. Also in the work special attention is paid to the 
use of transformers, which is relevant for our model. 

The article [6] deals with the affect of pre-trained models 
when they are used as components of the model. The results 
obtained by the authors for the problem of text generation by 

involving a previously trained model in the developed gen-
erator encourage us to investigate the effect that such a solu-
tion may have for the classification problem. 

The problem of classes optimization in the classifica-
tion process requires special attention, especially with 
regard to their quantity, potential merger or replacement. 
This can also greatly affect both the speed of classifier 
development and the data preparation. Details of the clas-
ses composition and their potential modification are dem-
onstrated in [7]. 

The article [8] demonstrates the examples of the pre-
trained model from Google – Universal Sentence Encoder 
(USE) using [9]. In particular, a wide range of tasks for 
which the model can be used is shown, where the task of 
classifying text data is only one of the possibilities. 

Investigation in the paper [10] demonstrate the inclu-
sion of the optimal hyperparameters choice in classifier 
training, including studies of the effectiveness of various 
optimizers of the data, such as Adam and its modifications. 

As mentioned earlier the main purpose of this paper is 
to study the influence of the pre-trained multilingual 
model and the optimal parameters for learning the text 
data classifier on the classification result. To solve the 
problem, a classifier based on an artificial neural network 
was used. One of the network layers will be the pre-
trained USE model [9]. Different configurations of hyper-
parameters were tested during the training. The classifica-
tion results were verified on the two data sets described 
below. 

 
3 MATERIALS AND METHODS 

The experiments were performed using two datasets. 
The first – “Fake or real news dataset” [11] has the fol-
lowing characteristics, presented in Table 1. 

 
Table 1 – Characteristics of the data set “Fake or real news data-

set” 

Characteristic Value 

Language, L English 

Dataset size, S ~ 29 MB 

Number of samples, Ns ~ 6335 

Number of classification cathegories, Ncat 1 (fake) 

 
The second dataset, “Russian Language Toxic Com-

ments. Small dataset with labeled comments from 2ch.hk 
and pikabu.ru” [12], has the following characteristics pre-
sented in Table 2. 

Note that although both datasets are intended for the 
classification problem, these tasks are somewhat different. 
In the first case, we find “fake” or real news, and in the 
second – toxic or not a certain message. 

Data for training process on both datasets were dis-
tributed as shown in Table 3. 
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Table 2 – Characteristics of the dataset “Russian Language 
Toxic Comments. Small dataset with labeled comments from 

2ch.hk and pikabu.ru” 

Characteristic Value 

Language, L Russian 

Dataset size, S 4.45 МB 

Number of samples, Ns ~ 11.500 

Number of classification cathe-
gories, Ncat 

1 (toxic) 

 
Table 3 – Data distribution for training process 

Training stage Data distribution 

Training process 0.002 – 0.05% 

Validation/testing process 99.998 – 99.95% 

 
The investigations were performed using a neural 

network, the architecture of which is schematically shown 
in Fig. 1. 

 
Figure 1 – Scheme of neural network architecture based on USE 

model 
 

As can be seen from the figure, our classifier contains 
three layers. The main one is KerasLayer, which includes 
a massive pre-trained USE model [9]. The Dropout-Dense 
layer combination block helps to avoid re-learning the 
classifier and helps to reduce the dimension of the net-
work and, as a result, speed up learning. 

Consider the architecture in more detail. A list of Eng-
lish and Russian sentences (depending on the data set) of 
different lengths is transmitted to the input in the pre-
sented classifier based on the neural network. It is known 
that to learn the network, we can not use as input elements 

of the word in their usual form, we perform the following 
manipulations on the data set: 

1. Tokenization. For example: we transform every ob-
ject that looks like “Hello, gentlemen!” to an array of 
unique words [“hello”, “gentlemen”] without punctuation. 

2. Indexing. We create a dictionary from the resulting 
array of all unique words in the dataset, which looks like 
this: {1: “hello”, 2: “gentlemen”, ...}. 

3. Indexes representation. For each of the objects in 
the dataset, we form an array in which the words involved 
in the object are represented as indexes from our diction-
ary. For example: [1, 2, 1]. 

Also, one of the typical problems we have to face 
when preparing data for training is the problem of differ-
ent sizes of objects among our data. We need to bring the 
learning elements to the same dimension. This is solved 
using the padding technique: choose the maximum value 
of words, such as 200, and fill the remaining spaces in 
each object with zeros. If the object contains more words 
than the selected maximum value – each subsequent word 
after the maximum is cut off. Although in the data sets we 
have chosen, the size of most sentences does not exceed 
the value of 100 words, nevertheless, the dimension with 
a value of 200 is chosen to capture atypical cases, if any. 

The basis of the presented classifier is KerasLayer, 
which is connected to the pre-trained USE model [13] 
based on the “transformer” architecture presented by re-
searchers from Google in 2019. This model exists in sev-
eral variations, but in these experiments a multilingual 
version was chosen (16 languages, including English and 
Russian). Also noteworthy is the fact that the purpose of 
the model is not only to classify but also to cluster texts, 
find their semantic similarities, as well as some multilin-
gual operations. In the experiments conducted, the devel-
oped nature of the model related to multilingual classifi-
cation was useful. 

Having received from USE the resulting tensor, we 
transfer it to the Dropout layer. Its purpose, in this case, is 
to weed out a certain percentage of nodes, which we will 
establish, replacing them with a value of zero. This is 
necessary so that nodes at the next level are forced to 
process missing data representations. In this way we 
achieve an effect in which the result of the whole network 
has the best level of generalization – we avoid the effect 
of retraining, in which the network can show good results 
on a familiar data set and far from the desired results on 
an unfamiliar set. In the presented experiments the value 
of random exclusion of nodes in 10% was used. Of 
course, this percentage can be selected empirically. 

After passing the Dropout layer we transfer the data to 
the Dense layer and the RELU activation function is ap-
plied to them. Then the result passes through the sigmoi-
dal activation function, where the classification for each 
of the labels takes place, and we get a value between 0 
and 1. 

Of course, the presented architecture can be opti-
mized, but this is more of a challenge for the future. Now 
our task is to determine the influence of the pre-trained 
USE-model on the results of the classifier. 
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4 EXPERIMENTS 
Note first of all that in the experiments, a combination 

of different sets of optimizers, loss functions and other 
hyperparameters was tested. Unless otherwise noted, the 
default optimizer was Adam, a loss function: binary 
crossentropy. 

Initially, the classifier was trained in the “basic mode” 
on 0.002% of examples from the dataset (few-shot learn-
ing). The batch parameter is equal 4. It is optimal taking 
into account the hardware used for training. Number of 
epochs – 2. With such settings, we obtained the accuracy 
of the classification in the range of 73.85–74.17%. In this 
case, and further we mean the range obtained by repeated 
experiments with the same parameters in the samples de-
scribed in Table 1 and Table 2. 

Next, we conducted an iterative experiment consisting 
of the following steps: 

1. We change one of the key parameters that may af-
fect the resulting classification accuracy (batch; number 
of epochs in training; dataset percentage included in the 
sample for training (train); used optimizer). Note that we 
consider this list not exhaustive of possible options. Nev-
ertheless, the influence of these parameters is investigated 
in the experiments presented in this paper. 

2. We teach the classifier on the selected dataset with-
out changing other parameters. 

3. Measure the classification accuracy. 
The experiment’s results are presented in the next 

chapter (see Table 4).  
 

5 RESULTS 
Note that the configuration with the Adamax opti-

mizer proved to be the best in the considered experiments 
(№7 in Table 4). We obtained the maximum classification 
accuracy of 0.9113 on the English-language dataset [11] 
by repeating the experiment with the same parameters. 

 

Table 4 – The results of the classifier when using different  
hyperparameters on datasets [11, 12] 

No OT Nep Nsam Ac 

1 Adam 2 0.002% 0.7385–0.7417 

2 Adam 7 0.002% 0.7826–0.6771 

3 Adam 2 0.005% 0.7074–0.7460 

4 Adam 10 0.005% 0.6651–0.7657 

5 SGD 2 0.005% 0.5552 – 0.6649 

6 NAdam 2 0.005% 0.8027 – 0.8104 

7 Adamax 2 0.005% 0.8475 – 0.8646 

8 RMSProp 2 0.005% 0.7773 – 0.7839 

 
6 DISCUSSIONS 

Analyzing the results described in Table 4, we imme-
diately note the key advantage of the few-shot learning 

approach. Using only 0.002% of samples Nsam and two 
learning epochs Nep, we obtained a quite acceptable result 
of classification accuracy Ac in the range 0.7385 – 
0.7417%. This amount of data used and the number of 
epochs can significantly reduce network learning time. 
Depending on the used hardware, the speed of the learn-
ing process can vary, however, we can safely say about 
ten seconds to complete the experiment. This can be ex-
tremely relevant when prototyping a certain idea on se-
lected data, when you need to get a quick result and al-
ready starting from it to build a further, more detailed 
experiment. Also, such a scenario may be quite applicable 
in an area where it is impossible or impractical to collect a 
relatively large data amount for classifier training, and the 
value of a quick result on a relatively small amount of 
“live” data is significant. 

Continuing to experiment, we noted that if the number 
of epochs increases to 7 while maintaining the previous 
values in the above configuration, we can observe an ex-
pansion of the range of classification accuracy (#2 in Ta-
ble 4). In particular, the lower accuracy limit fell by 
6.14%, and the upper accuracy limit increased by only 
4.09%. At the same time, after graduating from the 7th 
epoch, the classifier steadily came to a state of reduced 
accuracy. Examining this question, we came to the con-
clusion that it is necessary to continue the selection of the 
optimal configuration of hyperparameters. In experiments 
#3 and #4, we tried to increase the number of examples 
for training to 0.005% of the data samples. As we can see 
in Table 4, the result is slightly different, but the general 
trend repeats the result of experiments #1 and #2. 

The next hyperparameter for selection was the opti-
mizer type Ncat. We first used the SGD optimizer (ex-
periment #5 in Table 4) for two epochs and 0.005% of the 
sample data. However, the best result in the range 
(0.6649) was 4.25% behind the worst result obtained with 
the Adam optimizer for the same other experimental pa-
rameters. In our opinion, this is most likely due to the fact 
that this optimizer performs better when working with 
other types of data, in contrast to text data in our experi-
ments. 

In Experiment #8 we usied the RMSProp optimizer 
and improved the result obtained with Adam while main-
taining other parameters at the same level. Based on the 
lower bar of the accuracy range, we can reached an im-
provement of 6.99%. However, the best results in our 
experiments were achieved using modifications of the 
Adam optimizer. In particular, using NAdam, we re-
corded improvements in the lower bar of the accuracy 
range by 9.53%, and with Adamax by as much as 
14.01%! The results are shown in Table 4 in experiments 
#6 and #7, respectively. Based on the obtained results, we 
consider this configuration with the described 
hypeparameters to be optimal when training the classifier 
on text data. 
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CONCLUSIONS 
The few-shot learning approach is extremely relevant 

in a large number of domains, where collecting and pre-
paring a large set of data for learning seems impractical. 

The universal knowledge base taken out of the cogni-
tion of our datasets is the pre-trained multilingual USE 
model, which allows simultaneous work with data in 16 
languages, of which 2 are used in this work. 

In our experiments, the optimal configuration of hy-
perparameters was selected, according to which 86.46% 
accuracy of classification on the Russian-language data 
set and 91.13% on the English-language data, respec-
tively, can be achieved in ten seconds of training (training 
time can be significantly affected by technical means 
used). 

The scientific novelty. It is shown that even with a 
small number of examples for learning (36 per class) due 
to the use of USE and optimal configuration in learning 
can achieve high accuracy of classification on English and 
Russian data, which is extremely important when it is 
impossible to collect your own large dataset. 

The practical significance. The obtained results al-
low to build classifiers of text data with a sufficiently high 
rate of accuracy in the presence of a small amount of data 
for learning. 

Prospects for further research. In the following 
studies, you can take into account more hyperparameters 
to analyze their impact on the final result of the classifier. 
It is also quite relevant to compare the influence of differ-
ent pre-trained analog models according to USE, which 
we relied on in conducting all the experiments described 
in this paper. 

The urgent problem of mathematical support devel-
opment is solved to automate the sampling at diagnostic 
and recognizing model building by precedents.  

The scientific novelty of obtained results is that the 
method of training sample selection is firstly proposed. It 
determines the weights characterizing the term and fea-
ture usefulness for a given initial sample of precedents 
and given feature space partition. It characterizes the in-
dividual absolute and relative informativity of instances 
relative to the centers and the boundaries of feature inter-
vals based on the weight values. This allows to automate 
the sample analysis and its division into subsamples, and, 
as a consequence, to reduce the training data dimensional-
ity. This in turn reduces the time and provides an accept-
able accuracy of neural model training.  

The practical significance of obtained results is that 
the software realizing the proposed indicators is devel-
oped, as well as experiments to study their properties are 
conducted. The experimental results allow to recommend 
the proposed indicators for use in practice, as well as to 
determine effective conditions for the application of the 
proposed indicators. 

Prospects for further research are to study the pro-
posed set of indicators for a broad class of practical prob-
lems. 
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АНОТАЦІЯ 
Актуальність. Онлайн-платформи продовжують сьогодні генерувати усе більші обсяги інформації. Автоматизація мо-

дерування контенту у таких платформах, у зв’язку з цим, залишається актуальною задачею. Особливої уваги потребують 
випадки, коли з різних причин, доступно лише невеликі обсяги даних для навчання класифікаторів. У таких випадках 
необхідно залучати попередньо навчені моделі, які використовували для навчання великі об’єми даних широкого діапазону. 
У цій роботі досліджено питання застосування попередньо навченої мультимовної моделі Universal Sentence Encoder (USE) 
як компоненту розробленого нами класифікатора, а також впливу різних параметрів на точність класифікації при навчанні 
на малому об’ємі даних  (~ 0,05% обсягу повного набору). 

Метод. Для вирішення поставленого завдання використовується відносно новий підхід до навчання, – за допомогою не-
великого набору повідомлень. Оскільки текстові повідомлення усе ще домінують як способ передавання інформації, 
застосовується розроблений класифікатор, навчений на невеликому (~ 0,002 – 0,05% повного набору) обсязі даних.  

Результати. Показано, що навіть при невеликій кількості прикладів для навчання (36 на клас) за рахунок використання 
ЕСЕ та оптимальної конфігурації в навчанні можна досягти високої точності класифікації за англійськими та російськими 
даними, що надзвичайно важливо, коли неможливо зібрати свій власний великий набір даних. Оцінено вплив підходу з ви-
користанням USE та набору різних конфігурацій гіперпараметрів на результат класифікатора текстових даних на прикладі 
наборів даних англійською та російською мовами. 

Висновки. У ході експериментів показана значна ступінь актуальності правильного підбору гіперпараметрів. Зокрема, у 
цій роботі розглядалися розмір пакету, оптимізатор, кількість епох навчання та відсоток даних із набору, взятих для навчан-
ня класифікатора. У процесі експерименту була обрана оптимальна конфігурація гіперпараметрів, згідно з якою 86,46% 
точності класифікації за російськомовним набором даних і 91,13% за англомовним відповідно можна досягти за десять се-
кунд навчання ( на час навчання можуть істотно вплинути використовувані технічні засоби). 

КЛЮЧОВІ СЛОВА: few shot learning, навчання при малій кількості даних, предтреновані моделі, USE, нейронні 
мережі, інтелектуальний аналіз даних, набір даних, класифікатор текстових даних. 
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АННОТАЦИЯ 
Актуальность. Онлайн-платформы продолжают сегодня генерировать все более возрастающие объемы информации. 

Задачи автоматизации модерирования контента ползователей в связи с этим остается актуальной задачей. Особого внима-
ния заслуживают случаи, когда, по разным причинам, доступны очень небольшие объемы данных для обучения классифи-
катора. Для достижения приемлемых результатов необходимо применять предварительно обученные модели, которые ис-
пользовали большие объемы данных широкого диапазона для предварительного обучения. В данной работе исследуется 
вопрос применения предварительно обученной мультиязыковой модели Universal Sentence Encoder (USE) в качестве компо-
нента разработанного нами классификатора, а также влияния различных параметров на точность классификации при обуче-
нии на малом объема данных (~ 0,05% набора данных). 

Метод. Для решения поставленной задачи используется относительно новый подход к обучению – по небольшой вы-
борке сообщений. Поскольку текстовые сообщения все еще доминируют как способ передачи информации, использование 
классификатора текстовых данных при обучении на небольшой выборке (~ 0,002–0,05% набора данных) сообщений. 
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Результаты. Показано, что обучение даже на небольшой выборке (36 на класс) с использованием USE и оптимальной 
конфигурации при обучении можно достичь высокой верности классификации англо- и русскоязычных текстовых сообще-
ний. Выполнена оценка влияния разных наборов гиперпараметров на результаты классификации. 

Выводы. В ходе экспериментов показана актуальность правильного подбора гиперпараметров: размер пакета, тип оп-
тимизатора, количество эпох, размер обучающей выборки. При оптимальных значениях гиперпараметров достигнута веро-
ятность распознавания англоязычных деструктивных сообщений в 91,13%, при этом обучение проводилось всего на протя-
жении 10 секунд (что, безусловно, зависит от параметров использованных технических средств). 

КЛЮЧЕВЫЕ СЛОВА: few shot learning, обучение на малой выборке данных, предварительно обученные модели, USE, 
нейронные сети, интеллектуальный анализ данных, набор данных, классификатор текстовых данных. 
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ABSTRACT 
Context. The problem of formalizing the description of a microprogram finite state machine based on the principle of operational 

transformation of state codes with the help of a modified transition table is considered. The object of research was a model of a mi-
croprogram finite state machine with datapath of transitions.  

Objective. The goal of the work is development and research of a method for formally specifying a microprogram finite state 
machine with datapath of transitions in the form of a modified table of transitions containing sufficient information for synthesizing 
the logic circuit of the finite state machine in the basis of programmable logic devices. 

Method. A new way of representing the formal solution of the problem of algebraic synthesis of a microprogram finite state ma-
chine with datapath of transitions in the form of an operational table of transitions is proposed. This table is a modification of the 
direct structural table traditionally used in the synthesis of microprogram finite state machines. The use of the previously known rep-
resentation of the formal solution of the problem of algebraic synthesis in the form of a system of isomorphisms of automaton alge-
bras is too formalized and makes it difficult to synthesize the logical circuit of the finite state machine due to the separate description 
of the transition and output functions. It is shown that the structure of a microprogram finite state machine with datapath of transi-
tions requires information about the set of interpretations of state codes and the transition operations used to be entered into the tradi-
tional table of transitions. It is noted that the proposed operational table of transitions contains sufficient information for the synthesis 
of the logical circuit of the finite state machine. An example of constructing an operational table of transitions for a finite state ma-
chine given by a graph-scheme of the implemented control algorithm is shown. The example demonstrates various ways to interpret 
state codes. The procedure for synthesizing the circuit for generating codes of transition operations and the circuit for generating 
microoperations according to the operational table of transitions is proposed. 

Results. An example of the implementation of the main stages of the synthesis of a finite state machine with datapath of transi-
tions according to the operational table of transitions is considered. Examples of synthesized finite state machine models in the 
VHDL language are given, which take into account the peculiarities of the representation of finite state machine models in Xilinx 
Vivado CAD. The results of the synthesis of the finite state machine according to VHDL models in FPGA basis are shown. 

Conclusions. The experiments carried out confirmed the sufficiency of the operational table of transitions for describing a mi-
croprogram finite state machine with operational transformation of state codes for the purpose of further synthesizing its logic circuit. 
Prospects for further research are the use of the proposed operational table of transitions in the development of various methods for 
the synthesis and optimization of microprogram finite state machine with operational transformation of state codes. 

KEYWORDS: finite state machine, datapath of transitions, table of transitions, synthesis of logical circuit, graph-scheme of al-
gorithm. 

 

ABBREVIATIONS 
FSM is a finite state machine; 
DT is a datapath of transitions; 
GSA is a graph-scheme of algorithm; 

OTT is an operational table of transitions; 
BMO is a block of microoperations; 
PLD is a programmable logic device. 
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NOMENCLATURE 
am is a current FSM state; 
K(am) is a current FSM state code; 
as is a transition state; 
K(as) is a transition state code; 
X is a set of logic conditions; 
xi is an element of set X; 
L is a number of logic conditions (power of set X); 
Y is a set of microoperations; 
yi is an element of set Y; 
N is a number of microoperations (power of set Y); 
h is a set of input memory functions for switching 

FSM memory from state am to state as; 
h is a number of FSM transition; 
A is a set of FSM states; 
ai is an element of set A; 
M is a number of FSM states (power of set A); 
B is a number of transitions of FSM; 
O is a set of transition operations; 
Oi is an element of se O; 
P is a number of transition operations (power of set 

P); 
W is e set of signals of code of transitions operation; 
wi is an element of set W; 
RW is a digit capacity of code of transitions operation 

(power of set W); 
I is a number of interpretations of state codes of FSM; 
T is a set of signals of curretnt state code of FSM; 
Ti is an element of set T; 
R is a digit capacity of state code (power of set T). 
 

INTRODUCTION 
Digital systems are widely used in various fields of 

activity [1]. Structurally, the digital system can be consid-
ered as a combination of operational unit and control unit 
[2–3]. The control unit is based on a formal description of 
behavior and can be implemented in the form of a finite 
state machine model [4–5]. There are two models of finite 
state machines – the Mealy machine and the Moore ma-
chine [4–5]. The logic circuit of any FSM model is char-
acterized by such parameters as hardware expenses, clock 
frequency and power consumption. As follows from [6], 
there is a direct relationship between these characteristics. 
Optimization of the characteristics of FSM circuits is an 
important scientific and practical problem, the solution of 
which is devoted to many scientific papers around the 
world [1–7]. One of such characteristics, which focuses 
on the finite state machine structure considered in this 
paper, is the hardware expenses of implementing the logic 
circuit of the FSM in a given element basis. 

The object of study is the process of synthesis of the 
logic circuit of a finite state machine with operational 
transformation of state codes. 

This process in the case of a canonical finite state ma-
chine is performed according to a direct structural table, 
which is a formal description of the behavior of the FSM 
and contains sufficient information for the synthesis of its 
circuit. In the case of operational transformation of state 

codes, this table requires modifications taking into ac-
count the processes of information transformation that 
takes place in this class of FSM. 

The subject of study is the finite state machine with 
operational transformation of state codes, in which the 
transformation of state codes is carried out using a finite 
set of arithmetical and logical operations. 

The purpose of the work is formalization of the de-
scription of the finite state machine with operational 
transformation of state codes in the form of the modified 
direct structural table. 

 
1 PROBLEM STATEMENT 

Suppose given finite state machine, characterized by 
the sets A={a1, ..., aM}, X={x1, ..., xL}, Y={y1, ..., yN} and 
implements a certain control algorithm. The synthesis of 
the logic circuit of the FSM provides for the implementa-
tion of the function of transitions T=T(X, T) and the func-
tion of outputs Y=Y(X, T) in the given elementary basis. 

The paper solves the problem of synthesizing a finite 
state machine with datapath of transitions, in which the 
transition function T=T(T, W) depends on the code of the 
current state and the code of transitions operation. To 
solve the problem, it is necessary to develop a formalized 
representation of the FSM with DT, which allows the 
following stages of the synthesis of the logic circuit of the 
FSM: 

– synthesis of each structural blocks; 
– construction of VHDL description of the synthe-

sized FSM; 
– FSM synthesis using Xilinx Vivado CAD using 

FPGA. 
 

2 REVIEW OF THE LITERATURE 
Various optimization methods for reducing of hard-

ware expenses of FSM circuit are known today. Such 
methods include, for example, methods of structural de-
composition [7]. Their use leads to FSM circuits with 
several levels of conversion of logic signals. 

Another approach to reducing hardware amount, con-
sidered in this article, is to use the principle of operational 
transformation of state codes [8]. According to it, the 
transformation of state codes in an FSM is not carried out 
with the help of a canonical system of Boolean equations, 
but with using of a set of arithmetical and logicalal opera-
tions that form a special datapath of transitions. This 
structure of FSM with DT shows a fairly high efficiency 
in terms of hardware expenses [9]. 

In the work [10] considers an algebraic model of FSM 
with DT, according to which this FSM can be represented 
as a system of isomorphisms of partial algebras (transition 
algebras). Each transition algebra describes the rule of 
transformation of state codes for its subset of FSM transi-
tions and assumes its own scalar or vector interpretation 
of state codes. The system of isomorphisms of algebras 
today is the only formal way to specify the FSM with DT. 
However, the synthesis of the FSM circuit directly by the 
system of isomorphisms of algebras is complicated due to 
different representations of FSM transitions. 
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A direct structural table is traditionally used to specify 
the FSM behavior [2, 7]. The method of synthesis of FSM 
according to the table of transitions is widely known and 
applied in practice [7]. This article proposes a new way to 
specify the FSM with DT, based on a modified table of 
transitions. 

 
3 MATERIALS AND METHODS 

The canonical FSM is usually set in the form of a di-
rect structural table (table of transitions), the format of 
which is presented in Fig. 1 [2]. The purpose of columns 
of the table of transitions and its use for the synthesis of 
the FSM circuit are described in [7]. 
 

am K(am) as K(as) Xh Yh h h 
... ... ... ... ... ... ... ... 

Figure 1 – Structure of the table of transitions 
 

Let the FSM be given in the form of a GSA G, [7], 
which is shown in Fig. 2, left. In the right part of Fig. 2 
shows a description of GSA G in the kiss format, which is 
used to describe finite state machines in the test collection 
LGSynth93 [11]. GSA G is marked by the states of the 
Moore FSM, contains M = 10 states a0 – a9, L = 3 input 
signals x1 – x3, N = 4 output signals y1 – y4 and B = 13 
FSM transitions. To encode 10 states, it is sufficient to 
use R = 4 binary digits. 

Let’s synthesize for GSA G a finite state machine with 
datapath of transitions. Suppose the next transitions op-
erations O1 – O3 are given: 

 

  O1:     K(as) = K(am) + 910; (1)
 

  O2:     K(as) = K(am) & 10002; (2)
 

  O3:     K(as) = K(am)  01002. (2)
 

In operation O1, a decimal constant 9 is added to the 
current state code K(am). This means that a scalar decimal 
interpretation is used for the codes K(am) and K(as) when 
performing O1. In operations O2 and O3 over the code 
K(am) bitwise logical operations with binary constant are 
performed. Therefore, the codes K(am) and K(as) when 
performing operations O2, O3 are interpreted as binary 
vectors. Thus, when using operations (1)–(3) for state 
codes will be used two different interpretations: decimal 
number and binary vector. Note that the arguments and 
values of operations (1)–(3) are in the range [0; 15], i.e. in 
the range of numbers specified by four-digit binary codes. 
For example, in the circuit implementation of the opera-
tion “+9” the result is always modulo 16 (in fact, the 
lower four binary digits of the result are taken). 

 

 

 
Figure 2 – Graph-scheme of algorithm G 
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Let’s perform an algebraic synthesis of FSM with DT, 
which is as follows: 

– to each state of the FSM we will match the unique 
four-digit binary vector having the corresponding decimal 
interpretation; 

– for each FSM transition we will match any operation 
from (1) – (3), which for the given state codes transforms 
the code K(am) into the code K(as). 

The result of algebraic synthesis in graphical form is 
shown in Fig. 3. In each vertex, which is marked by the 
Moore FSM state, the state code is shown in scalar (deci-
mal) and vector (binary) interpretations. Each FSM transi-
tion is marked by one of the operations (1) – (3): “+9”, 
“& 1000” or “ 0100”. Since the operational transforma-
tion of state codes affects only the function of the FSM 
transitions and does not affect the function of the outputs, 
the microoperations in Fig. 3 are not shown, although 
they continue to correspond to Fig. 2. 

As we can see, with the chosen values of state codes, 
all transitions within the GSA G are implemented using of 
operations (1)–(3). For example, the transition from state 
a3 with code K(a3) = 910 = 10012 to state a4 with code 
K(a4) = 210 = 00102 is performed using the operation 

“+9”, and from the result 1810 = 100102 the lower four 
digits 00102 were taken. 

Let’s modify the table of transitions of the canonical 
FSM as follows: 

1. Instead of column K(am) add columns K1(am), 
K2(am), ..., KI(am), which correspond to all used interpreta-
tions of state codes for all I interpretations. 

2. Do the same with column K(as), adding columns 
K1(as), K2(as), ..., KI(as) instead. 

3. Add a column Wh containing information about the 
code of transitions operation that implements current 
FSM transition. The values of wi specified in this column 
correspond to the values 1 in the binary code of the corre-
sponding operation. Filling in this column is preceded by 
the step of encoding of transitions operations. 

4. Remove the column h, because the conversion of 
state codes in the FSM with DT is carried out using a set 
of transitions operations, rather than a system of canonical 
equations of the transition function. 

Let’s call the received table as the operational table of 
transitions (OTT). In the general case, its structure corre-
sponds to Fig. 4. 

 
 

 
 

Figure 3 – Result of algebraic synthesis for GSA G and operations (1)–(3) 
 

am K1(am) ... KI(am) as K1(as) ... KI(as) Xh Wh Yh h 
 

Figure 4 – Structure of operational table of transitions 
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Let’s present in the form of OTT the results of alge-
braic synthesis of the FSM, shown in Fig. 3. To do this, 
we encode the given transitions operations O1 – O3 with 
unique binary codes of bit size RW =  log2 3  = 2, which 
are formed by signals W = {w1, w2}. The result of coding 
is presented in Table 1. Taking into account the coding of 
transitions operations, the operational table of transitions, 
hich corresponds to GSA G and Fig. 3, is presented by 
Table 2. 

 
Table 1 – Coding of operations O1 – O3 

 

Oi w1 w2 

O1 0 0 

O2 0 1 

O3 1 0 

  
In this example, the number of interpretations of the 

state codes I = 2 (scalar decimal value and binary vector). 
When using the transition operation O1, the code K1(am) is 
converted into the code K1(as); when using operations O2 
and O3, the code K2(am) is converted into the code K2(as). 
For example, the transition h = 5 is realized by operation 
O1. Therefore, in this transition, the conversion of scalar 
interpretations of codes is performed, i.e. the code 
K1(am) = 910 into the code K1(as) = 210. This transforma-
tion is performed using the adder circuit with the preser-
vation of four lower digits of the result. 

Note that the dash in the column Wh means that for the 
implementation of the corresponding transition, values 
wi = 1 are not formed, which corresponds to the code of 
operation O1 (w1 = 0, w2 = 0). 

 
 

4 EXPERIMENTS 
Let’s show an example of Table 1, that the informa-

tion contained in the OTT is sufficient for the synthesis of 
the logic circuit of the FSM with DT. The structural 
model of the FSM with DT, corresponding to the Moore 
FSM, is shown in Fig. 5 and contains the next synthesized 
blocks: 

– the block W generates a set of signals W with digit 
capacity RW =  P  according to formula (4), where P is 
the number of transition operations; X is the set of L input 
signals of the FSM corresponding to the logical condi-
tions x1, ..., xl of the given GSA; T – state code of the 
FSM with digit capacity R 
 

W = W (X, T); (4)
 

– the block DT corresponds to the datapath of transi-
tions and implements a set of transitions operations in the 
form of a set of separate combinational circuits, the out-
puts of which are multiplexed by the signal W and enter 
the FSM memory register that is part of the DT [8]; 

– the block BMO corresponds to the cicruit of forma-
tion of microoperations and implements the output func-
tion of the Moore FSM in the form of a set of microopera-
tions Y = {y1, ..., yn} according to formula (5) by analogy 
with [2, 7] 
 

Y = Y (T). (5)
 

Let’s synthesize these blocks. Under the synthesis of 
the logic circuit of the machine we will understand the 
development of VHDL-model, which can be synthesized 
in the element basis of Xilinx FPGA [12]. 

 
Table 2 – Operational table of transitions (GSA G) 

 

am K1(am) K2(am) as K1(as) K2(as) Xh Wh Yh h 

a0 5 0101 a1 1 0001 1 w1 – 1 

a1 1 0001 a2 0 0000 1 w2 y1, y2 2 

a3 9 1001 x1 – 3 a2 0 0000 

a6 4 0100 x̅1 w1 

y3 

4 

a3 9 1001 a4 2 0010 1 – y2, y4 5 

a4 2 0010 a5 11 1011 1 – y1 6 

a5 11 1011 a8 8 1000 1 w2 y4 7 

a2 0 0000 x2 w2 8 a6 4 0100 

a7 13 1101 x̅2 – 

y2, y3 

9 

a7 13 1101 a8 8 1000 1 w2 y1, y4 10 

a1 1 0001 x3 – 11 a8 8 1000 

a9 12 1100 x̅3 w1 

y2 

12 

a9 12 1100 a0 5 0101 1 – y1, y3 13 
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Figure 5 – Structural model of FSM with DT 
 
Block W 
This block implements a system of Boolean equations 

of function (4), in which each signal wi is formed in ac-
cordance with expression (6) 
 

),1(     V
1

Wh
h
mih

H

h
i RiXACw 


 (6)

 

In this formula, ihC  is a Boolean variable equal to 1, 

if and only if the function wi is written in the OTT line 

number h; h
mA  is a conjunction of internal variables, cor-

responding to the binary representation of state code am 

from the line number h (for example, 4321
7
5 TTTTA  ); 

hX  is a conjunction of signals of logical conditions, writ-

ten in the column hX  of the line number h ( 1hX  for 

unconditional transitions). 
For this example, the system of equations of function 

(4) is the next:  
 











.

;

432124321432143212

343211432143211

TTTTxTTTTTTTTTTTTw

xTTTTxTTTTTTTTw
 (7)

 

In the general case for the system (7) it is possible to 
carry out minimization in order to reduce the complexity 
of the circuit [4, p. 269]. 

System (7) can be described in VHDL in different 
ways, for example, as a separate process (Fig. 6) [12]. 

In this model, the description of the buses T, X and W 
corresponds to the same FSM signals and is discussed 
below in the description of the architecture block. 

Block DT 
This block includes an operational part that imple-

ments operations (1) – (3) and their multiplexing, as well 
as a memory register designed to store the current FSM 
state. The functional diagram of these nodes is shown in 
Fig. 7. Since for the considered example the circuit of DT 

consists of standard functional blocks, special synthesis of 
this circuit is trivial and is not required. 

In Fig. 8 VHDL-model of OAP, in which the opera-
tional part and the memory register are represented by 
separate processes, is showed. 

The first process corresponds to the operational part of 
DT. The absence of the synchronization signal C in the 
list of sensitivity of the process indicates the asynchro-
nous nature of the operation of this block. Within the 
process transformation of the state code T is performed 
using one of three transitions operations depending on the 
value of the operation code W. As will be shown below, 
for the signal T used data type "unsigned", which allows 
you to interpret this signal simultaneously as an unsigned 
integer and as a binary vector. 

The second process corresponds to the memory regis-
ter. Receiving data in the register, as well as the switching 
to the initial state 01012 in the presence of the Reset signal 
are carried out synchronously on the leading edge of the C 
signal. 

Block BMO 
The synthesis of this block is performed in accordance 

with the contents of column Yh of the operational table of 
transitions (Table 2). In this case, to obtain a synthesized 
VHDL model of the block, it is possible to use the 
method considered for block W (build a system of Boo-
lean equations for generated microoperations), or use the 
case operator belonging to the synthesized subset of the 
VHDL language. We use the second method, as a result 
of which we obtain the VHDL model of the BMO block, 
shown in Fig. 9. 

In this model, after the start of the process, all digits of 
the output bus Y are given zero values. Then, depending 
on the values of the signals on the bus T, the required dis-
charges of the bus Y are set to 1. It is expected that state 
code values not provided by the case operator should not 
appear on the T bus. 

 
 

 
process (T, X)    -- Block W 
begin 
    W(1) <= (not(T(1)) and T(2) and not(T(3)) and T(4)) or   
       (not(T(1)) and not(T(2)) and not(T(3)) and not(T(4)) and not(X(1))) or 
            (T(1) and not(T(2)) and not(T(3)) and not(T(4)) and not(X(3))); 
                 
    W(2) <= (not(T(1)) and not(T(2)) and not(T(3)) and T(4)) or  
            (T(1) and not(T(2)) and T(3) and T(4)) or 
            (not(T(1)) and T(2) and not(T(3)) and not(T(4)) and X(2)) or 
            (T(1) and T(2) and not(T(3)) and T(4)); 
end process; 

Figure 6 – VHDL model of block W 
 

X 
Y 

T W 
W DT BMO 
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Figure 7 – Functional diagram of datapath of transitions  

 
    process (W, T)           -- Datapath of Transitions 
    begin 
        if W = "00" then 
            D <= T + 9; 
        elsif W = "01" then 
            D <= T and "1000"; 
        else  
            D <= T xor "0100"; 
        end if; 
    end process; 
 
 
    process (C)              -- State Register 
    begin 
        if rising_edge(C) then 
           if Reset = '1' then 
               T <= "0101"; 
           else          
               T <= D; 
           end if; 
        end if; 
    end process; 

Figure 8 – VHDL model of datapath of transitions 
 
    process (T)                   -- Microoperations 
    begin 
        Y <= (others => '0'); 
        case T is 
            when "0001" => Y(1) <= '1'; Y(2) <= '1'; 
            when "0000" => Y(3) <= '1'; 
            when "1001" => Y(2) <= '1'; Y(4) <= '1'; 
            when "0010" => Y(1) <= '1'; 
            when "1011" => Y(4) <= '1'; 
            when "0100" => Y(2) <= '1'; Y(3) <= '1'; 
            when "1101" => Y(1) <= '1'; Y(4) <= '1'; 
            when "1000" => Y(2) <= '1'; 
            when "1100" => Y(1) <= '1'; Y(3) <= '1';    
            when others => null;     
        end case;         
    end process; 

 

Figure 9 – VHDL model of block BMO 
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Let’s combine the considered VHDL descriptions into 
a single object entity, resulting in a synthesized model of 
FSM with DT (Fig. 10). A feature of this model is the 
presence of the output port S, which displays the code of 
the current state T. This is done in order to analyze func-
tioning of the FSM in the process of behavioral modeling. 
 

5 RESULTS 
Synthesis of the VHDL model shown in Fig. 10, in 

CAD Xilinx Vivado 2021.1 allowed to obtain hardware 
expenses for implementation of the FSM, equal to 7 LUT-
elements (based on FPGA xc7a12ticsg325-1L FPGA of 
Artix-7 series). 

To test the correctness of VHDL model of the FSM 
with DT, a behavioral part was developed that imple-
ments the next functionality: 

– single generation of the Reset signal in the range of 
10–90 ns from the beginning of the simulation; 

– regular signal C generation with a duration of 20 ns 
with an interval of 100 ns; 

– regular generation of input signals x1 – x3 with dif-
ferent values of lengths of 1 and 0 levels. 

Fig. 10 shows a fragment of the time diagram of the 
FSM in the process of behavioral modeling. This frag-
ment demonstrates the correctness of the transition func-
tion and the output function  of the  FSM. For example, at  

 
library IEEE; 
use IEEE.STD_LOGIC_1164.ALL; 
use ieee.numeric_std.all; 
-- -------------------------------------------------------------------------- 
entity OAP is 
    generic (R: integer := 4;  L: integer := 3; 
             RW: integer := 2; N: integer := 4);  
     
    port (X: in std_logic_vector (1 to L); 
          C: in std_logic; 
          Reset: in std_logic; 
          S: out unsigned (1 to R); 
          Y: out std_logic_vector (1 to N)); 
end entity OAP; 
-- -------------------------------------------------------------------------- 
architecture OAP_A of OAP is 
signal T, D: unsigned (1 to R); 
signal W: std_logic_vector (1 to RW); 
begin 
    process (C)           -- State register 
    ...    
    process (T, X)        -- Block W 
    ... 
    process (W, T)        -- Datapath of transitions 
    ... 
    process (T)           -- Block of microoperations 
    ... 
    S <= T;               -- For debugging 
end architecture OAP_A; 

Figure 10 – Synthesizable VHDL model of FSM with DT 
 

 

 
Figure 10 – Fragment of time diagram of behavioral  

modelling of work of FSM with DT (in interval from 0 to 600 ns) 
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time t = 380 ns, marked by a vertical marker, the FSM 
performs  transition  from  the  state with the code T = 0 
(state a2), analyzing value of signal x1. Since at this point 
x1 = 1, the transition is carried out to a state with code 
T = 9 (state a3), which is consistent with Fig. 3. After the 
transition to state a3, the formation of microoperations y2 
and y4 is carried out, which is consistent with Fig. 2. 
Thus, the synthesis of FSM with DT for this example is 
performed correctly. 

 
6 DISCUSSION 

A finite state machine with datapath of transitions dif-
fers from a canonical finite state machine in that it uses a 
set of arithmetical and logical operations (transitions op-
erations) to convert state codes, which form a datapath of 
transitions. Each transitions operation involves a certain 
interpretation of binary state codes and is formally speci-
fied on a set of interpreted values. One of the interpreta-
tions is a scalar representation in the form of an unsigned 
integer, which allows to define on the set of state codes 
operations of addition, subtraction, and so on. Interpreta-
tion of the state code in the form of a binary vector allows 
to specify over the state codes bitwise logical operations, 
shift operations and the others. Information about the used 
operations and methods of interpretation of binary state 
codes is necessary for the schematic implementation of 
the transition function of the FSM. 

The input data for the synthesis of the logic circuit of 
the canonical FSM is a table of transitions (direct struc-
tural table), which contains information about the func-
tions of transitions and outputs of the FSM. However, its 
use for FSM with DT is impossible due to the lack of in-
formation about the methods of interpretation of state 
codes and transitions operations. In this paper, it is pro-
posed to use the so-called operational table of transitions 
for specification the FSM with DT, which provides ex-
tended information about the function of transitions of the 
FSM. The example considered in the paper showed that 
specification of the FSM with DT in the form of an opera-
tional table of transitions is sufficient for the synthesis of 
the logic circuit of the FSM in the form of VHDL model 
focused on the use element basis of FPGA-type. 

The possibility of obtaining with the help of VHDL 
model numerical characteristics of hardware expenses for 
the implementation of the FSM circuit allows us to rec-
ommend the use of the operational table of transitions as a 
way to present the results of other known methods of 
hardware expenses in FSM circuit. 

 
CONCLUSIONS 

The article proposes a solution of scientific problem of 
formalizing the description of the processes of state codes 
transformation in a finite state machine with datapath of 
transitions, which allows to bring the description of this 
class of finite state machine in line with traditional de-
scription of other classes of finite state machines. 

The scientific novelty of the work is to modify the di-
rect structural table by adding to it information about al-

gebraic interpretation and methods of transformation of 
state codes. The resulting operational table of transitions 
is proposed for the first time and contains sufficient in-
formation for the synthesis of the logic circuit of the 
FSM. 

Practical use of the obtained results is possible in the 
development of formal methods of structural synthesis of 
finite state machines with operational transformation of 
state codes. 

Prospects for further research are to develop meth-
ods of synthesis of FSM circuit, based on the formal rep-
resentation of the FSM in the form of operational table of 
transitions. 
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AНОТАЦІЯ 
Актуальність. Розглянуто задачу формалізації опису мікропрограмного автомата, заснованого на принципі операційно-

го перетворення кодів станів, за допомогою модифікованої таблиці переходів. Об'єктом дослідження була модель мікропро-
грамного автомата з операційним автоматом переходів. Мета роботи – розробка та дослідження способу формального за-
вдання мікропрограмного автомата з операційним автоматом переходів у вигляді модифікованої таблиці переходів, що міс-
тить достатню інформацію для синтезу логічної схеми автомата в базисі програмувальних логічних пристроїв.  

Метод. Запропоновано новий спосіб представлення формального рішення задачі алгебраїчного синтезу мікропрограм-
ного автомата з операційним автоматом переходів у вигляді операційної таблиці переходів. Ця таблиця є модифікацією 
прямої структурної таблиці, зазвичай використовуваної при синтезі мікропрограмних автоматів. Використання раніше відо-
мого представлення формального вирішення задачі алгебраїчного синтезу у вигляді системи ізоморфізмів автоматних ал-
гебр є надто формалізованим і ускладнює синтез логічної схеми автомата внаслідок роздільного опису функцій переходів і 
виходів. Показано, що структура мікропрограмного автомата з операційним автоматом переходів вимагає внесення до тра-
диційної таблиці переходів інформації про множину інтерпретацій кодів станів і використовувані операції переходів. Зазна-
чено, що запропонована операційна таблиця переходів містить достатню інформацію для синтезу логічної схеми автомата. 
Наведено приклад побудови операційної таблиці переходів для автомата, заданого граф-схемою імплементованого алгорит-
му керування. У прикладі показані різні методи інтерпретації кодів станів. Запропоновано порядок синтезу схеми форму-
вання кодів операцій переходів та схеми формування мікрооперацій за операційною таблицею переходів.  

Результати. Розглянуто приклад виконання основних етапів синтезу мікропрограмного автомата з операційним автома-
том переходів за операційною таблицею переходів. Наведено приклади моделей синтезованого автомата мовою VHDL, які 
враховують особливості представлення моделей кінцевих автоматів у САПР Xilinx Vivado. Показано результати синтезу 
автомата за VHDL-моделями у базисі ПЛІС FPGA.  

Висновки. Проведені експерименти підтвердили достатність операційної таблиці переходів для опису мікропрограмно-
го автомата з операційним перетворенням станів кодів з метою подальшого синтезу його логічної схеми. Перспективи пода-
льших досліджень полягають у використанні запропонованої операційної таблиці переходів при розробці різних методів 
синтезу та оптимізації мікропрограмних автоматів з операційним перетворенням кодів станів.  

КЛЮЧОВІ СЛОВА: мікропрограмний автомат, операційний автомат переходів, таблиця переходів, синтез логічної 
схеми, граф-схема алгоритму.  
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AННОТАЦИЯ 
Актуальность. Рассмотрена задача формализации описания микропрограммного автомата, основанного на принципе 

операционного преобразования кодов состояний, с помощью модифицированной таблицы переходов. Объектом исследова-
ния являлась модель микропрограммного автомата с операционным автоматом переходов. Цель работы – разработка и ис-
следование способа формального задания микропрограммного автомата с операционным автоматом переходов в виде мо-
дифицированной таблицы переходов, содержащей достаточную информацию для синтеза логической схемы автомата в 
базисе программируемых логических устройств. 

Метод. Предложен новый способ представления формального решения задачи алгебраического синтеза микропро-
граммного автомата с операционным автоматом переходов в виде операционной таблицы переходов. Данная таблица явля-
ется модификацией прямой структурной таблицы, традиционно используемой при синтезе микропрограммных автоматов. 
Использование ранее известного представления формального решения задачи алгебраического синтеза в виде системы изо-
морфизмов автоматных алгебр является слишком формализованным и затрудняет синтез логической схемы автомата по 
причине раздельного описания функций переходов и выходов. Показано, что структура микропрограммного автомата с 
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операционным автоматом переходов требует внесения в традиционную таблицу переходов информации о множестве интер-
претаций кодов состояний и используемых операциях переходов. Отмечено, что предложенная операционная таблица пере-
ходов содержит достаточную информацию для синтеза логической схемы автомата. Приведен пример построения операци-
онной таблицы переходов для автомата, заданного граф-схемой имплементируемого алгоритма управления. В примере про-
демонстрированы различные способы интерпретации кодов состояний. Предложен порядок синтеза схемы формирования 
кодов операций переходов и схемы формирования микроопераций по операционной таблице переходов. 

Результаты. Рассмотрен пример выполнения основных этапов синтеза микропрограммного автомата с операционным 
автоматом переходов по операционной таблице переходов. Даны примеры моделей синтезированного автомата на языке 
VHDL, которые учитывают особенности представления моделей конечных автоматов в САПР Xilinx Vivado. Показаны ре-
зультаты синтеза автомата по VHDL-моделям в базисе ПЛИС FPGA. 

Выводы. Проведенные эксперименты подтвердили достаточность операционной таблицы переходов для описания мик-
ропрограммного автомата с операционным преобразованием кодов состояний с целью дальнейшего синтеза его логической 
схемы. Перспективы дальнейших исследований заключаются в использовании предложенной операционной таблицы пере-
ходов при разработке различных методов синтеза и оптимизации микропрограммных автоматов с операционным преобра-
зованием кодов состояний. 

КЛЮЧЕВЫЕ СЛОВА: микропрограммный автомат, операционный автомат переходов, таблица переходов, синтез ло-
гической схемы, граф-схема алгоритма. 
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ABSTRACT 
Context. The problem of localization of the effect of errors in data transmission channels when using compression and noise-

immune coding methods in the conditions of compliance with the speed of data delivery in infocommunication systems of the 
aerosegment. The object of the study is coding methods for increasing the reliability of video information resources in infocommuni-
cation networks using airmobile platforms. 

Objective. The goal of the work is to methodology development of increasing the reliability of video information in the info-
communication networks of the aerosegment.  

Method. The use of noise-immune coding methods to ensure the required level of reliability of video information transmitted in 
infocommunication systems of the aerosegment has a number of significant disadvantages: it leads to a significant increase in the bit 
volume of compactly presented video data; the time delay for the delivery of video information is growing, which is critical in the 
conditions of using airmobile platforms. An increase in time delays in the process of delivering video information leads to the fact 
that the video information will not be transmitted in full and, as a consequence, in the conditions of aeromonitoring, to the loss of 
data reliability; time for processing video data increases. The advantage of using compression coding technologies to solve the prob-
lem of increasing the reliability of video information transmitted in infocommunication systems of the aerosegment is to reduce the 
bit volume of the video information resource. However, the existing video processing technologies are based on the use of statistical 
coding methods and the identification of a series of identical sequences of repeating elements. But the use of such technologies does 
not provide the required level of error localization. Restructuring method was developed based on identifying patterns in the internal 
binary structure of message elements by a quantitative attribute. The sign of the number of series of units in the binary structure of 
message elements is used as a tool for restructuring. Distinctive features of the method are that the restructuring of the information 
space is carried out without loss of integrity on the basis of structural features by the number of binary series. 

Results. The analysis of existing directions for solving the problem of increasing the level of reliability of video information 
transmitted in the infocommunication systems of the aerosegment was carried out. A method of internal data restructuring has been 
developed, which allows obtaining the following results: conditions are provided for additional reduction of structural redundancy of 
code representation of information due to significant reduction of information space capacity as a result of using internal data restruc-
turing on the basis of the number of series of units; conditions are created for localization of errors in the process of reconstruction of 
video information resources; conditions are created to reduce the time for data processing, due to the fact that the developed method 
of data restructuring does not require transformations over the elements of the message. 

Conclusions. It is necessary to improve the existing compression coding technologies in the direction of identifying patterns, tak-
ing into account which will allow localizing the destructive effect of errors arising in the communication channel. 

KEYWORDS: video information resource, coding, reliability, efficiency, communication channel, aerosegment, compression 
technology. 

 
ABBREVIATIONS 

CS is crisis situations; 
UAV is unmanned aerial vehicles; 
VIR is video information resources; 
BCH is Bose-Chowdhury-Hawkingham codes; 
SU is series of units. 

 
NOMENCLATURE 

clf  is a message clustering functionality )(U  of the 

plural )λ( iU  on the basis of λ , |Λ|1 λ,λλ  ; 

)λ,( icl uf   is a element clustering functionality u  

video sequences )θ(U  with the same amount iλ  SU; 

Κ   is a number distorted pixels that affect the quality 
of visual perception, %; 

)ε(P  is a probability of bit errors under conditions of 

interference and interference in the communication chan-
nel;  

)( uΡ  is a probability of the appearance of elements 

u  in video sequence )θ(U ; 

PSNR  is a peak signal-to-noise ratio under condi-

tions of interference and interference in communication 
channels, dB; 

necPSNR  is a necessary value of peak signal-to-

noise ratio; 
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dm
PSNR  is a value of peak signal-to-noise ratio for 

development method;. 

 qq ,1  are previous and current binary digits, 

which specify the internal binary structure of the element 

u  message )θ(U ; 

delΤ  is a delays time, ms; 

trΤ  is a transmission time, s; 

)θ(U  is a video sequence; 

u  is an element of video sequences; 

)λ( iU  is a set (cluster) of elements u , the binary 

representation of which has the same value of the sign λ , 
i.e. iλλ  ; 

)(U  is an alphabet of video sequences )θ(U ; 

trV  is a transmission speed, Mbps; 

λ  is a quantitative sign; 

  is a value of quantity λ  SU on α -th step, 

2ξ1, ||uα  . 

 
INTRODUCTION 

Significant rates of digitalization of society are ac-
companied by increasing the role of information space at 
both state and regional levels [1–3]. Especially in the field 
of security, the main objects of which are the population 
and the system of critical infrastructure of the city [3–5]. 

In this direction, video services play an important role 
as a means to improve the efficiency of departmental 
bodies and line ministries in terms of timely detection, 
prompt coordinated response to threats to critical 
infrastructure of the city, and prompt decision-making on 
their location [6–8]. In turn, the threats that may arise in 
modern society and the system of critical infrastructure 
can lead to crises of man-made, natural, criminogenic, 
terrorist nature [9–11]. 

It should be borne in mind that the critical 
infrastructure system is characterized by such properties 
as complexity, scale and mobility [12]. In this regard, the 
use of infocommunication systems of the aerosegment 
segment has become especially important [13–15]. Thus, 
unmanned aerial vehicles (complexes, drones) are 
actively used for mobile monitoring of remote objects and 
areas [16–18]. This allows for timely detection and 
prompt response to crisis (emergency) situations. 

Thus, the use of remote infotainment technologies 
based on airborne means in order to increase the effec-
tiveness of actions aimed at prevention and timely re-
sponse to crisis situations (CS) is a very important issue. 

Thus, the use of unmanned aerial vehicles provides 
the following tasks [19–21]: 

– obtaining up-to-date information about the object 
(territory) of observation – video surveillance in real time; 

– monitoring of remotely remote objects of observa-
tion; 

– simultaneous monitoring of a significant number of 
observation objects; 

– monitoring of large areas; 
– monitoring of dynamic objects. 
For the transmission of video images in the infocom-

munication systems of the aerosegment, wireless commu-
nication channels are used, which are characterized by the 
presence of a whole range of interference (interference) of 
natural and artificial nature [22–24]. In this regard, it is 
necessary to take into account the following problematic 
aspects of the implementation of wireless technologies 
[24]: 

– low resistance to errors in data transmission chan-
nels; 

– the need to take into account the electromagnetic 
compatibility of on-board radio equipment with wireless 
devices. 

This leads to a significant loss of authenticity of video 
information due to: 

– receiving a video information resource with a sig-
nificant delay; 

– loss of relevance of the received video data; 
– complete destruction of video information in seman-

tic content; 
– Inability to identify image objects. 
Thus, the use of unmanned aerial vehicles on the one 

hand allows increasing the level of informatization of 
control systems, and on the other is leads to a significant 
loss of reliability of video information. 

The purpose of the work is development of a meth-
odology to increase the reliability of compactly presented 
video images in infocommunication networks in terms of 
ensuring the required level of efficiency. 

 
1 PROBLEM STATEMENT 

Suppose we have a video sequence )θ(U  consisting 

of elements u  ( θ1,ξ  ) and transmitted over a data 

channel under error conditions )ε(P . The task is to de-

velop a method of internal data )θ(U  restructuring by 

identifying patterns in the internal binary structure 2][ u  

of the elements u  of the video sequence )θ(U  on a 

quantitative sign λ  for further clustering. 
Restructuring of the information space should provide 

the required level of reliability of the reconstructed video 
image, the quantitative assessment of which is the peak 
signal-to-noise ratio PSNR . 

For the developed method, the peak signal-to-noise ra-

tio at a given error level ( 410)ε( P , 510)ε( P ) in the 

data channel should have the following value: 
 

dB 2515PSNR . 

 
2 REVIEW OF THE LITERATURE 

Analysis of recent scientific publications shows that 
currently actively used UAVs, which are characterized by 
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an increase in maximum flight altitude to 7000 m [25–
27]. In this regard, the requirements for the resolution of 
on-board video surveillance equipment installed on board 
the UAV are increasing. 

To obtain video information using the air segment, 
airborne means are actively used, which are characterized 
by the following features [28–30]: 

– image resolution – not worse than 4000 × 3000 pix-
els [28]; 

– video resolution – not worse than Full HD (1920 × 
1080 pixels) [29]; 

– image format – JPEG / DNG (RAW) [29–30]; 
– video format – MP4 / MOV (MPEG-4 AVC / 

H.264, HEVC / H.265) [28–30]; 
– frame rate per second – 24… 60 [30]. 
In turn, the increase in the resolution of video images 

in terms of increasing the height of aerial monitoring 
leads to the fact that: 

– requirements for ensuring the appropriate level of 
reliability of video information resources (VIR) are in-
creased. This is due to the fact that the number of ele-
ments (pixels) that describe the object of observation de-
creases, resulting in an increase in their semantic load. 
Accordingly, the loss of the element due to errors in the 
communication channel leads to a decrease in the level of 
reliability of the VIR; 

– the volume of the video image increases. This leads 
to an increase in the number of video processing opera-
tions. Accordingly, with the same computational com-
plexity and increasing volumes of video information, it is 
necessary to look for opportunities to reduce the complex-

ity of the processing of VIR to ensure the desired level of 
efficiency of delivery to the final destination. 

So increase the reliability of compactly presented vid-
eo images in infocommunication networks is an urgent 
scientific and applied task. 

 
3 MATERIALS AND METHODS 

Let’s break feature space into rectangular regions lim-
iting the range of values of each feature by its minimum 
and maximum values. Then the partition projections into 
feature axis allow allocating feature intervals for each of 
the rectangular block. The intervals can be formed as 
cluster projections or as a regular grid, or on the basis of 
class boundaries in sample one-dimensional projections 
on the feature axes [24]. 

The use of the aerosegment involves the implementa-
tion of a number of requirements for VIR from the stand-
point of ensuring the required level of reliability, which 
are shown in Table 1. The requirements specified in  
Table 1 are formed taking into account: 

– analysis of QoS (quality of service) indicators [31–
33]; 

– requirements for providing video information in 
critical infrastructure systems [34]; 

– results of practical research [35–37]. 
The scheme of formation of these requirements, taking 

into account the peculiarities of the use of wireless com-
munication channels for the delivery of video information 
is shown in Fig. 1.  

Quantitative indicators of these requirements are given 
in Table 1. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Figure 1 – The scheme of formation of requirements to video information resources in the conditions of use 
aerosegment 
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Table 1 – Requirements for video information resources in the 
conditions of using the air segment 

№ 
s/n 

Indicator Necessary 
value 

1. Peak signal-to-noise ratio PSNR  under 

conditions of interference and interference in 
communication channels, dB 

> 15–25 

2. Number Κ   distorted pixels that affect the 
quality of visual perception, % 

7–8 

3. Probability of bit errors under conditions of 
interference and interference in the communi-
cation channel, )ε(P  

10–5… 10–4 

4. Time delays delΤ , ms 120 

 
Analysis of the data listed in table 1 show that the 

main requirements for VIR in the use of the aerosegment 
are the following: 

1. Ensuring the reliability of the video information 
resource in the conditions of errors in the communication 
channel, which is determined by the following quantita-
tive indicators: 

– peak signal-to-noise ratio PSNR  under conditions 

of interference and interference in communication chan-
nels, which should not be less than 15–25 dB; 

– number Κ   distorted pixels in the reconstructed 
video image that affect the quality of visual perception 
should not exceed 7–8%; 

2. Probability of bit errors under conditions of inter-
ference and interference in the communication channel, 

)(εP . 

3. The required level of time delay delΤ  in the proc-

ess of data delivery of video information resource using 
wireless communication technologies. Time delays delΤ  

should not exceed 120 ms. Otherwise, in the conditions of 
air monitoring, significant time delays lead to the fact that 
video information will not be transmitted in full. So this is 
what will lead to the loss of its credibility. 

On the other hand, infocommunication systems using 
airmobile platforms are characterized by the presence of 
interference and interference in communication channels due 
to the following factors [38–40]: electromagnetic compati-
bility of airborne radio navigation equipment with wire-
less devices; low resistance of wireless communication 
technologies to errors; electromagnetic noise; the need to 
separate signals from interference; mutual electromag-
netic interference of devices of one channel (or adjacent 
frequencies); signal attenuation in the environment. 

These factors pose a threat to the loss of information, 
the destruction of video images, reducing the efficiency of 
their delivery due to the need to re-record and transmit 
video data. 

There are the following areas of solving the problem 
of increasing the reliability of video information 
transmitted in infocommunication networks using 
airmobile platforms, namely [41–44]: 

1) using existing noise-tolerant coding technologies; 
2) compression coding technologies with localization 

of errors that occur in the communication channel. 

Estimation of efficiency of use of existing technolo-
gies of noise-tolerant coding of video data. One of the 
ways to solve the problem increase the reliability of video 
information is the use of existing noise-tolerant coding 
technologies. The most common are the Bose-
Chowdhury-Hawkingham (BCH) codes and the Reed-
Solomon codes. The essence of the use of these noise-
tolerant coding technologies is the need to introduce addi-
tional corrective (verification) bits in the process of form-
ing code structures assigned to the data VIR. 

Fig. 2–3 shows estimates of video transmission time 

in a given level of errors ( 54 10  ...10)ε( Ρ ) at a given 

baud rate МbpsVtr   5 , МbpsVtr   40 ) and pixel depth 

(8 bits) using standard noise-tolerant encoding methods. 
 

 
Figure 2 – Diagram of the dependence of the transmission time 

of the video frame on the resolution at a given transmission 
speed, Мbps 5trV  

 

 
Figure 3 – Diagram of the dependence of the transmission 

time of the video frame on the resolution at a given transmission 
speed, Мbps 40trV  

 
Analysis of the data shown in Fig. 2–3 shows that: 
1. Given the average recording frequency of 30 

frames per second, it can be concluded that the on-board 
equipment for video surveillance and video transmission 
on the studied airborne means does not provide full regis-
tration and transmission of all video information gener-
ated per second. 

МbpsVtr   5
sΤ tr ,

sΤ tr ,
МbpsVtr  40
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2. The minimum time for transmitting video informa-
tion from the UAV is: 

– at a video transfer rate of 5 Mbps and error rates in 

the data channel 410)( εP – from 3 to 40 minutes; 

– at a video data transfer rate of 40 Mbps and a given 

level of errors in the data channel 410)( εP – from 24 s 

to 5 min; 
– at a video transfer rate of 5 Mbps and a given level 

of errors in the data channel 510)( εP – from 2.5 to 30 

minutes; 
– at a video data transfer rate of 40 Mbps and a given 

level of errors in the data channel 510)( εP – from 18 s 

to 3.5 minutes 
3. Increasing the pixel depth to 24 bits increases the 

transmission time of video information by 3 times. 
Increasing time delays in the process of delivering 

video information leads to the fact that the video informa-
tion will not be transmitted in full and, as a consequence, 
in the conditions of aeromonitoring to the loss of reliabil-
ity of VIR data. 

Thus, we can conclude that the use of existing noise-
tolerant coding technologies can increase the resilience of 
VIR to errors in data channels due to the use of additional 
corrective digits, but has a number of significant disad-
vantages: 
– leads to a significant increase in the bit size of video 
data; 
– there is a growing delay in the delivery of video infor-
mation, which is critical in the use of airmobile platforms; 
– video processing time is increasing. 

In the conditions of aerial monitoring, significant time 
delays lead to the fact that video information will not be 
transmitted in full. So this is what will lead to the loss of 
its credibility. 

On the other hand, it is possible to localize the effect 
of errors on the quality of recoverable images due to the 
existing psycho visual redundancy. But it is on the 
elimination of psycho visual redundancy in the existing 
methods of compression coding is achieved the basic 
value of the level of compression of video images. 

Therefore, it is necessary to increase the reliability of 
the video information resource based on the study of the 
possibilities of reducing the negative impact of errors in 
the process of compression and reconstruction of video 
frames. 

Estimation of efficiency of use of existing 
technologies of compression coding of video data from 
a position of maintenance of necessary level of 
reliability. Analysis of the effectiveness of existing 
compression video coding technologies from the 
standpoint of ensuring the required level of reliability in 
the event of errors in the reconstruction process shows 
that existing video coding algorithms, built on processing 
technologies implemented on JPEG platform, have 
significant shortcomings. This is due to the fact that the 
action of errors for existing approaches has an avalanche 

effect, which leads to the destruction of video images in 
the reconstruction process. 

Estimation of reliability of video images in infocom-
munication systems of an aerosegment on an indicator of 
a peak ratio signal / noise PSNR  at a given error rate 

( 54 10  ...10)ε( P ) in data transmission channels is 

shown in Fig. 4. 
 

 
Figure 4 – Diagram of the dependence of the peak signal-to-

noise ratio PSNR  from mistakes )ε(P  in the communication 

channel 
 
Analysis of the data shown in Fig. 4 shows that the 

use of existing compression coding technologies does not 
provide an appropriate level of reliability of video infor-
mation for infocommunication systems of the air segment. 
This is due to the fact that the value of the peak signal-to-
noise ratio PSNR  at a given level of errors in the proc-

ess of reconstruction of the video information resource 
does not meet the required necPSNR , i.e. the following 

condition is not met: 
 

necPSNRPSNR   , dB 2515PSNR . 

 
So at the level of errors )ε(P  in the communication 

channel equal to 510)ε( P  the value of the peak signal-

to-noise ratio PSNR  less than the minimum required 

value of 3% for high-saturated video to 38% for low-
saturated video. 

In turn, at the level of errors )(εP  in the communica-

tion channel equal to 410)( εP  the value of the peak 

signal-to-noise ratio PSNR  less than the minimum re-

quired value of 36% for high-saturated video to 47% for 
low-saturated video. 

Hence the use of existing compression coding tech-
nologies leads to a significant loss of reliability of infor-
mation, namely the video resource can be obtained with a 
significant delay and will be in this case irrelevant, or 
completely destroyed in semantic content, ie not subject 
to reconstruction. This is due to the fact that existing com-
pression coding technologies are based on the use of sta-

dB,PSNR 
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tistical coding methods and the detection of a series of 
identical sequences of repeating elements. This situation 
leads to a number of significant shortcomings, namely: 

1. Low resistance to errors in data transmission 
channels, as statistical coding methods are based on non-
uniform code constructions. 

2. Due to the formation of non-uniform structural 
characteristics (lengths of series of transformant 
components with zero values) to reduce redundancy in 
transformants, the occurrence of errors in the 
reconstruction process can lead to a shift in the data of the 
video information resource. 

Therefore, this direction does not provide the required 
level of localization of errors. Therefore, it is necessary to 
improve existing compression coding technologies in the 
direction of identifying patterns, taking into account 
which will localize the destructive effects of errors that 
occur in the communication channel. 

To solve the problems associated with improving the 
reliability of VIR data while ensuring the required level of 
efficiency in the use of compression coding technologies, 
it is necessary to ensure the following conditions: 

1) to ensure the localization of errors to reduce their 
impact on destructive action in the process of reconstruc-
tion of video data; 

2) due to the restructuring of the information space, 
within which unlikely elements will be coded 

u ( 0)( uΡ ), increase the value of probabilities 

)( uΡ  by dividing the power of the original alphabet and 

the length of the video sequence into local sets. 
To do this, it is proposed to use a fundamentally new 

approach – internal restructuring, which takes into ac-
count the laws of internal binary structure of the element 

u ( )θ(Uu  ) on a quantitative sign λ . 

Structural and functional scheme of clustering of 
clustering of elements u  message )θ(U  on a 

quantitative basis λ  presented in Fig. 5. 

Video sequence clustering )θ(U  on a quantitative 

sign λ  of the set )λ( iU  is given by the following 

expression: 
 

 )λ(..., ),λ(..., ),λ()θ( |Λ|1
cl UUUU i

f . (1)

 
For internal data restructuring as quantitative feature is 

proposed to use quantity λ  series of units (SU) in the 
binary representation of elements. The advantages of us-
ing this quantitative feature are the simplicity of algo-
rithmic implementation (the process of forming a quanti-
tative feature involves the use of only arithmetic and logi-
cal operations). 

Quantity formation cycle λ  SU, in the binary repre-
sentation of the element u , is given by the following 

system of expressions: 
 













.1λ

;,λ
λ

α1αα

α1αα
α qq

qq
 (2)

 
Clustering of elements u  video sequences )θ(U  with 

the same amount of SU is given by the following expres-
sion: 

 

 )λ( ...; );λ( ...; );λ()θ(:)λ,( |Λ1cl
cl

|i
f

i UUUUuf  , (3)

 
Alphabet clustering )(U  video sequences )(θU  

based on the amount of SU in the binary representation of 
the elements u  is given by the following expression: 

 

 )( ...; );( ...; );()(:)λ,( ||1cl
cl

  UUUUuf i
f

i . (4)

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 5 – Structural and functional scheme of clustering of elements u  video sequences )θ(U  on a quantitative basis λ  of the set 

)λ( iU  
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4 EXPERIMENTS 
To assess the effectiveness of the developed method 

of internal restructuring of video information resource 
data, a number of experimental studies were conducted.  

Test video images of different degrees of saturation 
were used as source data: low-, medium- and high-
saturation. 

A discrete symmetric channel without memory was 
used as the data channel.  

The following error probability values were used to 
assess the effect of errors on the reliability of the recon-

structed video image: 410)( P , 510)( εP .  

Modeling of experimental research results was per-
formed using the developed software product. 

Comparative assessment of the reliability of video 
information in infocommunication systems of the 
aerosegment by the indicator of the peak signal-to-noise 

ratio 
dm

PSNR  at a given error rate ( 54 10  ...10)( εΡ ) 

in data transmission channels with algorithms of the 
JPEG family is shown in Fig. 6–7. 

 

 
Figure 6 – Diagram of the dependence of the peak signal-to-

noise ratio at a given error level )(εP  from the degree of image 

saturation for developed and existing methods, 510)( εP  

 

 
Figure 7 – Diagram of the dependence of the peak signal-to-noise 

ratio at a given error level )ε(P  from the degree of image 

saturation for developed and existing methods, 410)( P  

 

5 RESULTS 
Analysis of the results of the reconstruction of VIR data 

at a given level of errors ( 54 10  ...10)ε( Ρ ) by the value 

of the peak signal / noise ratio is presented in Fig. 6–7 
indicates that: 

1. The use of the developed coding method allows to 
increase the level of reliability of VIR data at a given level of 
errors in the reconstruction process. So for the case when the 
error in the discrete symmetric data channel without memory 

is set to a value equal to 510)( P  the use of the 

developed coding method allows to increase the reliability of 
video information, which is determined by the quantitative 
assessment of the peak signal-to-noise ratio, by an average of 
53.08% compared to existing methods. 

Accordingly, for the second case under study (when 
410)( P ) the developed method allows to increase the 

reliability of video information by an average of 93.8%. 
2. The developed method of compression coding of 

video information solves the scientific problem of increasing 
the reliability of video information in infocommunication 
systems of the aerosegment. This means that the following 
condition is met: 

dB 2515PSNR . 

 
6 DISCUSSION 

Analysis of the effectiveness of modern video coding 
technologies shows that existing approaches do not provide 
the required level of reliability in terms of ensuring prompt 
delivery. Thus, experimental studies of the impact of errors 
in the data transmission channel show that the use of noise-
tolerant coding technologies leads to a significant increase 
in the amount of coded data. In turn, this leads to time de-
lays in the delivery of video data (Fig. 2–3). 

The use of existing compression coding technologies 
based on the JPEG platform allows more compact presen-
tation of coded data [32, 33]. This allows ensuring com-
pliance with the requirements for the efficiency of deliv-
ery of video information resources by eliminating psycho-
visual redundancy [11, 13]. However, it should be borne 
in mind that at the coding stage, the algorithms of this 
family use a statistical approach [1–4, 6]. This means that 
the result of statistical coding is the formation of non-
uniform codes assigned to the elements of the video se-
quence [7–9]. In turn, the results of experimental studies 
presented in Fig. 4, indicate that the use of this approach 
in the process of forming code structures does not allow 
localizing the effect of errors in communication channels. 

The use of the proposed method (Fig. 5), which is 
based on the restructuring of the information space in 
quantitative terms, allows without loss of integrity to pro-
vide additional reduction of the structural redundancy of 
the code representation of the video sequence. This is due 
to the fact that further coding of video sequence elements 
occurs in the statistical space of clusters. In turn, this al-
lows to increase the level of reliability of video data due 
to the localization of errors within the sequence of code 
constructs assigned to one cluster (Fig. 6–7). Comparative 

dB,PSNR 

dB,PSNR 
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analysis of the developed method with the existing ones 
shows that the proposed approach allows providing the 
required level of reliability (Fig. 6–7). 

 
CONCLUSIONS 

1. For infocommunication systems using airmobile 
platforms are characterized by the presence of 
interference and interference in communication channels. 
This poses a threat to the loss of information, the 
destruction of video images, reducing the efficiency of 
their delivery due to the need to re-capture and transmit 
video data. In this connection the problem of increase 
needs to be solved reliability of video information 
transmitted in infocommunication networks using 
airmobile platforms. There are the following ways to 
solve this problem: use existing noise-tolerant coding 
technologies; compression coding technologies with 
localization of errors that occur in the communication 
channel. 

2. A study of the use of noise-tolerant coding 
methods to ensure the required level of reliability of video 
information transmitted in infocommunication systems of 
the air segment shows that this direction increases the 
resistance of VIR to errors in data channels through the 
use of additional correction bits. But it has a number of 
significant disadvantages: 

– leads to a significant increase in the bit size of com-
pactly presented video data; 

– there is a growing delay in the delivery of video 
information, which is critical in the use of airmobile 
platforms. Increasing time delays in the process of 
delivery of video information leads to the fact that video 
information will not be transmitted in full and, as a 
consequence, in the conditions of aerial monitoring to the 
loss of reliability of VIR data; 

– video processing time is increasing. 
3. The advantage of using compression coding 

technologies to solve the problem of increasing the 
reliability of video information transmitted in the 
infocommunication systems of the air segment is to 
reduce the bit size of the video information resource. 
However, existing video processing technologies are 
based on the use of statistical coding methods and the 
detection of a series of identical sequences of repeating 
elements. But the use of such technologies leads to a 
number of significant disadvantages, namely: 

– low resistance to errors in data transmission 
channels, as statistical coding methods are based on non-
uniform code constructions. This is due to the fact that the 
action of errors that occur in the communication channel 
leads to an avalanche effect; 

– due to the formation of uneven structural 
characteristics (lengths of series of transformant 
components with zero values), to reduce redundancy in 
transformants, the occurrence of errors in the 
reconstruction process can lead to a shift in the data of the 
video information resource. 

Therefore, this direction does not provide the 
required level of localization of errors. 

4. It is substantiated that it is necessary to improve 
the existing compression coding technologies in the 
direction of identifying patterns, taking into account 
which will allow localizing the destructive effect of errors 
that occur in the communication channel. 

5. Thus, for the first time a method of restructuring 
based on the detection of patterns in the internal binary 
structure of the message elements was developed. 
Distinctive features of the method are that the 
restructuring of the information space is carried out 
without loss of integrity on the basis of structural features 
by the number of binary series. This allows you to get the 
following results: 

1) conditions are provided for additional reduction 
of structural redundancy of code representation of 
information due to significant reduction of information 
space capacity as a result of using internal data 
restructuring on the basis of the number of series of units. 

2) conditions are created for localization of errors in 
the process of reconstruction of video information 
resources; 

3) conditions are created to reduce the time for data 
processing, due to the fact that the developed method of 
data restructuring does not require transformations over 
the elements of the message. 
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AНОТАЦІЯ 
Актуальність. Проблема локалізації впливу помилок у каналах передачі даних при використанні методів компресійного 

та завадостійкого кодування в умовах дотримання швидкості доставки даних в інфокомунікаційних системах аеросегменту. 
Об’єктом дослідження є методи кодування для підвищення надійності відеоінформаційних ресурсів в інфокомунікаційних 
мережах з використанням аеромобільних платформ. 

Метод. Використання методів завадостійкого кодування для забезпечення необхідного рівня достовірності відеоінфор-
мації, що передається в інфокомунікаційних системах аеросегменту, має ряд істотних недоліків – призводить до значного 
збільшення бітового об’єму компактно представлених відеозображень; зростає часова затримка на доставку відеоінформа-
ції, що в умовах використання аеромобільних платформ є критичним. Підвищення часових затримок у процесі доставки 
відеоінформації призводить до того, що: відеоінформацію буде передано не в повному обсязі і, як наслідок, в умовах аеро-
моніторингу до втрати достовірності даних; збільшується час на обробку відеоданих. Перевагою використання технологій 
компресійного кодування для вирішення задачі підвищення достовірності відеозображень, що передаються в інфокомуніка-
ційних системах аеросегменту, є зниження бітового об’єму відеоінформаційного ресурсу. Однак існуючі технології обробки 
відеоданих базуються на використанні методів статистичного кодування і виявленні серій однакових послідовностей елеме-
нтів, що повторюються. Але використання таких технологій не забезпечує необхідного рівня локалізації дії помилок. Розро-
блений метод реструктуризації на основі виявлення закономірностей у внутрішній двійковій структурі елементів повідом-
лення за кількісною ознакою. Інструментом для реструктуризації є ознака кількості серій одиниць у двійковій структурі 
елементів повідомлення. Відмінні характеристики методу полягають у тому, що реструктуризація інформаційного простору 
здійснюється без втрати цілісності на основі структурної ознаки за кількістю двійкових серій. 

Результати. Проведено аналіз існуючих напрямків вирішення проблеми підвищення рівня достовірності 
відеоінформації, що передається в інфокомунікаційних системах аеросегменту. Розроблений метод внутрішньої 
реструктуризації даних дозволяє отримати наступні результати: забезпечуються умови додаткового скорочення структурної 
надмірності кодового представлення інформації зарахунок суттєвого скорочення потужності інформаційного простору в 
результаті використання внутрішньої реструктуризації даних за ознакою кількості серій одиниць; створюються умови для 
локалізації дії помилок в процесі реконструкції відеоінформаційних ресурсів; створюються умови для скорочення часу на 
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обробку даних, в зв’язку з тим, що розроблений метод реструктуризації даних не вимагає проведення перетворень над 
елементами повідомлення. 

Висновки. Необхідно вдосконалювати існуючі технології компресійного кодування у напрямі виявлення закономірнос-
тей, облік яких дозволить локалізувати руйнівну дію помилок, що виникають у каналі зв’язку. 

КЛЮЧОВІ СЛОВА: відеоінформаційний ресурс, кодування, достовірність, оперативність, канал зв’язку, аеросегмент, 
технології стиснення.  
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AННОТАЦИЯ 

Актуальность. Проблема локализации влияния ошибок в каналах передачи данных при использовании методов ком-
прессионного  и помехоустойчивого кодирования в условиях соблюдения оперативности доставки данных в инфокоммуни-
кационных системах аеросегмента. Объектом исследования являются методы кодирования для повышения достоверности 
видеоинформационных ресурсов в инфокоммуникационных сетях с использованием аеромобильных платформ. 

Метод. Использование методов помехоустойчивого кодирования для обеспечения необходимого уровня достоверности 
видеоинформации, передаваемой в инфокоммуникационных системах аеросегмента, имеет ряд существенных недостатков: 
приводит к значительному увеличению битового объема компактно представленных видеоданных; растет временная за-
держка на доставку видеоинформации, что в условиях использования аеромобильных платформ является критическим.  
Повышение временных задержек в процессе доставки видеоинформации приводит к тому, что: видеоинформация будет 
передана не в полном объеме и, как следствие, в условиях аеромониторинга к потере достоверности данных; увеличивается 
время на обработку видеоданных. Преимуществом использования технологий компрессионного кодирования для решения 
задачи повышения достоверности видеоинформации, передаваемой в инфокоммуникационных системах аеросегмента, яв-
ляется снижение битового объема видеоинформационного ресурса. Однако существующие технологии обработки видео-
данных базируются на использовании методов статистического кодирования и выявлении серий одинаковых последова-
тельностей повторяющихся элементов. Но использование таких технологий не обеспечивает необходимый уровень локали-
зации действия ошибок. Разработан метод реструктуризации на основе выявления закономерностей во внутренней двоич-
ной структуре элементов сообщения по количественному признаку. Инструментом для реструктуризации является признак 
количества серий единиц в двоичной структуре элементов сообщения. Отличительные характеристики метода состоят в 
том, что реструктуризация информационного пространства осуществляется без потери целостности на основе структурного 
признака по количеству серий единиц. 

Результаты. Проведен анализ существующих направлений решения проблемы повышения уровня достоверности 
передаваемой в инфокоммуникационных системах аеросегмента видеоинформации. Разработанный метод внутренней 
реструктуризации данных позволяет получить следующие результаты: обеспечиваются условия дополнительного 
сокращения структурной избыточности кодового представления информации за счет существенного сокращения мощности 
информационного пространства в результате использования внутренней реструктуризации данных по признаку количества 
серий единиц; создаются условия для локализации действия ошибок в процессе реконструкции видеоинформационных 
ресурсов; создаются условия для сокращения времени на обработку данных в связи с тем, что разработанный метод 
реструктуризации данных не требует проведения преобразований над элементами сообщения. 

Выводы. Необходимо совершенствовать существующие технологии компрессионного кодирования в направлении вы-
явления закономерностей, учет которых позволит локализовать разрушительное действие ошибок, возникающих в канале 
связи. 

КЛЮЧЕВЫЕ СЛОВА: видеоинформационный ресурс, кодирование, достоверность, оперативность, канал связи, аеро-
сегмент, технологии сжатия. 
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ABSTRACT 

Context. In modern terms problem of constructing of the multiprocessor systems the special value acquires the base of standard 
popular technologies and components. It is caused by that such systems became popular and cheap vehicle platforms for high-
performance calculations. In addition, practice pulls out problems complete decision of which in most cases possibly only due to 
application of high-performance calculations. Consequently, a theme of constructing of the cluster multiprocessor systems for today 
is actual, interesting and is on the stage of the active development. At the same time, the new high-quality stage of development of 
the multiprocessor cluster systems lies in area of the use of new modern network technologies. Presently the problem of choice and 
analysis of network technologies for the module multiprocessor cluster systems did not get due development, as well as problem of 
reorganization of structure ofnetwork interfaceby aggregating of channels of network interface.  

Objective. An aim  is in-process put improvement of structure and increase of the productivity of the multiprocessor computer 
system by the multidimensional aggregating of channels of network interface, adapted to the decision of tasks of the investigated 
class. 

Method. The task of increase of efficiency of the module multiprocessor computer system is decided due to multidimensional 
aggregating of channels of network interface. Offered approach allowed not only to promote efficiency of parallelization but also 
substantially to decrease time of calculations. Such results succeeded to be attained due to diminishing to time of border exchange of 
data between the calculable knots of the cluster system.  

Results. A feature offered approach is that he allowed to realize a direct exchange data between main memory of knots of the 
multiprocessor system, that promotes the fast-acting of calculations and provides high-speed access to memory of her slave -nodes. 
Thus during an exchange by data between the knots of the system the system CPU gets unloaded and loading of channel which 
passes between the knots of the computer system goes down, that assists diminishing of time of border exchange of data between the 
calculable knots of the system. 

Conclusions. The results of the conducted experiments showed that the worked out multiprocessor system was used for creation 
of new technological processes. So, she is used in a fluidizer intensification of the сфероидизируещего annealing of long-length 
steelwork. Directly the technological process of heat treatment of metal acquires such advantages, as a high yield, substantial 
mionectic energy consumption and allows to carry out control of technological parameters in the modes of unisothermal treatment of 
metal.  

KEYWORDS: multiprocessor systems, network interface, aggregating, fast-acting, memory, knots, latentness. 
 

ABBREVIATION 
VLAN − Virtual Local Area Network; 
IB − InfiniBand; 
Eth − Ethernet; 
PM − master node; 
PN − slave node; 
VPI − Virtual Protocol Interconnect; 
QoS − quality of service; 
DDR − Double Data Rate; 
RDMA − remote direct memory access; 
DHCP − Dynamic Host Configuration Protocol; 
HDR − High Dynamic Range; 
NVMe − Non-Volatile Memory Express; 
SLI − Scalable Link Interface; 
MPI – Message Passing Interface. 

 
NOMENCLATURE 

ATX − Advanced Technology Extended; 
TCA − Target Channel Adapters; 
RAID − Redundant Array of Independent Disks; 
CPU − Central Processing Unit; 
GPU − Graphics Processing Unit; 
SSD − Solid state drive; 

CUDA − Compute Unified Device Architecture; 
HCA − Host Channel Adapters; 
Th − temperature of heating of surface of standard;  
Tk − controlled by facilities of the multiprocessor sys-

tem, temperature of phase transformation of metal. 
 

INTRODUCTION 
Today there is a swift height of number of the multi-

processor computer systems and their total productivity in 
the world. It is caused by that such systems became popu-
lar and cheap vehicle platforms for high-performance 
calculations. In addition, practice pulls out before applied 
scientists of different problems complete decision of 
which in most cases possibly only due to application of 
the multiprocessor computer systems. For today there are 
many different variants of construction of the module 
multiprocessor computer systems. One of perspective is a 
process of constructing of such systems on the basis of 
“blade”-technologies. One of basic features of their con-
structing is constrained with the use of network technol-
ogy the choice of which depends foremost, from the class 
of the tasks decided by users. Consequently, there is a 
problem of design of architecture of the multiprocessor 
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module computer systems, sent to the decision of wide 
circle of the applied tasks.  

Consequently, a theme of constructing of the cluster 
multiprocessor systems for today is actual, interesting and 
is on the stage of the active development. Clear and other, 
by means of the high-performance module systems the 
effective method of implementation of actual tasks of 
class was found.  

At the same time, the new high-quality stage of devel-
opment of the multiprocessor cluster systems lies in area 
of the use of new modern network technologies. Thus 
efficiency of necessary on this stage parallelization of 
calculations is predefined by many factors among which 
decision are a choice and organization of network inter-
face.  

A research object are informative computational 
processes in the multiprocessor computer systems.  

The article of research is conception of construction 
of the new module multiprocessor computer systems on 
the basis of reorganization of structure of network inter-
face, decision-oriented certain class of tasks. 

An aim to perfect a structure and promote the produc-
tivity of the multiprocessor system of calculations by ag-
gregating of channels of network interface, adapted to the 
decision of tasks of the investigated class is in-process 
put. 

 
1 PROBLEM STATEMENT 

Today, production practice raises various problems, 
the complete solution of which in most cases is possible 
only through the use of multiprocessor computing com-
plexes. Solving applied problems with the help of well-
known standard approaches is a complex problem that can 
only be overcome by using modern multiprocessor com-
puter technologies. At the same time, one of the main 
features of the application of such technologies is to in-
crease the speed and productivity of computers. High 
computer performance allows you to solve multidimen-
sional tasks, as well as tasks that require a large amount of 
processor time. Speed makes it possible to effectively 
manage technological processes or, in general, to create 
prerequisites for the development of new promising tech-
nological processes.  

When designing new multiprocessor systems, the fol-
lowing must be taken into account. Modern HDR expan-
sion technology allows data exchange between computing 
nodes at a speed of up to 200 Gbit/s. On the other hand, 
according to the manufacturer’s data, HDR4 technology 
has a delay of 0.4–0.5μs. In this case, it is necessary to 
increase the efficiency and speed of the multiprocessor 
system by means of multidimensional aggregation of 
network interface channels. At the same time, data ex-
change between computing nodes must be transferred to a 
separate network that works at the channel (second) level 
using channel bonding technology. Such an approach will 
be aimed at increasing the speed of data exchange be-
tween cluster nodes and reducing the load on the channel 
that connects the cluster nodes. At the same time, due to 
the use of HDR4x2 technology, the speed of data ex-

change will increase from 200 Gbit/s. up to 400 Gbit/s. 
On the other hand, due to the separation of aggregated 
channels for the symmetrical use of controllers with ag-
gregated components, the latency will decrease to 0.1μs.  

An Intel Core I5 processor was used to design the 
multiprocessor system (using DDR4 memory type with 
RDMA support, which allows the combination of RAM 
ports up to 4 channels), which allows direct access to 
memory with support for InfiniBand technology. Such an 
approach will reduce the congestion of the channel that 
passes between the nodes of the computing system. In 
addition, the use of RDMA technology in the system will 
make it possible to eliminate the delay in sending data 
directly to the InfiniBand adapter. 

 
2 REVIEW OF THE LITERATURE 

In the modern terms of the special weight acquires 
creation of the multiprocessor computer systems on the 
base of standard popular technologies and components 
[1−3]. Due to high demand and supply on bladed configu-
ration in scientific practice a “blade”-cluster calculable 
complex is offered exactly for the decision of tasks with 
the up-diffused area of calculations [4, 5]. Becomes clear 
that through high-performance clusters the effective 
method of decision of wide class of actual tasks is found.  

In the process of planning of the module multiproces-
sor system his construction [has a large value 6]. Exactly 
on the stage of constructing of the multiprocessor system 
it is necessary to foresee possibilities of her expansion or 
modification in the future [7]. We will mark that the most 
successful decision, placing of the multiprocessor system 
is considered in a bar [8]. Such arrangement appeared 
appropriate even for the small computer system. Into a bar 
there are knots, apparatus for effective connection of 
components, management facilities by the intranet of the 
system and under. Every blade works under the manage-
ment of the copy of the standard operating system. Com-
position and power of knots of the multiprocessor system 
can be разным. In hired the homogeneous system is ex-
amined. The interaction between the nodes of the comput-
ing system is established with the help of specialized li-
braries at the level of the OS kernel and switching hard-
ware. 

However at planning and effective use of the multi-
processor system basic attention is spared to the intercon-
nect network of the system and her topology [9, 10]. To-
pology of cluster and his fast-acting at the decision of 
calculable tasks, undoubtedly, problems are constrained.  

To our opinion, the new high-quality stage of devel-
opment of the multiprocessor cluster systems lies in area 
of the use of new modern network technologies [11]. 
Thus efficiency of parallelization of calculations depends 
on many factors, however one of qualificatory are a 
choice and organization of network interface. It is ex-
plained as follows. The network of the cluster computer 
system fundamentally differs from the network of the 
work stations, although for the construction of cluster 
ordinary network maps and switchboards which are used 
during organization of network of the work stations are 
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needed. However in case of the cluster computer system 
there is one fundamental feature. The network of cluster, 
first of all, is intended not for connection of computers, 
and for connection of calculable processes. In this con-
nection, than higher there will be a carrying capacity of 
computer network of cluster, the user parallel tasks, ex-
ecutable on a cluster, will be considered quicker. Thus, 
technical descriptions of computer network acquire a pri-
mary value for the multiprocessor cluster systems.  

Presently the problem of choice and analysis of net-
work technologies for the module multiprocessor cluster 
systems did not get due development, as well as problem 
of reorganization of structure ofnetwork interfaceby ag-
gregating of channels of network interface. In addition, 
works, sanctified to research of influence of network 
technologies on efficiency of parallelization in the module 
multiprocessor cluster systems, are practically absent. In 
this connection, the researches examined in hired are ac-
tual and, primary. 

 
3 MATERIALS AND METHODS 

The module of the high-efficiency multiprocessor sys-
tem consists of master-node (PM001) and slave-nodes 
(РN001, РN002, РN003, ..., PN00N), calculable opera-
tions oriented to implementation; two guided 
switchboards (Switch IB1, Switch IB2) in the networks of 
exchange by data between calculable knots; hybrid sluice 
(SkyWay IB3), oriented to the management by the sys-
tem, her loading and diagnostics; virtual local networks, 
intermediate buffers of memory of the guided 
switchboards; networks of exchange by data in the system 
of slave-nodes; mechanism of backuping of basic compo-
nents of the system. Loading of knots of the system is 
produced through corresponding switched local networks. 
On a Fig. 1 her flow-chart is presented. 

The structural feature of the system consists of the fol-
lowing. In the interconnect network of exchange by data 
between slave – by the knots of the multiprocessor system 
for application of technology of InfiniВand [12] copper 
cables are used. Function of network adapters to execute 
network maps which support work of the module of the 
multiprocessor system in the standard of InfiniВand.  

For constructing of the multiprocessor system the 
processor of Intel Core I5 (this processor 10 generations, 
using type of memory of DDR4 with support of RDMA, 
allowing the association of ports of main memory to 4 
channels with frequency to 4 GHz and by volume of by 
128 Gigabyte of RAM) was used. 

The computer system foresees vertical, parallel in re-
lation to each other, arrangement of system boards. Just 
the same approach and answers the idea of constructing of 
“blade”-servers. After loading of OC access to the multi-
processor system takes place by the use of standard net-
work protocols (telnet, ssh, rsh). At that rate for organiza-
tion of parallel calculations with participation of working 
computer and multiprocessor system it is necessary to set 
network connection between them. Such connection gets 
organized by means of topology “point-point”.  

After the serve of signal of START from a control of 
master-node (PM001) panel his electric feed is produced 
by means of the corresponding power (Fig. 1) module.  

The process of start and initialising of master-node 
(PM001) of the module multiprocessor system begins 
further. The system foresees two modes of loading OS, 
namely: from a hard disk or from certain external media. 
According to setting unique dynamic IP-adresses and cor-
responding local networks by default loading of blades of 
the system is answered by the special configuration script. 
He is started right after loading of the operating system. 
In addition, this script will realize tuning of DHCP server 
on the whole. Exactly on this stage of work of the system 
the amount of slave-nodes of the computer system 
(РN001, РN002, РN003, .., РN00N) is appointed, and if 
necessary tuning of access is executed to the external 
networks or to the environment of the Internet. 

The certain parameters of the system and her tuning 
are thus determined. The start of slave-nodes of the com-
puter system (PN001, PN002, PN003, .., PN00N) and 
loading OS is produced by a serve to them corresponding 
feed from blocks (fig. 1). After implementation of the 
transferred operations a configuration script completes 
work, and the computer system will be ready to realiza-
tion of the functions. 

The multiprocessor system includes six virtual local 
networks of VLAN: Net1 − Net6. Thus a virtual local 
network of Net1 is a network of the interchannel aggre-
gating of network interface of the multiprocessor system, 
she is oriented to realization of the interchannel aggregat-
ing of network interface through ports of IB3.Agr1 and 
IB3.Agr2 of hybrid sluice of SkyWay IB3. A virtual local 
network of Net2 is a network of external and cloudy inter-
faces, she is oriented to loading of management data by 
the system, to her configuration, and also cloudy convert-
ing of heterogeneous data with the purpose of their further 
treatment. A virtual local network of Net3 is a system 
network which will realize the rapid and energyeffective 
method of storage and exchange information. A system 
network is oriented to the rapid loading of the multiproc-
essor system, her configuration. Through this network the 
process of tuning of files of configuration of OS will be 
realized, storage of kernel OS, elements of safety of fire-
wall and other the Virtual local networks of Net1 − Net3 
is formed on the base of new hybrid sluice of NVIDIA 
InfiniBand. Family of module switchboards of NVIDIA 
InfiniBand is provided the very tall productivity and 
closeness of port with a deblocking high carrying capacity 
in a demihull. Such switchboards are perspective in tasks 
high-performance, cloudy calculations and artificial intel-
ligence at less expenses and complication. They differ in 
the scaleable hierarchical aggregating, possibility of self-
healing of networks, assured quality of service. The hy-
brid sluice of NVIDIA Skyway InfiniBand to Ethernet 
Gateway is used in this development. Basic descriptions 
of such sluice are presented in a Table 1. 
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Figure 1 − Flow-chart of the module of the multiprocessor computer system with the multidimensional aggregating of channels of 

network interface
 

Table 1 − General descriptions of hybrid sluice NVIDIA  
Skyway InfiniBand to Ethernet Gateway 

General 
carrying capacity 

 
1.6 Tb/s 

Common amount of ports 16 
Amount of ports of IB 8x InfiniBand, 

8x HDR HDR 200Gb/s 
Amount of ports of Eth 8 ports of Ethernet, 

8x 200/100Gb/s 
Editing in a bar 2U 

 
A virtual local network of Net4 is an interchannel net-

work which will realize connection of the aggregated 
modules. In this connection she executes the functions of 
aggregating of channels. A virtual local network of Net5 
is a network of technology of virtualization of data, she 
provides the increase of reliability of storage of data, and 
also serves for the rev-up of reading/notation of informa-
tion. A virtual local network of Net6 is a network of the 
layer aggregating of data of network and interface. 

The flow diagram of topology of network interface of 
the multiprocessor system is presented on a Fig. 2 

Maximal efficiency of the module of the multiproces-
sor system is arrived at by reconfiguration of local net-
work structure in accordance with the specific of the de-
cided tasks (Fig. 2). Reconfiguration foresees the use of 
six modes of operations of network. Topology of local 

network of type a “star” answers the first mode, second, is 
a “line”, third is a “complete count”, fourth – “ring”, fifth 
is a “grate” and finally sixth is the “reserved grate”. Thus 
switching of the modes of topology of local network 
comes true by tuning of routers at hardwarily-
programmatic level. To that end the modes of operations 
of ports of network maps change from full-duplex in half-
duplex, and also in pairs to the symmetric aggregating of 
network ports of switchboards on a reception and/or 
communication of data. The concrete features of each of 
such modes of operations of reconfigurable network of 
the system in detail are reflected in literature [13, 14], 
where and the features of exchange open up by data be-
tween slave -nodes.  

We will consider some fundamental advantages of 
process of calculations in the offered system. At first, in 
slave-nodes the process of acceptance/of communication 
of data is executed by facilities of the guided switch board 
IB without application of the mode of spooling. Secondly, 
intermediate and final calculations enter master-knot 
through switchboard Infiniband. Directly process of man-
agement and communication of the noted data from calcu-
lable slave-nodes will be realized by means of network 
adapters of HCA.  
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Figure 2 − Flow diagram of topology of network interface of the multiprocessor system 

 

Finally, it is necessary to mark the fundamental fea-
ture of the use of technology of InfiniBand, in obedience 
to which all results of capture of data from input units, 
their treatment and transmission of the managing affect-
ing out devices realized through the processor module 
with the interface of TCA (Fig. 2). In addition, storage of 
the indicated data with a management on a local network 
comes true on the hard disk of SSD with the interface of 
NVMe. Such approach allows substantially to promote 
efficiency of calculations. 

For configuration of the considered network interaces 
the basic operations of tuning of the mode of Link Aggre-
gation are executed. Directly procedure of “fastening of 
channels” or technology of fastening of channels, allow-
ing to unite a few network adapters in an onespeed chan-
nel in full lighted up in-process [15]. It is here shown that 
exchange by data between the calculable knots of cluster 
comes true in a separate network, working on the basis of 
the mentioned technology of fastening of channels. Of-
fered approach provides the rev-up of exchange data be-
tween the secondary sites of the multiprocessor system 
and to reduce loading on a channel, connecting the knots 
of the multiprocessor system. 

For planning of the multiprocessor computer system 
the vehicle providing of corporation NVIDIA was used. 
In this connection possibility of the use of software and 
hardware architecture of parallel calculations appears on 
the basis of platform of CUDA. Such platform allows to 
use the resources of video cards for ungraphic calcula-
tions. And to date this technology becomes more actual.  

The platform of CUDA is supported in all video cards 
of corporation NVIDIA, since the simplest user and to 
specialized powerful. An acceleration through the plat-
form of CUDA is used by many user applications, for 
example, MatLab, TensorFlow, Keras of and other In this 
connection programming, with the use of resources of 
video card is actual and perspective. Thus get the large 
productivity for a moderate price.  

Basic advantages of platform of CUDA are her free of 
chargeness (software for all basic platforms is freely got 
from the resource of developer.nvidia.com), simplicity 
and flexibility. Technology of NVIDIA CUDA is an envi-
ronment which allows developers to create software for 
the decision of intricate calculable problems for less time, 
due to multinuclear calculable power of graphic proces-
sors. 

Procedure of programming, applied in CUDA differs 
from traditional that fully hides a graphic conveyer from a 
programmer, allowing him to write the programs those in 
more usual for him “terms”. In addition, CUDA gives to 
the programmer more comfortable model of work with 
memory. Here is not a necessity to keep data in 128-bit 
textures, as CUDA allows to read data straight from 
memory of video card. 

For constructing of the multiprocessor computer sys-
tem the video card of corporation NVIDIA GeForce GTX 
1080 was used. Basic descriptions of such video card are 
presented in a Table 2. 

Table 2 − General descriptions of video card NVIDIA GeForce GTX 1080 
Amount of kernels 2560 

Base frequency 1607 Mhz 
Videomemory 8 Gbit 

Carrying capacity of channel 
of memory 

 
10 Gbps 

Bit of interface  256-bit 
Productivity 277.3 Gflops 
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On the basis of the use of technology CUDA were re-
alized algorithms of calculation of process of heat transfer 
[16]. The analysis of time of implementation of parallel 
algorithms showed that application of technology of 
CUDA in times is abbreviated by time of processing of 
these experimental data. The practical testing showed, 
effectiveness of such calculations exceeded on an order 
statistics on similar calculations on central processing 
unit, even with the use of technology of OpenMP. In time 
is obvious also, that does not make sense to use technol-
ogy of CUDA for work with the small volumes of data. 
For the small volumes of datains an acceleration practi-
cally is not observed. 

On the other hand, it should be noted that the NVIDIA 
GeForce GTX 1080 video card was selected taking into 
account the compatibility of the scalable SLI communica-
tion interface. When creating the latest technological 
processes [16], this approach is extremely relevant. The 
proprietary SLI technology allows you to distribute the 
calculation between two video cards. Quad SLI extends 
this technology by allowing two dual-GPU graphics cards 
to use four GPUs simultaneously. In the above develop-
ment of a multiprocessor system, two NVIDIA GeForce 
GTX 1080 video cards were “linked”. This approach is 
aimed not only at a significant increase in computing per-
formance, but also at a significant decrease in latency and 
a significant unloading of the system bus. 

Installation of Quad SLI systems differs in sufficient 
simplicity. Inserting the indicated two video cards in 
sockets and connecting SLI-мост, after the start of the 
system new video cards are installed as an ordinary video 
adapter. Further after setting of drivers and finding out 
Quad SLI, рендеринг Quad SLI will be included by de-
fault. The new, additional tuning is not foreseen thus. We 
will notice that the variant of disconnecting of technology 
of Quad SLI is foreseen in a control of the multiprocessor 
system panel, that will allow two video cards of NVIDIA 
GeForce GTX 1080 to work independent of each other. 
This procedure is extraordinarily important for realization 
of new installation procedures with the video cards of the 
indicated type. 

We will mark that for “fastening” of two video cards 
the bridge of SLI is used. Thus, a corporation Nvidia uses 
a physical socket for connection of video cards together, 
that allows to co-operate them with each other, not using 
the stripe of key-in in slots. Thus, one of two bridges of 
SLI may need: either standard bridge (for less powerful 
maps) or bridge with a high carrying capacity (for more 
powerful maps). Applied more powerful map (NVIDIA 
GeForce GTX 1080), a standard bridge can use, but it will 
not allow to provide the complete productivity of video 
cards. Descriptions of bridges of SLI are driven to the 
Table 3. 

At installations SLI of the system the additional cool-
ing of corps of multiprocessor system is provided. For 
such system a corps is used with a 120 mm by a ventila-
tor, located opposite the sockets of video cards. Placing a 
120 mm of ventilator opposite these two video cards al-
lows considerably to reduce the temperature of video 

cards of GPU. Video cards are assembled so that they 
выдувают hot air through opening on the backplane of 
corps of the system. In this connection there is not a ne-
cessity to apply additional special cooling, it is necessary 
only to provide normal ventilation. 

 
Table 3 − Descriptions of SLI of bridges 

Bridge Clock rate Maximal carrying 
capacity 

Standard bridge 400 Mhz 1 Gbps 
Bridge with a high carrying 

capacity 
650 Mhz 2 Gbps 

 
 In respect of energy consumption, then in the similar 

systems it is necessary to use the high-quality power 
modules. In the construction of the multiprocessor system 
the power of type of Corsair HX 1200 module was used 
watt which without problems provides the feed of Quad 
SLI systems. The offered multiprocessor system did not 
force the power module to work to capacity. The applied 
video cards work also quietly enough, thus even in Quad 
SLI configurations with noise for them problems are not 
present.  

In addition, it is necessary to underline that graphic 
processor, possessing powerful calculable capabilities, 
however would not be able fully to replace activity of 
central processing unit absolute advantage of which is 
universality, but in his forces substantially to unload 
CPU, undertaking loading, presented by the most labour 
intensive and difficult tasks. 

 
4 EXPERIMENTS 

The worked out multiprocessor system is used in a 
fluidizer intensification of the spheroidizing annealing of 
long-length steelwork [16]. Setting of have for an object 
substantially to shorten duration of technological process 
of the spheroidizing annealing of metal due to the use of 
unisothermal self-control, that allows to improve techno-
logical properties of rolled metal with providing of high 
dispersion and homogeneity of structure of standard on all 
plane of his section. Directly the technological process of 
heat treatment of metal acquires such advantages, as a 
high yield, substantial mionectic energy consumption and 
allows to carry out control of technological parameters in 
the modes of unisothermal treatment of metal.  

The task is achieved due to the fact that the installa-
tion for intensifying spheroidizing annealing of a long 
steel product is equipped with a multiprocessor computer 
system with specially oriented software installed on it. At 
the same time, the multiprocessor computing system is 
connected via an information bidirectional communica-
tion interface with a process control unit. The multiproc-
essor computing system is made as a separate module and 
allows using special software to set and control the neces-
sary temperature conditions on the entire sectional plane 
of the sample during heating and holding the metal, as 
well as control the mode of non-isothermal annealing of 
steel, while the multiprocessor computing system aims to 
control the thermal regime processing is constant in the 
annealing temperature range. 
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The use of a multiprocessor computer system with its 
software makes it possible, on the basis of a mathematical 
model of the process of heating a sample, already under 
production conditions to control the heating of the sample 
to the transition to the austenitic region and the tempera-
ture of phase recrystallization on the entire plane of the 
cut of a long steel product, and then, having solved the 
inverse problem of heat conductivity, to control the nec-
essary non-isothermal exposure mode in the annealing 
temperature range over the entire sample cut plane. The 
use of the installation for the implementation of the inten-
sive mode of spheroidizing annealing predetermines the 
uniform distribution of cementite globules in the ferrite 
matrix, which provides the necessary mechanical proper-
ties of the metal required for further cold deformation. 

 
5 RESULTS 

On results experiments the crooked distributions of 
temperature of standard are got on the plane of his cut 
where determined: Th − is a temperature of heating of 
surface of standard, Tk −  controlled by facilities of the 
multiprocessor system temperature of phase transforma-
tion of metal. The design of such temperature fields 
comes true taking into account the change of thermo-
physical properties of material during his heating. The 
microstructure of standards after heat treatment purchased 
values 150−169 НВ. 

The performed spheroidization of the carbide phase of 
the metal under the conditions of the corresponding 
modes of heat treatment of the workpieces provides the 
material with the structure of granular perlite. Moreover, 
high-speed spheroidization predetermines a more uniform 
distribution of cementite globules in a ferrite matrix. After 
heat treatment, steel samples of almost the same hardness 
acquired a finely dispersed structure, which ensures a 
high level of metal ductility. Due to the rapid heating of 
the sample and incomplete austenitization of steel, certain 
changes occur in the morphology of the carbide phase 
from lamellar to finely dispersed globular. 

The use of the proposed multiprocessor system can 
significantly improve the operational and technical char-
acteristics of the technological process as a whole. This is 
due to the introduction of the following factors. Thus, in 
comparison with the well-known approach [17], due to 
the use of a processor module with a new generation TCA 
interface and an SSD hard disk with an NVMe interface, it 
was possible to reduce the operating system boot time on 
the main node by 180%, on the slave nodes by 320%; 
network interface software reorganization time decreased 
by 530%; the time for processing, sending and storing 
intermediate and final calculation results has decreased by 
250%; 240% reduction in processing time for system sta-
tistics. 

Through the use of VLANs and multidimensional 
network interface link aggregation, it was possible to in-
crease the throughput of the network interface port from 
200 Mb / s to 800 Mb / s, which increases the speed of 
data exchange between the nodes of a multiprocessor sys-
tem four times. 

Compared to the well-known approach [17], due to 
the use of the software and hardware architecture of paral-
lel computing by NVIDIA Corporation based on the 
CUDA platform, it was possible to increase the amount of 
video memory by 16 GB on each computing node of the 
multiprocessor system, as well as increase the overall 
performance of the system node by 350 Gfl. 

 
6 DISCUSSION 

It was found out on the basis of analysis of methods of 
decision of the modern applied tasks, that application of 
the parallel computer systems – one of strategic directions 
of development of informative technique. It is possible 
explained by the permanent height of amount of the ap-
plied tasks, for the decision of which possibilities of pre-
sent computing facilities failing. Obviously, that by 
means of the high-efficiency module systems the success-
ful method of decision of actual tasks of wide class was 
found. For this reason in hired the problem of construct-
ing of the high-efficiency multiprocessor system was 
lighted up.  

This paper considers a complex formalized approach 
to designing a modular multiprocessor system with multi-
dimensional network interface aggregation. At the same 
time, an analysis of approaches to the design of multi-
processor systems showed that recently computer equip-
ment manufacturers have been offering devices based on 
blade technologies (blade technologies). Under such cir-
cumstances, by constructing a multiprocessor system 
based on blade servers, a turnkey solution is obtained, 
equipped with the necessary management tools and a 
network interface. We note some of the main advantages 
of such design solutions compared to others: blade sys-
tems are more compact and easy to maintain, their design 
features make it convenient to form the required configu-
ration. 

The analysis of constructing of the multiprocessor sys-
tems showed that the new high-quality stage of develop-
ment of the multiprocessor computer systems was in the 
field of the use of new modern network technologies. It 
can be explained by substantial differences between the 
network of the cluster computer system and network of 
the work stations. Yes, the network of the computer sys-
tem is intended not for connection of computers, and for 
connection of calculable processes. Then, than higher 
there will be a carrying capacity of computer network of 
the system, the set an user parallel tasks will be executed 
quicker. Consequently, technical descriptions of computer 
network acquire a primary value, when speech goes about 
the multiprocessor computer systems. Having regard to 
marked, it was made decision to apply technology of net-
work interface of InfiniBand. Consequently, exchange 
between the knots of the multiprocessor system organized 
data by means of standard of InfiniBand. It is shown that 
by comparison to other multiprocessor systems, the 
worked out system has such fundamental differences: 
network loading of processors, maintenances of the mode 
of VLAN, mechanism of backuping of key constituents of 
the module, specially worked out mode of exchange by 

139



e-ISSN 1607-3274  Радіоелектроніка, інформатика, управління. 2022. № 3 
p-ISSN 2313-688X Radio Electronics, Computer Science, Control. 2022. № 3 

 
 

© Moroz D. M., 2022 
DOI 10.15588/1607-3274-2022-3-13 

data between the knots of the system in the network of 
switchboards of InfiniBand. 

When designing a multiprocessor system, special at-
tention was paid to traffic between neighboring nodes of a 
multiprocessor system, which is the slowest part of the 
algorithm of performed calculations and can significantly 
reduce the effect of increasing the number of processors 
involved. Exactly this circumstance and allows to talk 
that one of basic ways of increase of efficiency of the 
multiprocessor systems consists in aggregating of chan-
nels of network interface in the network of exchange by 
data between slave-nodes of the system. Thus, it is set that 
a theme of increase of efficiency of the multiprocessor 
systems due to reorganization of structure of network 
interface for today is actual, interesting, and her research 
is on the stage of active development.  

A comparative analysis showed that presently the 
problem of aggregating of channels in the module multi-
processor cluster systems is not decided properly. Be-
sides, critically small works in which influence of archi-
tecture of network of the cluster system would be investi-
gated on efficiency of parallelization of calculations.  

At the same time, multidimensional aggregation of 
channels of the network interface of a multiprocessor sys-
tem is implemented on the basis of six VLANs. The inter-
channel aggregation network of the network interface of a 
multiprocessor system, external and cloud interfaces, as 
well as the control and diagnostics network are formed on 
the basis of the new NVIDIA InfiniBand hybrid gateway. 
On the other hand, the use of modular NVIDIA Infini-
Band switches supports a standard set of network tech-
nologies, in particular virtual networks, traffic prioritiza-
tion, aggregated links, and multicast traffic filtering. The 
family of such switches is promising in high-performance, 
cloud computing and artificial intelligence tasks at lower 
cost and complexity. In addition, they are distinguished 
by scalable hierarchical aggregation, self-healing net-
works, and guaranteed quality of service.  

The technology of fastening of channels of network 
interface of the multiprocessor cluster system worked out 
in hired allows to unite the knots of cluster in a network 
so, if each of them was connected to the switchboard 
more than by one channel. The described technology is 
similar to the mode of tracking at connection of 
switchboards, due to which it is succeeded to rev up 
communication of data between two or by a few 
switchboards. Application of procedure of fastening of 
channels allows to attain the even partition of load (accep-
tance/of communication of data) between them in the 
multiprocessor system and to promote speed of exchange 
data between her knots.  

Once again it is important to pay attention to main ad-
vantage of the mode aggregating of channels, due to 
which substantially speed of exchange rises by data, and 
also reliability of functioning of the cluster system in-
dexes grow. So, in case of refuse adapter a traffic is sent 
to the next in good condition adapter without breaking of 
service. When an adapter again begins to work, then send-
ing of data recommences through him. 

To implement multidimensional link aggregation of 
the network interface, the advantage was given to the 
adapter from Mellanox. At the same time, network adapt-
ers of the MHQH29C – XTR type were chosen, which, 
supporting switching according to the virtual protocol 
VPI, provide flexibility in connections in computing sys-
tems. Under such conditions, a multiprocessor system 
provides high-quality computing, high-speed access to 
data storage resources, guaranteed high throughput, and 
low data transfer latency. 

When designing a multiprocessor system, special at-
tention was paid to its practical aspects of functioning. 
Thus, due to the use of the hybrid NVIDIA Skyway In-
finiBand to Ethernet Gateway, a processor module with a 
new generation TCA interface, as well as the use of the 
CUDA platform, it was possible to significantly increase 
the computing power of a multiprocessor system without 
wasting time on reorganizing the network interface oper-
ating modes to solve the required class of applied tasks. 

Computational experiments were carried out under the 
control of cluster operating systems using VLAN tech-
nology and a set of MPI libraries in the object-oriented 
programming environment of the C# language. 

 
CONCLUSIONS 

In the article the ways of increase of efficiency of the 
multiprocessor cluster system are shown due to reorgani-
zation of architecture of her network interface. Offered 
approach allowed not only to promote efficiency of 
распараллеливания but also substantially to decrease 
time of calculations. Such results succeeded to be attained 
due to diminishing to time of border exchange of data 
between the calculable knots of the cluster system.  

The transferred signs of the worked out system al-
lowed her to perfect with acquisition of certain differ-
ences from present to the system, namely: 

– at first, due to realization of technology of Infini-
Band were it is attained such advantages: subzero latent-
ness and high fast-acting; 

– secondly, possibility to change – interface configu-
ration of local networks of the system through a control or 
WEB stand, adapting their structures to the decision of 
tasks of that or other type; 

– thirdly, on the basis of principle of RDMA of tech-
nology of InfiniBand a direct exchange comes true by 
data between main memory of knots of the multiprocessor 
system, which promotes the fast-acting of calculations 
and provides high-speed access to memory of her slave -
nodes systems, and also exchange by data between them, 
off-loading the system CPU during an exchange by data 
and reducing loading of channel which passes between 
the knots of the computer system; 

– fourthly, application of multichannel hybrid sluice 
of NVIDIA Skyway InfiniBand in a copula with the proc-
essor module of TCA with the interface of NVMe and 
hard disk of SSD creates fundamentally new possibilities 
of “connectivity” of such system with other calculable 
environments; dirigibility of the system allows substan-
tially to promote; in particular, to unload central process-
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ing unit (due to maintenance of traffic of InfiniBand); to 
reduce time on switching of the modes of operations of 
virtual networks, collection, transmission and storage of 
results of calculations and, as a result, promote efficiency 
of all multiprocessor system on the whole; 

– fifthly, due to module principle of construction to 
simplify the processes of planning, increase or replace-
ment of those calculable knots which broke ranks, and 
also on the whole exploitation of all constructed system. 

The scientific novelty. For the first time, a procedure 
for multidimensional aggregation of network interface 
channels of a multiprocessor computing system was pro-
posed, which made it possible to increase its performance 
and speed. 

The practical significance. The results of the experi-
ments carried out make it possible to recommend the de-
veloped multiprocessor system for creating new techno-
logical processes. 

Prospects for further research. The developed mul-
tiprocessor system can be used to solve a wide range of 
applied problems as a highly efficient platform for high 
performance computing. 
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МОДУЛЬНА ВИСОКОЕФЕКТИВНА БАГАТОПРОЦЕСОРНА СИСТЕМА З БАГАТОВИМІРНОЮ 
АГРЕГАЦІЄЮ КАНАЛІВ МЕРЕЖЕВОГО ІНТЕРФЕЙСУ 

Мороз Д. М. – асистент кафедри програмного забезпечення комп’ютерних систем, НТУ «Дніпровська  політехніка», 
Дніпро, Україна. 

 
АНОТАЦІЯ 

Актуальність. У сучасних умовах проблема конструювання багатопроцесорних систем базі стандартних загальнодо-
ступних технологій і компонентів набуває особливе значення. Це викликано тим, що такі системи стали загальнодоступни-
ми і дешевими апаратними платформами для високопродуктивних обчислень. Крім того, практика висуває проблеми, повне 
вирішення яких у більшості випадків можливо лише за рахунок застосування високопродуктивних обчислень. Отже, тема 
конструювання кластерних багатопроцесорних систем на сьогодні є актуальною, цікавою і знаходиться на етапі свого акти-
вного розвитку. В той же час, новий якісний етап розвитку багатопроцесорних кластерних систем лежить в області викорис-
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тання нових сучасних мережевих технологій. Нині проблема вибору та аналізу мережевих технологій для модульних бага-
топроцесорних кластерних систем не отримала належного розвитку, як і проблема реорганізації структури мережевого ін-
терфейсу шляхом агрегації каналів мережевого інтерфейсу.  

Мета. У роботі поставлена мета удосконалення структури та підвищення продуктивності багатопроцесорної обчислю-
вальної системи шляхом багатовимірної агрегації каналів мережевого інтерфейсу, адаптованого до розв’язку задач дослі-
джуваного класу. 

Метод. Розв’язана задача підвищення ефективності модульної багатопроцесорної обчислювальної системи за рахунок 
багатовимірної агрегації каналів мережевого інтерфейсу. Запропонований підхід дозволив не лише підвищити ефективність 
розпаралелювання, але й істотно зменшити час обчислень. Таких результатів вдалося досягти за рахунок зменшення часу 
граничного обміну даними між обчислювальними вузлами кластерної системи.  

Результати. Особливістю запропонованого підходу є те, що він дозволив реалізувати прямий обмін даними між опера-
тивною пам’яттю вузлів багатопроцесорної системи, що підвищує швидкодію обчислень і забезпечує високошвидкісний 
доступ до пам’яті її slave-вузлів. При цьому під час обміну даними між вузлами системи розвантажується система CPU і 
знижується завантаження каналу, який проходить між вузлами обчислювальної системи, що сприяє зменшенню часу грани-
чного обміну даними між обчислювальними вузлами системи. 

Висновки. Результати проведених експериментів показали, що розроблена багатопроцесорна система використовується 
для створення нових технологічних процесів. Так, вона застосовується в установці для інтенсифікації сфероїдизуючого від-
палу довгомірного сталевого виробу. Безпосередньо технологічний процес термічної обробки металу придбаває такі перева-
ги, як висока продуктивність, істотне зниження енергоспоживання і дозволяє здійснювати контроль технологічних парамет-
рів в режимах неізотермічної обробки металу.  

КЛЮЧОВІ СЛОВА: багатопроцесорні системи, мережевий інтерфейс, агрегація, швидкодія, пам’ять, вузли,  
латентність. 
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АННОТАЦИЯ 

Актуальность. В современных условиях проблема конструирования многопроцессорных систем базе стандартных об-
щедоступных технологий и компонентов приобретает особое значение. Это вызвано тем, что такие системы стали общедос-
тупными и дешевыми аппаратными платформами для высокопроизводительных вычислений. Кроме того, практика выдви-
гает проблемы, полное решение которых в большинстве случаев возможно лишь за счет применения высокопроизводитель-
ных вычислений. Следовательно, тема конструирования кластерных многопроцессорных систем на сегодня является акту-
альной, интересной и находится на этапе своего активного развития. Вместе с тем, новый качественный этап развития мно-
гопроцессорных кластерных систем лежит в области использования новых современных сетевых технологий. В настоящее 
время проблема выбора и анализа сетевых технологий для модульных многопроцессорных кластерных систем не получила 
должного развития, как и проблема реорганизации структуры сетевого интерфейса путем агрегации каналов сетевого ин-
терфейса.  

Цель. В работе поставлена цель усовершенствование структуры и повышение производительности многопроцессорной 
вычислительной системы путем многомерной агрегации каналов сетевого интерфейса, адаптированного к решению задач 
исследуемого класса. 

Метод. Решена задача повышения эффективности модульной многопроцессорной вычислительной системы за счет мно-
гомерной агрегацией каналов сетевого интерфейса. Предложенный подход позволил не только повысить эффективность 
распараллеливания, но и существенно уменьшить время вычислений. Таких результатов удалось достичь за счет уменьше-
ния времени граничного обмена данных между вычислительными узлами кластерной системы.  

Результаты. Особенностью предложенного подхода является то, что он позволил реализовать прямой обмен данными 
между оперативной памятью узлов многопроцессорной системы, что повышает быстродействие вычислений и обеспечивает 
высокоскоростной доступ к памяти ее slave -узлов. При этом во время обмена данными между узлами системы разгружается 
система CPU и снижается загрузка канала, который проходит между узлами вычислительной системы, что способствует 
уменьшению времени граничного обмена данных между вычислительными узлами системы. 

Выводы. Результаты проведенных экспериментов показали, что разработанная многопроцессорная система использует-
ся для создания новых технологических процессов. Так, она применяется в установке для интенсификации сфероидизируе-
щего отжига длинномерного стального изделия. Непосредственно технологический процесс термической обработки метал-
ла приобретает такие преимущества, как высокая производительность, существенное сниженное энергопотребление и по-
зволяет осуществлять контроль технологических параметров в режимах неизотермической обработки металла.  

КЛЮЧЕВЫЕ СЛОВА: многопроцессорные системы, сетевой интерфейс, агрегация, быстродействие, память, узлы, ла-
тентность. 
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ABSTRACT 
Context. The problem of estimating the duration of software development in Java for personal computers (PC) is important be-

cause, first, failed duration estimating is often the main contributor to failed software projects, second, Java is a popular language, 
and, third, a personal computer is a widespread multi-purpose computer. The object of the study is the process of estimating the dura-
tion of software development in Java for PC. The subject of the study is the nonlinear regression models to estimate the duration of 
software development in Java for PC. 

Objective. The goal of the work is to build nonlinear regression models for estimating the duration of software development in 
Java for PC based on the normalizing transformations and deleting outliers in data to increase the confidence of the estimation in 
comparison to the ISBSG model for the PC platform. 

Method. The models, confidence, and prediction intervals of nonlinear regressions to estimate the duration of software develop-
ment in Java for PC are constructed based on the normalizing transformations for non-Gaussian data with the help of appropriate 
techniques. The techniques to build the models, confidence, and prediction intervals of nonlinear regressions are based on normaliz-
ing transformations. Also, we apply outlier removal for model construction. In general, the above leads to a reduction of the mean 
magnitude of relative error, the widths of the confidence, and prediction intervals in comparison to nonlinear models constructed 
without outlier removal application in the model construction process. 

Results. A comparison of the model based on the decimal logarithm transformation with the nonlinear regression models based 
on the Johnson (for the SB family) and Box-Cox transformations as both univariate and bivariate ones has been performed. 

Conclusions. The nonlinear regression model to estimate the duration of software development in Java for PC is constructed 
based on the decimal logarithm transformation. This model, in comparison with other nonlinear regression models, has smaller 
widths of the confidence and prediction intervals for effort values that are bigger than 900 person-hours. The prospects for further 
research may include the application of bivariate normalizing transformations and data sets to construct the nonlinear regression 
models for estimating the duration of software development in other languages for PC and other platforms, for example, mainframe. 

KEYWORDS: duration, software development, Java, personal computer, nonlinear regression model, normalizing transforma-
tion, non-Gaussian data, ISBSG. 

 
ABBREVIATIONS 

COCOMO is a constructive cost model; 
ISBSG is the International Software Benchmarking 

Standards Group; 
KLOC is kilo lines of code (one thousand lines of 

code); 
MMRE is a mean magnitude of relative error; 
MRE is a magnitude of relative error; 
PC is a personal computer; 
PRED is a percentage of prediction; 
SMD is a squared Mahalanobis distance. 

 
NOMENCLATURE 

0b̂  is an estimator of the parameter defined by the in-

tercept of the true regression line for normalized data; 

1b̂  is an estimator of the parameter defined by the 

slope of the true regression line for normalized data; 
N  is a number of data points; 

 2,0 N  is a Gaussian distribution with zero mathe-

matical expectation and variance 2
 ; 

P is a non-Gaussian random vector; 
R2 is a multiple coefficient of determination; 
T is a Gaussian random vector; 

2,2  Nt  is a quantile of student’s t-distribution with 

2N  degrees of freedom and 2  significance level; 

X1 is an effort of software development; 
Y is the duration of software development; 

1Z  is a Gaussian variable that is obtained by trans-

forming variable X1; 

YZ  is a Gaussian variable that is obtained by trans-

forming variable Y; 

YZ  is a sample mean of the YZ  values; 

YẐ  is a prediction result by linear regression equation 

for normalized data; 
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  is a significance level; 

1  is a multivariate skewness; 

2  is a multivariate kurtosis; 

  is a Gaussian random variable that defines residu-
als; 

  is a standard deviation of  ; 

ψ  is a vector of bivariate normalizing transformation. 

 
INTRODUCTION 

Estimation of duration, effort, and the cost is a very 
important and integral part of the software development 
life cycle [1–3]. It is important to do an accurate estima-
tion as much as possible because failed estimation (in-
cluding duration estimation) is often the main contributor 
to failed software projects. 

Today estimation of duration in software development 
is mostly based on heuristic approaches like expert judg-
ment and planning poker. In absence of the experts for 
estimating, it is very difficult to estimate software devel-
opment duration. That is why there is a need for algo-
rithmic methods and mathematical models that can do 
accurate estimates. 

For many years the most famous models are regres-
sion equations such as COCOMO and ISBSG. These 
models are similar in structure (both are effort dependent 
and constructed based on decimal logarithm). Wherein 
there only is one ISBSG model for estimating the duration 
of software development for the PC platform. However, 
there are no models which additionally take into account 
the programming language. In this paper, we demon-
strated the need to take into account the programming 
language for the ISBSG model. We practiced the calibra-
tion of the ISBSG model using the ISBSG data set (D&E 
Corporate Release May 2021 R1) collected from the 
software development projects in Java for PC. We used 
the ISBSG data set because for many years the ISBSG 
repository is applied as a foundation of the software pro-
ject estimation process [4]. Also, we constructed other 
models based on the normalizing transformations such as 
the Box-Cox and Johnson using the above data set. 

The object of study is the process of estimating the 
duration of software development in Java for PC. 

The subject of study is the regression models to es-
timate the duration of software development in Java for 
PC. 

The purpose of the work is to increase the confi-
dence in estimating the duration of software development 
in Java for PC. 

 
1 PROBLEM STATEMENT 

Suppose given the original sample as the bivariate 
non-Gaussian data set: actual duration (in months) Y and 
effort (in person-hours) 1X  of software development in 

Java for PC. Suppose that there is a mutually inverse 
normalizing transformation of non-Gaussian random vec-

tor  TXY 1,P  to Gaussian random vector  TY ZZ 1,T  

is given by 
 

 PψT   (1)
 
and the inverse transformation for (1) 

 

 TψP 1 . (2)

 
It is required to build the nonlinear regression model 

in the form   ,1XYY  based on transformations (1) and 

(2). 
 

2 REVIEW OF THE LITERATURE 
Although the first models for estimating the duration 

of software development were built in the 1970–1980 
years [1, 5], research in this area is still ongoing [4, 6–10]. 

Most often these models enable estimating the dura-
tion of software development depending on the develop-
ment effort. Building such models requires the presence 
of corresponding datasets. Firstly it was government or-
ganization datasets (NASA etc.). For at least 25 years 
many such researchers are used data from the different 
ISBSG repository releases [6–10]. 

The COCOMO models were built using project size as 
the data clustering criteria [1]. Software development 
projects were split by their size into 3 types: organic (2–
50 KLOC), semi-detached (50–300 KLOC), and embed-
ded (larger than 300 KLOC). Then each of these types 
was built in separate models. 

The ISBSG models are similar in structure to 
COCOMO models the only difference is that they were 
built for such platforms as mainframe, mid-range, and 
personal computers based on the 1996 ISBSG repository 
data. 

In all models from [1, 2, 6] the decimal logarithm 
transformation was used to normalize empirical data. But 
as it was clear from [6], the above transformation is not 
always acceptable for empirical data normalization. In [6] 
a linear regression was performed on the Log10-
transformed values of duration and effort for the 39 PC 

software development projects 140.02 R . It is very low 
and means that there is no correlation between dependent 
and independent variables. 

In the nonlinear regression model for estimating the 
duration of software development for PC [7], the Johnson 
univariate transformation was used to normalize empirical 
data values of duration and effort. This transformation 
enables to build of valid models in some cases but as will 
be shown in this research this transformation gives aver-
age model quality with the 2021 ISBSG repository data 
for software developed in Java for PC. Therefore, it is 
also required to apply bivariate transformation and re-
move outliers from the empirical data to build a high-
quality model according to [11]. 
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A normalizing transformation is often a good way to 
construct nonlinear regression models [11–17]. According 
to [14], transformations are made for essentially four pur-
poses, two of which are: firstly, to obtain approximate 
normality for the distribution of the error term (residuals), 
secondly, to transform the response and/or the predictor in 
such a way that the strength of the linear relationship be-
tween new variables (normalized variables) is better than 
the linear relationship between initial dependent and in-
dependent variables. 

According to [11], there may be data sets on which the 
results of building nonlinear regression models depend, 
firstly, which normalizing transformation is used, univari-
ate, or multivariate, and, secondly, are there any outliers 
in the data set. That is why in [11] the technique was con-
sidered to build nonlinear regression models based on the 
multivariate normalizing transformations and prediction 
intervals. In this technique, in addition to the technique 
for detecting outliers in multivariate non-Gaussian data 
[18], the prediction intervals of nonlinear regressions are 
used to detect the outliers in the process of constructing 
the nonlinear regression models. We apply the above 
technique [11] for building the nonlinear regression mod-
els with one predictor (effort) to estimate the duration of 
software development in Java for PC. 

 
3 MATERIALS AND METHODS 

According to [11], the technique to build nonlinear re-
gression models based on the normalizing transformations 
and prediction intervals consists of four steps. In the first 
step, multivariate non-Gaussian data are normalized using 
a multivariate normalizing transformation (1). 

In the second step, the nonlinear regression model is 
constructed based on the multivariate normalizing trans-
formation (1). Before that, we first determine whether one 
data point of a multivariate non-Gaussian data set is a 
multidimensional outlier. To do this, we apply the statisti-
cal technique based on the normalizing transformations 
and the Mahalanobis squared distance (MSD) as in [18, 
19]. If there is a two-dimensional outlier in a bivariate 
non-Gaussian data set, then we discard the one, and return 
to step 1, else build the linear regression model for nor-
malized data based on the transformation (1) in the form 

 

 110
ˆˆˆ ZbbZZ YY , (3)

 
  is a Gaussian random variable that defines residuals, 

   2,0 N . 

After that, the nonlinear regression model is built 
based on the linear regression model (3) and the transfor-
mations (1) and (2) as 

 

  
YY ZY ˆ1 . (4)

 
In the third step, the prediction interval of nonlinear 

regression is defined [11] 
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where 2,2  Nt  is a student’s t-distribution quantile with 

2  significance level and 2N  degrees of freedom; 
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In the fourth step, we check if there are data that are 
out of the bounds of the prediction interval. And if we 
detect the outliers, we discard them and repeat all the 
steps starting with the first for new data without discarded 
outliers, else nonlinear regression model construction is 
completed. 

To normalize the data according to (1), we applied the 
decimal logarithm transformation with components 1Z  

 

11 lg XZ   (6)

and YZ  

YZY lg . (7)
 
Also, to normalize the data, we used the univariate and 

bivariate Box-Cox transformations [16] with components 

1Z  

 

 
 
 












0if,ln

;0if,1

11

111
11

1

X

X
xZ  (8)

 
and YZ , which is defined analogously to (8) with the only 

difference that instead of 1Z , 1X , and 1  should be put 

respectively YZ , Y, and Y . Here 1Z  and YZ  are Gaus-

sian variables, 1  and Y  parameters of the bivariate 

Box-Cox transformation. 
Furthermore, to normalize the data, we used the uni-

variate and bivariate Jonson transformations for the SB 
family [11] with component 1Z  

 

111

11
111 ln

X

X
Z




  (9)

 
and YZ , which is defined analogously to (9) with the only 

difference that instead of 1Z , 1X , 1 , 1 , 1 , and 1  

should be put respectively YZ , Y, Y , Y , Y , and Y . 

Here 1Z  and YZ  are Gaussian variables with zero 

mathematical expectation and unit variance; Y , Y , 
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Y , Y , 1γ , 1η , 1φ , and 1λ  are parameters of the John-

son transformation for the SB family. 
The nonlinear regression model based on the linear 

regression model (3) for the normalized data and the 
decimal logarithm transformation for (6) and (7) has the 
form 

 

10
ˆ

1
ˆ

10 bb XY  . (10)

 
The nonlinear regression model based on the bivariate 

Box-Cox transformation has the form [20] 
 

   Y
YY ZY




ˆ1
1ˆˆ . (11)

 
According to [20], the nonlinear regression model 

based on the Johnson bivariate transformation for the SB 
family has the form 

 

   YYYYY ZY  ˆˆˆexp1ˆˆ . (12)

 
In (10)–(12) as and in (3),   is a Gaussian random 

variable which defines residuals,    2,0 N . 

The confidence interval of nonlinear regression is de-
fined analogously to (5) with the only difference that in 
the sum under the square root, there will not be leading 1. 

 
4 EXPERIMENTS 

Before building a nonlinear regression model based on 
the multivariate normalizing transformation, we con-
structed a nonlinear regression equation to estimate the 
duration Y (in months) of software development for the 
PC platform depending on the effort X1 (in person-hours) 
based on the decimal logarithm transformation of 243 
software projects data with Data Quality Rating A from 
the 2021 ISBSG database (see Fig. 1). 

 
Figure 1 – Nonlinear regression (solid line) and its prediction 
intervals (dash lines) of the duration depending on the effort, 
which was constructed by the decimal logarithm using 243 

software projects data (dots) with Quality Rating A (highest) 
from the ISBSG database (D&E Corporate Release May 2021 

R1) 
 

Fig. 1 contains nonlinear regression (solid line) for 
which the equation is: 

 
3437.0

14902.0 XY  . (13)

 
Also, Fig. 1 contains prediction intervals bounds (dash 

lines) of nonlinear regression of the duration depending 
on the effort, which was constructed using the decimal 
logarithm (Log10) by (5) for a significance level of 0.05. 

The values of 2R , MMRE, and PRED(0.25) equal re-
spectively 0.2971, 0.4840, and 0.3457 for equation (13). 
These values are less than acceptable ones and indicate 
the unsatisfactory accuracy of duration prediction by 
equation (1). That is why we apply the appropriate tech-
nique [11] to build a nonlinear regression model for esti-
mating the duration of software development in Java for 
PC. 

To construct a nonlinear regression model for estimat-
ing the duration of software development in Java for PC 
we use the above technique for the 39 software projects 
data with Data Quality Rating A from the ISBSG data-
base (D&E Corporate Release May 2021 R1). The above 
data are shown in Fig. 2 as dots. 

 

 
Figure 2 – Scatter plot of effort X1 vs. duration Y for 39 software 

projects in Java for PC 
 
We checked the bivariate data from Fig. 2 for multi-

variate outliers. But before that, we tested the normality 
of multivariate data from Fig. 2 because well-known sta-
tistical methods (for example, multivariate outlier detec-
tion based on the squared Mahalanobis distance (SMD)) 
are used to detect outliers in multivariate data under the 
assumption that the data is described by a multivariate 
Gaussian distribution [16, 18, 19]. We applied a multi-
variate normality test proposed by Mardia and based on 
measures of the multivariate skewness 1  and kurtosis 

2  [21, 22]. According to this test, the distribution of 

bivariate data from Fig. 2 is not Gaussian since the test 
statistic for multivariate skewness 61N  of this data, 

which equals 119.61, is greater than the quantile of the 
Chi-Square distribution, which is 14.86 for 4 degrees of 
freedom and 0.005 significance level. Similarly, the test 
statistic for multivariate kurtosis 2 , which equals 24.60, 
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is greater than the value of the Gaussian distribution 
quantile, which is 11.30 for 8 mean, 1.641 variance, and 
0.005 significance level. 

Therefore, we used the statistical technique [18] to de-
tect multivariate outliers in the bivariate non-Gaussian 
data from Fig. 2 based on the multivariate normalizing 
transformations and the SMD for normalized data. To 
normalize the data from Fig. 2, we applied three univari-
ate and two bivariate transformations (see Table 1). 

The parameter estimates of the univariate and bivari-
ate Box-Cox transformations for the data from Fig. 2 are 
calculated by the maximum likelihood method according 
to [16]. The parameter estimates of the univariate Box-

Cox transformation are 0.295079ˆ Y  and 

0.244234ˆ
1  . The parameter estimates of the bivariate 

Box-Cox transformation are 0.207256ˆ Y  and 

0.212036λ̂1  . 
 

Table 1 – SMD values for normalized data 
 

Univariate Bivariate 
No Project ID 

Log10 Box-Cox Johnson Box-Cox Johnson 
1 10248 1.37 1.55 1.04 1.60 1.27
2 10868 8.74 14.69 14.02 12.95 10.56
3 11641 11.81 8.18 8.20 9.10 10.23
4 11802 1.12 1.26 1.12 1.23 1.19
5 12636 5.60 3.98 4.78 4.42 5.30
6 12857 0.98 0.98 0.89 0.97 0.96
7 14345 0.43 0.39 0.26 0.40 0.31
8 14487 2.33 1.90 1.93 1.98 2.20
9 14883 0.50 0.49 0.31 0.49 0.38
10 14937 6.61 4.09 5.57 4.39 5.73
11 14953 0.52 0.61 0.51 0.59 0.53
12 16032 1.24 1.61 1.23 1.57 1.30
13 18271 0.15 0.13 0.12 0.15 0.16
14 19256 0.73 0.85 0.49 0.83 0.59
15 21372 0.42 0.35 0.21 0.34 0.27
16 21719 0.29 0.21 0.16 0.22 0.20
17 22359 1.86 1.92 1.36 2.01 1.68
18 22404 3.43 2.63 2.52 2.77 2.91
19 23094 1.11 1.28 1.05 1.26 1.11
20 23265 0.28 0.20 0.16 0.21 0.20
21 24483 2.23 2.01 1.76 2.07 1.98
22 25081 0.16 0.09 0.10 0.11 0.13
23 25342 1.54 1.86 1.13 1.93 1.47
24 25480 0.16 0.09 0.10 0.11 0.13
25 25663 1.49 2.26 1.66 2.17 1.76
26 25931 0.41 0.63 0.37 0.65 0.50
27 26422 0.25 0.17 0.14 0.18 0.17
28 26695 2.17 2.77 2.46 2.62 2.34
29 28504 0.28 0.42 0.26 0.43 0.34
30 28519 2.73 5.90 9.75 5.45 6.30
31 29310 7.92 4.10 6.06 4.45 6.44
32 29311 1.37 1.37 1.27 1.38 1.35
33 29398 1.83 3.18 2.49 3.00 2.52
34 29471 0.14 0.12 0.11 0.13 0.14
35 29537 0.23 0.43 0.27 0.41 0.27
36 30243 0.40 0.61 0.36 0.63 0.48
37 30658 0.18 0.24 0.17 0.25 0.22
38 31895 3.86 3.17 2.57 3.31 3.26
39 31999 1.11 1.28 1.05 1.26 1.11

 
The parameter estimates of the univariate and bivari-

ate Jonson transformation for the SB family for the data 

from Fig. 2 are calculated by the maximum likelihood 
method according to [20]. The parameter estimates of the 
univariate Jonson transformation for the SB family are 

3.8025ˆ Y , 3.02479ˆ1  , 1.4727ˆ Y , 0.59352ˆ1  , 

0.65925ˆ Y , 97.897ˆ1  , 76.853ˆ Y , and 

207294.1ˆ
1  . The parameter estimates of the bivariate 

Jonson transformation for the SB family are 10.939ˆ Y , 

4.42142ˆ1  , 1.19033ˆ Y , 0.54626ˆ1  , 

0.23642ˆ Y , 81.576ˆ1  , 5937.939ˆ Y , and 

1484909.7ˆ
1  . 

Table 1 contains the SMD for normalized data. The 
SMD values from Table 1 indicate there is one multivari-
ate outlier in bivariate non-Gaussian data for four trans-
formations (all univariate transformations and the bivari-
ate Box-Cox transformation) since the SMD values for 
row 3 for decimal logarithm and row 2 for two univariate 
transformations (Box-Cox and Jonson) and the bivariate 
Box-Cox transformation are greater than the quantile of 
the Chi-Square distribution, which equals to 10.60 for the 
0.005 significance level and 2 degrees of freedom. In Ta-
ble 1, the SMD values, which are greater than the above 
quantile, are highlighted in bold. 

For example, a scatter plot of normalized effort Z1 vs. 
normalized duration ZY (using the bivariate Box-Cox 
transformation) for the data from Fig. 2 is shown in 
Fig. 3. Here the above outlier (Project 10868) is marked 
as an “outlier”. 

 

 
Figure 3 – Scatter plot of normalized effort Z1 vs. normalized 

duration ZY (using the bivariate Box-Cox transformation) for the 
data from Fig. 2 

 
Only the SMD values from Table 1 for bivariate Jon-

son transformations for the SB family indicate there are no 
multivariate outliers in bivariate non-Gaussian data from 
Fig. 2 since all SMD values, in this case, are less than the 
above quantile value. 

The reason for such different results in outlier detec-
tion is that only the data normalized using the bivariate 
Jonson transformation for the SB family passes a multi-
variate normality test proposed by Mardia [21]. As a note, 
the above, Mardia’s test is based on measures of the mul-
tivariate skewness 1  and kurtosis 2  [21]. 
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According to Mardia’s test, the bivariate distribution 
of data (from Fig. 2) normalized using the bivariate Jon-
son transformation for the SB family is approximately 
Gaussian since the test statistic for multivariate skewness 

61N  of this data, which equals 2.08, is less than the 

quantile of the Chi-Square distribution, which is 14.86 for 
4 degrees of freedom and 0.005 significance level. Also, 
the test statistic for multivariate kurtosis 2 , which equals 

10.71, is less than the value of the Gaussian distribution 
quantile, which is 11.30 for 8 mean, 1.641 variance, and 
0.005 significance level. 

Therefore, we decide, that there are no multivariate 
outliers in bivariate non-Gaussian data from Fig. 2 (39 
data points). And we go to step 2 of the first iteration. 

We constructed the nonlinear regression model (10), 

for which the estimate ̂  is 0.1552, parameters estimates 

are 0.500291ˆ
0 b  and 0.357533ˆ

1 b . 

Next, we calculated the nonlinear regression predic-
tion interval by (5) for a significance level of 0.05. In the 

first iteration, 026.22,2  Nt ; 15726.0ZS ; 

025.31 Z ; 968.15
11
ZZS  for the data normalized by 

the Log10 transformation of 39 data points from Fig. 2. 
There are two outliers (data for software projects 

10868 and 11641) since their Y values are out of the pre-
diction interval computed by (5) for a significance level 
of 0.05. We discarded data of software projects 10868 and 
11641. The first iteration is completed. The above 37 data 
points are shown in Fig. 4. 

In the second iteration, there are no multivariate out-
liers in bivariate non-Gaussian data from Fig. 4 (37 data 
points). And we go to step 2 of the second iteration. 

 
Figure 4 – Nonlinear regression Ŷ  (solid line) and its prediction 

intervals (dash lines) of the duration depending on the effort, 
which is constructed by the decimal logarithm transformation of 

37 data points 
 

We constructed the nonlinear regression model (10), 

for which the estimate ̂  is 0.1104, parameters estimates 

are 0.468116ˆ
0 b  and 0.346194ˆ

1 b . 

Next, we calculated the nonlinear regression predic-
tion interval by (5) for a significance level of 0.05. In the 

second iteration, 030.22,2  Nt ; 1120.0ZS ; 

035.31 Z ; 816.15
11
ZZS  for the data normalized by 

the Log10 transformation of 37 data points from Fig. 4. 
There are two outliers (data for software projects 

12636 and 31895) since their Y values are out of the pre-
diction interval computed by (5) for a significance level 
of 0.05. We discarded data from software projects 12636 
and 31895. The second iteration is completed. 

In the third iteration, we used data from the remaining 
35 projects (see Fig. 5). There are no multivariate outliers 
in bivariate non-Gaussian data from Fig. 5 (35 data 
points). And we go to step 2 of the third iteration. 

Next, we used 35 data points from Fig. 5 to construct 
the model in form (10) with the following parameters 

estimates: 0.439718ˆ
0 b , 0.330913ˆ

1 b , 0828.0ˆ  . 

 
Figure 5 – Nonlinear regression Ŷ  (solid line) and its prediction 

intervals (dash lines) of the duration depending on the effort, 
which is constructed by the decimal logarithm transformation of 

35 data points 
 

After constructing a model (10), we have to find the 
nonlinear regression prediction interval by (5) for a sig-
nificance level of 0.05 (see Fig. 5). In the third iteration, 

035.22,2  Nt ; 0840.0ZS ; 016.31 Z ; 

158.15
11
ZZS  for the data normalized by the Log10 

transformation of 35 data points from Fig. 5. 
There is one outlier (data for software project 14487) 

since its Y value is out of the prediction interval computed 
by (5) for a significance level of 0.05. We discarded data 
from software project 14487. The third iteration is com-
pleted. 

In the fourth iteration, we used data from the remain-
ing 34 projects (see Fig. 6). There are no multivariate 
outliers in bivariate non-Gaussian data from Fig. 6 (34 
data points). And we go to step 2 of the fourth iteration. 

We used 34 data points from Fig. 6 to construct the 
model in form (10) with the following parameters esti-

mates: 0.423179ˆ
0 b , 0.323072ˆ

1 b , 07253.0ˆ  . 

Next, we calculated the nonlinear regression predic-
tion interval by (5) for a significance level of 0.05. In the 

fourth iteration, 037.22,2  Nt ; 07366.0ZS ; 
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002.31 Z ; 923.14
11
ZZS  for the data normalized by 

the Log10 transformation of 34 data points from Fig. 6. 
There are no outliers since all Y values are not out of 

the bounds of the prediction interval computed by (5) for 
a significance level of 0.05. The model construction is 
completed. 

 
Figure 6 – Nonlinear regression Ŷ  (solid line), its confidence 
(dot lines) and prediction (dash lines) intervals of the duration 
depending on the effort, which is constructed by the decimal 

logarithm transformation of 34 data points 
 

Also, we calculated the confidence intervals of 

nonlinear regression Ŷ  constructed by the decimal loga-
rithm transformation of 34 data points (see Fig. 6). 

The computer program implementing the constructed 
models (10), (11), and (12) was developed to conduct 
experiments. The program was written in the sci-language 
for the Scilab system. Scilab (https://www.scilab.org/) is 
free and open-source software, the alternative to commer-
cial packages for system modeling and simulation pack-
ages such as MATLAB and MATRIXx [23]. 

 
 

5 RESULTS 

The prediction results Ŷ  (solid line) of nonlinear re-
gression models (11) and (12), its confidence (dot lines) 
and prediction (dash lines) intervals of the duration (in 
months) depending on the effort (in person-hours) are 
defined for both univariate and multivariate transforma-
tions (see figures 7–10) to compare with prediction results 
for model (10). 

 
Figure 7 – Nonlinear regression Ŷ  (solid line), its confidence 
(dot lines) and prediction (dash lines) intervals of the duration 

depending on the effort, which is constructed by univariate Box-
Cox’ transformation of 34 data points 

To evaluate the prediction accuracy of the nonlinear 
regression models we applied the metrics R2, MMRE, and 
PRED(0.25). MMRE and PRED(0.25) are accepted as 
standard evaluations of prediction results by regression 
models. 

 
Figure 8 – Nonlinear regression Ŷ  (solid line), its confidence 
(dot lines) and prediction (dash lines) intervals of the duration 

depending on the effort, which is constructed by bivariate Box-
Cox’ transformation of 34 data points 

 

 
Figure 9 – Nonlinear regression Ŷ  (solid line), its confidence 
(dot lines) and prediction (dash lines) intervals of the duration 

depending on the effort, which is constructed by univariate 
Johnson’ transformation of 34 data points 

 

 
Figure 10 – Nonlinear regression Ŷ  (solid line), its confidence 
(dot lines) and prediction (dash lines) intervals of the duration 
depending on the effort, which constructed by bivariate John-

son’ transformation of 34 data points 
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These metrics are applied in software engineering too 
[24, 25]. The acceptable values of MMRE and 
PRED(0.25) are not more than 0.25 and not less than 0.75 

respectively. The values of 2R , MMRE and PRED(0.25) 
are shown in Table 2 for models (10)–(12) for both uni-
variate and multivariate transformations. The values of 
these metrics are acceptable and approximately the same 
for all models. These values indicate good prediction ac-
curacy of the models (10)–(12) for estimating the duration 
of software development in Java for PC. 

 
Table 2 – The prediction accuracy metrics of the nonlinear 

regression models 
Univariate Bivariate 

Metrics 
Log10 Box-Cox Johnson Box-Cox Johnson 

R2 0.8817 0.8704 0.8763 0.8709 0.8807
MMRmin 0.0010 0.0008 0.0006 0.0086 0.0001
MMRmax 0.3147 0.3001 0.2953 0.3539 0.3108
MMRE 0.1352 0.1333 0.1346 0.1356 0.1353

PRED(0.25) 0.8529 0.8529 0.8529 0.8235 0.8529

 
Also, Table 2 contains minimum and maximum values 

of MRE denoted MMRmin and MMRmax, respectively. 
The model (12) based on the Johnson bivariate trans-

formation for the SB family has smaller MRE values for 
bigger numbers of data points in comparison to other 
models. Such, the MRE values for the model (12) based 
on the Johnson bivariate transformation are smaller than 
for the model (11) with parameters estimates for both the 
univariate and bivariate Box-Cox transformations for 21 
from 34 data points. The MRE values for the model (12) 
based on the Johnson bivariate transformation are smaller 
than for the model (10) for 18 from 34 data points. The 
MRE values for the model (12) based on the Johnson 
bivariate transformation are smaller than for the model 
(12) with parameter estimates for the Johnson univariate 
transformation for 19 from 34 data points. Also, the last 
result indicates the advantage of using the bivariate trans-
formation in comparison to the univariate one. 

 
6 DISCUSSION 

We apply bivariate normalizing transformations to 
build the nonlinear regression model for estimating the 
duration of software development in Java for PC by ap-
propriate techniques [11] since the error distribution of 
the linear regression model is not Gaussian what the chi-
squared test result indicates. Also, there are no outliers in 
the data. Moreover, the bivariate distribution of the data is 
not Gaussian which the Mardia multivariate normality test 
based on measures of the multivariate skewness and kur-
tosis indicates. Because we use the statistical technique 
[18] to detect multivariate outliers in the bivariate non-
Gaussian data based on the bivariate normalizing trans-
formations and the SMD for normalized data. Note, that 
we have other bivariate outliers for the data from Table 1 
without applying normalization compared to outlier detec-
tion results using the above technique [18]. 

Also note that in our case, the poor normalization of 
bivariate non-Gaussian data using the Box-Cox and John-
son univariate transformations lead to an increase in the 

widths of the confidence and prediction intervals of 
nonlinear regression for a larger number of data rows 
compared to the Box-Cox and Johnson bivariate trans-
formations. The above indicates the advantage of using 
the bivariate transformation in comparison to the univari-
ate one. 

The nonlinear regression model (10), in comparison 
with other nonlinear regression models (11) and (12), has 
smaller widths of the confidence and prediction intervals 
for effort values that are bigger than 900 person-hours. 
These results and the values of the prediction accuracy 
metrics from Table 2 indicate the preference for using a 
more simple model (10) for estimating the duration of 
software development in Java for PC. 

 
CONCLUSIONS 

The important problem of increase of confidence in 
estimating the duration of software development in Java 
for PC is solved. 

The scientific novelty of obtained results is that 
nonlinear regression models to estimate the duration of 
software development in Java for PC are firstly con-
structed based on the Box-Cox and Johnson bivariate 
transformations. These models, in comparison with other 
nonlinear regression models, have smaller widths of the 
confidence and prediction intervals for effort values that 
are smaller than 900 person-hours. 

The practical significance of obtained results is that 
the software realizing the constructed model is developed 
in the sci-language for Scilab. The experimental results 
allow for the recommendation of the constructed model 
for use in practice. 

Prospects for further research may include the ap-
plication of bivariate normalizing transformations and 
data sets to construct the nonlinear regression models for 
estimating the duration of software development in other 
languages for PC and other platforms, for example, main-
frame. 
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AНОТАЦІЯ 

Актуальність проблеми оцінювання тривалості розробки програмного забезпечення (ПЗ) на Java для персональних 
комп’ютерів (ПК) обумовлена наступним чинниками: по-перше, невдале оцінювання тривалості часто є основною причи-
ною невдалої реалізації програмних проектів; по-друге, Java є популярною мовою; і, по-третє, ПК є широко поширеним 
багатоцільовим комп’ютером. Об’єктом дослідження є процес оцінювання тривалості розробки ПЗ на Java для ПК. Предме-
том дослідження є моделі нелінійної регресії для оцінювання тривалості розробки ПЗ на Java для ПК. 

Мета. Метою роботи є побудова нелінійних регресійних моделей для оцінювання тривалості розробки ПЗ в Java для ПК 
на основі нормалізуючого перетворення у вигляді десяткового логарифму та видалення викидів у даних для підвищення 
достовірності оцінювання порівняно з моделлю ISBSG. для платформи ПК. 

Метод. За допомогою відповідних методів на основі нормалізуючих перетворень для негаусових даних побудовано мо-
делі, довірчі інтервали та інтервали прогнозування нелінійних регресій для оцінки тривалості розробки ПЗ на Java для ПК. 
Методи побудови моделей, довірчих інтервалів та інтервалів прогнозування нелінійних регресій базуються на нормалізую-
чих перетвореннях. Також ми застосовуємо видалення викидів для побудови моделей. Загалом, вищезазначене призводить 
до зменшення середньої величини відносної похибки, ширини довірчих інтервалів та інтервалів прогнозування порівняно з 
нелінійними моделями, побудованими без застосування видалення викидів у процесі побудови моделей. 

Результати. Проведено порівняння побудованої на основі десяткового логарифму моделі з моделями нелінійної регресії 
на основі перетворень Джонсона (для сімейства SB) та Бокса-Кокса як одновимірних, так і двовимірних. 

Висновки. Модель нелінійної регресії для оцінювання тривалості розробки ПЗ на Java для ПК побудована на основі пе-
ретворення десяткового логарифма. Ця модель, порівняно з іншими моделями нелінійної регресії, має менші значення ши-
рини довірчих інтервалів та інтервалів прогнозування для трудовитрат, які перевищують 900 людино-годин. Перспективи 
подальших досліджень можуть передбачати застосування двовимірних нормалізуючих перетворень і наборів даних для по-
будови нелінійних регресійних моделей для оцінювання тривалості розробки ПЗ іншими мовами для ПК та інших плат-
форм, наприклад, мейнфреймів. 

КЛЮЧОВІ СЛОВА: тривалість, розробка програмного забезпечення, Java, персональний комп’ютер, нелінійна регре-
сійна модель, нормалізуюче перетворення, неганусові дані, ISBSG. 
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AННОТАЦИЯ 
Актуальность проблемы оценивания продолжительности разработки программного обеспечения (ПО) на Java для пер-

сональных компьютеров (ПК) обусловлена следующими факторами: во-первых, неудачное оценивание продолжительности 
часто является основной причиной неудачной реализации программных проектов; во-вторых, Java является популярным 
языком; и, в-третьих, ПК является широко распространенным многоцелевым компьютером. Объектом исследования являет-
ся процесс оценки продолжительности разработки программного обеспечения в Java для ПК. Предметом исследования яв-
ляются модели нелинейной регрессии для оценки продолжительности разработки ПО на Java для ПК. 

Цель. Целью работы является построение нелинейных регрессионных моделей для оценки продолжительности разра-
ботки ПО на Java для ПК с использованием нормализующего преобразования в виде десятичного логарифма и удаления 
выбросов в данных для повышения достоверности оценивания по сравнению с моделью ISBSG для платформы ПК. 

Метод. С помощью соответствующих методов на основе нормализующих преобразований для негауссовых данных по-
строена модель, доверительные интервалы и интервалы прогнозирования нелинейной регрессии для оценки продолжитель-
ности разработки ПО на Java для ПК. Методы построения моделей, доверительных интервалов и интервалов прогнозирова-
ния нелинейных регрессий базируются на нормализирующих преобразованиях. Также мы используем удаление выбросов 
для построения модели. В целом вышеупомянутое приводит к уменьшению средней величины относительной погрешности, 
ширины доверительных интервалов и интервалов прогнозирования по сравнению с нелинейными моделями, построенными 
без применения удаления выбросов в процессе построения модели. 

Результаты. Произведено сравнение построенной на основі десятичного логарифма модели с моделями нелинейной 
регрессии на основе преобразований Джонсона (для семейства SB) и Бокса-Кокса как одномерных, так и двумерных. 

Выводы. Модель нелинейной регрессии для оценивания продолжительности разработки ПО на Java для ПК построена 
на основе преобразования десятичного логарифма. Эта модель, по сравнению с другими моделями нелинейной регрессии, 
имеет меньшие значения ширины доверительных интервалов и интервалов прогнозирования для трудозатрат, превышаю-
щих 900 человеко-часов. Перспективы дальнейших исследований могут предусматривать применение двумерных нормали-
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зирующих преобразований и наборов данных для построения нелинейных регрессионных моделей для оценивания продол-
жительности разработки ПО на других языках для ПК и других платформ, например мейнфреймов. 

КЛЮЧЕВЫЕ СЛОВА: длительность, разработка программного обеспечения, Java, персональный компьютер, нели-
нейная регрессионная модель, нормализующее преобразование, негауссовы данные, ISBSG. 
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ABSTRACT 

Context. The pairwise comparison method is a component of several decision support methodologies such as the analytic 
hierarchy and network processes (AHP, ANP), PROMETHEE, TOPSIS and other. This method results in the weight vector of 
elements of decision-making model and is based on inversely symmetrical pairwise comparison matrices. The evaluation of the 
elements is carried out mainly by experts under conditions of uncertainty. Therefore, modifications of this method have been 
explored in recent years, which are based on fuzzy and interval pairwise comparison matrices (IPCMs). 

Objective. The purpose of the work is to develop a modified method for calculation of crisp weights based on consistent and in-
consistent multiplicative IPCMs of elements of decision-making model.  

Method. The proposed modified method is based on consistent and inconsistent multiplicative IPCMs, fuzzy preference 
programming and results in more reliable weights for the elements of decision-making model in comparison with other known 
methods. The differences between the proposed method and the known ones are as follows: coefficients that characterize extended 
intervals for ratios of weights are introduced; membership functions of fuzzy preference relations are proposed, which depend on 
values of IPCM elements. The introduction of these coefficients and membership functions made it possible to prove the statement 
about the required coincidence of the calculated weights based on the “upper” and “lower” models. The introduced coefficients can 
be further used to find the most inconsistent IPCM elements. 

Results. Experiments were performed with several IPCMs of different consistency level. The weights on the basis of the consid-
ered consistent and weakly consistent IPCMs obtained using the proposed and other known methods have determined the same rank-
ings of the compared objects. Therefore, the results using the proposed method on the basis of such IPCMs do not contradict the re-
sults obtained for these types of IPCMs using other known methods. Rankings by the proposed method based on the considered 
highly inconsistent IPCMs are much closer to rankings based on the corresponding initial undisturbed IPCMs in comparison with 
rankings obtained using the known FPP method. The most inconsistent elements in the considered IPCMs are found. 

Conclusions. The developed method has shown its efficiency, results in more reliable weights and can be used for a wide range 
of decision support problems, scenario analysis, priority calculation, resource allocation, evaluation of decision alternatives and crite-
ria in various application areas. 

KEYWORDS: interval multiplicative pairwise comparison matrix, consistency, expert judgements, fuzzy preference program-
ming, decision support systems. 

 
ABBREVIATIONS 

DM is a decision-making; 
PCM is a pairwise comparison matrix; 
IPCM is an interval pairwise comparison matrix; 
AHP is an analytic hierarchy process; 
FPP is a fuzzy preference programming. 

 
 

NOMENCLATURE 
A is an interval pairwise comparison matrix; 
n is a dimension of matrix A, the number of pairwise 

compared objects; 

ija  is an interval number, an element of matrix A;  

ijl  is a left end of interval ija ; 

iju  is a right end of interval ija ; 
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w is a weight vector; 
wi  is an element of weight vector, 1,...,i n ; 
P is a matrix describing a system of inequalities, 

q nP R  ;  
q is a number of rows in matrix P, ( 1)q n n  ; 

kP  is the k-th row of matrix P; 

μ ( )k kP w  is a membership function of a fuzzy 
preference relation; 

kd  is a parameter in function μ ( )k kP w ; 

μ ( )ij w  is a convex membership function of a fuzzy 

relation; 

ijd  is a parameter in function μ ( )ij w ;  

ijm  is the most probable predominance value from the 

interval [ , ]ij ijl u ; 

A  is a fuzzy feasible area; 
1nT   is a ( 1)n -dimensional simplex; 

*w  is a maximizing solution, the resulting vector of 
weights; 

λ  is an auxiliary variable; 
* *λ μ ( )A w   is the degree of overall satisfaction of 

the decision maker with the optimal decision *w ; 
*λij  are coefficients, which characterize extended in-

tervals for weights ratios. 
 

INTRODUCTION 
The problems of evaluating decision alternatives in 

semi-structured and unstructured subject areas have their 
own characteristics [1, 2]: the uniqueness, complexity, 
lack of optimality in the classical sense, multicriteria, data 
uncertainty, incompleteness of quantitative input 
information and the need to take into account qualitative 
judgements of a decision maker. Semi-structured and 
unstructured decision support problems are solved using 
the expert estimates and the principle of decomposition of 
a complex problem into subproblems [2–4]. Thus, a 
typical hierarchical or network model for a practical 
decision-making (DM) problem contains decision criteria, 
sub-criteria, goals, sub-goals and decision alternatives [4]. 
By performing pairwise comparisons of the criteria and 
alternatives, preference relations on the set of compared 
elements are built, and the pairwise comparison matrices 
(PCMs) are formed. Moreover, the pairwise comparison 
method represents a natural, general way of thinking of a 
person when making decisions [5, 6]. Based on PCMs, 
the weights of criteria and the priorities of alternatives in 
terms of each criterion are calculated. These priorities 
form partial solutions to the initial problem and are 
further aggregated into the resulting vector of global 
priorities or weights of the alternatives. In recent decades, 
considerable attention is given to development of the 
theory and applications of the Analytic Hierarchy Process 
(AHP) [7 – 10]. The rating, prioritization and resource 
allocation problems, problems of choosing the best deci-
sion alternatives, planning, scenario analysis and 

sustainable development problems are solved using the 
AHP. 

One of the main elements of both the basic AHP and 
its modifications is the calculation of local priorities or 
weights using the pairwise comparison method and expert 
judgements. The complex psychological process of a 
comparative analysis made by a person in the presence of 
multiple criteria and decision alternatives is significantly 
influenced by various kinds of uncertainties [11]. The 
input information in the majority of multi-criteria DM 
problems is uncertaint and imprecise [12]. The 
uncertainty level of pairwise comparison results can 
increase with an increase of the number of compared ele-
ments [5, 13]. Therefore, many modifications of the AHP 
have been proposed for calculating weights based on 
uncertain estimates of pairwise comparisons: stochastic 
[14], fuzzy [15–35], or their combinations. Fuzzy 
multiplicative PCMs [15–18], interval multiplicative 
PCMs [19–29] and different types of fuzzy preference 
relations [30–35] on a set of pairwise compared 
alternatives are investigated. The weights are calculated 
on the basis of interval fuzzy preference relations [30–32] 
and interval multiplicative preference relations [18, 19, 
34, 35]. 

The resulting local priorities (weights) of the decision 
criteria and alternatives on the basis of PCMs are 
significantly influenced by the consistency level of the 
initial expert pairwise comparison judgements. Methods 
for assessing the consistency level of PCMs are developed 
in [23, 26, 29, 31–35], methods for increasing the 
consistency level of PCMs are proposed and discussed in 
[27, 36], but this issue requires further research. 

The object of study is an interval multiplicative PCM 
of elements of DM model. 

The subject of study is a method for calculation of 
priorities (weights) of elements of DM model on the basis 
of interval multiplicative PCM and fuzzy preference pro-
gramming.  

The purpose of this work is to develop a modified 
method for calculation of crisp weights (priorities) based 
on consistent and inconsistent interval multiplicative 
PCM of elements of DM model.  

 
1 PROBLEM STATEMENT 

Let { [ , ] | , 1,..., }ij ij ijA a l u i j n    be an interval 

multiplicative pairwise comparison matrix (IPCM) of 
objects, for example, decision alternatives regarding their 
common characteristic (decision criterion), 0 ij ijl u  , 

1 /ij jil u , 1ii iil u  . In is necessary to find the vector  

{ | 1,..., }iw w i n   of weights of the objects, such that 

iw R ,  
1

1
n

i
i

w


 . 
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2 REVIEW OF THE LITERATURE 
The first modifications of the pairwise comparison 

method using fuzzy set theory appeared in the early 1980s 
[37, 38]. Using extended binary arithmetic operations, a 
method for calculating fuzzy weights was proposed based 
on the PCMs with triangular fuzzy numbers [37]. This 
approach was further developed in [15–17], where the 
approximation of PCM elements ija  by the (L–R)-type 

fuzzy numbers ija  was performed. Fuzzy numbers ija  

represent the approximate value of preference of one 

alternative over the other and form a fuzzy PCM A . On 

the basis of the fuzzy matrix A , fuzzy weights are 
calculated, which approximate ija : /ij i ja w w   .   

Another approach, presented in [18, 20–22, 39], is 
based on the discretization of fuzzy numbers – elements 
of fuzzy PCM. Decomposition representation of fuzzy 
PCM using level sets results in interval PCMs. Models of 
least logarithmic squares [39], FPP [18, 19], goal pro-
gramming [22], lower and upper approximation models 
[20], two-stage models [21, 40] and other have been pro-
posed, which operate with IPCMs. 

The first stage of the two-stage model [21] consists in 
finding the minimum deviations of the expert IPCM from 
the unknown consistent PCM. In the second stage, the 
weight vector is directly calculated based on the founded 
deviations. Another two-stage method for weight vector 
calculation is based on the interval additive PCM  [40]. At 
the first stage of this method, programming models are 
built to obtain crisp consistent PCMs based on 
inconsistent interval PCMs. At the second stage, the 
resulting weights are calculated with different degrees of 
confidence. 

The FPP method for calculation of crisp weights is 
based on the IPCM and fuzzy mathematical programming 
[18]. The FPP method requires the setting of additional 
parameters, which characterize the level of satisfaction of 
an expert or a decision maker with the calculated vector 
of weights. The problem is transformed to a classical 
fuzzy programming problem using the Bellman-Zade 
principle. The FPP method [18, 19] has significant 
limitation, which casts doubt on the validity of obtained 
results. It is the sensitivity of results by the FPP method to 
the renumbering of the compared objects. 

The analysis of modifications of the pairwise 
comparison method, analytical hierarchy and network 
methods, which use the fuzzy sets, has shown that in these 
methods little attention is given to methods for increasing 
the consistency level of expert pairwise comparison 
judgements represented by interval and fuzzy PCMs. 

 
3 MATERIALS AND METHODS 

IPCM А is inversely symmetric: 1 /ji ija a , 

, 1,...,i j n  . This is equivalent to the fulfillment of the 

condition 1 /ij jil u  for , 1,...,i j n  . Thus, the 

elements of the upper triangular and lower triangular parts 

of the IPCM carry the same information about the values 
of preference on a set of compared objects. 

Definition. IPCM А is called consistent, if a weight 

vector w exists, which satisfies the conditions iw R ,  

1

1
n

i
i

w


  [20, 21]: 

 
/ij i j ijl w w u  , (1)

1,2,..., 1i n  , 2,3,...,j n , i j . 

 
A weaker concept of a fuzzy consistent IPCM is also 

used, such that violation of inequalities (1) is allowed to 
some extent. According to the FPP method, a vector of 
weights w  is calculated that satisfies inequalities (1) 
approximately. 

Definition. IPCM А is called fuzzy consistent if a 

weight vector w exists,  such that iw R , 
1

1
n

i
i

w


  [18, 

19]:  
 

/ij i j ijl w w u 
 

, (2)

1,2,..., 1i n  , 2,3,...,j n , i j , 
 

where 


 is a fuzzy preference relation. 

Inequalities (2) are transformed in order to formulate a 
linear optimization problem for calculating the weight 
vector w : 

 

0i ij jw u w 


,  

0i ij jw l w  


, i j . (3)
 

System (3), which contains ( 1)n n  inequalities, can 

be written in the equivalent matrix form: 
 

0Pw 


, (4)
 

where q nP R  , ( 1)q n n  .  

In the initial FPP method [18], the following 
piecewise continuous membership function was used, 
representing the kth row of the inequality (4), for which 

0kP w 


, 1,2,...,k q : 

 

1, 0,

μ ( ) 1 , 0 ,

0, ;

k

k
k k k k

k

k k

P w

P w
P w P w d

d

P w d

 

   

 

 (5)

 
where kd  is a parameter specifying the interval of 

approximate fulfillment of a crisp inequality 0kP w  , 

subscript k corresponds to the number of one-sided 
inequality in the constraint system (3).  
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The membership function μ ( )k kP w  (5) describes the 

degree of satisfaction of the decision maker with some 
weight vector, according to the kth one-sided inequality 
(3). According to (5), the μ ( )k kP w  value:  

– is zero, if the corresponding crisp constraint 
0kP w   is strongly violated; 

– grows linearly, is positive and less than one, if the 
constraint 0kP w   is approximately satisfied; 

– is equal to one, if the constraint 0kP w   is fully sat-

isfied. 
Since both constraints in (3) correspond to the same 

interval for ija  given by the pair ( , )i j , a modified FPP 

model is proposed [19], such that functions (5) are repre-
sented in the form of the following convex membership 
functions:  

 
( )

1 , ,

μ ( , )
( )

1 , ,

i ij j i
ij

ij j

ij i j
i ij j i

ij
ij j

w l w w
m

d w
w w

w u w w
m

d w

 
 

    


 (5′)

 
where ijd  is a parameter for interval [ , ]ij ijl u , ijm  is the 

most probable value of the preference from the interval 
[ , ]ij ijl u , namely the middle of this interval. The functions 

(5′) are as follows: maxμ ( ) : [ , ]n
ij w R     . 

The Bellman-Zadeh mathematical programming ap-
proach is uses in [18] for calculating the weight vector on 
the basis of IPCM { [ , ] | , 1,..., }ij ij ijA a l u i j n   . Let 

μ ( )k kP w , 1,2,...,k q  be the membership functions (5) 

of fuzzy constraints 0kP w 


 on the ( 1)n -measuring 

simplex 1
1

1

( ,..., ) | , 1
n

n
n i i

i

T w w w R w 



    
 

 .  

Definition. A fuzzy feasible region A  on 1nT   is a 
fuzzy set, which is an intersection of fuzzy constraints (4) 
[18]: 

 

1,...,
1

μ ( ) min {μ ( )} | , 1 .
n

k k i iA k q
i

w P w w R w




    
 

  (6)

 

The parameters kd  values in (5) should be chosen 

large enough to obtain a non-empty area A  (6). In this 

case, fuzzy set A  (6) on 1nT   is convex. If fuzzy 
constraints (3) are defined using membership functions 

(5′), the requirement of non-emptiness of the set A  (6) 

can be weakened, and A  is defined as follows: 
 

1,2,..., 1,
2,3,...,

μ ( ) min {μ ( )}ijA i n
j n

w w
 


 . 
(6′)

 

Obviously, the fuzzy set A  (6′) is convex. In contrast 
to the function (6), the function (6′) can take negative 
values for a strongly inconsistent IPCM in a case of too 
small values of the parameter kd . 

The area A  defined by (6) or (6′) indicates the overall 
satisfaction for the decision maker with a certain crisp 
weight vector. The maximizing solution is the resulting 
weight vector. 

Definition. The maximizing solution of the problem is 
the vector [18]: 

 

1

* arg max min μ ( )
n kkw T

w w
 





, (7)

 

where k
 presents the k-th fuzzy inequality in (4), namely 

0kP w 


. 

Depending on the choice of the membership function 
μ ( )

k
w


 in (7), the maximizing solution can be calculated 

in one of the following ways: 
 

*

1,...,
1

arg max min {μ ( )} | , 1
n

k k i ik qw
i

w P w w R w




 
   

 
 , (8)

 
where values μ ( )k kP w  are defined as in (5), or  

 

1

*

,
arg max min{μ ( )}

n ij
i jw T

w w


 , (8′)

 
where μ ( )ij w  are defined as in (5′). 

In case when all fuzzy constraints are determined us-

ing the membership functions (5), at least one point *w  is 

present in 1nT  , which has the maximum degree of mem-

bership in the set A . However, the solution to problem 
(8) will not necessarily be unique. The optimization prob-
lem (8′), in turn, has a unique solution. 

By introducing a variable λ , the problem (7) for re-
sulting weight vector calculation is presented as a follow-
ing fuzzy mathematical programming problem: 

 
max λ                                                                       (9) 
under constraints 
λ μ ( )k kP w , 1,2,...,k q , 

where values μ ( )k kP w  are defined as in (5). 

Problem (9) can also be written as  
 
max λ                                                                     (9′) 
under constraints 
λ μ ( )ij w , 1,2,..., 1, 2,3,...,i n j n   , i j , 

where μ ( )ij w  are defined as in (5′). 

The membership functions (5′) are linear with respect 
to variables 1 , ..., nw w , so (9′) can be written as a follow-

ing linear programming problem [18]: 
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max λ                                                                    (10) 
under constraints 

λij i ij j ijd w u w d   ,  

λij i ij j ijd w l w d   , 

1,2,..., 1, 2,3,...,i n j n   , i j , 

1

1
n

k
k

w


 , 0kw  , 1,2,...,k n .    

 
The pair * *( ,λ )w  forms the solution to problem (10), 

where *w  is the resulting weight vector, and * *λ μ ( )
A

w   

is the value of maximum membership in the aggregated 

set A . The value *λ  measures the degree of expert’s (de-
cision maker’s) overall satisfaction with the optimal solu-

tion *w . Therefore * *λ μ ( )
A

w   is defined as an indicator 

of consistency level of expert (decision maker) judgments 
[18]. 

If IPCM is consistent, then *λ 1 . Indeed, according 
to the definition of consistent IPCM, there is a vector w , 

iw R , 
1

1
n

i
i

w


 , satisfying /ij i j ijl w w u  , i j . 

Therefore, 0kP w   and μ ( ) 1k kP w   are carried out for 

every 1,2,...,k q . Consequently, 

1,...,
1

μ ( ) min (μ ( )) | , 1 1
n

k k i iA k m
i

w P w w R w




 
    
 

 , and 

*λ 1 , where *w w . 
Next, let us consider an inconsistent IPCM and a case 

when a weight vector w exists, such that the system of 
inequalities (2) is satisfied. Then, there is such 

1,2,...,k q  that 0kP w   and μ ( ) 1k kP w  . 

Consequently, μ ( ) 1
A

w   and *λ 1 . By choosing large 

enough values of kd  parameter, a positive value *λ  can 

be achieved. It can be shown that *λ 0  if 1kd  . Thus, 

for an inconsistent IPCM we have *λ (0,1) , and *λ de-

pends on the inconsistency level of IPCM and kd  values. 
Let us consider problems (9), (9′) and (10) for calcu-

lating the resulting weight vector. In these problems, the 
weights are defined based on expert’s estimates presented 
in the upper triangular part of the IPCM. As noted above, 
the IPCM has the property of inverse symmetry. So, the 
sets of elements of the IPCM, which form the upper and 
lower triangular parts of the IPCM, carry the same infor-
mation about the unknown weights. Therefore, the solu-
tion based on problem (10) and judgments [ , ]ij ijl u , i j  

must coincide with the solution of the same problem 
based on judgments [ , ]ij ijl u , i j . However, as shown 

in examples below, the weight vectors according to the 
“upper” and “lower” FPP models [18, 19] do not coincide 
with each other. 

“Upper” FPP model: max λ                                                                                                            
under constraints 

λ μ ( )ij w , 1,2,..., 1, 2,3,...,i n j n   , i j . 

“Lower” FPP model: max λ                                                              
under constraints 

λ μ ( )ji w , 1,2,..., 1, 2,3,...,j n i n   , j i . 

The above “upper” and “lower” FPP models have ad-

ditional constraints 
1

1
n

k
k

w


 , 0kw  , 1,2,...,k n . 

The difference in the results based on the “upper” and 
“lower” FPP models means that the FPP solution [18, 19] 
depends on how the compared elements are numbered. In 
this paper, a new method is proposed that does not have 
such drawback.  

Consider membership functions (5′), where the middle 
of the interval [ , ]ij ijl u  is chosen as the most probable 

preference value ijm . Indeed, an expert or a decision 

maker is not equally satisfied with all the ratios of the 
resulting weights inside or outside the intervals (2) for 

ija , i j . Obviously, he/she would prefer a solution 

around the middle of each interval than a solution on the 
given boundaries of the intervals for ija . On the other 

hand, in case of inconsistent IPCM, any ratio of resulting 
weights /i jw w  that is outside the interval ija  close to the 

boundaries of this interval is more preferable than the 
solution far from these boundaries. Therefore, the degree 
of satisfaction of an expert or a decision maker with the 
ratio of resulting weights should be presented as a 
monotone continuous function, gradually increasing 
towards the middle of the interval. 

However, the use of the middle of interval 

2
ij ij

ij

l u
m


  seems to be justified only for the case 

1 ij ijl u  . The middle of interval as the most probable 
preference value is not acceptable for all intervals in 
IPCMs. For example, if 1ij ijl u   then the value 

1 1
1

1 1

( ) ( ) 2
( )

2 ( ) ( )
ij ij

ij
ij ij

l u
m

l u

 


 


 


 should be con-

sidered as the most probable value of preference. In the 
third possible case 1ij ijl u  , it is reasonable to choose 

the value 
1

1

( ) 1
ij

ij
ij

u
m

l 





 as the most probable preference 

value. 
Thus, it is proposed to determine the value 

ijm  de-

pending on [ , ]ij ijl u  as follows: 

– if 1 ij ijl u  , then 
2

ij ij
ij

l u
m


 ,                         (11) 

– if 1ij ijl u  , then 1 1

2

( ) ( )ij
ij ij

m
l u 


,              (12) 

– if 1ij ijl u  , then 
1

1

( ) 1
ij

ij
ij

u
m

l 





.                      (13) 
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According to the new values ijm  (11) – (13), the 
membership functions (5′) are changed as follows:  

 

1) if 1 ij ijl u  , then 
 

( )
1 , ,

μ ( , )
( )

1 , ,

i ij j i
ij

ij j

ij i j
i ij j i

ij
ij j

w l w w
m

d w
w w

w u w w
m

d w

 
 

    


 (14)

 

where ijm  is calculated as in (11), 
 
2) if 1ij ijl u  , then  

 
( )

1 , ,

μ ( , )
( )

1 , ,

ij i ij j i
ij

ij j

ij i j
ij i ij j i

ij
ij j

u w l w w
m

d w
w w

l w u w w
m

d w

 
 

    


 (15)

 

where ijm  is calculated as in (12), 
 

3) if 1ij ijl u  , then 
 

( )
1 , ,

( 1)( 1)
μ ( , )

( )
1 , ,

( 1)( 1)

i ij j i
ij

ij ij ij j

ij i j
i ij j i

ij
ij ij ij j

w l w w
m

l u d w
w w

w u w w
m

l u d w

 
           

 (16)

where ijm  is calculated as in (13), and the value of ijd  

parameter is proposed to be equal to ij ij ijd u l   for all 

the above cases 1) – 3). 
In order to preserve the structure of expert (decision-

maker) preferences, to further assess and improve the 
consistency level of interval expert pairwise comparison 
judgments, a modified method is proposed for calculating 
a crisp vector of priorities or weights for elements of DM 
model. The method includes the following two models:  

Proposed “upper” model:  
 

1

1 1

max λ ,
n n

ij
i j i



  
  (17)

 

– under constraints  
 
λ μ ( )ij ij w , 1,2,..., 1, 2,3,...,i n j n   , i j , 

 
where μ ( )ij w  values are calculated as in (14)–(16). 

Proposed “lower” model:  
 

1

1 1

max λ
n n

ij
j i j



  
  (18)

 
– under constraints 
 

λ μ ( )ji ji w , 1,2,..., 1, 2,3,...,j n i n   , j i , 

 
where μ ( )ij w  are calculated as in (14) – (16). 

The “upper” and “lower” models (17) and (18) have 

additional constraints 
1

1
n

k
k

w


 , 0kw  , 1,2,...,k n . A 

similar approach to constructing the objective function as 

a sum 
1

1 1

( )
n n

ij ij
i j i

p q


  

  is used in another TLGP method 

[21], where ,ij ijp q  are variables that form unknown ex-
tended intervals. TLGP is a two-stage method and results 
in optimization problems with non-linear constraints. 

Statement. The weight vector based on the “lower” 
model (18) is equal to the weight vector based on the “up-
per” model (17). 

Proof. Suppose that the constraints λ μ ( )ij ij w , 

i j   of the “upper” model are satisfied. Let us show 

that for each of the conditions 1–3 for the ends of the in-
terval [ , ]ij ijl u  in (14)–(16), the objective functions of the 

“upper” and “lower” models coincide and the constraints 
of the “upper” and “lower” models are also coincide. 

Consider ij ij ijl a u 
 

 and the coresponding condition 
λ μ ( )ij ij w  for i j . Let 1 ij ijl u   be satisfied for 

i j . Then the constraint λ μ ( )ij ij w , i j  in (17) is 
equivalent to the fulfillment of two inequalities: 

 
λij ij i ij j ijd w u w d   ,  i j , (19)

λij ij i ij j ijd w l w d   ,  j i .                 (20)
 

Consider 
1 1

ji
ij ij

a
u l

 
 

 and the coresponding condi-

tion λ μ ( )ji ji w  for j i . In this case, 1ji jil u  , 

j i , and inequality λ μ ( )ji ji w , j i  is equivalent to 
the following two: 

 
 

λji ji ji j ji ji i jid l w l u w d   , j i ,  (19′)
 

1 1 1
λji ji j i ji

ij ij ij

d w w d
l l u

   , j i .          (20′)

 
The inequality (19′) is written as 

1 1 1
λji ji j i ji

ij ij ij

d w w d
u u l

       

 

λji ij ij ji ij j i ji ij ijd u l l w w d u l   . (19′′)
 

The inequality (20′) is written as 
 

λji ij ij ji ij j i ji ij ijd u l u w w d u l   . (20′′)
 

Note that inequality (19′′) is equivalent to (20), and 
(20′′) is equivalent to (19), if ij ji ij ijd d u l  and λ λij ji . 
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For example, when choosing ij ij ijd u l  , equality 

ij ji ij ijd d u l  is satisfied, since ij ij
ji ji ji

ij ij

u l
d u l

u l


   . 

The proof is similar in other two cases: 1ij ijl u  , if 

i j , and 1ij ijl u  , if i j . 

 
4 EXPERIMENTS 

Let us consider several matrices of different consis-
tency levels (Tables 1 – 4), which other researchers have 
analyzed using other methods. IPCM A1 [19] (Table 1) is 
not consistent by definition, and indicator *λ 0.9583 . 
However, the IPCM A1 is weakly consistent, since 

12 23 13( 1) ( 1) ( 1)a a a     . 
IPCMs A2 [21, 23, 26, 29] (Table 2) and A3 [22] (Ta-

ble 3) are consistent by definition. Consistency is also 

confirmed by values *λ 1.0435  and *λ 1.0313  of 
these IPCMs. Consistency is a stronger concept than weak 
consistency. So, IPCMs A2 and A3 are weakly consistent. 

PCM B (Table 4) has proposed in [10] to solve the 
sprint planning problem. PCM B is not consistent by 
definition, since the transitivity condition ij ik kjb b b  is not 

satisfied for all , , 1,...,i j k n . However, the consistency 

ratio CR = 0.083 is less than its threshold value, so PCM 
B is admissibly inconsistent and can be used for weights 
calculation. PCM B is weakly consistent, since 
( 1) ( 1) ( 1)ik kj ijb b b      for all , , 1,...,5i j k  . 

IPCM A4 (Table 5) is the result of B fuzzification for 
the application of the proposed method. IPCM A4 is con-

sistent, since *λ 1.0244 . 
Let us disturb individual elements of IPCM A4 in or-

der to increase the inconsistency level of this matrix. In-
consistent IPCMs often occur in practice. Therefore, it is 
interesting to investigate the implementation of the pro-
posed method also on IPCMs of this class. So, only the 
element 21 : [2,4]a   of IPCM A4 and the symmetric ele-

ment are changed. Resulting IPCM A5 is shown in Table 
6. Such IPCM can be, for example, the result of an acci-

dental expert error. The value *λ 0.9500  of IPCM A5 
indicates an increase in inconsistency compared to A4. 
The same conclusion is based on the consistency ratio CR 
= 0.650 (after A5 defuzzification). In addition, IPCM A5 
is not weakly consistent, which means it has a cycle and 
an undesirable violation of ordinal transitivity on the set 
of its elements. 

The next IPCM A6 (Table 7) coincides with A4 except 
for the element 24 : [3,5]a   and symmetrical to it 

42 : [1/ 5,1/ 3]a  . Values *λ 0.8611  and CR = 1.002 
(after defuzzification of A6) for IPCM A6 mean that this 
matrix is the most strongly inconsistent in comparison 
with A4, A5 and А1 – А3. 

 
 
 
 
 

Table 1 – Weakly consistent IPCM A1 [19] 
 

1 [1, 2] [8, 9] 

[1/2, 1] 1 [2, 3] 

[1/9, 1/8] [1/3, 1/2] 1 
 

Table 2 – Consistent IPCM А2 [21, 23 , 26, 29] 
 

1 [2, 5] [2, 4] [1, 3] 

[1/5, 1/2] 1 [1, 3] [1, 2] 

[1/4, 1/2] [1/3, 1] 1 [1/2, 1] 

[1/3, 1] [1/2, 1] [1, 2] 1 
 

Table 3 – Consistent IPCM А3 [22] 
 

1 [1, 3] [3, 5] [5, 7] [5, 9] 

[1/3, 1] 1 [1, 4] [1, 5] [1, 4] 

[1/5, 1/3] [1/4, 1] 1 [1/5, 5] [2, 4] 

[1/7, 1/5] [1/5, 1] [1/5, 5] 1 [1, 2] 

[1/9, 1/5] [1/4, 1] [1/4, 1/2] [1/2, 1] 1 
 

Table 4 – PCM B [10] 
 

1 3 3 1/2 2 

1/3 1 1/2 1/4 1/2 

1/3 2 1 1/3 1/2 

2 4 3 1 2 

1/2 2 2 1/2 1 
 

Table 5 – Consistent IPCM А4 
 

[1, 1] [2, 4] [2, 4] [1/3, 1] [1, 3] 

[1/4, 1/2] [1, 1] [1/3, 1] [1/5, 1/3] [1/3, 1] 

[1/4, 1/2] [1, 3] [1, 1] [1/4, 1/2] [1/3, 1] 

[1, 3] [3, 5] [2, 4] [1, 1] [1, 3] 

[1/3, 1] [1, 3] [1, 3] [1/3, 1] [1, 1] 

Table 6 – Weakly inconsistent IPCM А5 
 

[1, 1] [1/4, 1/2] [2, 4] [1/3, 1] [1, 3] 

[2, 4] [1, 1] [1/3, 1] [1/5, 1/3] [1/3, 1] 

[1/4, 1/2] [1, 3] [1, 1] [1/4, 1/2] [1/3, 1] 

[1, 3] [3, 5] [2, 4] [1, 1] [1, 3] 

[1/3, 1] [1, 3] [1, 3] [1/3, 1] [1, 1] 
 

Table 7 – The most strongly inconsistent IPCM А6 
 

[1, 1] [2, 4] [2, 4] [1/3, 1] [1, 3] 

[1/4, 1/2] [1, 1] [1/3, 1] [3, 5] [1/3, 1] 

[1/4, 1/2] [1, 3] [1, 1] [1/4, 1/2] [1/3, 1] 

[1, 3] [1/5, 1/3] [2, 4] [1, 1] [1, 3] 

[1/3, 1] [1, 3] [1, 3] [1/3, 1] [1, 1] 

 
5 RESULTS 

In the following Tables 8–13, weights are shown, 
which are calculated using different methods based on the 

above-considered IPCMs. The *λij  values for these IPCMs 

(Table 14) are further used to find the most inconsistent 
elements in the IPCMs. Calculated weights are also com-
pared with weights by the Saaty’s eigenvector method 
(EM) on the basis of defuzzified IPCMs А5 and А6 (Ta-
bles 12 and 13). 
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6 DISCUSSION 
As follows from Tables 8–13, the weights based on 

the “lower” FPP model [18, 19] differ from the weights 
based on the “upper” FPP model [18, 19] for all the 
considered IPCMs. The “upper” and “lower” models 
proposed in this paper lead to the same resulting weight 
vectors. 

 

Table 8 – Weights obtained using different methods based 
on IPCM А1 from Table 1 

 

Weights 

FPP model Proposed model 

 

“upper” “lower” “upper” “lower” 

w1 0.6250 0.6154 0.5604 0.5604 

w2 0.2917 0.2967 0.3736 0.3736 

w3 0.0833 0.0879 0.0659 0.0659 
 

Table 9 – Weights obtained using different methods based 
on consistent IPCM А2 from Table 2 

 

Interval weights  

Li&Tong’s 
method [26] 

TLGP [21] Liu’s me-
thod [23] 

Kuo’s me-
thod [29] 

w1 
[1.5540, 
2.5329] 

[1.6818 
2.4495] 

[1.4142, 
2.7832] 

0.4499 

w2 
[0.7348, 
1.1977] 

[0.7598 
1.1067] 

[0.8409, 
1.0466] 

0.2127 

w3 
[0.5105, 
0.7442] 

[0.5000 
0.8409] 

[0.5373, 
0.7071] 

0.1398 

w4 
[0.7219, 
1.0525] 

[0.6866 
1.0000] 

[0.6389, 
1.1892] 

0.1977 

 
Table 9 continuation – Weights obtained using different 

methods based on consistent IPCM А2 from Table 2  
 

Weights 

FPP model Proposed model 

 

“upper” “lower” “upper” “lower” 

w1 0.4783 0.4675 0.4000 0.4000 

w2 0.2174 0.2078 0.2667 0.2667 

w3 0.1304 0.1429 0.1333 0.1333 

w4 0.1739 0.1818 0.2000 0.2000 
 

Table 10 – Weights obtained using different methods based on 
consistent IPCM А3 from Table 3 

 

Interval weights  

LUAM-1 LUAM-2 GPM 

w1 [0.2909, 0.4091] [0.4225, 0.5343] 0.4527 

w2 [0.1364, 0.2909] [0.1781, 0.2817] [0.1396, 0.3320]  

w3 [0.0273, 0.1818] 0.1409 [0.0818, 0.2097]  

w4 [0.0364, 0.1364] [0.0763, 0.0845] [0.0591, 0.1347]  

w5 [0.0455, 0.1364] 0.0704 0.0633  
 

Table 10 continuation – Weights obtained using different 
methods based on consistent IPCM А3 from Table 3  

 

Weights 

FPP model Proposed model 

 

“upper” “lower” “upper” “lower” 

w1 0.5000 0.5089 0.4855 0.4855 

w2 0.1875 0.1809 0.2428 0.2428 

w3 0.1563 0.1583 0.1214 0.1214 

w4 0.0937 0.0840 0.0809 0.0809 

w5 0.0625 0.0679 0.0694 0.0694 

Table 11 – Weights obtained using different methods based on 
consistent IPCM А4 from Table 5 

Weights 

  FPP model Proposed model 

 

gi  [10] Normal
ised gi 

“upper”   “lower” “upper” “lower”

w1 1.55 0.2660 0.2683 0.3000 0.2647 0.2647 

w2 0.46 0.0790 0.0976 0.1000 0.0882 0.0882 

w3 0.64 0.1110 0.1220 0.1250 0.1176 0.1176 

w4 2.17 0.3720 0.3659 0.3250 0.3529 0.3529 

w5 1.00 0.1720 0.1463 0.1500 0.1765 0.1765 
 

Table 12 – Weights obtained using different methods based on 
weakly inconsistent IPCM А5 from Table 6 

 

Weights 

 FPP model Proposed model 

 

EM “upper” “lower” “upper” “lower” 

w1 0.1810 0.1167 0.1149 0.1935 0.1935 

w2 0.1290 0.1333 0.1609 0.0968 0.0968 

w3 0.1170 0.0833 0.1264 0.1290 0.1290 

w4 0.3920 0.5000 0.4138 0.3871 0.3871 

w5 0.1810 0.1667 0.1839 0.1935 0.1935 
 

Table 13 – Weights obtained using different methods based 
on the most strongly inconsistent IPCM А6 from Table 7 

 

Weights 

 FPP model Proposed model 

 

EM “upper” “lower” “upper” “lower” 

w1 0.1810 0.2500 0.2500 0.3000 0.3000 

w2 0.1290 0.1944 0.2143 0.1000 0.1000 

w3 0.1170 0.1944 0.1250 0.1000 0.1000 

w4 0.3920 0.1111 0.1607 0.3000 0.3000 

w5 0.1810 0.2500 0.2500 0.2000 0.2000 
 

Table 14 – Values 
*λij  for IPCMs of different consistency 

 

IPCM Values 
*λij   

Weakly consistent 
А1 from Table 1 

[1.1868, 1.0330, 0.8242] 

Consistent А2 from 
Table 2 

[0.9556, 1.0667, 1.1000, 1.0667, 1.0667, 
1.0667] 

Consistent А3 from 
Table 3 

[1.1214, 1.0607, 1.0405, 1.0347, 1.0405, 
1.0405, 1.0116, 1.0354, 0.9913, 1.0116] 

Consistent А4 from 
Table 5 

[1.0441, 1.0147, 1.0441, 1.0441, 1.0147, 
1.0441, 1.0441, 1.0588, 1.0294, 1.0882] 

Weakly inconsistent 
А5 from Table 6 

[0.8548, 0.9677, 1.0968, 1.0000, 1.0161, 
1.0484, 1.0484, 1.0645, 1.0323, 1.0968] 

Weakly inconsistent 
А6 from Table 7 

[1.05, 1.05, 1.00, 1.05, 1.00, 0.6, 1.05, 1.05, 
1.05, 1.05] 

 
Analysis of Tables 8–11 shows that the weights 

obtained by different methods on the basis of the 
consistent IPCMs A2–A4 (Tables 9–11) and weakly 
consistent IPCM A1 (Table 8) provide the same rankings 
of the compared objects. Therefore, the results obtained 
by the proposed models do not contradict the results for 
such IPCMs obtained by other known methods [10, 19, 
21, 22, 23, 26, 29]. The modeling shows that solutions to 
the problem of choosing one “best” object, obtained by 
different methods on the basis of a consistent IPCMs, are 
generally coincide. The same is true for solutions to the 
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problems of ranking and rating of objects based on 
weakly consistent IPCMs. 

When highly inconsistent expert estimates of paired 
comparisons (IPCMs A5 and A6, see Tables 6 and 7) are 
the input data, then different considered methods lead not 
only to different weights, but also to different rankings of 
compared objects (Tables 12 and 13). For example, for 
IPCM A5, the “upper” FPP model specifies the ranking 

4 5 2 1 3w w w w w    , the “lower” FPP model specifies 

the ranking 4 5 2 3 1w w w w w    , and the proposed 

method specifies another ranking 4 5 1 3 2w w w w w     
(Table 12). For IPCM A6, the “upper” FPP model 
determines 1 5 2 3 4w w w w w    , the “lower” FPP 

model determines 1 5 2 4 3w w w w w    , and the 
proposed method determines the ranking 

1 4 5 2 3w w w w w     (Table 13). 

The result 1 4 5 2 3w w w w w     (Table 13) by the 

proposed method based on the inconsistent IPCM A6 is 
significantly closer to the ranking 4 1 5 3 2w w w w w     

(Table 11) by the proposed method based on the initial 
unperturbed IPCM A4 in comparison with the FPP 
rankings. Therefore, the resulting vector of weights by the 
proposed method based on the inconsistent IPCMs with 
outliers, like IPCM A6, is not significantly sensitive to 
individual strongly perturbed element in this matrix. 

Another advantage of the proposed method in 
comparison with FPP is that it becomes possible to find 
the most inconsistent elements in highly inconsistent 
IPCMs based on values *λij , in order to their further 
correction to reduce the inconsistency level of the entire 
IPCM. So, the element 12a  of IPCM A5 (Table 6) is the 
most inconsistent. This element corresponds to the ele-
ment *

12λ , which is equal to 0.8548 and is the smallest 

element of corresponding *λij  (Table 14). In IPCM A6 

(Table 7), the most inconsistent element is 24a . It corre-

sponds to the element *
24λ , which is equal to 0.6000 and is 

the smallest element of these *λij  (Table 14). In the consis-

tent IPCMs A2 – A4, the elements *λij  generally take on 
values greater than one. 

Solutions to problems (9) and (9′) [18, 19] depend on 
the choice of values of parameters kd  and ijd  of member-

ship functions μ ( )k kP w  (5) and μ ( )ij w  (5′), respectively. 
In the general case, this choice has to be made by a deci-
sion maker. In this paper, the values ijd  are calculated 

without the role of a decision maker: ij ij ijd u l  . 

The proposed method consists in solving a linear pro-
gramming problem with n + n(n–1)/2 variables. For com-
parison, the linear programming problem of the FPP 
method has (n + 1) variables. The linear programming 
problems of the GPM [22] and LUAM [20] have 6n and 
4n variables, respectively. Additional n(n–1)/2 variables 
in proposed method are needed to preserve the prevalence 
values determined by an expert, and are also used to find 

the most inconsistent expert pairwise comparison  
judgments. 

The TLGP [21], Liu’s [23], Li&Tong’s [26], Ne-
dashkovskaya’s [13] and Kuo’s [29] methods result in 
interval and non-normalized weights on the basis of 
IPCM. So, the question of choosing a method for normal-
izing interval weights arises. The weights obtained by the 
proposed method are crisp and therefore do not require 
special methods for their normalization and ranking. 
However, interval resulting weights provide more infor-
mation to the decision maker and are more flexible when 
applied in the DM process. 

The method can be used for a wide range of decision 
support problems, planning, prioritization and rating, re-
source allocation problems, evaluating decision alterna-
tives and criteria in various applied areas. 

 
CONCLUSIONS 

The scientific novelty of the obtained results consists 
in suggestion of a modified method for calculating a crisp 
weight vector for elements of DM model based on consis-
tent and inconsistent multiplicative IPCMs. The differ-
ences between the proposed method and the known ones 
are as follows: coefficients that characterize extended 
intervals for ratios of weights are introduced; membership 
functions of fuzzy preference relations are proposed, 
which depend on values of IPCM elements. The introduc-
tion of these coefficients and membership functions made 
it possible to prove the statement about the required coin-
cidence of the calculated weights based on the “upper” 
and “lower” models. The introduced coefficients can be 
further used to find the most inconsistent IPCM elements. 
Therefore, the proposed method results in more reliable 
weight vectors on the basis of inconsistent multiplicative 
IPCMs compared to another known methods. 

The results show the practical significance of the 
method for solving prioritization problems. Resulting 
weight vectors, priorities and rankings based on them are 
not sensitive to the renumbering of the compared ele-
ments in contrast to the known FPP method. The most 
inconsistent elements of IPCM, which are a by-product of 
the proposed method, are further used for adjusting the 
elements of IPCM to improve the quality of decisions 
based on these matrices. In the proposed method, experts 
or a decision-maker are not required to set the parameters 
of the membership functions, these parameters are calcu-
lated without the participation of experts. Modeling has 
shown that the weights and rankings obtained by the pro-
posed method on the basis of consistent and weakly con-
sistent IPCMs do not contradict the weights and rankings 
for such IPCMs calculated using other known methods. 
For strongly inconsistent studied IPCMs, the proposed 
method gave more reliable weights compared to the other 
known methods, since the obtained weights were practi-
cally insensitive to individual strongly perturbed during 
the simulation elements in these matrices. 

Prospects for further research consists in investiga-
tion of other types of fuzzy preference relations on a set 
of compared decision alternatives, other types of interval 
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and fuzzy PCMs, in particular, type-2 fuzzy PCMs; inves-
tigation of aggregation of fuzzy local weights of decision 
alternatives according to multiple criteria; application of 
the developed method for solving practical problems of 
decision support in various applied areas. 
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системного аналізу, НТУУ «Київський політехнічний інститут ім. Ігоря Сікорського», Київ, Україна. 
 

AНОТАЦІЯ 
Актуальність. Метод парних порівнянь – складова кількох методологій підтримки прийняття рішень, таких як 

PROMETHEE, TOPSIS,  аналізу ієрархій і мереж. Його суть полягає в розрахунку вектора пріоритетів (ваг) елементів моделі 
прийняття рішень на основі обернено симетричних матриць парних порівнянь. Оцінювання елементів моделі здійснюється 
здебільшого експертами в умовах невизначеності. Тому в останні роки досліджуються модифіковані методи розрахунку ваг 
з використанням нечітких та інтервальних матриць парних порівнянь (ІМПП). 

Мета. Розробка модифікованого методу розрахунку ваг на основі узгоджених і неузгоджених мультиплікативних ІМПП 
елементів моделі прийняття рішень. 

Метод. Запропоновано модифікований метод на основі узгоджених і неузгоджених мультиплікативних ІМПП та нечіт-
кого програмування переваг, який призводить до більш достовірних ваг елементів моделі прийняття рішень порівняно з 
іншими відомими методами. Розроблений метод відрізняється від інших наступними особливостями: введено коефіцієнти, 
які характеризують розширені інтервали для відношень невідомих ваг; запропоновано функції належності нечітких відно-
шень нестрогої переваги залежно від значень елементів ІМПП. Введення вказаних коефіцієнтів і функцій належності дозво-
лило довести твердження про несуперечливість результуючих ваг на основі «верхньої» та «нижньої» моделей. Пропоновані 
коефіцієнти в подальшому використовуються для пошуку найбільш неузгоджених елементів ІМПП. 

Результати. Виконано експерименти з кількома ІМПП різного рівня узгодженості. Ваги, отримані пропонованим та ін-
шими відомими методами на основі розглянутих узгоджених та слабко узгоджених ІМПП, визначили однакові ранжування 
порівнюваних об’єктів. Результати, отримані пропонованим методом, не суперечать результатам для таких ІМПП за іншими 
відомими методами. Ранжування пропонованим методом на основі розглянутих сильно збурених ІМПП суттєво ближчі до 
ранжувань на основі відповідних початкових незбурених ІМПП порівняно з ранжуваннями відомим методом FPP. Знайдено 
найбільш неузгоджені елементи в розглянутих ІМПП. 

Висновки. Розроблений метод показав свою ефективність і може використовуватися для широкого кола задач підтрим-
ки прийняття рішень, сценарного аналізу, розрахунку пріоритетів, розподілу ресурсів, оцінювання варіантів та критеріїв 
рішень у різних прикладних областях. 

КЛЮЧОВІ СЛОВА: інтервальна мультиплікативна матриця парних порівнянь, узгодженість, експертні оцінки, нечітке 
програмування переваг, системи підтримки прийняття рішень.  
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МЕТОД РАСЧЕТА ВЕСОВ ЭЛЕМЕНТОВ МОДЕЛИ ПОДДЕРЖКИ ПРИНЯТИЯ РЕШЕНИЙ НА ОСНОВЕ 
ИНТЕРВАЛЬНЫХ МУЛЬТИПЛИКАТИВНЫХ МАТРИЦ ПАРНЫХ СРАВНЕНИЙ 

 
Недашковская Н. И. – д-р техн. наук, доцент кафедры математических методов системного анализа, Институт прикла-

дного системного анализа НТУУ «Киевский политехнический институт им. Игоря Сикорского», Киев, Украина. 
 

AННОТАЦИЯ 
Актуальность. Метод парных сравнений – составляющая нескольких методологий поддержки принятия решений, таких 

как PROMETHEE, TOPSIS, анализа иерархий и сетей. Его суть заключается в расчете вектора приоритетов или весов элеме-
нтов модели принятия решений на основе обратно симметричных матриц парных сравнений. Оценка элементов модели 
осуществляется в основном экспертами в условиях неопределенности. Поэтому в последние годы исследуются модифика-
ции методов расчета весов с использованием нечетких и интервальных матриц парных сравнений (ИМПС). 

Цель. Разработка модифицированного метода расчета приоритетов на основе согласованных и несогласованных муль-
типликативных ИМПС элементов модели принятия решений. 

Метод. Предложен модифицированный метод на основе согласованных и несогласованных мультипликативных ИМПС 
и нечеткого программирования предпочтений, который приводит к более достоверным весам элементов модели принятия 
решений по сравнению с другими известными методами. Разработанный метод отличается от других следующими особен-
ностями: введены коэффициенты, характеризующие расширенные интервалы для отношений неизвестных весов; предложе-
ны функции принадлежности нечетких отношений нестрогого предпочтения в зависимости от значений элементов ИМПС. 
Введение указанных коэффициентов и функций принадлежности позволило доказать утверждение о непротиворечивости 
результирующих весов на основе «верхней» и «нижней» моделей. Предлагаемые коэффициенты в дальнейшем используют-
ся для поиска наиболее несогласованных элементов ИМПС. 

Результаты. Выполнены эксперименты с несколькими ИМПС разного уровня согласованности. Веса, полученные 
предлагаемым и другими известными методами на основе рассмотренных согласованных и слабо согласованных ИМПС, 
определили одинаковые ранжирования сравниваемых объектов. Результаты, полученные предлагаемым методом, не проти-
воречат результатам для таких ИМПС по другим известным методам. Ранжирования предлагаемым методом на основе рас-
смотренных сильно несогласованных ИМПС существенно ближе к ранжированиям на основе соответствующих начальных 
невозмущенных ИМПС по сравнению с ранжированиями известным методом FPP. Найдены наиболее несогласованные 
элементы в рассмотренных ИМПС. 

Выводы. Разработанный метод показал свою эффективность и может использоваться для широкого круга задач подде-
ржки принятия решений, сценарного анализа, расчета приоритетов, распределения ресурсов, оценки вариантов и критериев 
решений в разных прикладных областях. 

КЛЮЧЕВЫЕ СЛОВА: интервальная мультипликативная матрица парных сравнений, согласованность, экспертные 
оценки, нечеткое программирование предпочтений, системы поддержки принятия решений. 
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авиационный институт», г. Харьков, Украина. 

 
AННОТАЦИЯ 

Актуальность. Рассмотрена проблема оптимального управления потоковыми параметрами транспортной системы кон-
вейерного типа при наличие ступенчатого регулировании скорости ленты секции конвейера. Объектом исследования явля-
лась аналитическая модель транспортного конвейера, которая использована в качестве фундамента для синтеза алгоритмов 
оптимального управления потоковыми параметрами транспортного конвейера. Цель работы заключается в развитие мето-
дов проектирования систем оптимального управления потоковыми параметрами транспортного конвейера с учетом транс-
портной задержки при ступенчатом регулировании потоковых параметров транспортной системы. 

Метод. Разработана аналитическая модель секции конвейера с учетом ступенчатого регулирования значений потоковых 
параметров транспортной системы. При построения модели секции конвейера для определения зависимостей между пото-
ковыми параметрами транспортной системы записаны уравнения в частных производных. Для синтеза алгоритмов опти-
мального управления скоростью движения ленты секции конвейера введен критерий качества управления. Используя прин-
цип максимума Понтрягина, поставлена задача оптимального управления потоковыми параметрами секции конвейера. Для 
транспортной системы записана функция Гамильтона, учитывающая критерий качества управления, наложенные ограниче-
ния и дифференциальные связи между параметрами системы. Продемонстрирована методика синтеза алгоритма оптималь-
ного управления скоростью ленты секции конвейера и определены условия переключения скорости движения ленты. 

Результаты. Разработанная модель секции конвейера использована для синтеза алгоритма оптимального управления 
потоковыми параметрами транспортной системы при ступенчатом переключении режимов скорости ленты. 

Выводы. Разработана методика синтеза алгоритмов оптимального управления потоковыми параметрами транспортной 
системы при ступенчатом регулировании скорости движения ленты секции конвейера. Полученные алгоритмы могут быть 
использованы для снижения удельных энергетических затрат на транспортировку материала на предприятиях горнодобы-
вающей промышленности. 

КЛЮЧЕВЫЕ СЛОВА: конвейер, распределенная система, PDE-модель, поточная линия, производственная линия, ре-
гулирование скорости ленты. 

 
АББРЕВИАТУРЫ 

PDE-model – аналитическая модель непрерывного 
представления движения материала по технологиче-
скому маршруту производственной линии с использо-
ванием уравнений в частных производных; 

PiKh-model – аналитическая модель конвейерной 
линии, позволяющая определить плотность материала 
и расход материала в произвольной точке конвейер-
ной ленты. 

 
НОМЕНКЛАТУРА 

)(ta  – скорость ленты конвейерной секции; 

maxa  – максимальное значение скорости ленты 

конвейерной секции; 

ja  – значение j-ой ступени регулирования скоро-

сти ленты секции конвейера; 

na  – номинальное значение скорости ленты; 

C – масса погонного метра движущихся частей; 
1G – функция, обратная к функции )(G ; 

)( maxME  – затраты энергии на транспортировку 

тонны породы на расстояние километра при макси-
мальной загрузки конвейера maxM ; 

)( iME  – затраты энергии на транспортировку 

тонны породы на расстояние километра при загрузки 
конвейера iM ; 

)(SH  – функция Хевисайда; 

maxM  – транспортируемая масса груза на ленте 

секции конвейера, соответствующая максимальной 
загрузке конвейера по приемной способности; 

sN  – количество ступеней регулирования скоро-

сти ленты секции конвейера; 

xxN  – мощность, потребляемая конвейером на хо-

лостом ходу; 

1n  – приращение потребляемой мощности при 

увеличении массы груза на конвейере на одну тонну; 

jP  – доля времени, в течение которого секция 

конвейера функционирует со скоростью ленты ja ; 

dkS  – длина секции (k-ой секции) конвейера; 

S  – координата, характеризующая местоположе-
ние материала вдоль маршрута транспортировки 

 dSS ,0 ; 

dS  – длина транспортного маршрута конвейера; 
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)(tT  – величина транспортной задержки; 

dT  – характерное время транспортировки мате-

риала вдоль секции конвейера; 

 )(sec 1  – величина, обратно пропорциональная 

времени корреляции; 
  – угол наклона секции конвейера; 

 S  – функция Дирака; 

  – максимально допустимое значение линейной 
плотности материала для секции транспортного кон-
вейера; 

)(t  – интенсивность поступления материала на 

вход поточной линии; 
2
Q  – дисперсия входного грузопотока материала; 

)(S  – линейная плотность распределения горной 

породы на конвейерной ленте в начальный момент 
времени 0t ; 

  )(0 St,  – линейная плотность распределения ма-

териала вдоль конвейерной линии в момент времени t  
в точке транспортного маршрута с координатой S ; 

  ),(χ 0max St  – максимальное значение линейной 

плотности материала вдоль секции конвейера; 
  )(χ 1in t  – грузопоток, поступающий на вход сек-

ции конвейера; 
  )(χ 1t t  – экспериментальное значение грузопотока 

поступающего на вход секции конвейера; 
   St,1  – поток материала в момент времени t  в 

точке транспортного маршрута с координатой S ; 
  )(χ 1 St,  – нормативная производительность об-

работки деталей в момент времени t  для технологи-
ческой позиции S ; 

w  – коэффициент сопротивления движения; 
  – транспортная задержка для секции конвейе-

ра. 
 

ВВЕДЕНИЕ 
Конвейер является основным способом транспор-

тировки породы на горнодобывающих предприятиях. 
При протяженности в несколько десятков километров 
и пропускной способности ~104 t/h потребляемая 
мощность конвейерных транспортных систем 
~105 kW [1]. Нормативный расход электроэнергии 
конвейерным транспортом для перемещения тонны 
горной породы на расстояние в 1,0 km оценивается 

 
kmt

hkW




  0,11,0  [1, 2]: Çöllolar Lignite Open Pit Mine 

(Turkey, 2010) 
kmt

hkW




 39,0 , Coarse ore conveyor system 

Minera Los Pelambres (Chile, 1998) 
kmt

hkW




 79,0 , Belt 

conveyor with gearless drive Solution Prosper Haniel 

Coal Mine (Germany, 2010) 
kmt

hkW




 24,0  [1], а общие 

затраты энергии для перемещения тонны породы 
вдоль всей конвейерной линии соответственно 

hkW   79,6~ , hkW   03,10~ , hkW   24,3~ . Факти-
ческие затраты энергии существенно выше в силу не 
полной загруженности конвейерной линии из-за не-
равномерного поступления породы на вход конвейе-
ра. Исследованию зависимости затрат энергии для 
транспортирование груза от величины грузопотока 
посвящено достаточное количество работ, начиная с 
[3–6]. Теоретическое и экспериментальное исследова-
ния конвейера показали, что уменьшение загруженно-
сти конвейера приводит к гиперболическому увели-
чению затрат энергии на транспортирование. При ко-
эффициенте загруженности конвейера 0,75 затраты 
энергии на транспортирование увеличиваются на 
10%, при 0,5– на 50%, при 0,25–на 160% и при 0,1– на 
675% [7]. Такой характер зависимости вызывает су-
щественный практический и теоретический интерес 
исследователей к указанной проблеме. Предложенные 
методы, позволяющие обеспечить снижение затрат 
энергии конвейерной системы до 30%, в большинстве 
случаях основываются на использовании аккумули-
рующего буфера для устранения неравномерности 
загрузки ленточного конвейера [8–11]. Бункер обес-
печивает равномерную подачу породы на вход линии, 
аккумулирует излишек породы в накопителе, если 
темп поступления выше нормативного, или, если темп 
ниже нормативного, использует запасы породы в бун-
кере для ликвидации отклонения. При этом скорость 
ленты, как правило, остается неизменной. Использо-
вание бункера в целях стабилизации темпа поступле-
ния породы на конвейерную линию требует дополни-
тельного технологического пространства для его раз-
мещения [9, 10]. Другая проблема, которую следует 
учитывать при проектирование конвейерных систем с 
бункером – ограниченность емкости бункера, что тре-
бует наличия системы управления, которая не допус-
тит переполнение [12]. Альтернативный подход по-
вышения эффективности конвейерного транспорта 
заключается в проектировании систем управления 
скоростью ленты. При уменьшении потока породы на 
конвейер скорость ленты уменьшают, обеспечивая 
нормативную линейную плотность породы на конвей-
ерной ленты, что приводит к аккумулированию гор-
ной породы вдоль конвейера. При увеличении потока 
породы на входе скорость ленты увеличивается, что 
приводит к снижению значения линейной плотности 
породы. 

Объект исследования – аналитическая модель 
транспортного конвейера. 

Предмет исследования – аналитические методы 
проектирования системы управления транспортным 
конвейером. 

Цель работы – развитие методов проектирования 
систем оптимального управления потоковыми пара-
метрами транспортного конвейера. 
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1 ПОСТАНОВКА ЗАДАЧИ 
Пусть для секции транспортного конвейера с це-

лью синтеза оптимального управления потоковыми 
параметрами транспортной системы на интервале 
управления  k ,0  задан количественный критерий 

качества управления 
 

   


duJK
k

0

)(,)( , 

 

который является показателем эффективного функ-
ционирования секции конвейера. Экстремальное зна-
чение критерия качества управления достигается при 
оптимальном управлении )(u  скоростью конвейер-

ной ленты. 
Для заданного критерия качества управления 

сформулируем задачу синтеза оптимальной програм-
мы управления скоростью ленты для установившего-
ся режима функционирования секции конвейера 

d : 

– требуется определить управление скоростью 
движения конвейерной ленты )(u на временном ин-

тервале  k ,0 , которое приводит к минимуму 

функционал 
 

  min)(,)(
0

 


duJK
k

, 

 

а) при дифференциальных связях вида 
 

  )(
)(

)(
)( 00 






 ,

u
,

, 

 
которые соответствуют аналитической PDE-model 
производственной системы; 

б) при ограничениях на погонную плотность мате-
риала секции конвейера и максимально допустимую 
нагрузку на привод конвейера 

 
0)(0max0  , , 

max

1

0

0 )()( md,tm   ; 

 
в) при ограничении на управление 
 

)()(max  gug ; 

 
г) для начального условия старта ленты транс-

портной секции 
 

)()( H)0(0  , , 

 
определяемого линейной плотностью начального рас-
пределения материала вдоль маршрута транспорти-
ровки. 

2 ОБЗОР ЛИТЕРАТУРЫ 
Проблема повышения эффективности функциони-

рования конвейерного транспорта за счет регулирова-
ния скорости ленты достаточно много обсуждалась 
специалистами в области проектирования конвейер-
ного транспорта [3]. Однако, несмотря на наличие 
большого количества работ, данная проблема имеет 
высокую актуальность и в настоящее время. Конвейер 
с движущейся горной породой вдоль транспортного 
маршрута– это распределенная система с рядом огра-
ничений, среди которых не мало важными является 
ограничение по максимальной удельной линейной 
нагрузке на конвейерную ленту и ограничение по 
максимальному объему транспортируемой массы [4]. 
Конвейерная система является стохастической систе-
мой. Неопределенность величины поступающего по-
тока породы на вход конвейера (неопределенность 
граничных условий) требует при расчете конвейерной 
линии использовать вероятностные методы [5]. В [13] 
представлен алгоритм управления скоростью ленты, 
использующий методы теории математического про-
граммирования. В работе записана целевая функция, 
определены необходимые условия регулирования 
скорости ленты, представлена имитационная модель 
конвейерной линии с постоянным значением скорости 
для j-ой ступени регулирования и инкрементным ал-
горитмом регулирования скорости. Скорость ja

 
оп-

ределяется через величину номинальной погонной 
нагрузки 

 

 1n
χ

na
   

 
и значение грузопотока  1χ

n
 для j-ступени режима 

регулирования скорости 
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где   n1χ  – номинальные значения производительно-

сти секции конвейера. Расчетное значение средней 
скорости ленты конвейера за наблюдаемый период 
определяется выражением 
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Режимы управления задаются из условия миниму-

ма средней скорости движения ленты 
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Статистический анализ эксплуатационных пара-
метров шахтного конвейера выполнен в [14]. При мо-
делировании входного грузопотока использовался 
нормальный и логарифмический нормальный закон 
распределения величины шахтного потока материала 
с корреляционной функцией [4, 14]: 

 
22 (kg/sec)  )exp()(  QQR . 

 
Для определения грузопотока материала исполь-

зованы осциллограммы токов очистных комбайнов. В 
течение двух суток с шагом одна секунда записыва-
лись усилия, действующие на съемное тензоизмери-
тельное устройство, и в течение четырех суток – фак-
тическая мощность привода конвейера при перемен-
ном грузопотоке. Гистограмма распределения грузо-
потока как случайной величины подтвердила гипоте-
зу о логарифмическом нормальном законе распреде-
ления грузопотока. Максимальное значение грузопо-
тока составляет 533 (kg/sec). Математическое ожида-
ние и среднеквадратичное отклонение грузопотока, 
соответственно: 134 kg/sec и 66,4 kg/sec. Для построе-
ния зависимости мощности привода и коэффициента 
сопротивления движению от величины грузопотока 
определялась масса груза на конвейере в момент вре-
мени, соответствующую текущему значению мощно-
сти привода: 

 
361(sec)

4(sec)

( ) ( ) , (kg)
t

t

M t Q d




   . 

 
Пределы интегрирования соответствуют моментам 

времени разгрузки и погрузки взвешиваемой порции 
груза. Получена зависимость потребляемой мощности 
и окружного тягового усилия на приводе от величины 
погонной нагрузки [14] 

 
)()( 1 tMnNtN xx  . 

 
Значения xxN =160 kW, 1n =1,11 kW/t определены 

по данным эксперимента. Адекватность математиче-
ской модели оценена по критерию Фишера. Экспери-
ментальное значение xxN =160 kW в 3 раза больше 

расчетного значения мощности холостого хода 

xxN =55 kW [14, 15], что объясняется неудовлетвори-

тельным состоянием роликовых опор на шахтном 
конвейере, трением ленты об элементы конструкции, 
наличием местных сопротивлений движению в местах 
перегиба профиля трассы и другими факторами. В 
работе [16] представлена модель контейнера в виде 
динамического звена с транспортной задержкой, за-
висимой от времени. Величина выходного потока по-
роды с конвейера  1outχ

 
определяется через значение 

входного потока  1inχ  и скорость ленты ina : 
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 ,     )()(χ)(χ in0out1out tatt  . 

 
Для переменной скорости ленты конвейера вели-

чина транспортной задержки определена с использо-
ванием численных методов [17]. Масса горной поро-
ды, распределенная вдоль маршрута транспортиров-
ки, представлена интегральным уравнением 
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n dtta
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дополненным уравнением связи для определения ста-
тического тягового усилия F  
 

 btMaF  )( , 

 
которое необходимо преодолеть приводному электро-
двигателю. Записанные выше уравнения составляют 
математическую модель конвейера как элемента сис-
темы автоматического регулирования статической 
нагрузки привода [17]. Коэффициенты a, b учитывают 
удельную массу ленты, роликов, сцепление между 
лентой и барабаном, сопротивление движению ленты 
и другие конструкционные и технологические осо-
бенности транспортного конвейера. Для случая, когда 
входной грузопоток может быть измерен, предложен 
алгоритм управления скоростью по возмущению ве-
личины входного грузопотока [16]. Влияние неравно-
мерной загруженности ленточного конвейера на 
транспортные затраты изучено в [7]. Произведена 
оценка энергетических показателей по результатам 
экспериментальных исследований грузопотока и 
мощности привода конвейера 2ЛУ120В при длине 
конвейера L=0,730 km, скорости ленты a=2 m/sec, 
мощности привода N=500 kW и максимальной произ-
водительности  1imax

χ =1500 t/h. Масса транспорти-

руемой породы определялся выражением 
 

 





21

1

)()()( 1t

ttt

tt

n dχtMtM , 

 
где 1t  и 2t – значения времени прохождения груза от 

места взвешивания до разгрузки и от места загрузки 
до разгрузки; Регрессионное уравнение для расчета 
мощности конвейерной установки в зависимости от 
массы груза на ленте представлено в [14]. Исследова-
на зависимость коэффициента энергопотребления 
 

)(

)(

maxME

ME
K i

e   

от коэффициента загрузки и его приемной материало-
емкости 
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maxM

M
K i

z  , 

которая может быть преобразована следующим обра-
зом 
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1

z
ze K
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В работе оценено влияние неравномерной загру-

женности ленты на затраты энергии при транспорти-
ровки горной породы по транспортному маршруту. 
Подчеркнута необходимость построения адекватных 
математических моделей функционирования конвей-
ера с адаптивной системой управления приводом [7]. 
Решение данных задач способствует решению про-
блемы интенсификации угледобычи путем создания 
для горной промышленности надежных и эффектив-
ных конвейеров нового поколения. В работе [18] раз-
работана математическая модель частотно-
управляемого электропривода, учитывающая распре-
деленную нагрузку на конвейерной линии. Синтези-
рован нечеткий регулятор скорости ленты конвейера. 
Проведен сравнительный анализ переходных процес-
сов в электроприводе конвейера с системой управле-
ния, основанной на использовании нечеткого регуля-
тора величины скорости ленты. Распределенная чис-
ленная модель динамики конвейера на основе конеч-
но-разностного подхода представлена в [19]. Для вы-
полнения численного моделирования лента разбива-
лась на 43 10 10  элементов, в пределах каждого из 
которых решается система уравнений, определяющая 
динамику движения участка ленты, наполненной ма-
териалом. В работе [20] введена плотность распреде-
ления материала   ),(χ 0 St , формируемая входным гру-

зопотоком   )(χ 1in t  и записано уравнение, опреде-

ляющее значение линейной плотности материала на 
входе в секцию конвейера 
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Выходной поток представлен выражением 
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в котором линейная плотность распределения мате-
риала на входе   )0,(χ 0 t  и выходе   ),(χ 0 dSt  конвейе-

ра связана соотношением 
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При постоянной скорости 1)( ata   следует 
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С учетом последнего допущения, в работе дано 

выражение для расчета максимально допустимого 
грузопотока, поступающего на вход конвейерной ли-
нии [20] 

 

    max0max
max_

1out_max ),(χχ aSt
dt

dmout  . 

 
В работе [21] исследуются методы описания вели-

чины случайного грузопотока, поступающего на вход 
конвейера с использованием эмпирических распреде-
лений. В работах [22, 23] с применением моделей тео-
рии массового обслуживания выполнен анализ шахт-
ного потока материала. В [22] разработана модель 
магистрального сборного конвейера для двух очист-
ных забоев, поток материала с каждого из забоев яв-
ляется случайной величиной. В [23] рассмотрено 
влияние регулируемого привода на динамику потоков 
материала и эффективность функционирования шахт-
ного конвейера. Представлена модель транспортной 
системы, состоящей из нескольких последовательно 
расположенных конвейеров с регулирование скорости 
движения ленты. Обоснован выбор длины конвейеров 
в предложенной модели [23]. Практический интерес 
представляет модель транспортной сети при слиянии 
потоков с регулируемыми и нерегулируемыми приво-
дами [23]. Исследованы законы распределения пото-
ков, которые формируются конвейерами с регулируе-
мой скоростью. В работе [24] установлена зависи-
мость коэффициента сопротивления движению ленты 
от величины погонной нагрузки, динамика изменения 
которой имеет достаточно сложный характер. Эта 
зависимость играет принципиально важную роль при 
оценке затрат энергии на транспортирование груза 
вдоль секции конвейером с постоянной и регулируе-
мой скоростью, нуждается в экспериментальной про-
верке в шахтных условиях эксплуатации. 

 
3 МАТЕРИАЛЫ И МЕТОДЫ 

Уравнения в частных производных для моделиро-
вания движения материала в производственных по-
точных линий применены в [25]. В работах [26, 27] 
дан обзор моделей поточных линий, где особое вни-
мание уделено моделям с использованием уравнений 
в частных производных (PDE-модели). Новый класс 
моделей производственных систем предназначен для 
описания производственных поточных линий, функ-
ционирующих в стационарных и переходных режи-
мах, позволяет моделировать распределение деталей 
вдоль поточной линии и учитывает стохастический 
характер взаимодействия предметов труда с оборудо-
ванием и между собой в результате технологической 
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обработки при переходе от одной технологической 
операции к другой технологической операции.  

Система уравнений, определяющая динамику со-
стояния потоковых параметров производственной 
линии в одномоментном описании, может быть пред-
ставлена в виде [28]: 

 

      ),(
)(χ)(χ 10 tS

S

St,

t

St,
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    )(χ)(χ 11 St,St,  . 

 
Дополним систему уравнений начальным услови-

ем 
 

  )()()(χ 00 SSHS,t  , 
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S
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которое задает распределение деталей по технологи-
ческим позициям в момент времени 0tt  . Решение 

системы уравнений определяется начальным услови-
ем   )(χ 00 S,t

 
и известной нормативной производи-

тельностью обработки деталей в соответствие с тех-
нологическим процессом   )(χ 1 St,  [25; 28]. 

Конвейерная линия является одной из простейших 
разновидностей поточной линии. Особенность по-
строения модели конвейерной линии заключается в 
том, что размещенная на конвейерной ленте в разных 
местах, определенных координатой S , горная порода 
движется с одной и той же скоростью )(ta , которая 

равна скорости движения ленты конвейера. Это по-
зволяет представить систему уравнений для потоко-
вых параметров транспортной системы в следующем 
виде: 
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    )(χ)()(χ 01 St,taSt,  . (2)

 
Дополним систему уравнений (1), (2) начальным 

условием 
 

  )()(),(χ 00 SSHSt  , (3)
 

которое определяет распределение материала вдоль 
маршрута транспортировки в момент времени 00 t . 

Функция )(t  задает поток материала на входе в 

секцию конвейера. Система уравнений (1)–(3) опре-

деляет модель конвейера, которую используем для 
построения алгоритма оптимального управления ско-
ростью ленты. 

Введем безразмерные параметры и функции: 
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Принимая во внимание безразмерные переменные 

и функции (4)–(6), запишем уравнения (1)–(3) в без-
размерном виде: 
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, (7)
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Выбор характерного значения   позволяет обес-

печить масштаб значений функции )(0  , . Конвей-

ерные линии, которые имеют одинаковый вид функ-
ций )(  и )(g  являются подобными, имеют одина-

ковое поведение при подобном начальном условии 
)( . Это дает возможность строить лабораторные 

аналоги крупных конвейерных линий для проведения 
практических экспериментов. Результаты, получен-
ные на модельных конвейерных линиях, могут быть с 
достаточной степенью точностью перенесены на дей-
ствующие конвейерные линии, что позволяет сэконо-
мить средства, требуемые для проведения экспери-
ментальных исследований. Особенно актуальным яв-
ляется использование методов теории подобия в тех 
случаях, когда отсутствует возможность проводить 
экспериментальные исследования действующих кон-
вейерных линий в связи с их загрузкой производст-
венной программой. Системе уравнений в частных 
производных (7), (8) соответствует система характе-
ристических уравнений: 

 

)(



g
d

d
, (9)


 0
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)(

)()(0








gd

,d
, (10)

 
)()( H)0(0  , . 

Решение уравнения (9) представим в следующем 
виде 
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1)( CG  =  )0()( GG , (11)

  dgG )()( , 

где константа интегрирования  
 

)0(1 GC   

 
определяется из начального условия (9). 

В результате интегрирования уравнения (10) полу-
чается выражение для безразмерной линейной плот-
ности материала )(0  ,  вдоль маршрута транспор-

тировки в форме: 
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Определив константу интегрирования 2C  в ре-

зультате решения уравнения (9): 
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запишем выражение для безразмерной линейной 
плотности материала )(0  , : 
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Из уравнения (11) выразим переменную   
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)( dzzg , 

 
получим решение уравнения (7) при начальном усло-
вии (8): 
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Уравнение (12) позволяет вычислить плотность 

горной породы для момента времени   в точке 
транспортного маршрута с координатой  . Получен-

ное решение определяет неравномерность распреде-
ления материала вдоль маршрута транспортировки.  

Уравнение движения в виде 

0)(

0

 


dzzg , 

задает закон )( перемещения элемента конвейерной 

ленте, справа от которой находится материал, линей-
ная плотность которого задана начальными условия-
ми (9), (10). Общее время d переходного режима, при 

котором начальные условия оказывают влияние на 
значение выходного потока материала с конвейерной 
линии, может быть получено в результате решения 
уравнения 
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dzzg
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Неравенство 
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задает режим работы конвейерной линии, когда ее 
параметры не зависят от начальных условий (8) 
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Если ввести обозначение 
 

1
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то для рассмотренного случая на выходе конвейерной 
линии 1  имеем: 

 

)0,(
)(

)0,(

)(

)(
)1( 10

1

11

1

1
0 









gg

, ,

)()0,()(
)(

)(
)1( 10

1

1
1 




 gg
g

, , d . 

 
В предположении того, что скорость ленты секции 

конвейера постоянна 
 

const)( 0  gg , 

 
решение уравнения (13) позволяет определить дли-
тельность задержки [20] 
 

0

1

gd  . 
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Представленная взаимосвязь между входными и 
выходными потоковыми параметрами конвейера ис-
пользована для построения модели секции конвейера 
[16, 20]. При этом предполагалось, что в начальный 
момент времени конвейер является незаполненным 
[16] 

 
0)()0(0  S, , (14)

 
откуда из выражения (12) следует частное решение: 
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которое позволяет рассчитать линейную плотность 
материала )(0  ,  и поток материала )(1  ,  в про-

извольный момент времени   в заданной точке   

транспортного маршрута. Начальные условия запол-
нения конвейерной линии (14) объясняют наличие 
колебаний значения скорости ленты секции конвейера 
и значения выходного потока в исследовании [16], в 
котором рассмотрено моделировании процесса транс-
портировки материала вдоль секции конвейера с про-
должительностью переходного режима составила 
250 sec при общей продолжительности эксперимента 
2000 sec и критерии управления для моментов време-
ни 250 =dTt   sec [16] 

 
constM=)M( max t . (15)

 
Разброс амплитуды колебания величины скорости 

ленты и значения потока материала на выходе кон-
вейера составляет ~30% на протяжении промежутка 
времени имитационного моделирования [16]. Ампли-
туда и период колебания потоковых параметров сек-
ции конвейера обусловлены начальными условиями 
(14) и критерием управления (15). Для момента вре-
мени d  выходной поток материала с секции кон-

вейера определяется начальным распределением ма-
териала вдоль транспортного маршрута. 

Расход электроэнергии на конвейерный транспорт 
  ,lkW kWh определяется количеством транспортируе-

мого груза  (t)pQ  и средней продолжительности ра-

боты конвейерной линии pt  h [2]: 

 

 










 pkklk tvCwL
mkg

W   
seckW

013,0,












 
















w

Q
t

h
p

sin
1

sec

kg
28,0

2
. 

Для стационарных конвейеров 0,030,02 w ; для 
конвейеров выемочных участков 0,060,04 w ; для 

конвейеров, работающих в тяжелых усло-
вия 0,120,08 w . Потребляемая мощность стацио-
нарным конвейером ( 0,03w ), расположенным го-
ризонтально ( 0 ) определяется выражением: 
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где dtdQp /  t/h– средняя пропускная способность кон-

вейерной линии. Мощность, затрачиваемая на транс-
портировку породы представляется в виде суммы 
мощностей на перемещение движущихся частей кон-
вейера и горной породы массой )(tM  
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Используя (16), определим затраты энергии, тре-
буемые для функционирования конвейерной линии 
2LU120V [2] длиной 730dS  m при средней скоро-

стью движения ленты  2.0)( ta m/sec [7, 14]: 
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n  kW/t. 

Для конвейера 2LU120V, предназначенного для 
перемещения породы с нормативной скоро-
стью 3,15)( ta  m/sec, максимальной производитель-

ностью 1450/ dtdQ p  t/h и массой погонного метра 

движущихся частей 138.1=C  kg/m потребление энер-
гии определяется следующим выражением 

 
)( 1,23 + 123,84)( tMtN   kW. 

 
В расчетах использован коэффициент сопротивле-

ния ( 0,03w ) и угол наклона ( 0 ) при постоянной 

скорости  3,15)( ta m/sec ленты конвейера. Макси-

мальная мощность, которую потребляет конвейер для 
перемещения только материала с равномерно распре-
деленной нагрузкой по длина конвейера dS и скоро-

стью движения ленты dd TS /  (4), (5) определяется в 

соответствие с формулой 
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Для максимального значения транспортируемой 

массы материала на конвейера 126max M  t [7] следу-

ет: 
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Разделив левую и правую часть безразмерного со-

отношения для мощности (15) на коэффициент ра-
циональной загрузки ленты 

 

max

)(
)(

M

tM
tm  , 

 
получим затраты на единицу массы для фактического 
и номинального режима загрузки 
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Последнее выражение будем использовать в каче-

стве критерия качества для управляемого процесса. 
При 5,0)( tg  и 79,0cm критерий оптимальности 

имеет вид 
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Принимая во внимание систему характеристиче-

ских уравнений (9), (10), дифференциальные связи 
принимают следующий вид: 
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с учетом которых можно записать функцию Понтря-
гина и сопряженную систему уравнений для постав-
ленной задачи 
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Значение переменной max0  определяет макси-

мально допустимую погонную нагрузку на ленту. Так 
как правый конец фазовой траектории свободен, то  

 
0)(1  k , 

 
и, следовательно: 
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откуда выражение для функции Понтрягина принима-
ет упрощенный вид 
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Дифференциальная связь (10) позволяет для уста-
новившегося режима функционирования конвейера 

d  выразить плотность распределения горной по-

роды вдоль конвейера через входящий поток и ско-
рость движения ленты 
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Рассмотрим построение оптимального алгоритма 

управления скоростью ленты конвейера для случая, 
когда входной поток является постоянным 

 
const.)( 0   (20)

 
Масса горной породы на конвейерной ленте опре-

деляется выражением: 
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При )()(  gu  для значения 1 . Введем в рас-

смотрение значение средней скорости за промежуток 
времени )( : 
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При максимальной загрузки конвейерной линии 
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С уменьшением скорости ленты увеличивается 
масса горной породы, которая находится в конвейер-
ной секции в процессе транспортировки. При выпол-
нении условия (20) функцию Понтрягина запишем в 
виде 
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Функция Понтрягина H  является убывающей 

функцией при увеличении )(mu , принимает мини-

мальное значение при значении 
 

min)( uum  . 

 
Последнее условие соответствует режиму управ-

ления конвейерной линией, которая максимально за-
гружена горной породой. 

 
4 ЭКСПЕРИМЕНТЫ 

Для проведения численных экспериментов разра-
ботано программное обеспечение, позволяющее рас-
считывать значения параметров потока транспортного 
конвейера в соответствии с PiKh-моделью (7)–(8). 
Используя численную реализацию для модели секции 
конвейера, исследуем особенности применения ре-
лейного управления скоростью ленты  21,)( uuu   

для режима функционирования транспортной систе-
мы, определяемого критерием качества (19). Мини-
мальные затраты на перемещение материала будут в 
случае скорости движения ленты 

max

0
max m

u


  

 
с периодом релейного регулирования 
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max
max 
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Точку переключения при заданных значениях и 

2u  в пределах интервала max  с режима, характери-

зующегося скоростью 1u  на режим, характеризующе-

гося скоростью 2u  определим из соотношения: 
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Точка переключения делит интервал max  на два 

интервала 1  и 2 , в пределах которых конвейерная 

линия функционирует со скоростью 1u  и 2u  соответ-

ственно. Величина интервала max  определяется из 

условия максимальной загрузки конвейерной системы. 
Для транспортной системы при величине посту-

пающего потока материала 
 

5,0)( 0   

 
и коэффициенте загрузки транспортной системы 
 

5,0max m  

 
в случае релейного режима управления скоростью 
конвейерной ленты  5,1;5,0)( u получаем значение 

точки переключения 5,01   на интервале (рис. 1) 
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Данный закон управления скоростью конвейерной 

ленты определяет выходной поток )1(1 ,  (рис. 2) с 

конвейерной линии и линейную плотность материала 
)0(0 ,  на входе конвейерной линии (рис. 3). В тече-

ние переходного периода  0,1,0  k  выходной 

поток )1(1 ,  зависит от погонной плотности мате-

риала, распределенного вдоль транспортного мар-
шрута 
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Рисунок 1 – Релейный режим управления скоростью кон-

вейерной ленты  5,1;5,0)( u  

 
Начальное распределение материала при вычисли-

тельном эксперименте задано функцией 
 

  





 


4

sin
6

1

6

1
. 

 

 
Рисунок 2 – Выходной поток с конвейерной линии 

)1(1 ,  при 5,00  ,  5,1;5,0)( u  

 

 
Рисунок 3 – Погонная плотность материала на входе 

конвейерной линии )0(0 ,  при 

5,00  ,  5,1;5,0)( u  

При 0,1 k  величина выходного потока мате-

риала )1(1 ,  рассчитывается из соотношения (18) и 

при заданных данных имеет значение 5,0)1(1  ,  

Постоянное значение выходного потока )1(1 ,  для 

установившегося режима имеет простое объяснение. 
Алгоритм оптимального управления, полученный из 
заданного критерия качества при отсутствие ограни-
чения, связанного с превышением максимального 
значения погонной нагрузки материала на ленту, 
обеспечивает постоянное значение материала в 
транспортной системе. Соответственно, при устано-
вившемся режиме величина выходного потока будет 
соответствовать величине входного потока 

5,0)1( 01  , . Погонная плотность материала на 

входе конвейерной линии представлена на рис. 3. 
 

5 РЕЗУЛЬТАТЫ 
Для критерия оптимальности (19) получен в ана-

литическом виде алгоритм управление скоростью 
ленты, который подтверждает предположения об оп-
тимальном управлении потоковыми параметрами 
секции конвейера, выдвинутые в работах [7, 14, 24, 
29, 30]: при прочих равных условиях максимальное 
наполнение конвейерной ленты горной породой соот-
ветствует минимальному значению затрат энергии на 
перемещение материала. При максимально допусти-
мой загрузке конвейерной линии в течение проме-
жутка max  энергопотребление является постоян-

ным для режима скоростей  21,)( uuu  , у которых 

одно и тоже среднее значение скорости движения 
ленты за период max . 

Таким образом, при максимальной загрузки кон-
вейера потребление энергии за период max  не зави-

сит от плотности распределения горной породы вдоль 
маршрута транспортировки. Минимальное потребле-
ние энергии обеспечивается для режима постоянной 
скорости ленты конвейера min)( uum  . Закон рас-

пределения линейной плотности горной породы вдоль 
конвейерной линии определяется заданными значе-
ниями режимов скоростей. Изменение закона управ-
ления приводит к изменению закона распределения 
линейной плотности материала вдоль маршрута 
транспортировки. Многоступенчатое управление ско-
ростью ленты представляет интерес для режимов за-
пуска и остановки конвейера, когда коэффициент за-
грузки секции конвейера отличается от максимально-
го значения. 

При построении алгоритма оптимального управ-
ления скоростью ленты принято допущение постоян-
ного значения входного потока материала (20). В то 
же время для шахтных конвейеров характерны воз-
мущения на входе конвейера, которые выражаются в 
дискретном характере грузопотоков и их переменной 
интенсивности в период непрерывных поступлений. 
Это является предметом дальнейших исследований. 
Принятое в работе упрощение нацелено на то, чтобы 
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показать перспективность использования PDE-
моделей транспортных систем при проектировании 
высокоэффективных систем управления. Дополни-
тельно в работе предполагалось, что поступающий 
грузопоток является измеряемой и контролируемой 
величиной. В случае, когда невозможно или затруд-
нительно оценить грузопоток, контролируемой вели-
чиной является статическое усилие на валу двигателя. 

В заключении остановимся оценке продолжитель-
ности переходного периода, в течение которого вы-
ходной поток материала с секции конвейера опреде-
ляется начальным распределением материала вдоль 
маршрута транспортировки. Для расчета скорости 
конвейерной ленты и выходного потока материала 
транспортной системы на протяжении переходного 
периода необходимо использовать модели транспорт-
ного конвейера, основанные на прогнозировании зна-
чений потоковых параметров. Это приводит к ошиб-
кам в расчете режимов управления скоростью конвей-
ерной линии и к работе системы в ненормативного 
режиме, а в случае значительных отклонений– к пере-
грузке приводных электродвигателей и остановке 
конвейера. В связи с этим, факт наличия переходного 
периода, а также величина продолжительности пере-
ходного периода имеет важное значение при синтезе 
алгоритмов оптимального управления потоковыми 
параметрами. Оценим среднюю продолжительность 
переходного периода для действующих транспортных 
систем конвейерного типа [1]:  

a) Belt conveyor with gearless drive Solution Prosper 
Haniel Coal Mine (Germany,2010) общая длина 3800 m, 
средняя скорость движения ленты 5,5 m/sec, средняя 
продолжительность переходного периода 

 

 5,5

3800
1  690  sec; 

 
б) Сonveyor line for Neyveli Lignite Corporation 

(India, 2007) общая длина 14000 m, средняя норма-
тивная скорость движения ленты 5.4 m/sec, средняя 
продолжительность переходного периода 

 

 5,4

14000
1  2590  sec. 

 
Средняя продолжительность переходного периода 

составляет от нескольких минут до часа. При исполь-
зовании систем управления скоростью ленты с диапа-
зоном колебания   5][0 m/sec продолжительность 
переходного периода достигает несколько часов, что 
отражается на эффективности работы конвейерной 
линии. В течение переходного периода предложен-
ный в настоящей работе алгоритм управления не 
обеспечивает оптимальное управление секцией кон-
вейера для рассмотренного критерия качества управ-
ления.  
 
 

ВЫВОДЫ 
Рассмотрена актуальная задача синтеза алгорит-

мов оптимального управления потоковыми парамет-
рами транспортной системы конвейерного типа со 
ступенчатым переключением режимов скорости дви-
жения ленты секции конвейера. 

Научная новизна полученных результатов заклю-
чается в том, что для транспортных систем конвейер-
ного типа с двухступенчатым переключением скоро-
сти ленты предложена аналитическая модель секции 
конвейера, которая позволяет рассчитать линейную 
плотность материала и поток материала вдоль мар-
шрута транспортировки. Аналитическая модель сек-
ции конвейера является фундаментом для проектиро-
вания высокоэффективных систем управления пото-
ковыми параметрами транспортной системы. Для за-
данного критерия качества управления транспортной 
системой предложен метод синтеза оптимального 
управления параметрами потока транспортной систе-
мы со ступенчатым переключением скорости ленты. 

Практическая значимость полученных результатов 
заключается в разработке методики построения алго-
ритмов оптимального управления параметрами пото-
ка транспортной системы со ступенчатым регулиро-
ванием величины потоковых параметров. 

Перспективами дальнейших исследований являет-
ся разработка систем управления скоростью ленты 
секции конвейера при стохастическом динамическом 
входном потоке материала. 
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AНОТАЦІЯ 
Актуальність. Розглянута проблема оптимального управління потоковими параметрами транспортної системи 

конвейєрного типу при наявності ступенчатого регулювання швидкості ленти секцій конвейєра. Об’єктом дослідження була 
аналітична модель транспортного конвейєра, яка використана в якості фундаменту для синтезу алгоритмів оптимального 
управління потоковими параметрами транспортного конвейера. Мета роботи полягає в розвитку методів проектування сис-
теми оптимального управління потоковими параметрами транспортного конвейера з урахуванням транспортної задержки 
при ступенчаті регулювання потокових параметрів транспортної системи. 

Метод. Розроблено аналітичну модель секції конвеєра з урахуванням ступінчастого регулювання значень потокових па-
раметрів транспортної системи. При побудові моделі секції конвеєра визначення залежностей між потоковими параметрами 
транспортної системи записані рівняння в приватних похідних. Для синтезу алгоритмів оптимального управління швидкіс-
тю руху стрічки секції конвеєра запроваджено критерій якості управління. Використовуючи принцип максимуму Понтрягі-
на, поставлено завдання оптимального керування потоковими параметрами секції конвеєра. Для транспортної системи запи-
сано функцію Гамільтона, що враховує критерій якості управління, обмеження та диференціальні зв’язки між параметрами 
системи. Продемонстровано методику синтезу алгоритму оптимального управління швидкістю стрічки секції конвеєра. Ви-
значено умови перемикання швидкості руху стрічки конвеєра. 

Результати. Розроблена модель секції конвеєра використана синтезу алгоритму оптимального управління потоковими 
параметрами транспортної системи при ступінчастому перемиканні режимів швидкості стрічки. 

Висновки. Розроблено методику синтезу алгоритмів оптимального керування потоковими параметрами транспортної 
системи при ступінчастому регулюванні швидкості руху стрічки секції конвеєра. Отримані алгоритми можуть бути 
використані для зниження питомих енергетичних витрат на транспортування матеріалу на підприємствах гірничодобувної 
промисловості. 

КЛЮЧОВІ СЛОВА: конвеєр, розподілена система, PDE-модель, поточна лінія, виробнича лінія, регулювання швидко-
сті стрічки. 
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ABSTRACT 

Context. The problem of optimal control of the flow parameters of a transport system of a conveyor type in the presence of 
stepwise regulation of the speed of the conveyor section belt is considered. The object of the study is the analytical model of the 
transport conveyor, which was used as a foundation for the synthesis of optimal control algorithms for the flow parameters of the 
transport conveyor. The purpose of the work is to develop methods for designing systems for optimal control of the flow parameters 
of a transport conveyor, taking into account the transport delay with stepwise regulation of the flow parameters of the transport sys-
tem. 

Method. An analytical model of the conveyor section has been developed, taking into account the stepwise regulation of the val-
ues of the flow parameters of the transport system. When building a model of a conveyor section to determine the dependencies be-
tween the flow parameters of the transport system, equations in partial derivatives are written. For the synthesis of algorithms for 
optimal control of the speed of the conveyor section belt, a control quality criterion is introduced. Using the Pontryagin maximum 
principle, the problem of optimal control of the flow parameters of the conveyor section is posed. For the transport system, the Ham-
ilton function is written, which takes into account the criterion of control quality, imposed restrictions and differential relationships 
between the system parameters. A technique for synthesizing an algorithm for optimal control of the speed of a conveyor section belt 
is demonstrated. The conditions for switching the speed of the conveyor belt are determined. 

Results. The developed model of the conveyor section is used to synthesize an algorithm for optimal control of the flow parame-
ters of the transport system with stepwise switching of belt speed modes. 

Conclusions. A technique for synthesizing algorithms for optimal control of the flow parameters of a transport system with 
stepwise regulation of the speed of the belt of a conveyor section has been developed. The obtained algorithms can be used to reduce 
the specific energy costs for material transportation at mining enterprises. 

KEYWORDS: conveyor, distributed system, PDE model, production line, production line, belt speed control. 
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ABSTRACT 
Context. The behavior of the system is included in the basic concepts that characterize its functioning. In an event-driven system, 

behavior is modeled using a state machine. Known classifications of behavior take into account the genus and type of automaton. At 
the same time, in modern systems, control automata are integrated into hierarchies and have a number of new properties that are not 
reflected in their classifications. 

Objective. The purpose of the work is to systematize the forms of specifying the behavior of integrated systems and methods for 
changing the behavior in the process of their use. The novelty of the proposed classification lies in taking into account the behavior 
of new types of non-binary, semantic, controlled and changeable individual automata and the structures of these automata. 

Method. The essence of behavior is presented as the ambiguity of reactions to the input signals of the control automaton, which 
manifests itself in a certain pattern of changing its states and outputs. When classifying behaviors, the expediency of exploratory 
behavior is determined. Such ways of achieving the goal as adaptation, change or absorption of the environment, change in the goals 
of behavior are noted. According to the level of complexity of behavior, systems with predetermined, regulated, organizing, predict-
able and autonomous behavior are distinguished. Along with the automaton model of behavior, the importance of modeling behavior 
in the form of a combination of statements is noted. The importance of describing the possible and emergency behavior of the system 
is noted. A classification of the system’s behavior in terms of constancy and variability is proposed. The structure and principles of 
the implementation of changeable behavior within the framework of the processes of external control of the automaton and its self-
government are described. Based on the concept of arity of behavior, the functional and technological behavior of a finite automaton 
are singled out. As part of the classification of behavior by the level of formation, the switching, combinational and automatic behav-
ior of states, as well as the behavior of the automaton in the contours of activity and the typical behavior of the automaton in the hier-
archy, are described. 

Experiments. With the use of the proposed classification features, the behavior of control devices of monitoring systems for 
power transformer parameters, object temperature control and integrated hierarchical systems is analyzed. 

Results. The proposed classification describes the directions for specifying behavior in complex integrated systems according to 
13 main and 84 detailing features, which facilitates the process of designing behavior and highlights new system capabilities. 

Conclusions. The actual problem of systematization of the behavior of control devices of systems has been solved. Classification 
features give directions for the use of standard solutions for describing the behavior of the system, which simplifies the process and 
reduces the complexity of designing its functional structure. 

KEYWORDS: system behavior, control automaton, hierarchy of automata, integrated system, behavior classification. 
 

ABBREVIATIONS 
A is actuators; 
CA is control automata; 
CO is the control object; 
CU is control unit; 
IOA is input operational automata; 
MOA is the intermediate operational automata; 
OA is operational automata; 
OOA is output operating automata; 
S is sensors. 

 
NOMENCLATURE 

Cfrom i – is control inputs from the i-th level; 
Cfrom (i+1) – is control inputs from (i+1)-th level; 
Cto (i–1) is control outputs to the (i–1)-th level; 
Hij is the probability characterizing the change of state 

with the number i to the state with the number j; 
Qij is the probabilities characterizing the appearance of 

the output with the number j, if the current state of the 
automaton has the number i; 

S is the set of automaton states; 
s0 is the initial state of the automaton; 
X is the set of automaton inputs; 
X1 is IOA inputs (sensor outputs); 
Y is the set of automaton outputs; 

Y1 is OOA outputs (actuator inputs);  
Δ is an array of automaton outputs; 
Δ[i] is the i-th output in the array Δ; 
λ is the transition function; 
μ is the function of the automaton outputs; 
Ψ is an array of automaton transitions; 
Ψ [i, j] is the transition from i to j in the array Ψ. 
 

INTRODUCTION 
The tasks of cognition of a person and an artificial, for 

example, a technical system qualitatively coincides: based 
on the information received, understand and predict their 
actions, actions and behavior. At the same time, human 
behavior is studied as a means to satisfy his needs, achieve 
a goal, adapt to the external environment, as a system of 
actions or a manifestation of a two-link “stimulus-
response” scheme [1]. The same motives for studying be-
havior are applicable to the processes of studying the be-
havior of technical systems. The concept of the behavior of 
a technical system is interpreted by researchers in different 
ways and develops along with the development of ideas 
about systems and the use of new types of behavior. 

Behavior (British English: behaviour) is a set of actions 
and manners performed by individuals, organisms, systems 
or artificial objects in some environment. This is the calcu-
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lated response of a system or organism to various stimuli or 
influences, internal or external [2]. From the point of view 
of behavioral informatics, behavior consists of an actor, an 
operation, interactions and their properties [3]. 

As noted in [4], behavior is one of the levels of de-
scription of technical systems during their design. Ac-
cording to [5], behavior is included in the basic concepts 
that characterize the functioning and development of the 
system. It is associated with the ability of the system to 
move from one state to another. These transitions are 
connected by cause-and-effect relationships, and in the 
process of functioning, one of the possible options for 
transitions is selected. The logic of choice characterizes 
the behavior of the system. More details about the behav-
ior of the system can be judged after determining the 
process model in which the behavior is used: continuous, 
event-driven or hybrid [6, 7]. 

The object of study is the process of designing the 
behavior of event-driven systems. 

The subject of study is the classification of the be-
havior of such systems. Classifications of the behavior of 
control automata of control systems are known according 
to the type and type of automaton [8, 9]. At the same 
time, complex technical systems, as a rule, are integrated, 
hierarchical, with various forms of implementation and 
relationships between the behavior of their control auto-
mata, with a description of the system behavior not only 
with the help of automata, but also in the form of knowl-
edge [10–15]. The paper [16] noted the need to determine 
the combination and integration of system behaviors. In 
[17], the behavior of a system is defined as a way of in-
teraction in a hierarchy of environments and agents im-
mersed in these environments. At the same time, it is 
noted that the model of interaction between the control 
and operational automata should be considered as the 
ideological prototype of insertion models of such interac-
tion [18, 19]. 

In the known literature, there is no classification of the 
forms for specifying the behavior of systems for technical 
purposes, as well as ensuring that this behavior changes 
during the operation of the system. As a consequence, this 
leads to an incomplete use of the possibilities of adapting 
the behavior of the system and a decrease in the effective-
ness of its application. 

The purpose of the work is to systematize the forms 
of specifying the behavior of integrated and cognitive 
systems and methods for changing behavior in the process 
of using a technical system. 

 
1 PROBLEM STATEMENT 

The generalized model of the technical control system 
[8] is shown in fig. 1. It includes a control object, which is 
connected to the control device with the help of sensors 
and actuators. In turn, CU is subdivided into operational 
and control automata, and OA – into input, intermediate 
and output operational automata. The system with the 
structure of Fig. 1 can have continuous, event-driven, and 
hybrid behavior. Continuous behavior is carried out in the 

circuit: CO – S – IOA – MOA – OOA – A – CO. In this 
circuit, operating automata perform the functions of a 
process controller in the control object. The regulation 
law determines the continuous behavior of the system. 
Event-driven behavior is performed in the circuit: CO – S 
– IOA – CA – OOA – A – CO. The IOA automata in this 
circuit perform the functions of converters of signals from 
sensors into the inputs of the control automaton, and the 
OOA automata act as converters of the SA outputs into 
actuator control signals. 

 

 
Figure 1 – Structure of the control system 

 
With hybrid behavior, several continuous and event-

based control loops can operate in the system, which af-
fect each other [11]. In the classical version of the hybrid 
system, in each state of the control automaton in the 
event-driven circuit, the corresponding circuit of continu-
ous behavior is activated. 

The classical CA model is a finite automaton [8], 
which is described by a tuple: 

 
.,,,,, 0  sSYX  (1)

 
At the same time, the behavior of the technical system 

is given by the functions of outputs μ and transitions λ 
and characterizes the possible ambiguity of the depend-
ence of the state of outputs Y CA on its inputs X. 

To illustrate this situation, in [9], an example of the 
behavior of a control automaton with the input “Your feet 
are stepped on in transport” and different values of the 
output “Your actions” at the first and fifth such event are 
given. 

The described structure of the CA of the “classical” 
control system can be implemented in hardware (in the 
form of a logical node with memory elements) [20] or in 
software (in the form of a program that runs in the operat-
ing environment of the system’s computing device) [21]. 
Changing the behavior of such a system occurs by replac-
ing this circuit/program with new ones that represent new 
functions μ and λ. In this case, it may be necessary to 
change the sets X, Y, S and the nodes that form them (op-
erating machines, sensors and actuators). 

The task of the study is to analyze the known meth-
ods for constructing control systems, to identify and clas-
sify ways to specify behavior in the system. 
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2 REVIEW OF THE LITERATURE 
In [22, 23], a variety of approaches to the study of be-

havior is noted, but it is noted that they are united by the 
representation of behavior as a process within which the 
system interacts with the environment. That is, this behav-
ior is a response formed by the system to signals from the 
environment. 

In [22], system behaviors are divided into normative 
(ritual, imitative, and role-playing) and situational (ana-
lytical, play, and entertaining) types. But such a classifi-
cation does not reflect the form of implementation of be-
havior using finite automata. 

In the dictionary [24] there is an article “Automaton 
with a variable structure”, which emphasizes the impor-
tance of this area of research on control automata. At the 
same time, she gives a link to the article “Stochastic 
automaton”, that is, an automaton in which, instead of 
transition and output functions, in the general case, prob-
ability distributions of a discrete type are specified. For 
transitions, the probabilities Hij are given, and for the out-
put, the probabilities Qij. Depending on the success or 
failure of the actions of the stochastic automaton, Hij and 
Qij are recalculated, which leads to a change in the struc-
ture and behavior of the control automaton. 

In [23, 25, 26], the collective behavior of control 
automata and multi-agent systems are considered, in 
which the behavior is formed by changing their impact on 
the external environment as a result of the reaction of the 
environment or other automata/agents to this impact. This 
topic requires a separate consideration, therefore, in this 
paper, the behavior of only one automaton is considered. 

In [27], the issues of behavior reconfiguration in dis-
crete-event systems are considered, the concept of a con-
trolled discrete-event system is introduced, in which input 
events can be disabled by an external controller-
supervisor. Such a shutdown makes it possible to change, 
within certain limits, the behavior of the control machine. 
At the same time, we note that switching off the automa-
ton inputs does not exhaust all the possibilities of supervi-
sory control. 

It can be seen from the literature review that control 
automata are being studied from various angles, but there 
is no study and classification of automaton behavior of 
hierarchical integrated and cognitive systems. 

 
3 MATERIALS AND METHODS 

Automaton behavior in the system is proposed to be 
classified according to the following features: 

– goal; 
– a way to achieve the goals of behavior; 
– the level of difficulty; 
– type of model; 
– type of behavior in relation to the mode of operation 

of the system; 
– stability; 
– arity; 
– the level of formation of behavior; 
– type of management in the hierarchy; 
– function; 

– the nature of the processes. 
These signs, in turn, are subdivided into signs of the 

second rank, and so on. Each feature is assigned an alpha-
numeric code that reflects its place in the classification. 
An example of an alphanumeric feature code is shown in 
Fig. 2. 

 

 
 

Figure 2 – An example of an alphanumeric feature code 
 
The structure of the signs of behavior is shown in 

Fig. 3. 
We will distinguish between the basic and research 

goals of behavior. The basic goal (A1) of behavior is ef-
fective management based on existing knowledge. But, 
with the development of knowledge-based systems, the 
goal of research (A2) of the object and / or control device, 
the environment was added to it to improve the efficiency 
of control behavior in the future [28–30]. 

Behavioral goals can be achieved through parametric 
(B11) or structural (B12) adaptation [31], transition to a 
more favorable environment (B2), inclusion of a part of 
the environment into the system (B3) or change in behav-
ioral goals (B4). 

By the level of complexity, we will distinguish (in as-
cending order of complexity) systems with predetermined 
(C1), regulated (C2), organizing (C3), predictive (C4) and 
autonomous behavior (C5). 

Predefined behavior is the simplest behavior with 
fixed functions of operating and control automata of the 
system control device. Regulated behavior provides for 
the possibility of changing the parameters of operational 
automata leading to a change in the conditions for the 
formation of an event at their output. 

Organizing behavior changes the functions of outputs 
and/or transitions of the control automaton. That is, with 
this behavior, it is allowed to change all elements of the 
control automaton tuple. 

Predictive behavior assumes the presence in the con-
trol device of a system of operating automata in which the 
model of the object and the environment is executed. As a 
result of the flow of predicted parameters arriving at the 
inputs of these automata, the object model enters a certain 
state, which is taken into account when planning future 
behaviors. 
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Figure 3 – The structure of classification features 
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Autonomous behavior implies, at a minimum, the par-
ticipation of the system in the choice of a set of goals for 
its functioning. In an extended version of autonomous 
behavior, the system itself performs a search and formu-
lates the goals of its functioning and builds its behavior 
under them. 

By the type of behavior model, we will distinguish be-
tween setting behavior using the functions of one (D1) or 
some hierarchy (D2) control automata and behavior based 
on logical inference (D3) from knowledge stored in the 
system base [14]. The advantage of a behavior model 
based on logical inference is the ability to share knowl-
edge that describes the normal (normal) behavior of the 
system and knowledge that does not fit into this behavior. 

The characteristic of behavior regarding the mode of 
operation (E) of the system includes the following grada-
tions: regular (E1), possible (E2) and emergency (E3). 
Regular behavior corresponds to the goals of the current 
level of development of the system and knowledge about 
it. Deviations from regular behavior can be caused by a 
change in the properties of the system object or control 
device (its development or degradation), knowledge about 
them and their influence on the process of achieving the 
goal of the system functioning. At least some of these 
deviations are recognized as possible, rechecked and be-
come part of regular behavior. Emergency behavior is a 
response to unacceptable system states. In complex sys-
tems, emergency behavior takes on many gradations and 
is not reduced to a trivial “turn everything off” action. 

The classification of behavior in the categories of sta-
bility (constancy) (behavior F1) – variability (behavior 
F2) allows, on the one hand, to characterize the predicted 
results of the system’s functioning under conditions of 
constant external influences, and on the other hand, the 
degree of flexibility of the system’s behavior when these 
conditions change. 

Changeable behavior (F2) is classified according to 
the source (initiator) of changes (F21) and the way they 
are carried out (F22). The control device in a system with 
variable control contains elements of the implementation 
of one or another variant of the type of control and control 
inputs, with the help of which the current control variant 
is selected. Changes in the behavior of the system or its 
subsystem may be initiated by an external control device 
(F211) and/or be the result of self-management actions 
(F212). 

Changing behavior can be done in the following ways: 
1. Activation of a behavioral variant from a certain set 

of transition functions, outputs of the automaton and the 
initial state s0 of the automaton, laid down in the design of 
the system (F221). 

2. Synthesis of new behavior within the existing sets 
of inputs, outputs, states (F222) or by changing these sets 
(F223). 

The next classification feature G is the arity of behav-
ior. The behavior of a finite automaton can be classified 
based on the arity of the elements of its sets. Arity deter-
mines the number of values that an element of each of the 
sets of the automaton can take – inputs, outputs, states 

[12]. We will distinguish between binary (G1) and non-
binary (G2) automata. And by the type of nonbinarity – 
ternary (G211) and, in the general case, n-ary (G21n). 
Classical finite automata have binary elements of sets. So 
the binary element of the state set has two meanings “ac-
tive” and “passive”. 

In the presence of non-binary sets of the automaton, 
we will distinguish between the behavior of G221 for the 
implementation of the target function of the system and 
the technological behavior of G222 of the control automa-
ton [32]. In the first case, the outputs of the control 
automaton depend on the purpose of operation and the 
properties of the system object. In the second, it depends 
on the features of the implementation of this behavior, 
such as the controllability of the structure, the mecha-
nisms for transferring activities from one state to another, 
the possibility of generating outputs depending on the 
value of the state, and others. 

The behavior of the automaton can be classified ac-
cording to the level of formation (behavior H): 

– The behavior of the H1 automaton as a whole. Such 
behavior, as already noted, is specified by the output and 
transition functions. 

– The behavior of H2 at the state level. The behavior 
of the automaton is specified through the set of behaviors 
in its states [34]. The behavior of an active state describes 
the logical (causal) relationships of state inputs to its out-
puts and actions. In [35], a variation of the behavior of H2 
is described, which is specified on a certain subset of 
states of the automaton. In this case, different behaviors 
are implemented in other subsets. Such an automaton is 
called multi-behavioral. 

– The behavior at the level of logical connections of 
the state with the control objects (behavior H3). In [34], 
activity contours are proposed that describe the function 
of the control object, that is, the processes resulting from 
the impact on the object from the control device and the 
reactions of the object, which are fixed by the control 
device. 

The type of control behavior in the hierarchy of con-
trol automata is also a classification feature of behavior I. 
Subtypes of this behavior are hierarchical (I1) and mutual 
(I2) behavior. There is an extensive class of hierarchical 
systems in which their subsystems form an integrated 
system [10]. The interoperability of subsystems located at 
neighboring levels is ensured by the behavior of typical 
interconnection elements that consist of a controlled and 
controlling automaton or are covered by a mutual control 
loop [13]. 

We classify the operations of controlling the behavior 
of J according to the elements of the controlled automaton 
that they affect: control of inputs X (behavior of J1); con-
trol of outputs Y (behavior of J2); state control S (behavior 
J3); control of functions μ, λ (J4 behavior) and synchroni-
zation control (J4 behavior). Details of these behaviors 
are provided in the next section. 

In an integrated multilevel system, different levels im-
plement different behavior [10, 13, 15, 34]. Therefore, 
belonging to the functional level of the system is a classi-

187



e-ISSN 1607-3274   Радіоелектроніка, інформатика, управління. 2022. № 3 
p-ISSN 2313-688X  Radio Electronics, Computer Science, Control. 2022. № 3 

 
 

© Poliakov M. O., 2022 
DOI 10.15588/1607-3274-2022-3-17 

fication feature K, according to which we will distinguish 
between the behavior of the target (K1), scenario (K2), 
automatic (K3) and operational (K4) levels. 

The result of the target behavior is the choice of the 
current goal of functioning and the activation of the sce-
nario behavior automaton, which selects the current sce-
nario for achieving the goal. This script selects and acti-
vates a variant of automatic behavior, and so on. 

A feature of cognitive systems is the use of operations 
for predicting the results of decisions made on the choice 
of goals, scenarios, and so on. In the course of forecast-
ing, the behavior of the object and the control device is 
modeled in a certain flow of events. Thus, the behavior in 
the system can be not only real (L1), but also simulated 
(L2). 

According to the nature of the processes occurring in 
the system, deterministic (M1) and stochastic (M2) be-
havior is distinguished [36, 37]. With the behavior of M1, 
the results of repeated repetition of any admissible se-
quence of values at the inputs of the automaton must be 
the same. At the same time, with the behavior of M2 and 
the same conditions at the inputs, the results may differ in 
the trajectory of the change of states and the outputs in 
them. 

Thus, in the behavior of the control automata of the 
systems, classification features are distinguished for 
choosing the types of behavior in the system during the 
design process. 

 
EXPERIMENTS 

The task of the experimental part of the work is to 
identify behavioral properties in known technical systems 
that could be classified according to the proposed fea-
tures. If a certain type of behavior is missing in a known 
system, then the principles of its implementation and the 
advantages of using it are described. The author has not 
been able to find a technical system in which it is advis-
able to use all the described behaviors, because the sys-
tems in the examples given have some subsets of the pro-
posed behaviors. Examples of systems for experiments 
with the classification of behaviors are control systems for 
traffic lights, elevators, conveyors, machine tools, robots, 
power transformers, vehicles, and technological proc-
esses. The variety of types of behavior increases signifi-
cantly for “smart” varieties of such systems. 

Such systems are characterized by the presence of a 
cognition subsystem with knowledge form converters, 
whose work expands the knowledge base for manage-
ment, and an activity subsystem in the form of a hierarchy 
of control automata that use this knowledge to improve 
management efficiency. 

Behavior A1 is basic and is implemented with differ-
ent efficiency in all event-driven systems. An example of 
the behavior of A2 is given in [28]. Its essence lies in the 
activation of the cooling modes of the power transformer, 
which are not used in the current operating conditions. 
The information obtained as a result of such behavior on 
the technical condition of the elements of these systems 
makes it possible to increase the cooling efficiency. 

The reason for launching adaptive mechanisms (be-
havior B1) may be a change in the object of the system, 
environmental parameters, or the technical state of system 
elements [31, 34]. Thus, a reaction to a change in the 
mass of an object of the system can be an increase in the 
waiting time for its heating. Forced cooling is used to 
thermally stabilize an object under conditions of an in-
crease in ambient temperature. If individual elements fail, 
the load is redistributed to serviceable elements or redun-
dant ones are connected. 

An example of the actions of a transport robot aimed 
at achieving the goal of functioning in the optimal tem-
perature regime can be the search for a location with pro-
tection from solar radiation or with a large wind blowing, 
that is, a change in the environment (behavior B2). 

An example of achieving goals by including part of 
the environment in the system (behavior B3) is the power 
transformer control system. If the increase in the tempera-
ture of the transformer elements due to the increase in 
load could not be compensated by cooling, then the load 
can be limited. For this purpose, the object load control 
circuit is included in the control system. 

A transformer control system can also serve as an ex-
ample of a system with dynamically changing behavior 
goals (behavior B4). So the original goal of “maximizing 
service life” under certain conditions can be changed to 
the goal of “provide a sustainable energy supply, ignoring 
the accelerated wear of equipment”. 

An example of C1 behavior predetermined at the de-
sign stage is the operation of a control unit based on a 
classical finite state machine [8, 9]. For example, the 
event “Object overheating” occurs at the same tempera-
ture of the object. The processing of this event in the con-
trol machine always leads to the transition of the machine 
to the “Emergency” state and the action “Turn off the 
heater”. If the outputs of the control machine control the 
parameters of the operating machines (for example, “Su-
perheat temperature”) of the control unit, then the behav-
ior of C2 takes place. The behavior of C3 implies a 
change in the structure of the operating and/or control 
automata of the control unit. Predictive Behavior C4 uses 
simulation results to improve management efficiency. For 
example, predicting system load and ambient temperature 
can optimize the performance of a facility’s cool-
ing/heating system. 

Autonomous behavior of C5 is characteristic of bio-
logical systems, starting with the simplest bacteria [38]. 
The principles of implementing the autonomy of these 
systems are used, for example, in the construction of arti-
ficial agents for the search control of robots [29]. 

The behavior model D1 given at the set-theoretic level 
by a tuple (1) has two varieties: Mealy and Moore auto-
mata [8, 9]. These automata differ in the way they bind 
outputs. For Moore automata, the current output value 
depends only on the current state. And for Mealy auto-
mata, the value of the output depends on the input that 
caused the transition to this state. An example of D1 be-
havior is the behavior of digital nodes with memory, traf-
fic light control systems, and others. A variation of the 
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behavior of D1 is the behavior of recognizing the input 
sequence [8]. 

The D1 model is included in more complex behavioral 
formalisms, such as the state diagram of the UML lan-
guage [39], the Harel formalism implemented in the 
Stateflow software of the MathLab system [40], the pro-
gramming language SFC (Sequential Function Chart) [41] 
and others. 

The behavior of D2 involves the selection of sub 
automata and the modeling of the processes of their inter-
action. Possible variants of interaction include embedding 
a sub automaton in the state of a super automaton and 
integrating sub automata. The nesting of the automaton in 
the state by goals is similar to the use of subroutines in 
programming – it allows you to increase visibility, reduce 
the dimension of the model. The integration of automata 
is used in the construction of hierarchies, in which the 
control element at the i-th level is the control object at the 
(i + 1)-th level of the hierarchy, which ensures the inter-
operability of control processes [13]. For example, it is 
the processes of choosing the goal of the functioning of 
the system and the strategy for achieving it. 

The behavior specified by the state machine functions 
can be described in the form of a combination of state-
ments (D3 behavior) and processed by means of logical 
inference. For example, the statement “If the current state 
is Si and the signal Xk has arrived, then go to the state Sj” 
corresponds to an arc in the automaton graph between 
these vertices. 

We will consider the behaviors of E using the example 
of a simple heating control system. The behavior of E1 is 
to turn on the heater if the temperature of the object is less 
than θ1 and turn it off if this temperature is greater than θ2. 
The behavior of E2 takes into account the possibility of a 
delay in heating due to changes in the characteristics of 
the object. Such a delay is not considered as a sign of an 
accident and is investigated further. An example of the 
behavior of E3 in such a system is the introduction of 
additional states for processing events recognized as 
emergency. For example, it is the state of “Emergency” in 
which the emergency shutdown of the furnace is per-
formed if the temperature of the object exceeded θ3. 

Variable behavior of automata F2 is the main and 
promising type of behavior of systems in the category F. 

The structure of external control F211 and self-control 
F212 at the i-th level of the system is shown in Fig. 4 
[34]. 

The CA machine has four groups of outputs: 
– Y group is connected to OOA inputs; 
– group Cfrom i is connected with the control inputs of 

the OA, through which the parametric adaptation is per-
formed; 

– group Cto (i–1) controls the structural adaptation of SA 
at the (i–1)-th level; 

– group X is connected to additional information in-
puts of the CA, the impact on which can bring the CA to 
additional states, thereby changing the structure of the CA 
by self-control (behavior F212). 
 

 
 
Figure 4 – Structure of external control and self-control at 

the i-th level of the system 
 

The behavior of F221 for the automaton of the i-th 
level (Fig. 4) is set by the code at the inputs Cfrom (i + 1), 
which activates one of the variants of the automaton 
specified during the design. The same kind of behavior is 
possible to change the IOA and OOA functions using 
Cfrom i inputs, 

If in the process of the system functioning, the func-
tions of the control automaton are performed by a univer-
sal program, and the specifics of a particular automaton 
are described by data arrays in matrix form, then a change 
in the structure of the control automaton (behavior F222 – 
F224) is reduced to changes in its arrays of transitions Ψ; 
and outputs Δ. 

The main operations of changing the structure of such 
a control automaton are: 

– adding / removing (i, j)-th transition (ADDIN / 
DELIN Ψ [i, j]) in the array of transitions Ψ; 
– adding / deleting the i-th output (ADDOUT / DELOUT 
Δ [i]) in the array of outputs Δ; 

– adding / removing state (ADDS [n + 1] / DELS [n – 
1]) in the arrays Ψ and Δ, which boils down to increasing 
/ decreasing the size of these arrays; 

– assignment of a new initial state s0 of the control 
automaton. 

In [32], the behavior with features G211 (ternary) and 
G221 (technological) was used to reduce the dimension of 
the control automaton graph. At the same time, the es-
sence of technological behavior is that the activity of the 
outputs is manifested in a certain neighborhood of the 
active state. 

In the classical automaton with tuple (1), the behavior 
H1 takes place, which is specified by the functions of the 
automaton. The work [12] describes an automaton in 
which the behavior is specified by a set of behaviors in its 
states. We will consider such behavior as a variant of H1 
behavior with the possibility of implementing various 
variants of H2 behavior in different states. 

The classical behavior of H22 is combinational and 
lies in the fact that the action (output) in the state does not 
depend on which input caused the state to be activated. 
The output will be the same for any variant of entering the 
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state. The work [33] describes commutation, combina-
tional, and automaton behaviors. The switching behavior 
of H21 defines a hard coupling when the state is acti-
vated: each state input corresponds to one of its outputs. 
With the combinational behavior of H22, the state of the 
output is determined by a logic function from the inputs 
that are associated with this output. For the classic state 
behavior mentioned above, it is the binary logical OR 
function. In other cases, it is possible to use other func-
tions and implement the behavior corresponding to them. 
With the automaton behavior of H23, the state of the i-th 
level of the system is described as a state machine of an-
other, usually lower (i–1)-th level, which is initialized at 
the moment when the state of the i-th level becomes ac-
tive. 

In [14], the behavior of H3 is implemented as a chain 
of logical statements that form the contour of activity. 
This behavior was used to diagnose the technical condi-
tion of the elements of the heating control system of an 
object, such as actuators, sensors and operating machines, 
which made it possible to expand the possibilities of 
adapting the system. 

When studying the behavior of I1 using a simulator 
[42], the following typical control algorithms were identi-
fied: control with a sequential increase/decrease in func-
tionality (behavior I11), increase/decrease in the length of 
the path in the control cycle (behavior I12), de-
crease/increase in the number of automaton inputs used 
(behavior of I13). The combination of these options de-
termines the typical behavior of the control at that level of 
the hierarchy. 

We classify the behavior control operations J accord-
ing to the elements of the controlled automaton that they 
affect: 

The behavior J1 of control of inputs X is blocking J11 
/ allowing J12 all or part of the inputs from the set X. In 
this case, blocking all inputs will lead to a stop, “freezing” 
the automaton in a certain state, and blocking some of the 
inputs will lead to a change in the functions µ and λ. 

The behavior J2 of controlling outputs Y is blocking 
J21 / allowing J22 all or part of the outputs from the set Y, 
outputs of a certain state from the set S. In the case of 
blocking all outputs, it should be taken into account that 
the state of the control object can change under the influ-
ence of external factors. 

Behavior J3 of state control S is the reset of the 
automaton to the initial state J31, the transition to the final 
state s0 J32 or to an arbitrary given intermediate state J33. 

The behavior J4 of the control of the functions μ, λ is 
the loading of the new function J41; changing the parame-
ters of the J42 function by blocking / allowing all or part 
of the transitions defined by the mapping λ:S×X→S or 
outputs defined by the mappings μ:S×X→Y, μ:S×X→Y in 
some “maximum” mapping. The behavior of J42, unlike 
the behavior of J41, requires that the maximum mapping 
be set beforehand. As a result of loading a new function, 
it is possible to change the type of automaton, that is, the 
replacement of a Mealy automaton by a Moore automaton 
and vice versa. 

The J5 behaviors are J51 asynchronous and J52 asyn-
chronous synchronization behaviors. For synchronous 
automata, this behavior has features that depend on the 
number of automata. 

The timing control behavior of a single synchronous 
machine includes enabling/disabling the timing input 
J5211, setting the clock duration J52121 and the phases of 
the timing signals J52122, how they are related to the 
system time J52123, and the time correction J52124. In 
this case, blocking the synchronization signals is equiva-
lent to blocking all inputs of the automaton. Synchroniza-
tion control of the execution of several automata is the 
task of the higher control automaton, which is reduced to 
the implementation of the behavior of allowing / disabling 
parallel operation of controlled automata at the current 
time J5221, changing the priority level of the execution of 
automata J5222 [34]. 

We will choose the system of continuous monitoring 
of the technical condition of a power transformer [43] as 
the object of classifying the behavior of the control device 
on the basis of K. At the target level of behavior, this sys-
tem is represented by the target selection behaviors K411 
and K412. The selected goal or set of goals is associated 
with the active state of the goal machine. When this state 
is activated, the output events of the input operational 
automata and the knowledge base of the target system 
level are used. 

Examples of goals for the behavior of the K4 system 
include extending the life of the transformer, ensuring the 
required load current, regardless of the accelerated wear 
of the transformer, and others. An example of the scenario 
behavior of K3 for the purpose of extending the service 
life is the scenario of increasing the cooling regime. 

The reality of the system’s behavior, in accordance 
with the classification feature L, consists in the use of 
physically real input information and influences on the 
system object. This behavior is basic. In cases where the 
physically real information is incomplete and/or the im-
pact on the system object is destructive, the behavior of 
L2 modeling of the object, the environment and the sys-
tem control device is used. Simulation results are used 
both in real time and for predicting the parameters and 
state of the system. For example, the simulation results of 
ambient temperature and load current are used to feed-
forward control the cooling of a power transformer. 

With deterministic behavior, transitions from one state 
of the automaton to another on the initiative of the con-
trolling automaton itself and at random times are unac-
ceptable. Another type is non-deterministic behavior, in 
which the probabilistic nature of the formation of outputs 
in an automatic state takes place. 

As noted in [44], in systems with M2 behavior, nonde-
terminism appears due to various reasons, such as the 
level of abstraction, system simplification in modeling, 
partial controllability/observability of the input/output 
ports of the system. 
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RESULTS 
During the experiments, the behavior of the control 

devices of the systems was classified according to 13 
main features, which were detailed according to 40 fea-
tures of the second, 23 of the third, 13 of the fourth, four 
of the fifth and four of the sixth levels. 

Comparison of the classification of the behavior of the 
control devices of systems with known classifications is 
shown in the petal diagram in Fig. 5. 
 

 
Figure 5 – Comparison of the number of classification features 

in the directions of the basic and proposed classifications 
 

As can be seen from the diagram in Fig. 5, the number 
of classification features in all areas of the proposed clas-
sification is increased by 1–5 features compared to the 
base one. A number of new features have been intro-
duced, such as H, I, J, K. 
 

DISCUSSION 
Experiments on examples have shown the practical 

value of the proposed classification for describing the 
variety of reactions of complex systems. 

The classification makes it possible to single out new 
possibilities in the behavior of systems, such as the behav-
ior of mutual control in the loops of continuous and event 
control; exploratory behavior, system expansion behavior 
and continuous revision of current system goals; setting a 
system behavior model as a result of logical inference, 
taking into account possible and emergency behaviors; 
external control or self-management of the control ma-
chine of the system; application of behavior with in-
creased arity; formation of switching, combinational and 
automaton behaviors at the level of a separate state of the 
automaton; inclusion in the composition of the behavior 
of knowledge presented in the contours of the automaton 
activity and the interaction of control automata in a hier-
archical integrated system. 

The use of new behaviors increases the adaptive prop-
erties of systems, reduces the dimension of their behavior 
model, and increases the knowledge base that is used to 
select behavior. The carried out structuring of classifica-
tion features simplifies the process of designing the struc-
ture of the behavior of the control device of the system. 

The proposed classification is not final and will be 
corrected and supplemented as systems develop, includ-
ing those with cognitive behavior. 

 
CONCLUSIONS 

The actual problem of systematization of the behavior 
of control automata of control systems is solved. 

The scientific novelty of the results obtained lies in 
the fact that the classification of the behavior of control 
automata of control systems has been further developed, 
which takes into account the hierarchical integrated struc-
tures of the control devices of systems, the behavior of 
new types of non-binary, semantic, controlled and 
changeable individual automata and the structures of 
these automata. 

The practical significance of the results obtained lies 
in the fact that they allow us to form standard solutions 
and, as a result of their use, simplify the process, reduce 
the complexity of designing the functional structure of the 
system. 

Prospects for further research are to study combina-
tions of technical solutions for the construction of control 
devices of systems proposed on the basis of their classifi-
cation for the construction of a wide class of systems. 
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КЛАСИФІКАЦІЯ ПОВЕДІНКИ ПРИСТРОЇВ КЕРУВАННЯ СИСТЕМ 
 

Поляков М. О. – д-р техн. наук, доцент, професор кафедри електричних та електронних апаратів Національного універ-
ситету «Запорізька політехніка», м. Запоріжжя, Україна. 

 
AНОТАЦІЯ 

Актуальність. Поведінка системи входить у основні поняття, що характеризують її функціонування. У подієво-
керованій системі поведінка моделюється за допомогою кінцевого автомата. Відомі класифікації поведінки враховують рід і 
тип автомата. Разом з тим, у сучасних системах керуючі автомати інтегровані в ієрархії та мають низку нових властивостей, 
які не відображені у їх класифікаціях. 

Ціль. Метою роботи є систематизація форм завдання поведінки інтегрованих систем та методів зміни поведінки у про-
цесі їх використання. Новизна запропонованої класифікації полягає в обліку поведінок нових типів небінарних, семантич-
них, керованих та змінюваних окремих автоматів та структур цих автоматів. 

Метод. Сутність поведінки представлена як неоднозначність реакцій на вхідні сигнали керуючого автомата, яка прояв-
ляється у певній закономірності зміни його станів та виходів. При класифікації поведінок визначено доцільність дослідни-
цької поведінки. Відзначено такі способи досягнення мети як адаптація, зміна або поглинання довкілля, зміна цілей поведі-
нки. За рівнем складності поведінки виділені системи з визначеною, регульованою, організуючою, прогнозованою та авто-
номною поведінкою. Поруч із автоматною моделлю поведінки відзначено важливість моделювання поведінки як комбінації 
висловлювань. Відзначено важливість опису можливої та аварійної поведінки системи. Запропоновано класифікацію пове-
дінки системи в категоріях сталості та мінливості. Описано структуру та принципи реалізації мінливої поведінки в рамках 
процесів зовнішнього управління автоматом та його самоврядування. Спираючись на поняття арності поведінки, виділено 
функціональну та технологічну поведінку кінцевого автомата. У рамках класифікації поведінки за рівнем формування опи-
сані комутаційна, комбінаційна та автоматна поведінка станів, а також поведінка автомата в контурах діяльності та типова 
поведінка автомата в ієрархії. 

Експерименти. Із застосуванням запропонованих класифікаційних ознак проаналізовано поведінку пристроїв керування 
систем моніторингу параметрів силового трансформатора, керування температурою об’єкта та інтегрованих ієрархічних 
систем. 

Результати. Запропонована класифікація визначає напрями завдання поведінки у складних інтегрованих системах за 13 
основними та 84 ознаками що деталізують, що полегшує процес проектування поведінки, виділяє нові можливості систем. 

Висновки. Вирішено актуальне завдання систематизації поведінки пристроїв управління систем. Класифікаційні ознаки 
дають напрями використання типових рішень опису поведінки системи, що спрощує процес, зменшує трудомісткість проек-
тування її функціональної структури. 

КЛЮЧОВІ СЛОВА: поведінка системи, керуючий автомат, ієрархія автоматів, інтегрована система, класифікація по-
ведінки. 
 
УДК 004:007 
 

КЛАССИФИКАЦИЯ ПОВЕДЕНИЙ УСТРОЙСТВ УПРАВЛЕНИЯ СИСТЕМ 
 

Поляков М. О. – д-р техн. наук, доцент, профессор кафедры электрических и электронных аппаратов Национального 
университета «Запорожская политехника», г. Запорожье, Украина. 

 
AННОТАЦИЯ 

Актуальность. Поведение системы входит в основные понятия, характеризующие ее функционирование. В событийно-
управляемой системе поведение моделируется с помощью конечного автомата. Известные классификации поведения учи-
тывают род и тип автомата. Вместе с тем, в современных системах управляющие автоматы интегрированы в иерархии и 
имеют ряд новых свойств, которые не отражены в их классификациях. 
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Цель. Целью работы является систематизация форм задания поведения интегрированных систем и методов изменения 
поведения в процессе их использования. Новизна предложенной классификации заключается в учете поведений новых ти-
пов небинарных, семантических, управляемых и изменяемых отдельных автоматов и структур этих автоматов. 

Метод. Сущность поведения представлена как неоднозначность реакций на входные сигналы управляющего автомата, 
которая проявляется в определенной закономерности смены его состояний и выходов. При классификации поведений опре-
делена целесообразность исследовательского поведения. Отмечены такие способы достижения цели как адаптация, измене-
ние или поглощение окружающей среды, изменение целей поведения. По уровню сложности поведения выделены системы 
с предопределенным, регулируемым, организующим, прогнозируемым и автономным поведением. Наряду с автоматной 
моделью поведения отмечена важность моделирования поведения в виде комбинации высказываний. Отмечена важность 
описания возможного и аварийного поведений системы. Предложена классификация поведения системы в категориях по-
стоянства и изменчивости. Описана структура и принципы реализации изменчивого поведения в рамках процессов внешне-
го управления автоматом и его самоуправления. Опираясь на понятие арности поведения, выделены функциональное и тех-
нологическое поведение конечного автомата. В рамках классификации поведения по уровню формирования описаны ком-
мутационное, комбинационное и автоматное поведение состояний, а также поведение автомата в контурах деятельности и 
типовое поведение автомата в иерархии. 

Эксперименты. С применением предложенных классификационных признаков проанализировано поведение устройств 
управления систем мониторинга параметров силового трансформатора, управления температурой объекта и интегрирован-
ных иерархических систем. 

Результаты. Предложенная классификация описывает направления задания поведения в сложных интегрированных 
системах по 13 основным и 84 детализирующим признакам, что облегчает процесс проектирования поведения, выделяет 
новые возможности систем. 

Выводы. Решена актуальная задача систематизации поведения устройств управления систем. Классификационные при-
знаки дают направления использования типовых решений описания поведения системы, что упрощает процесс, уменьшает 
трудоемкость проектирования ее функциональной структуры. 

КЛЮЧЕВЫЕ СЛОВА: поведение системы, управляющий автомат, иерархия автоматов, интегрированная система, 
классификация поведений. 
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ABSTRACT 

Context. Modern theory and practice of preparation and conduct of hostilities on land, at sea, in the air, and recently in cyber-
space dictates the relentless modernization of military equipment. The development of fundamentally new weapons is carried out 
considering one of the main requirements – maximum automation of operational processes, which allows combatants to distance 
themselves from each other as much as possible. 

Among the newest models of armaments on the battlefield, due to the predominantly positional nature of the armed confronta-
tion, unmanned aerial vehicles (UAVs) have become virtually indispensable due to their own multitasking. One of the ways to in-
crease the efficiency of UAVs on the battlefield is to increase the level of technical perfection of flight control systems. 

Creating new approaches to the design of unmanned aerial vehicle navigation systems, in particular, based on a platformless iner-
tial navigation system is an urgent task that will provide automatic control of the UAV flight route in the absence of corrective sig-
nals from the global satellite navigation system. 

Objective. The purpose of this work is to develop a method for improving the accuracy of MEMC navigation data processing of 
an inertial navigation system of an unmanned aerial vehicle based on an advanced Madgwik filter. 

This method will increase the speed of data processing of navigation parameters and the accuracy of determining the positioning 
parameters in the space of the UAV through the use of an advanced Madgwik filter. 

The paper shows the developed block diagram of MEMS PINS filtration on the basis of the improved Madgwik filter, the de-
tailed mathematical description of filtration processes is carried out. 

This method was tested experimentally in the MATLAB software environment using a real set of data collected during the flight 
of the UAV. 

Method. To achieve this goal, the following methods were used: intelligent systems, theory of automatic control, pseudo-spectral 
method; methods based on genetic algorithm and fuzzy neural network apparatus. 

Results. A method for improving the accuracy of MEMC navigation data processing of an inertial navigation system of an un-
manned aerial vehicle based on an advanced Madgwik filter has been developed. The possibility of practical application of the ob-
tained results and in comparison, with traditional methods is investigated. An experiment was performed in the MatLab software 
environment, and a comparison was made with the method of processing navigation data based on the Madgwik filter and the Kal-
man filter. 

Conclusions. The developed method of increasing the accuracy of MEMC navigation data processing of an inertial navigation 
system of an unmanned aerial vehicle based on an advanced Madgwik filter shows an advantage over known methods in the absence 
of corrective signals from the global satellite navigation system for accuracy and speed of navigation data processing. 

KEYWORDS: automatic control intellectual system, navigation system, unmanned aircraft vehicle. 
 

ABBREVIATIONS 
MEMS is a micro-electromechanical system;  
PINS is a platformless inertial navigation system; 
SLERP is a spherical linear interpolation algorithm; 
LERP is a linear interpolation algorithm; 

RKF is a recursive Kalman filter; 
RMSE is a root mean square error. 

 
NOMENCLATURE 

  – angular velocity; 

196



e-ISSN 1607-3274   Радіоелектроніка, інформатика, управління. 2022. № 3 
p-ISSN 2313-688X  Radio Electronics, Computer Science, Control. 2022. № 3 

 
 

© Fesenko O. D., Bieliakov R. O., Radzivilov H. D., Sasin S. A., Borysov I. V., Borysov V. V., Derkach T. M., Kovalchuk O. O., 2022 
DOI 10.15588/1607-3274-2022-3-18 

tq ,  – quaternion of UAV orientation; 

S
tq,  – the resulting angular velocity vector of the lo-

cal frame of reference of the gyroscope sensor (rad / s); 

1, t
E
S q – the quaternion of the preliminary estimation 

of orientation (at t–1 step of the local frame of reference S 
relative to the global frame of reference E); 

  – Hamilton’s product; 
t  – time interval of initial data processing; 

1, tgq  – forecasting quaternion; 

1, tposq  – quaternion of orientation of the previous 

state; 
SS aa   – initial accelerometer data with an errors; 

Eg  – gravity vector data; 
S

Eq*  – inverse quaternion orientation; 

l  – the rotation vector of the magnetic relative field to 
the sensor reference system; 

SS mm   – magnetometer data with an errors; 
G  – quaternion of the optimal number of operations 

of rotation of the vector l in the vector projection lying on 
the positive half-plane Z relative to the global coordinate 
system; 

 mag
T qR  – matrix of rotation of the magnetometer 

quaternion data; 

magq̂  – the result of calculating of the delta quater-

nion values of the magnetometer relative to the global 
frame of reference; 

accq̂  – the result of calculating of the delta quater-

nion the values of the accelerometer relative to the global 
frame of reference; 

E
pg  – vector of predicted gravity relative to the global 

frame of reference (UAV positioning); 

mu  – unit vector describing the axis of rotation; 

Sa~  – normalization of accelerometer data of the lo-

cal frame considering of the gravitational constant 
81.9g м/с2; 

  – the threshold value of the gain; 
  – gain, which characterizes the cut-off frequency of 

high-frequency pulses of the accelerometer signal; 

)( fq  – the quaternion is obtained using the Nesterov 

gradient descent algorithm; 
  – response time when tracking the drift of zero dis-

placement of the gyroscope; 
S
posb  – quaternion of values of orientation deviation;  

tposq ,ˆ  – the result of calculating the values of the qua-

ternion of orientation prediction; 

β – gain that is set adaptively, based on the character-
istics of the sensors and the presence of errors in inertial 
sensors; 

  – pitch angle navigation parameter, (deg); 
  – yaw angle navigation parameter, (deg); 

  – roll angle navigation parameter, (deg); 

S  – the index of the local calculation system; 
E  – the index of the global calculation system; 
pos  – the symbol of the local calculation system; 

acc  – the symbol of accelerometer; 
mag  – the symbol of magnetometer. 

 
INTRODUCTION 

Today, navigation systems are built using completely 
different technologies, and can perform a wide range of 
functions, depending on the requirements of the technical 
task. 

The basis of navigation systems for unmanned aerial 
vehicles is GPS-receivers, which in combination with the 
block of inertial sensors form the input data for their 
processing and conversion into navigation. 

Thus, the presence of signals from global satellite sys-
tems is a prerequisite for maintaining the flight control 
process of the aircraft. The absence or pre-planned pres-
sure of navigation signals leads to the impossibility of 
accurately determining their own coordinates and, as a 
consequence, following a certain route. 

Existing methods [1–3] do not allow to ensure minimal 
deviation of the UAV trajectory in the autonomous mode 
of flight during the disappearance of signals of GPS, espe-
cially in the correlation period close to the disappearance of 
the GPS signal in the time interval (from 10 up to 300 s), 
which can be critical for the entire mission of the flight and 
the loss of the UAV in 38% of cases [4–6]. 

It is known that the determination of positioning data 
of UAV miniature type, as a rule, is based on an inte-
grated MEMS free platform inertial navigation system 
(PINS) based on microcomputers such as Arduino Nano. 

Thus, there is a need to reduce the computational load 
on such microcomputers during dynamic exposure to the 
environment, ie during nonlinear motion and in the pres-
ence of random perturbations. 

The use of high-precision inertial navigation systems 
also does not completely solve the problem for the fol-
lowing reasons: 

1) high cost of such systems; 
2) restrictions on mass and dimensions; 
3) the difficulty of minimizing errors in determining 

the coordinates with the time of autonomous operation. 
The growing interest of scientists in intelligent control 

systems based on artificial neural networks, gives grounds 
to argue about the qualitative advantage of the latter on 
the performance of miniature drones. In addition, their use 
can significantly reduce the cost of such systems. There-
fore, the intellectualization of management systems in 
modern conditions is one of the main scientific and prac-
tical areas of their improvement. 
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1 PROBLEM STATEMENT 
Suppose that at some small UAV moving at an arbitrary 

constant given speed, a platformless inertial navigation 
system built on the basis of MEMS–sensors is installed, 
with the input data data with an errors 

 SSSSS
pos

S
tq mmaab  ,,, .

 
To compensate for the deviations in the installation of 

navigation parameters   ,,  in the process, it is pro-

posed to apply filtration algorithms – RKF, Madgwick 
and developed advanced Madgwick, with a minimum 
RMSE criterion in the conditions of sudden disappearance 
of GPS signals, in order to minimize the deviation of the 
UAV flight path from the one   .min tpos  

2 REVIEW OF THE LITERATURE 
Analysis of recent publications has shown that the ba-

sic principle of filtering algorithms for navigation systems 
of inertial sensors MEMS is based on the evaluation of 
data comparison of two reference systems, relative to 
gravity and local magnetic field, compared with the refer-
ence vectors of the output signal. However, when the lo-
cal magnetic field is disturbed by ferromagnetic objects 
(electrical devices), which leads to problems in determin-
ing the course of the UAV, as a consequence, the need for 
more sophisticated filtering algorithms is stated [5]. 

To date, the main methods of increasing the accuracy of 
position estimation in the autonomous mode of UAV based 
on MEMS sensors of inertial navigation systems are shown 
in [6], which proposes an optimal algorithm that calculates 
the estimate in quaternion form taking into account a set of 
reference vectors in a fixed system. computing data in a 
local frame of reference relative to a UAV in space that 
finds the optimal quaternion by parameterizing the orienta-
tion matrix, by minimizing quadratic gain, and by using 
Web loss functions [7]. However, such methods have high 
computational requirements for sampling rate, often ex-
ceeding the bandwidth of the object. 

Eston and others [8] introduced a quaternion-based fil-
ter, the filter is supplemented by a first-order model of 
UAV dynamics to compensate for the effect of external 
acceleration. Mahoney and Hemel [9] investigated the 
problem of estimating zero drift of a gyroscope using a 
passive additional filter, and proposed a solution in the 
form of a nonlinear correcting device, but there is a diffi-
culty in implementing this type of navigation algorithms 
for micro UAV class (minimum computational computer 
requirements micro UAV). 

Marins and others [10] propose two different ap-
proaches to solve the problems of autonomous UAV na-
vigation based on the use of Kalman filter to assess the 
orientation in the quaternion form of MEMS PINS. The 
first approach uses each MEMS data output with a mag-
netometer in a 9-component state vector, which leads to 
the use of a complex Kalman extended filter (RKF) algo-
rithm, the second approach uses an external Gauss-
Newton algorithm to directly estimate the measurement of 
angular velocity quaternion’s. In this case, the relation-
ship between the process and the measurement model is 

linear, which allows the use of an approximate Kalman 
filter, but for the process of calculating object kinematics 
(UAV) in three projections, requires a large number of 
state vectors and implementation of an extended Kalman 
filter to linearize the problem. does not meet the require-
ments for the use of navigation systems based on MEMS 
sensors. 

Scientific work [11] presents a similar approach based 
on improved RKF, where the process of determining the 
position of the UAV is based on magnetometer vector 
data, and the MEMS PINS error model is built as a 
Gauss-Markov process to predict the reduction of zero 
drift of the gyroscope in magnetically inhomogeneous 
media. The advantages of the advanced Kalman filter in 
[12] include the process of predicting the navigation pa-
rameters of UAVs in space using a probabilistic model, 
which significantly reduces the distortion of the input 
signals of MEMS sensors, but increases the need for 
computationally complex iterative processes for linear 
regression algorithms. 

In the work of the Madgwik filter [13], a filtration al-
gorithm with a constant gain is used to assess the state 
(positioning) of the UAV in quaternion form based on the 
MEMS data of the inertial navigation system. First, the 
quaternion estimate is obtained by integrating the original 
gyroscope data, and then corrected by the quaternion 
based on the accelerometer and magnetometer data. The 
next step of the algorithm is the process of calculating 
data streams using the batch gradient descent algorithm. 
The Madgwik method can compensate for the effect of 
ferromagnetic errors on the orientation component, and 
provides a better estimate of positioning at low computa-
tional operations. 

 

3 MATERIALS AND METHODS 
The method of increasing the MEMS data processing 

speed of an inertial, UAV navigation system based on an 
advanced Madgwik filter is based on quaternion algebra. 

Formalization of the proposed method occurs in three 
stages: 

1. Stage of forecasting. At this stage, the process of 
calculating the angular velocity vector based on the meas-
urement of gyroscope data, which determines the orienta-
tion of UAV in space, first calculates the quaternion de-
rivative, which describes the rate of change of orientation, 
as a product of the previous position in space on the angu-
lar velocity vector. 

2. Correction stage. In this step, the correction process 
of navigation parameters using the delta quaternions of 
the magnetometer and accelerometer. 

3. Stage of adaptive adjustment based on gyroscope 
indicators. 

At the time of dynamic motion of the UAV (series of 
turns) with highly dynamic acceleration, the accelerome-
ter sensor data cannot be corrected [14], so an adaptive 
correction factor based on gyroscope data is used using 
the Nesterov gradient descent algorithm [15]. 

Figure 1 shows a block diagram of the filter of inertial 
measuring devices based on the advanced Madgwik filter. 
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Figure 1 – Block diagram of MEMS PINS filtering based on the advanced Madgwik filter 

 
Description of the blocks of the algorithm for increas-

ing the data processing speed of the MEMS inertial, UAV 
navigation system based on the advanced Madgwik filter: 

Block 1 – adjustment of the initial data of the gyro-
scope and integration; 

Block 2 – accelerometer data processing; 
Block 3 – block of magnetometer quaternion deltas; 
Block 4 – accelerometer and magnetometer data filter-

ing;  
Block 5 – accelerometer and magnetometer data cor-

rection in quaternion form; 
Block 6 – adaptive gyroscope data correction. 
The work of the algorithm begins at the stage of fore-

casting and initialization of initial data. 
In block 1, similarly to the algorithm proposed in the 

work of Madgwik, the initial estimation of UAV orienta-
tion in space is performed by calculating the orientation 
quaternion derivative using array velocity angular veloc-
ity MEMS arrays relative to the local frame of reference. 

However, it should be noted that in contrast to the 
Madgwik algorithm, the proposed method uses the deriva-
tive of the inverse Valenti orientation function [16], 
which is calculated using the inverse unit of the conjugate 
quaternion, given in equation (1): 

 

1,,,
*

, 2

1
  t

E
S

S
tqt

E
St

S
E qqq  , (1)

 

where S
tq, ]   0[ zyx  .  

In addition, there is integration (Fig. 1) by processing 
the input data of the gyroscope in quaternion form 

 
.,1,1, tqqq ttpostg    (2)

 
In block 2, the data of three axial accelerometers and 

errors are processed. Functionally, in the MEMS module 
of the accelerometer, the process of measuring linear ac-
celeration takes place, calculating the vector of the mag-
nitude and direction of the gravitational field relative to 

the local coordinate system in the form of a quaternion 

function SSES
tE aagqR )( , . 

Calculation of gravity vector data allows you to find a 
quaternion that performs the conversion operation be-
tween two reference frames, based on accelerometer and 
magnetometer data: 
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In block 3, at the output of the three-axis magnetome-
ter is measuring the magnitude and direction of the 
Earth’s magnetic field in the local frame of reference, 
taking into account local ferromagnetic distortions. The 
geomagnetic field is determined relative to the geographi-
cal position of the object in space, using the World Mag-
netic Model [17]. 

At the next stage of the algorithm, the delta quaternion 
of the magnetometer and the inverse quaternion of orien-
tation are used, which describes the rotation vector of the 
magnetic field of the sensor reference system, which is 
shown in equation (3). 

 

  .* lmqR SS
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The next step is the process of calculating the quater-

nion 22
yx llG  , to calculate (4) 
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Thus, there is a process of minimizing the influence of 
ferromagnetic errors on the magnetometer. 

In block 4, there is an adaptive correction of the input 
data of the accelerometer and magnetometer. 
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At the first stage there is a process of forecasting the 
quaternion in the components of the angles of roll and 
tango. The result of calculating the values of the delta 
quaternion of the accelerometer, we obtain by the formula 

 

   

T

z

z

z

yz
acc

g

g

g

gg
q

















 0

12122

1
, 

 

then there is the process of calculating the delta 
quaternion of the magnetometer  
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The magnetometer delta quaternion describes the 
process of rotation around the global coordinate system of 
the Z axis, aligning the global X axis in the positive direc-
tion of the magnetic field. With this formulation, the 
process of calculating the turn does not affect the compo-
nents of the yaw (course) and pitch, even in the presence 
of magnetic perturbations, limiting their impact only on 
the roll angle. Thus,  

 

 Тmagmagmag qqq 30 0 0  . 
 

Then, subject to the receipt of the magnetic field esti-
mate, there is a correction of the vertical component of 
the quaternion of orientation 

 

.ˆˆ
magacc

S
E

S
E qqqq 


 (5)

 

However, predicting the magnitude of gravity has a 
deviation from the real vector of gravity, so there is a cor-
rection using the delta quaternion accq , which converts 

the gravitational data of the global frame of reference S
Eq  

in predicted gravity E
pg : 
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Next is the transformation of the normalized UAV po-
sitioning data vector  
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After solving the equation in closed form, the quater-

nion component is determined 0 accq . 

The result of the accelerometer data processing pro-
vides the shortest rotation relative to the Z axis, so the 
vector 1zg .  

In block 5, the process of scalar product accq0  on 

the components of the quaternion accq .  

Provided that   accq0 , ( 9.0 ) 
 

accacc
S
E qqq  ˆ

0 . 
 

To predict the orientation quaternion in the conditions 
of influence of high-frequency accelerometer noise (dy-
namic influence on the determination of roll, UAV pitch), 
the interpolation algorithm of equation (8) [18] based on 

the identity quaternion is used  TIq 1000 ,  1,0 : 

 

     accIaccaccI qqqqqLerp  1 . (8)

 
The LERP algorithm does not support single normali-

zation of the delta quaternion, so the normalization opera-
tion occurs after the application of linear interpolation (9): 
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The points of the UAV orientation quaternion lie on 

the surface of the hyper sphere (4D), provided that, 
 accq0 , therefore, spherical linear interpolation was 

used [18]: 
 

      
accIaccI qqqqSlerp 
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Thus, ferromagnetic errors are compensated by the 

process of “merging” the data of the magnetometer and 
accelerometer, and switching between the respective algo-
rithms SLERP or LERP, depending on the operating con-
ditions of the algorithm. 

In block 6 adaptive adjustments of gyroscope data. 
The process of adaptive adjustment is carried out 

when the UAV is moving at high acceleration and the 
magnitude and direction of the acceleration vector differ 
from gravity, so the orientation estimate can be based on 
erroneous navigation data, which increases the accumula-
tion of position estimation error in space. However, it is 
known [8] that the indicators of the gyroscope are not 
affected by linear acceleration, so in this case the gyro-
scope data are used as the main source for evaluating the 
determination of UAV positioning parameters. 

To solve the problem of adaptive adjustment of UAV 
positioning parameters, the error of setting a single vector 
is determined mu , which is given in the following equa-

tion: 
 

g

ga
u

S

m




~

. (10)

 

The accelerometer and magnetometer data correction 
unit predicts a correction vector that initiates a prognosis 
to estimate the orientation of the local gyroscope date 
sensor reference system at the initial time point. 
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The process of zero drift compensation of the gyro-
scope in a dynamic medium is based on the algorithm of 
the Nesterov gradient descent [19]. This reduces the time 
to find the extremes of the objective function (compo-
nents of the quaternion error of the gyroscope at time t). 

So,  )(
*

1,2 ftpos
S
pos qqb   ,  

  10,*
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Next, the initial data of inertial sensors is normalized 

and, based on the obtained indicators; the UAV position-
ing parameters in space are predicted (11) 

 
  ttgtpos qtqq ,,1,ˆ   . (11)

 
4 EXPERIMENTS 

The experiment was conducted in the MatLab soft-
ware environment using a real set of UAV flight data at 
speed hkmvUAV /40 , at the time interval of the UAV 

flight t={1…300}с, sampling frequency of processing of 
MEMS sensors navigation parameters HzF 100 .  

As initial data applied navigation parameters of 
MEMS MPU - 9255 inertial navigation system. It is nec-
essary to achieve a minimum deviation of the UAV flight 

trajectory     minˆ,ˆ,ˆ,ˆ  tbmaqf pos
S
t

SSS
E , in condi-

tions other MEMC sensors and INS elements do not in-
crease the angular velocity setting error.  

During the experiment, attention was focused on the 
response of the system during the dynamic movement 
(series of turns) of the UAV. The phenomenon of dis-
placement of the sensors is a signal that changes slowly 
over time. In order to avoid filtering of useful informa-
tion, the low-pass filter is used only when the sensor is 
stationary. If the sensor is stationary, the offset is updated; 
otherwise it is assumed that the correctness of the indica-
tors corresponds to the previous state. 

The experiment compares the evaluation of the char-
acteristics of the proposed improved Madgwik filter in 
different conditions with other MEMS PINS filtration 
methods based on the original Madgwik filter and. 

At the beginning, the general characteristics are evalu-
ated, and then the efficiency of different methods under 
conditions of magnetic perturbation and high non-
gravitational acceleration is compared [20]. 

In the process of the experiment to ensure the correct-
ness of the measurements (acceleration, angular velocity 
and value of the magnetic field strength) was used sensor 
inertial navigation system MEMS "MPU-9250". 

The process of determining the orientation of the 
UAV during the disappearance of GPS signals, was due to 
the processing of acceleration data and magnetic field 
data. 

 
a 

 
b 

 
c 

Figure 2 – The process of compensating for MEMS magne-
tometer errors in the process of changing the ferro-magnetic 

environment in the axis: a – X, b – Y, c – Z 

 

The first two tests were to apply the effect of magnetic 
perturbation for 2–3 seconds, while in the third – the per-
turbation was static until the end of the experiment. 

At the beginning of the experiment, the norm of the 
measured magnetic field is constant; its value differs from 
the norm of the reference vector of the magnetic field 
(0.54 Gauss). The graph (Fig. 3, 4) compares the results 
of three MEMS PINS filtering algorithms: 

– the Madgwick filter is marked on the graph with a 
red line; 

– Kalman filter with green line; 
– advanced Madgwick filter with black line. 
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A popular RMSE error metric is used (Table 2), which 
shows an estimate of the accuracy of determining the na-
vigation parameters of the PINS during the disappearance 
of the GPS. 

Figure 3 shows the result of the operation of filtering 
algorithms for the process of compensating for the shift of 
the drift zero of the gyroscope. 

 
a 

 
b 

 
c 

Figure 3 – The result of the MEMS gyroscope filtration al-
gorithms in the axis: a – X, b – Y, c – Z 

During the operation of the proposed improved 
Madgwik filter, the effect of ferromagnetic interference 
on course determination was reduced due to the two-step 
filtering process of the correcting delta quaternion (accel-
erometer and magnetometer), while in the algorithm fer-
romagnetic perturbations, and the restoration of the cor-
rectness of the sensor occurs when eliminating the source 
of ferromagnetic perturbation. 

As a rule, the compensation of the drift of zero devia-
tion of the gyroscope occurs in stationary positions in the 
process of finding the average value of the gyroscope or 
the incompatibility matrix (Jacobi) is used to linearize 
complex dynamic processes [10]. However, such methods 
are not able to eliminate the trend of drift, being in dy-
namic motion and also increasing the increasing computa-
tional complexity. For this purpose, it is proposed in the 
advanced Madgwik filtering algorithm to alternatively use 
the block of the corrector of the gyroscope-quaternion, 
at the time to predict the drift of zero displacement 
(Fig. 1). 

Figure 4 shows the result of the MEMS PINS filtering 
algorithms in the process of error compensation affecting 
the accelerometer performance of different speeds.  

 
a 

 
b 

 
c 

Figure 4 – The result of the MEMS accelerometer filtering algo-
rithms in the axis: a – X, b – Y, c – Z 

202



e-ISSN 1607-3274   Радіоелектроніка, інформатика, управління. 2022. № 3 
p-ISSN 2313-688X  Radio Electronics, Computer Science, Control. 2022. № 3 

 
 

© Fesenko O. D., Bieliakov R. O., Radzivilov H. D., Sasin S. A., Borysov I. V., Borysov V. V., Derkach T. M., Kovalchuk O. O., 2022 
DOI 10.15588/1607-3274-2022-3-18 

Figure 5 shows graphically the results of determining 
the navigation parameters   ,,  using the classic and 

advanced Madgwik filter, and the Kalman filter.  
 

 
a 

 
b 

 
c 

Figure 5 – The result of filtering to determine the naviga-
tion parameters of the orientation using 

a – Advanced Madgwick filter, b – the Madgwik filter, c – 
Kalman filter 

 
5 RESULTS 

Evaluation of the effectiveness of the method of im-
proving the accuracy of data processing MEMS – inertial 
navigation system sensors in the autonomous mode of 
UAV flight is performed using the software environment 
MatLab 2020b and Python 3.7. 

Table 1–2 presents an assessment of the effectiveness 
of the results of filtering algorithms on the criterion of 
standard deviation. 

The navigation estimation algorithm uses accelerome-
ter, magnetometer, and gyroscope measurements com-
bined into a linked coordinate system using the Earth’s 
magnetic field and gravity vector to compensate for the 
zero-angle MEMS error of the gyroscope when GPS sig-
nals are lost. 

 
Table 1 – Comparison of data processing speed MEMS signals 

of PINS 

Algorithm  
Processing 
time (μs) 

Standard  
deviation 

Madgwik filtration  1.2839 0.7101 
Advanced Madgwick 0.9846 0.4032 

RKF 7.0408 0.2342 

 
Table 2 – The standard deviation of navigation parameters 
Navigation 
parameters 

Madgwik filtra-
tion 

Advanced 
Madgwik 

RKF 

θ 1,6 1,932 1,9 
φ 1,3 0,292 6,5 
  12,3 1,163 32,1 

 
The results of applying the Kalman filter to determine 

the navigation parameters of the orientation showed the 
following: angle  <6,5º, θ<1,9º, course angle  <32º, at 

a time interval t={1…300}s. 
Low levels of accuracy of the Kalman filter are caused 

by the following factors: process of linearization of the 
dynamic UAV model reduces the accuracy of forecasting 
taking into account nonlinear errors of the dynamic state 
of the system. 

The results of the application of the Madgwik filter on 
the value of navigation parameters of orientation showed 
the following: angle φ<1,3º, angle θ<1,6º, course angle 
 <32º.  

Low levels of accuracy of application of the Madgwik 
filter are caused by the following factors: there is a diffi-
culty of exact definition of positioning in the course of 
transformation of a quaternion of orientation from local 
system of reference of the magnetometer sensor and gyro-
scope, into the global frame of reference. This phenome-
non occurs due to the limitation of the degree of freedom 
in the system of orientation equations proposed by 
Madgwik [13], which has two free-levels when the UAV 
moves in a dynamic environment, the magnitude and di-
rection of the total measured acceleration vector different 
from gravity, in this case the vector state is estimated us-
ing noisy data, which leads to a significant deterioration 
in the determination of UAV orientation in space, the 
Madgwik algorithm uses a packet gradient descent to find 
the optimum error function of the orientation quaternion, 
which in turn limits the signal processing speed of MEMS 
PINS.  

The application of the advanced Majvik filter to de-
termine the navigation parameters of the orientation 
showed the following results: angle φ<0,292º, angle 
θ<1,93º, course angle  <0,16º at a time interval 

t={1…300}с. 
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6 DISCUSSIONS 
In the framework of the work the main theoretical as-

pects of the method of improving the accuracy of MEMS 
navigation data processing of the inertial navigation sys-
tem of UAVs are revealed. Implementation became pos-
sible as a result of in-depth study of existing methods of 
processing UAV navigation systems. With the help of 
experimental research of the proposed solutions it was 
possible to obtain the adequacy of the proposed method 
by comparing the results obtained with the results of their 
application in the MathLab software environment. Struc-
tural and functional schemes of the PINS control system, 
which is the basis of the methodology of the algorithm for 
implementing an intelligent automatic control system of 
the UAV control system, are given, especially in the case 
of short-term signals from global positioning systems. 

The proposed method gives positive results in terms of 
a significant reduction in the standard deviation of naviga-
tion parameters, and as a result of a significant reduction 
in the course deviation of the UAV.  

 
CONCLUSIONS 

The proposed method based on the advanced Madg-
wik filter shows better speed of data processing of naviga-
tion parameters and accuracy of positioning parameters in 
UAV space based on PINS micro electromechanical sys-
tem compared to extended filtering methods based on 
extended filtering. 32%, and Madgwik 20%. 

The difference between the proposed method and the 
existing ones is as follows: 

– firstly, it reduces the effect of ferromagnetic noise 
on the course and pitch components when the magne-
tometer sensor is perturbed by local ferromagnetic noise; 

– secondly, the proposed method does not use com-
plex calculations of matrix inversions while maintaining 
low computational costs through the use of linear interpo-
lation algorithm; 

– thirdly, the fast convergence of the UAV orientation 
quaternion due to the algebraic solution; 

– fourth, two different gain for the process of separate 
filtration of different speeds and ferromagnetic noise of 
the magnetic field; 

– fifth, during the flight of the UAV in a dynamic en-
vironment, the Nesterov gradient descent algorithm is 
used to calculate the component of the quaternary orienta-
tion error, while reducing computational costs and time to 
find the minimum error function PINS MEMS navigation 
parameters. 

The obtained scientific result is expedient to use in 
control systems of unmanned aerial vehicles in a complex 
signal-interfering environment. 
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AНОТАЦІЯ 

Актуальність. Сучасна теорія і практика підготовки та ведення воєнних дій на суші, на морі, повітрі, а віднедавна і у 
кіберпросторі диктує невпинну модернізацію військової техніки. Розробка принципово нового озброєння здійснюється з 
урахуванням однієї із основних вимог – максимальної автоматизації процесів експлуатації, що дозволяє комбатантам мак-
симально дистанціюватися один від одного.  

Серед новітніх зразків озброєння на полі бою, через переважно позиційний характер ведення збройного протистояння, 
стали фактично незамінними, через власну мультизадачність, безпілотні літальні апарати (БПЛА). Одним з шляхів підви-
щення ефективності БПЛА на полі бою є підвищення рівня технічної досконалості систем керування польоту. 

Створення нових підходів для проектування навігаційних систем безпілотних літальних апаратів, зокрема, на основі 
безплатформенної інерціальної навігаційної системи є актуальним завданням, що дозволить забезпечити автоматичне керу-
вання маршрутом польоту БПЛА за відсутності коригувальних сигналів від глобальної системи супутникової навігації. 

Мета. Метою роботи є розробка методу підвищення точності обробки навігаційних даних MEMC інерціальної навіга-
ційної системи безпілотного літального апарату на основі вдосконаленого фільтру Маджвіка. 

Зазначений метод дозволить підвищити швидкість обробки даних навігаційних параметрів та точність визначення пара-
метрів позиціювання в просторі БПЛА за рахунок застосування вдосконаленого фільтру Маджвіка. 

В роботі показано розроблену блок-схему фільтрації МЕМС БІНС на основі вдосконаленого фільтра Маджвіка, прове-
дено деталізований математичний опис процесів фільтрації.  

Зазначений метод був апробований експериментально в програмному середовищі MatLab використовуючи реальний на-
бір даних зібраний в процесі польоту БПЛА.  

Метод. Для досягнення поставленої мети використано такі методи: інтелектуальні системи, теорія автоматичного 
управління, псевдоспектральний метод; методи на базі генетичного алгоритму та апарат нечіткої нейронної мережі. 
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Результати. Розроблено метод підвищення точності обробки навігаційних даних MEMC інерціальної навігаційної сис-
теми безпілотного літального апарату на основі вдосконаленого фільтру Маджвіка. Досліджено можливість практичного 
застосування отриманих результатів та порівняно з традиційними методами. Проведено експеримент в програмному сере-
довищі MatLab, та проведено порівняння із методом обробки навігаційних даних на основі фільтру Маджвіка і фільтру Ка-
лмана.  

Висновки. Розроблений метод підвищення точності обробки навігаційних даних MEMC інерціальної навігаційної сис-
теми безпілотного літального апарату на основі вдосконаленого фільтру Маджвіка показує перевагу порівняно із відомими 
методами за відсутності коригувальних сигналів від глобальної системи супутникової навігації із точності та швидкості 
обробки навігаційних данних. 

КЛЮЧОВІ СЛОВА: інтелектуальна система автоматичного управління, навігаційна система, безпілотний літальний 
апарат. 
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AННОТАЦИЯ 

Актуальность. Современная теория и практика подготовки и ведения военных действий на суше, на море, воздухе, а с 
недавних пор и в киберпространстве диктует неустанную модернизацию военной техники. Разработка принципиально ново-
го вооружения осуществляется с учетом одного из основных требований – максимальной автоматизации процессов экс-
плуатации, позволяет комбатантам максимально дистанцироваться друг от друга. 

Среди новейших образцов вооружения на поле боя, через преимущественно позиционный характер ведения вооружен-
ного противостояния, стали фактически незаменимыми, через собственную мультизадачность, беспилотные летательные 
аппараты (БПЛА). Одним из путей повышения эффективности БПЛА на поле боя является повышение уровня технического 
совершенства систем управления полетом. 

Создание новых подходов для проектирования навигационных систем беспилотных летательных аппаратов, в частности, 
на основе бесплатформенной инерциальной навигационной системы является актуальной задачей, что позволит обеспечить 
автоматическое управление маршруту полета БПЛА при отсутствии корректирующих сигналов от глобальной системы 
спутниковой навигации. 

Цель. Целью работы является разработка метода повышения точности обработки навигационных данных MEMC инер-
циальной навигационной системы беспилотного летательного аппарата на основе усовершенствованного фильтра           
Маджвика. 

Указанный метод позволит повысить скорость обработки данных навигационных параметров и точность определения 
параметров позиционирования в пространстве БПЛА за счет применения усовершенствованного фильтра Маджвика. 

В работе показано разработанную блок-схему фильтрации МЭМС БИНС на основе усовершенствованного фильтра   
Маджвика, проведено детализированное математическое описание процессов фильтрации. 

Указанный метод был апробирован экспериментально в программной среде MatLab используя реальный набор данных, 
собранных в процессе полета БПЛА. 

Метод. Для достижения поставленной цели использованы следующие методы: интеллектуальные системы, теория авто-
матического управления, псевдоспектральний метод, методы на базе генетического алгоритма и аппарат нечеткой нейрон-
ной сети. 

Результаты. Разработан метод повышения точности обработки навигационных данных MEMC инерциальной навигаци-
онной системы беспилотного летательного аппарата на основе усовершенствованного фильтра Маджвика. Исследована 
возможность практического применения полученных результатов и по сравнению с традиционными методами. Проведен 
эксперимент в программной среде MatLab, и проведено сравнение с методом обработки навигационных данных на основе 
фильтра Маджвика и фильтра Калмана. 
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Выводы. Разработанный метод повышения точности обработки навигационных данных MEMC инерциальной навига-
ционной системы беспилотного летательного аппарата на основе усовершенствованного фильтра Маджвика, показывает 
преимущество по сравнению с известными методами, при отсутствии корректирующих сигналов от глобальной системы 
спутниковой навигации с точности и скорости обработки навигационных данных.  

КЛЮЧЕВЫЕ СЛОВА: интеллектуальная система автоматического управления, навигационная система, беспилотный 
летательный аппарат.  
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